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ref. 60037

ELECTRIC NAILER/STAPLER
Function 

This power tool is designed for tacking of cardboard, insulating 
material, fabric, foils, leather, etc., on surfaces of wood or wood-
like materials by means of its compressed air driven trigger. 

Advantages 

✓ High-power impact trigger 
✓ Equipped with LED light for an enhanced visibility and to 

indicate tool status 
✓ Ergonomic soft grip handle  
✓ With carrying hook 
✓ With trigger depth adjustment wheel 
 
Technical specifications 

 

Compatible products 

Compatible with the following batteries and chargers (not included in the product): 

60012 – 2.0Ah LI-ION BATTERY 

60013 - 4.0 Ah LI-ION BATTERY 

60015 - 6.0Ah LI-ION BATTERY 

60016 - 20V CHARGER 

60017 - 20V FAST 

Voltage 20V/2000mAh 

Measures 292x259x94mm 

Weight 2.8kg 

Staples 

Average firing speed 60 staples/min. 

Max. firing speed 100 staples/min. 

Max. charger capacity 100 staples/min. 

Length 19-40mm 

Max. length 
40mm (18 Gauge narrow crown light 
duty staples) 

Max. cross section width 1.2mm 

Max. cross section thickness 1mm 

Max. crown 6mm 

Nails 

Average firing speed 60 nails/min. 

Max. firing speed 100 nails/min. 

Max. charger capacity 100 nails/min. 

Length 20-50mm 

Max. length 50mm (18 Gauge Brad Nails) 

Max. cross section width 1.25mm 

Max. cross section thickness 1.05mm 

Run time 

2Ah battery – 420 staples/nails per charge 

4Ah battery – 800 staples/nails per charge 

6Ah battery – 1200 staples/nails per charge 


