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I. EXECUTIVE SUMMARY 

This report examines the changes in drainage that can be expected as the result of the proposed 

mixed-use development project at 107-119 Main St, 1 & 3 Elm St, 0 & 26 Kelley St (the “Project 

Site”). The Project Site is currently occupied by multiple retail storefronts including an automotive 

dealer, autobody repair, car wash, United States Postal Service (USPS) Office, fast food 

restaurant with drive through, gas station and other retailers. The remaining portion of the site 

consists of a mix of landscaped areas, wooded areas, and Bordering Vegetated Wetlands (BVWs) 

and an Isolated Vegetated Wetland (IVW). 

Rte 85 Realty Corp. (the “Applicant”) is proposing to redevelop the existing site with a residential 

building, one (1) restaurant with drive-through facilities, one (1) bank with drive-through facilities, 

and one (1) fueling station with a convenience store, along with paved parking areas, landscaping, 

and associated stormwater management system(s) and utilities. This report addresses a 

comparative analysis of the pre- and post-development site runoff conditions.  Additionally, this 

report provides calculations documenting the design of the proposed stormwater 

conveyance/management system(s) as illustrated within the accompanying Site Development 

Plans prepared by Bohler.  The Project will also provide erosion and sedimentation controls during 

the demolition and construction periods, as well as long term stabilization of the site.  

For the purposes of this analysis the pre- and post-development drainage conditions were 

analyzed at five (5) “design points” where stormwater runoff currently drains to under existing 

conditions. These design points are described in further detail in Section II below. A summary of 

the existing and proposed conditions peak runoff rates for the 2-, 10-, 25-, and 100-year storms 

can be found in Table 1.1 below. The stormwater management system has been designed to 

retain and infiltrate at least 1” of runoff from the project’s total proposed impervious area. In 

addition, the project has been designed to meet or exceed the Massachusetts Stormwater 

Management Standards and Article 26 (Stormwater Management and Land Disturbance 

ordinance approved 11/13/2023) of the Town of Medway General Bylaws as detailed herein. 
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Table 1.1: Design Point Peak Runoff Rate Summary 

Point of Analysis 
2-Year Storm 10-Year Storm 25-Year Storm 100-Year Storm 

Pre Post ∆ Pre Post ∆ Pre Post ∆ Pre Post ∆ 

DP1 5.56 3.41 -2.15 9.07 4.67 -4.40 11.84 5.64 -6.20 16.44 7.08 -9.36 

DP2 6.60 3.31 -3.29 11.89 9.13 -2.76 16.23 12.03 -4.20 23.57 22.50 -1.07 

DP3 2.60 2.15 -0.45 6.04 3.95 -2.09 8.98 5.42 -3.56 14.03 7.90 -6.13 

DP4 4.60 2.80 -1.80 12.00 5.84 -6.16 17.10 11.94 -5.16 25.77 25.41 -0.36 

DP5 1.33 0.81 -0.52 3.52 2.00 -1.52 4.98 2.84 -2.14 7.34 6.02 -1.32 

*Flows are represented in cubic feet per second (cfs)  
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II. EXISTING SITE CONDITIONS 

Existing Site Description 

The site consists of approximately 21.1 acres of land located at 107-119 Main St, 1 & 3 Elm St, 0 

& 26 Kelley St. The site is currently occupied by multiple retail storefronts including an automotive 

dealer, autobody repair, car wash, US Postal Service Office, fast food restaurant with drive 

through, gas station and other retailers. The remaining portion of the site consists of a mix of 

landscaping, wooded areas, as well as Bordering Vegetated Wetlands (BVW) and a non-

jurisdictional Isolated Vegetated Wetlands (IVW). The IVW is less than 5,000-sf and is considered 

non-jurisdictional under the Definitions in Section 4 for the “Rules and Regulations of the Town of 

Medway Conservation Commission”, amended June 25, 2020.  The project Site is bound by Main 

Street and commercial properties to the north, Elm Street to the west, residential properties to the 

southwest, Kelley Street to the south, residential properties to the east, and commercial properties 

to the northeast. 

On-Site Soil Information 

Soils within the analyzed area consist of the following as classified by the Natural Resource 

Conservation Service (NRCS): 

Table 2.1: Existing Soil Information 

Soil Unit Symbol Soil Name / Description 
Hydrologic Soil 

Group (HSG) 

602 Urban land N/A 

312B 
Woodbridge fine sandy loam, 

extremely stony 
C/D 

71B 
Ridgebury fine sandy loam, 

extremely stony 
D 

 

On-site soil testing was performed by Sanborn, Head & Associates, Inc. (Sanborn Head) in May 

2023. Twelve test (12) pits were conducted throughout the site to obtain the preliminary soil data 

for the stormwater design using the United States Department of Agriculture (USDA) Textural 

Classification System. Additionally, five (5) soil samples were collected for laboratory sieve 

analysis which included hydrometer testing. 

Per the testing data provided, the majority of the site is identified as Sandy Loam or Loamy Sand, 

HSG C, generally reflecting findings in the NRCS Soil Report. Groundwater was estimated 

between 2.1-ft to 14.2-ft below surface elevation and likely flows towards the on-site and off-site 
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BVWs. Sanborn Head generally recommends 1.02 in/hr for the infiltration rate for the lab test data 

and on-site evaluation of the soil conditions. Refer to Appendix C for additional information. 

Existing Collection and Conveyance 

Under existing conditions, the stormwater management system includes a limited number of on-

site catch basins that appear to drain to the municipal storm drain system. Runoff not captured 

by the catch basins drain to the abutters or Bordering Vegetated Wetlands (BVW) generally to 

the south and west of the site. Some of the runoff flows overland flows to the municipal catch 

basins on Main Street. On-site elevations (NAVD88) range from 266 adjacent to Main Street at 

the northeast corner of the site to 219 at the southwest corner of the property. 

Existing Watersheds and Design Point Information 

For the purposes of this analysis, the pre- and post-development drainage conditions were 

analyzed at five (5) “design points” as described below where stormwater runoff currently drains 

to under existing conditions. The existing site was subdivided into subcatchments to analyze 

existing flow rates at each design point. The minimum time of concentration is calculated as 6 

minutes (0.1 hr). 

Design Point #1 (DP1) is the municipal storm drain system in Main Street. Portions of the existing 

development drain to on-site catch basins and/or flows overland to municipal catch basins before 

connecting to the municipal storm drain system. 

Design Point #2 (DP2) is the on-site BVW located in the western portion of the Project Site. 

Design Point #3 (DP3) is the abutting property (Parcel I.D. 48-48) located southwest of the Project 

Site. 

Design Point #4 (DP4) is the on-site BVW located in the central portion of the Project Site. 

Design Point #5 (DP5) are the abutting properties (Parcel I.D. 49-01, 49-04, 40-111, 40-113) 

located near the center of the Project Site. Per LiDAR data obtained on 02/22/2023 to review off-

site drainage patterns, a majority of the runoff in the aforementioned abutting parcels eventually 

leads to the on-site BVW located in the central portion of the Project Site. 

Refer to Table 1.1 and 6.1 for the existing conditions peak rates of runoff. Refer to Appendix D 

and the Drainage Area Maps in the appendices of this report for a graphical representation of the 

existing drainage areas. 
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III. PROPOSED SITE CONDITIONS 

Proposed Development Description 

The project currently proposes to redevelop the existing site with a 74,540-sf± residential building, 

one (1) 2,000-sf± restaurant with drive-through facilities, one (1) 3,500-sf± bank with drive-through 

facilities, and one (1) fueling station with an associated 5,400-sf± convenience store, along with 

paved parking areas, landscaping, and associated stormwater management system(s) and 

utilities. 

Proposed Development Collection and Conveyance 

Generally, the site has been designed to drain to a mix of deep-sump, hooded catch basins, 

trench drains, or water quality inlets (hydrodynamic separators). The inlet structures will capture 

and convey stormwater runoff, via an underground pipe system, to infiltration systems or detention 

systems. Infiltration systems are composed of either subsurface chambers / structures or above-

ground basins. The proposed detention systems are subsurface chambers / structures with Outlet 

Control Structures (OCS) to manage the outflow from their respective basins. Pretreatment of 

stormwater runoff will be provided by a combination of the deep-sump, hooded catch basins, 

hydrodynamic separators, and/or isolator rows within the subsurface infiltration system(s), prior 

to discharge into the proposed corresponding basins. Rooftop runoff has been designed to flow 

to the basins as well. Pipes are designed for the 25-year storm using the Rational Method. Pipes 

downstream of the proposed drainage basins are designed for the 100-yr storm as to not impede 

the functions of the basins. 

The best management practices (BMPs) incorporated into the proposed stormwater management 

system have been designed to meets, or exceeds, the standards set forth in the Massachusetts 

Department of Environmental Protection (MADEP) Stormwater Management Standards. 

Additionally, the BMPs will meet, or exceed, the municipal standards for new developments as 

set forth in Article 26 (Stormwater Management and Land Disturbance ordinance approved 

11/13/2023) of the Town of Medway General Bylaws. Refer to Section V for additional 

information. 

Proposed Watersheds and Design Point Information 

The project has been designed to maintain existing drainage watersheds to the greatest extent 

possible, with the same five (5) design points as described in Section II above. The minimum 

time of concentration for all proposed subcatchment is calculated as 6 minutes (0.1 hr).   
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Refer to Table 1.1 and 6.1 for the calculated proposed conditions peak rates of runoff. For 

additional hydrologic information, refer to Appendix E and the Drainage Area Maps in the 

appendices of this report for a graphical representation of the proposed drainage areas. 

IV. METHODOLOGY 

Peak Flow Calculations 

Methodology utilized to design the proposed stormwater management system includes 

compliance with the guidelines set forth in the latest edition of the MADEP Stormwater 

Management Standards. The pre- and post-development runoff rates being discharged from the 

site were computed using the HydroCAD computer program. The drainage area and outlet 

information were entered into the program, which routes storm flows based on NRCS TR-20 and 

TR-55 methods.  The other components of the model were determined following standard NRCS 

procedures for Curve Numbers (CNs) and times of concentrations documented in the appendices 

of this report. The rainfall data utilized and listed below in Table 4.1 below for stormwater 

calculations is based on NOAA Plus methodology, as required under local regulations, utilizing 

90% of the upper bound of each recurrence interval. Refer to Appendix F for more information. 

Table 4.1: NOAA+ Rainfall Intensities 

Frequency 2 year 10 year 25 year 100 year 

Rainfall* (inches) 3.84 6.06 7.81 10.71 

*Values derived from NOAA ATLAS on 02/02/2026 

The proposed stormwater management as designed will provide a decrease in peak rates of 

runoff from the proposed facility for the 2-, 10-, 25- and 100-year design storm events. 

Additionally, the proposed project meets, or exceeds, the MADEP Stormwater Management and 

municipal standards. Compliance with these standards is described further below. 
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V. STORMWATER MANAGEMENT STANDARDS 

Standard #1: No New Untreated Discharges 

The project has been designed so that the majority of proposed impervious areas (including the 

building roof and paved parking/driveway areas) shall be collected and passed through the 

proposed drainage system for treatment prior to discharge. Additionally, all proposed outfalls are 

design as to not cause erosion to the on-site wetlands. Please see Rip Rap Apron Sizing 

Calculations in Appendix F. 

Standard #2: Peak Rate Attenuation 

As outlined in Table 1.1 and Table 6.1, the development of the site and the proposed stormwater 

management system, have been designed so that post-development peak rates of runoff are at 

or below pre-development conditions for the 2-, 10-, 25-, and 100-year storm events at all design 

points.  

Standard #3: Recharge 

A majority of the stormwater runoff from the project will be collected and diverted to a number of 

proposed infiltration systems. The Project as proposed will result in approximately 8.4± acres of 

impervious area, a net increase of approximately 4± acres over existing. Per the municipal 

stormwater regulations, the project is required to infiltrate 1.0-inch times the proposed impervious 

area for New Development projects which exceeds the requirements set in Standard 3. This 

amounts to 30,476 cubic feet of stormwater, which is adjusted to 36,354 cubic feet to compensate 

for impervious areas not captured by the infiltration system. The proposed infiltration basins will 

provide a combined 46,516 cubic feet of volume below the lowest outlet for groundwater recharge. 

Refer to Appendix F of this report for calculations documenting required and provided recharge 

volumes. 

MADEP Stormwater Management Standards require that Infiltration BMPs drain completely within 

72 hours of the end of the storm event. Calculations showing that each of the proposed infiltration 

systems will drain within 72 hours are included in Appendix F of this report. 

Infiltration is not used as a peak rate mitigator therefore a ground water mounding analysis is not 

required. 
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Standard #4: Water Quality 

In addition to the water quality requirements set forth under Standard 4, the Town of Medway 

requires projects to remove 90% of Total Suspended Solids (TSS) and 60% of Total Phosphorus 

(TP) post-construction for New Developments. Water quality treatment is provided via a 

combination of deep sump catch basins, hydrodynamic separators, isolator rows, and infiltration 

basins. TSS removal calculations are included in Appendix F of this report. The project will involve 

the creation of approximately 8.4± acres of proposed impervious area and is required to treat 

30,476 cubic feet of water quality volume per the municipal stormwater regulations. The proposed 

infiltration basin provides 46,516 cubic feet of water quality volume below the lowest outlet for 

water quality treatment. Where feasible, impervious areas not directed to infiltration systems will 

be treated with hydrodynamic separators. Refer to Appendix F of this report for calculations 

documenting required and provided water quality volumes. 

Surface runoff captured by deep sump catch basins are typically directed to an isolator row of an 

infiltration/detention BMP or a Water Quality Unit, i.e., a hydrodynamic separator, prior to 

discharge into the respective infiltration/detention BMP. Water Quality Inlets, i.e., inlet structures 

with hydrodynamic separators, are used where an inlet structure drains to the infiltration/detention 

BMP directly. Roof areas drain to the infiltration or detention BMP directly. 

Standard #5: Land Use with Higher Potential Pollutant Loads 

The northeast portion of the proposed project includes a fueling station and generates more than 

1,000 trips a day, which would classify as “Land Uses with Higher Potential Pollutant Loads” or 

“LUHPPL”. Accordingly, the stormwater management system includes oil-grit separators prior to 

discharge. In addition, the project will already provide the minimum 44% TSS removal prior to 

infiltration and treat the 1.0 in water quality depth, as further illustrated in Appendix E of this 

report.  

Standard #6: Critical Areas 

Not Applicable for this project. 

Standard #7: Redevelopment 

Not Applicable for this project.  
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Standard #8: Construction Period Pollution Prevention and Erosion and Sedimentation 
Control 

The proposed project will provide construction period erosion and sedimentation controls as 

indicated within the site plan set provided for this project. This includes a proposed construction 

exit, protection for stormwater inlets, protection around temporary material stock piles and various 

other techniques as outlined on the erosion and sediment control sheets.  Additionally, the project 

is required to file a Notice of Intent with the US EPA and implement a Stormwater Pollution 

Prevention Plan (SWPPP) during the construction period. The SWPPP will be prepared prior to 

the start of construction and will be implemented by the site contractor under the guidance and 

responsibility of the project’s proponent. Refer to Appendix H. 

Standard #9: Operation and Maintenance Plan (O&M Plan) 

An Operation and Maintenance (O&M) Plan for this site has been prepared and is included in 

Appendix G of this report. The O&M Plan outlines procedures and timetables for the long-term 

operation and maintenance of the proposed site stormwater management system, including initial 

inspections upon completion of construction, and periodic monitoring of the system components, 

in accordance with established practices and the manufacturer’s recommendations. The O&M 

Plan includes a list of responsible parties for inspections and maintenance. 

Standard #10: Prohibition of Illicit Discharges 

The proposed stormwater system will only convey allowable non-stormwater discharges 

(firefighting waters, irrigation, air conditioning condensates, etc.) and will not contain any illicit 

discharges from prohibited sources.  An Illicit Discharge Statement is included in Appendix G of 

this report. 
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VI. SUMMARY 

In summary, the proposed stormwater management system illustrated on the drawings prepared 

by Bohler results in a reduction in peak rates of runoff from the subject site when compared to 

pre-development conditions for the 2-, 10-, 25- and 100-year storm frequencies.  In addition, the 

proposed best management practices will result in an effective removal of total suspended solids 

from the post-development runoff. The pre-development versus post-development stormwater 

discharge comparisons are contained in Table 6.1 below: 

Table 6.1: Design Point Peak Runoff Rate Summary 

Point of Analysis 
2-Year Storm 10-Year Storm 25-Year Storm 100-Year Storm 

Pre Post ∆ Pre Post ∆ Pre Post ∆ Pre Post ∆ 

DP1 5.56 3.41 -2.15 9.07 4.67 -4.40 11.84 5.64 -6.20 16.44 7.08 -9.36 

DP2 6.60 3.31 -3.29 11.89 9.13 -2.76 16.23 12.03 -4.20 23.57 22.50 -1.07 

DP3 2.60 2.15 -0.45 6.04 3.95 -2.09 8.98 5.42 -3.56 14.03 7.90 -6.13 

DP4 4.60 2.80 -1.80 12.00 5.84 -6.16 17.10 11.94 -5.16 25.77 25.41 -0.36 

DP5 1.33 0.81 -0.52 3.52 2.00 -1.52 4.98 2.84 -2.14 7.34 6.02 -1.32 

*Flows are represented in cubic feet per second (cfs) 
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 A. Introduction 

Important: When 
filling out forms 
on the computer, 
use only the tab 
key to move your 
cursor - do not 
use the return 
key. 

 

A Stormwater Report must be submitted with the Notice of Intent permit application to document 
compliance with the Stormwater Management Standards. The following checklist is NOT a substitute for 
the Stormwater Report (which should provide more substantive and detailed information) but is offered 
here as a tool to help the applicant organize their Stormwater Management documentation for their 
Report and for the reviewer to assess this information in a consistent format. As noted in the Checklist, 
the Stormwater Report must contain the engineering computations and supporting information set forth in 
Volume 3 of the Massachusetts Stormwater Handbook. The Stormwater Report must be prepared and 
certified by a Registered Professional Engineer (RPE) licensed in the Commonwealth. 
 
The Stormwater Report must include: 

• The Stormwater Checklist completed and stamped by a Registered Professional Engineer (see 
page 2) that certifies that the Stormwater Report contains all required submittals.1 This Checklist 
is to be used as the cover for the completed Stormwater Report. 

• Applicant/Project Name 

• Project Address 

• Name of Firm and Registered Professional Engineer that prepared the Report 

• Long-Term Pollution Prevention Plan required by Standards 4-6 

• Construction Period Pollution Prevention and Erosion and Sedimentation Control Plan required 
by Standard 82 

• Operation and Maintenance Plan required by Standard 9 
 
In addition to all plans and supporting information, the Stormwater Report must include a brief narrative 
describing stormwater management practices, including environmentally sensitive site design and LID 
techniques, along with a diagram depicting runoff through the proposed BMP treatment train.  Plans are 
required to show existing and proposed conditions, identify all wetland resource areas, NRCS soil types, 
critical areas, Land Uses with Higher Potential Pollutant Loads (LUHPPL), and any areas on the site 
where infiltration rate is greater than 2.4 inches per hour.   The Plans shall identify the drainage areas for 
both existing and proposed conditions at a scale that enables verification of supporting calculations.   

 
As noted in the Checklist, the Stormwater Management Report shall document compliance with each of 
the Stormwater Management Standards as provided in the Massachusetts Stormwater Handbook.  The 
soils evaluation and calculations shall be done using the methodologies set forth in Volume 3 of the 
Massachusetts Stormwater Handbook.   
 
To ensure that the Stormwater Report is complete, applicants are required to fill in the Stormwater Report 
Checklist by checking the box to indicate that the specified information has been included in the 
Stormwater Report.  If any of the information specified in the checklist has not been submitted, the 
applicant must provide an explanation.  The completed Stormwater Report Checklist and Certification 
must be submitted with the Stormwater Report. 

 

 

 

 

 

 

 

 

 

 

 

  

   

  
1 The Stormwater Report may also include the Illicit Discharge Compliance Statement required by Standard 10.  If not included in 
the Stormwater Report, the Illicit Discharge Compliance Statement must be submitted prior to the discharge of stormwater runoff to 
the post-construction best management practices. 
 
2 For some complex projects, it may not be possible to include the Construction Period Erosion and Sedimentation Control Plan in 
the Stormwater Report.  In that event, the issuing authority has the discretion to issue an Order of Conditions that approves the 
project and includes a condition requiring the proponent to submit the Construction Period Erosion and Sedimentation Control Plan 
before commencing any land disturbance activity on the site. 
 

 

 

 

 

http://www.mass.gov/eea/agencies/massdep/water/regulations/massachusetts-stormwater-handbook.html
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 B. Stormwater Checklist and Certification 

 The following checklist is intended to serve as a guide for applicants as to the elements that ordinarily 
need to be addressed in a complete Stormwater Report. The checklist is also intended to provide 
conservation commissions and other reviewing authorities with a summary of the components necessary 
for a comprehensive Stormwater Report that addresses the ten Stormwater Standards.   
 
Note: Because stormwater requirements vary from project to project, it is possible that a complete 
Stormwater Report may not include information on some of the subjects specified in the Checklist.  If it is 
determined that a specific item does not apply to the project under review, please note that the item is not 
applicable (N.A.) and provide the reasons for that determination. 
 
A complete checklist must include the Certification set forth below signed by the Registered Professional 
Engineer who prepared the Stormwater Report. 

 

 

 

 

 

 Registered Professional Engineer’s Certification 

 I have reviewed the Stormwater Report, including the soil evaluation, computations, Long-term Pollution 
Prevention Plan, the Construction Period Erosion and Sedimentation Control Plan (if included), the Long-
term Post-Construction Operation and Maintenance Plan, the Illicit Discharge Compliance Statement (if 
included) and the plans showing the stormwater management system, and have determined that they 
have been prepared in accordance with the requirements of the Stormwater Management Standards as 
further elaborated by the Massachusetts Stormwater Handbook.  I have also determined that the 
information presented in the Stormwater Checklist is accurate and that the information presented in the 
Stormwater Report accurately reflects conditions at the site as of the date of this permit application.   

 

 

 

 
Registered Professional Engineer Block and Signature 

    

   

   

   

   

   
Signature and Date 

 
  

 Checklist 

 
Project Type: Is the application for new development, redevelopment, or a mix of new and 
redevelopment?  

  New development 

  Redevelopment 

  Mix of New Development and Redevelopment 

  

04/17/2026
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 Checklist (continued) 

 LID Measures:  Stormwater Standards require LID measures to be considered.  Document what 
environmentally sensitive design and LID Techniques were considered during the planning and design of 
the project:  

 
 No disturbance to any Wetland Resource Areas 

 
 Site Design Practices (e.g. clustered development, reduced frontage setbacks) 

 
 Reduced Impervious Area (Redevelopment Only) 

 
 Minimizing disturbance to existing trees and shrubs 

 
 LID Site Design Credit Requested: 

 
  Credit 1    

 
  Credit 2 

 
  Credit 3 

 
 Use of “country drainage” versus curb and gutter conveyance and pipe 

 
 Bioretention Cells (includes Rain Gardens) 

 
 Constructed Stormwater Wetlands (includes Gravel Wetlands designs) 

 
 Treebox Filter 

 
 Water Quality Swale 

 
 Grass Channel 

 
 Green Roof 

 
 Other (describe): 

       
 

 
 

 
Standard 1: No New Untreated Discharges 

 
 No new untreated discharges 

  Outlets have been designed so there is no erosion or scour to wetlands and waters of the 
Commonwealth 

 
 Supporting calculations specified in Volume 3 of the Massachusetts Stormwater Handbook included. 
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 Checklist (continued) 

 
Standard 2:  Peak Rate Attenuation 

  Standard 2 waiver requested because the project is located in land subject to coastal storm flowage 
and stormwater discharge is to a wetland subject to coastal flooding. 

  Evaluation provided to determine whether off-site flooding increases during the 100-year 24-hour 
storm. 

 
 Calculations provided to show that post-development peak discharge rates do not exceed pre-

development rates for the 2-year and 10-year 24-hour storms.  If evaluation shows that off-site 
flooding increases during the 100-year 24-hour storm, calculations are also provided to show that 
post-development peak discharge rates do not exceed pre-development rates for the 100-year 24-
hour storm. 

 

 

 
Standard 3: Recharge 

 
 Soil Analysis provided. 

 
 Required Recharge Volume calculation provided. 

 
 Required Recharge volume reduced through use of the LID site Design Credits. 

 
 Sizing the infiltration, BMPs is based on the following method:  Check the method used. 

 
  Static   Simple Dynamic   Dynamic Field1 

 
 Runoff from all impervious areas at the site discharging to the infiltration BMP. 

 
 Runoff from all impervious areas at the site is not discharging to the infiltration BMP and calculations 

are provided showing that the drainage area contributing runoff to the infiltration BMPs is sufficient to 
generate the required recharge volume. 

 

 
 Recharge BMPs have been sized to infiltrate the Required Recharge Volume. 

  Recharge BMPs have been sized to infiltrate the Required Recharge Volume only to the maximum 
extent practicable for the following reason: 

 
  Site is comprised solely of C and D soils and/or bedrock at the land surface 

 
  M.G.L. c. 21E sites pursuant to 310 CMR 40.0000 

 
  Solid Waste Landfill pursuant to 310 CMR 19.000 

   Project is otherwise subject to Stormwater Management Standards only to the maximum extent 
 practicable. 

 
 Calculations showing that the infiltration BMPs will drain in 72 hours are provided. 

 
 Property includes a M.G.L. c. 21E site or a solid waste landfill and a mounding analysis is included. 

 
  

 
1 80% TSS removal is required prior to discharge to infiltration BMP if Dynamic Field method is used. 
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 Checklist (continued) 

 
Standard 3: Recharge (continued) 

 
 The infiltration BMP is used to attenuate peak flows during storms greater than or equal to the 10-

year 24-hour storm and separation to seasonal high groundwater is less than 4 feet and a mounding 
analysis is provided. 

 

  Documentation is provided showing that infiltration BMPs do not adversely impact nearby wetland 
resource areas. 

  
Standard 4: Water Quality 

 
The Long-Term Pollution Prevention Plan typically includes the following: 

• Good housekeeping practices;  

• Provisions for storing materials and waste products inside or under cover; 

• Vehicle washing controls; 

• Requirements for routine inspections and maintenance of stormwater BMPs;  

• Spill prevention and response plans;  

• Provisions for maintenance of lawns, gardens, and other landscaped areas;  

• Requirements for storage and use of fertilizers, herbicides, and pesticides; 

• Pet waste management provisions;  

• Provisions for operation and management of septic systems;  

• Provisions for solid waste management; 

• Snow disposal and plowing plans relative to Wetland Resource Areas; 

• Winter Road Salt and/or Sand Use and Storage restrictions; 

• Street sweeping schedules; 

• Provisions for prevention of illicit discharges to the stormwater management system; 

• Documentation that Stormwater BMPs are designed to provide for shutdown and containment in the 
event of a spill or discharges to or near critical areas or from LUHPPL; 

• Training for staff or personnel involved with implementing Long-Term Pollution Prevention Plan;  

• List of Emergency contacts for implementing Long-Term Pollution Prevention Plan. 

 

 

 

 

 

 

 

 

 

  A Long-Term Pollution Prevention Plan is attached to Stormwater Report and is included as an 
attachment to the Wetlands Notice of Intent. 

  Treatment BMPs subject to the 44% TSS removal pretreatment requirement and the one inch rule for 
calculating the water quality volume are included, and discharge: 

 
  is within the Zone II or Interim Wellhead Protection Area 

 
  is near or to other critical areas 

 
  is within soils with a rapid infiltration rate (greater than 2.4 inches per hour) 

 
  involves runoff from land uses with higher potential pollutant loads. 

 
 The Required Water Quality Volume is reduced through use of the LID site Design Credits. 

  Calculations documenting that the treatment train meets the 80% TSS removal requirement and, if 
applicable, the 44% TSS removal pretreatment requirement, are provided. 
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 Checklist (continued) 

 
Standard 4: Water Quality (continued) 

 
 The BMP is sized (and calculations provided) based on: 

 
  The ½” or 1” Water Quality Volume or 

   The equivalent flow rate associated with the Water Quality Volume and documentation is 
 provided showing that the BMP treats the required water quality volume. 

 
 The applicant proposes to use proprietary BMPs, and documentation supporting use of proprietary 

BMP and proposed TSS removal rate is provided.  This documentation may be in the form of the 
propriety BMP checklist found in Volume 2, Chapter 4 of the Massachusetts Stormwater Handbook 
and submitting copies of the TARP Report, STEP Report, and/or other third party studies verifying 
performance of the proprietary BMPs. 

 

 

 
 A TMDL exists that indicates a need to reduce pollutants other than TSS and documentation showing 

that the BMPs selected are consistent with the TMDL is provided. 

 Standard 5: Land Uses With Higher Potential Pollutant Loads (LUHPPLs) 

 
 The NPDES Multi-Sector General Permit covers the land use and the Stormwater Pollution 

Prevention Plan (SWPPP) has been included with the Stormwater Report. 
 

 
 The NPDES Multi-Sector General Permit covers the land use and the SWPPP will be submitted prior 

to the discharge of stormwater to the post-construction stormwater BMPs. 

  The NPDES Multi-Sector General Permit does not cover the land use. 

  LUHPPLs are located at the site and industry specific source control and pollution prevention 
measures have been proposed to reduce or eliminate the exposure of LUHPPLs to rain, snow, snow 
melt and runoff, and been included in the long term Pollution Prevention Plan.  

  All exposure has been eliminated. 

  All exposure has not been eliminated and all BMPs selected are on MassDEP LUHPPL list. 

  The LUHPPL has the potential to generate runoff with moderate to higher concentrations of oil and 
grease (e.g. all parking lots with >1000 vehicle trips per day) and the treatment train includes an oil 
grit separator, a filtering bioretention area, a sand filter or equivalent.  

 Standard 6: Critical Areas 

 
 The discharge is near or to a critical area and the treatment train includes only BMPs that MassDEP 

has approved for stormwater discharges to or near that particular class of critical area. 

  Critical areas and BMPs are identified in the Stormwater Report. 
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 Checklist (continued) 

 
Standard 7: Redevelopments and Other Projects Subject to the Standards only to the maximum 
extent practicable 

 
 The project is subject to the Stormwater Management Standards only to the maximum Extent 

Practicable as a: 

   Limited Project 

 
  Small Residential Projects: 5-9 single family houses or 5-9 units in a multi-family development 

 provided there is no discharge that may potentially affect a critical area. 

 
  Small Residential Projects: 2-4 single family houses or 2-4 units in a multi-family development  
  with a discharge to a critical area 

 
  Marina and/or boatyard provided the hull painting, service and maintenance areas are protected 

 from exposure to rain, snow, snow melt and runoff 

   Bike Path and/or Foot Path 

   Redevelopment Project 

   Redevelopment portion of mix of new and redevelopment. 

 
 Certain standards are not fully met (Standard No. 1, 8, 9, and 10 must always be fully met) and an 

explanation of why these standards are not met is contained in the Stormwater Report. 

 
 The project involves redevelopment and a description of all measures that have been taken to 

improve existing conditions is provided in the Stormwater Report.  The redevelopment checklist found 
in Volume 2 Chapter 3 of the Massachusetts Stormwater Handbook may be used to document that 
the proposed stormwater management system (a) complies with Standards 2, 3 and the pretreatment 
and structural BMP requirements of Standards 4-6 to the maximum extent practicable and (b) 
improves existing conditions. 

 

 

 Standard 8: Construction Period Pollution Prevention and Erosion and Sedimentation Control 

 A Construction Period Pollution Prevention and Erosion and Sedimentation Control Plan must include the 
following information: 
 

• Narrative; 

• Construction Period Operation and Maintenance Plan; 

• Names of Persons or Entity Responsible for Plan Compliance; 

• Construction Period Pollution Prevention Measures; 

• Erosion and Sedimentation Control Plan Drawings; 

• Detail drawings and specifications for erosion control BMPs, including sizing calculations; 

• Vegetation Planning; 

• Site Development Plan; 

• Construction Sequencing Plan; 

• Sequencing of Erosion and Sedimentation Controls; 

• Operation and Maintenance of Erosion and Sedimentation Controls; 

• Inspection Schedule; 

• Maintenance Schedule; 

• Inspection and Maintenance Log Form. 

 

 

 

 

 

 

 

 

 
 A Construction Period Pollution Prevention and Erosion and Sedimentation Control Plan containing 

the information set forth above has been included in the Stormwater Report. 
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Massachusetts Department of Environmental Protection  
Bureau of Resource Protection - Wetlands Program 

Checklist for Stormwater Report  
 

 Checklist (continued) 

 
Standard 8: Construction Period Pollution Prevention and Erosion and Sedimentation Control 
(continued) 

  The project is highly complex and information is included in the Stormwater Report that explains why 
it is not possible to submit the Construction Period Pollution Prevention and Erosion and 
Sedimentation Control Plan with the application. A Construction Period Pollution Prevention and 
Erosion and Sedimentation Control has not been included in the Stormwater Report but will be 
submitted before land disturbance begins. 

 

 

  The project is not covered by a NPDES Construction General Permit. 

 
 The project is covered by a NPDES Construction General Permit and a copy of the SWPPP is in the 

Stormwater Report. 

 
 The project is covered by a NPDES Construction General Permit but no SWPPP been submitted.  

The SWPPP will be submitted BEFORE land disturbance begins. 

 Standard 9: Operation and Maintenance Plan 

 
 The Post Construction Operation and Maintenance Plan is included in the Stormwater Report and 

includes the following information: 

   Name of the stormwater management system owners; 

   Party responsible for operation and maintenance; 

   Schedule for implementation of routine and non-routine maintenance tasks; 

   Plan showing the location of all stormwater BMPs maintenance access areas; 

   Description and delineation of public safety features; 

   Estimated operation and maintenance budget; and 

   Operation and Maintenance Log Form. 

 
 The responsible party is not the owner of the parcel where the BMP is located and the Stormwater 

Report includes the following submissions: 

   A copy of the legal instrument (deed, homeowner’s association, utility trust or other legal entity) 
 that establishes the terms of and legal responsibility for the operation and maintenance of the 
 project site stormwater BMPs;  

 
  A plan and easement deed that allows site access for the legal entity to operate and maintain 

 BMP functions. 

 Standard 10: Prohibition of Illicit Discharges 

  The Long-Term Pollution Prevention Plan includes measures to prevent illicit discharges; 

  An Illicit Discharge Compliance Statement is attached; 

 
 NO Illicit Discharge Compliance Statement is attached but will be submitted prior to the discharge of 

any stormwater to post-construction BMPs. 
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Preface
Soil surveys contain information that affects land use planning in survey areas. 
They highlight soil limitations that affect various land uses and provide information 
about the properties of the soils in the survey areas. Soil surveys are designed for 
many different users, including farmers, ranchers, foresters, agronomists, urban 
planners, community officials, engineers, developers, builders, and home buyers. 
Also, conservationists, teachers, students, and specialists in recreation, waste 
disposal, and pollution control can use the surveys to help them understand, 
protect, or enhance the environment.

Various land use regulations of Federal, State, and local governments may impose 
special restrictions on land use or land treatment. Soil surveys identify soil 
properties that are used in making various land use or land treatment decisions. 
The information is intended to help the land users identify and reduce the effects of 
soil limitations on various land uses. The landowner or user is responsible for 
identifying and complying with existing laws and regulations.

Although soil survey information can be used for general farm, local, and wider area 
planning, onsite investigation is needed to supplement this information in some 
cases. Examples include soil quality assessments (http://www.nrcs.usda.gov/wps/
portal/nrcs/main/soils/health/) and certain conservation and engineering 
applications. For more detailed information, contact your local USDA Service Center 
(https://offices.sc.egov.usda.gov/locator/app?agency=nrcs) or your NRCS State Soil 
Scientist (http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?
cid=nrcs142p2_053951).

Great differences in soil properties can occur within short distances. Some soils are 
seasonally wet or subject to flooding. Some are too unstable to be used as a 
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as 
septic tank absorption fields. A high water table makes a soil poorly suited to 
basements or underground installations.

The National Cooperative Soil Survey is a joint effort of the United States 
Department of Agriculture and other Federal agencies, State agencies including the 
Agricultural Experiment Stations, and local agencies. The Natural Resources 
Conservation Service (NRCS) has leadership for the Federal part of the National 
Cooperative Soil Survey.

Information about soils is updated periodically. Updated information is available 
through the NRCS Web Soil Survey, the site for official soil survey information.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its 
programs and activities on the basis of race, color, national origin, age, disability, 
and where applicable, sex, marital status, familial status, parental status, religion, 
sexual orientation, genetic information, political beliefs, reprisal, or because all or a 
part of an individual's income is derived from any public assistance program. (Not 
all prohibited bases apply to all programs.) Persons with disabilities who require 
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alternative means for communication of program information (Braille, large print, 
audiotape, etc.) should contact USDA's TARGET Center at (202) 720-2600 (voice 
and TDD). To file a complaint of discrimination, write to USDA, Director, Office of 
Civil Rights, 1400 Independence Avenue, S.W., Washington, D.C. 20250-9410 or 
call (800) 795-3272 (voice) or (202) 720-6382 (TDD). USDA is an equal opportunity 
provider and employer.
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Soil Map
The soil map section includes the soil map for the defined area of interest, a list of 
soil map units on the map and extent of each map unit, and cartographic symbols 
displayed on the map. Also presented are various metadata about data used to 
produce the map, and a description of each soil map unit.
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MAP LEGEND MAP INFORMATION

Area of Interest (AOI)
Area of Interest (AOI)

Soils
Soil Map Unit Polygons

Soil Map Unit Lines

Soil Map Unit Points

Special Point Features
Blowout

Borrow Pit

Clay Spot

Closed Depression

Gravel Pit

Gravelly Spot

Landfill

Lava Flow

Marsh or swamp

Mine or Quarry

Miscellaneous Water

Perennial Water

Rock Outcrop

Saline Spot

Sandy Spot

Severely Eroded Spot

Sinkhole

Slide or Slip

Sodic Spot

Spoil Area

Stony Spot

Very Stony Spot

Wet Spot

Other

Special Line Features

Water Features
Streams and Canals

Transportation
Rails

Interstate Highways

US Routes

Major Roads

Local Roads

Background
Aerial Photography

The soil surveys that comprise your AOI were mapped at 
1:25,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause 
misunderstanding of the detail of mapping and accuracy of soil 
line placement. The maps do not show the small areas of 
contrasting soils that could have been shown at a more detailed 
scale.

Please rely on the bar scale on each map sheet for map 
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL: 
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator 
projection, which preserves direction and shape but distorts 
distance and area. A projection that preserves area, such as the 
Albers equal-area conic projection, should be used if more 
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as 
of the version date(s) listed below.

Soil Survey Area: Norfolk and Suffolk Counties, Massachusetts
Survey Area Data: Version 21, Sep 5, 2025

Soil map units are labeled (as space allows) for map scales 
1:50,000 or larger.

Date(s) aerial images were photographed: May 22, 2022—Jun 
5, 2022

The orthophoto or other base map on which the soil lines were 
compiled and digitized probably differs from the background 
imagery displayed on these maps. As a result, some minor 
shifting of map unit boundaries may be evident.
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

70A Ridgebury fine sandy loam, 0 to 
3 percent slopes

0.1 0.3%

71B Ridgebury fine sandy loam, 3 to 
8 percent slopes, extremely 
stony

2.9 6.1%

310B Woodbridge fine sandy loam, 3 
to 8 percent slopes

2.7 5.8%

312B Woodbridge fine sandy loam, 0 
to 8 percent slopes, 
extremely stony

30.6 65.7%

602 Urban land, 0 to 15 percent 
slopes

10.3 22.1%

Totals for Area of Interest 46.6 100.0%

Map Unit Descriptions
The map units delineated on the detailed soil maps in a soil survey represent the 
soils or miscellaneous areas in the survey area. The map unit descriptions, along 
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more 
major kinds of soil or miscellaneous areas. A map unit is identified and named 
according to the taxonomic classification of the dominant soils. Within a taxonomic 
class there are precisely defined limits for the properties of the soils. On the 
landscape, however, the soils are natural phenomena, and they have the 
characteristic variability of all natural phenomena. Thus, the range of some 
observed properties may extend beyond the limits defined for a taxonomic class. 
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without 
including areas of other taxonomic classes. Consequently, every map unit is made 
up of the soils or miscellaneous areas for which it is named and some minor 
components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the 
map unit, and thus they do not affect use and management. These are called 
noncontrasting, or similar, components. They may or may not be mentioned in a 
particular map unit description. Other minor components, however, have properties 
and behavioral characteristics divergent enough to affect use or to require different 
management. These are called contrasting, or dissimilar, components. They 
generally are in small areas and could not be mapped separately because of the 
scale used. Some small areas of strongly contrasting soils or miscellaneous areas 
are identified by a special symbol on the maps. If included in the database for a 
given area, the contrasting minor components are identified in the map unit 
descriptions along with some characteristics of each. A few areas of minor 
components may not have been observed, and consequently they are not 
mentioned in the descriptions, especially where the pattern was so complex that it 

Custom Soil Resource Report
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was impractical to make enough observations to identify all the soils and 
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the 
usefulness or accuracy of the data. The objective of mapping is not to delineate 
pure taxonomic classes but rather to separate the landscape into landforms or 
landform segments that have similar use and management requirements. The 
delineation of such segments on the map provides sufficient information for the 
development of resource plans. If intensive use of small areas is planned, however, 
onsite investigation is needed to define and locate the soils and miscellaneous 
areas.

An identifying symbol precedes the map unit name in the map unit descriptions. 
Each description includes general facts about the unit and gives important soil 
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for 
differences in texture of the surface layer, all the soils of a series have major 
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness, 
salinity, degree of erosion, and other characteristics that affect their use. On the 
basis of such differences, a soil series is divided into soil phases. Most of the areas 
shown on the detailed soil maps are phases of soil series. The name of a soil phase 
commonly indicates a feature that affects use or management. For example, Alpha 
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas. 
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate 
pattern or in such small areas that they cannot be shown separately on the maps. 
The pattern and proportion of the soils or miscellaneous areas are somewhat similar 
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or 
miscellaneous areas that are shown as one unit on the maps. Because of present 
or anticipated uses of the map units in the survey area, it was not considered 
practical or necessary to map the soils or miscellaneous areas separately. The 
pattern and relative proportion of the soils or miscellaneous areas are somewhat 
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas 
that could be mapped individually but are mapped as one unit because similar 
interpretations can be made for use and management. The pattern and proportion 
of the soils or miscellaneous areas in a mapped area are not uniform. An area can 
be made up of only one of the major soils or miscellaneous areas, or it can be made 
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil 
material and support little or no vegetation. Rock outcrop is an example.

Custom Soil Resource Report
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Norfolk and Suffolk Counties, Massachusetts

70A—Ridgebury fine sandy loam, 0 to 3 percent slopes

Map Unit Setting
National map unit symbol: 2w69f
Landscape: Glaciated uplands
Elevation: 0 to 1,480 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 140 to 240 days
Farmland classification: Not prime farmland

Map Unit Composition
Ridgebury and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Ridgebury

Setting
Landscape: Glaciated uplands
Landform: Ground moraines, Hills, Drumlins, Depressions, Drainageways
Landform position (two-dimensional): Footslope, toeslope
Landform position (three-dimensional): Head slope, base slope
Down-slope shape: Concave
Across-slope shape: Concave
Parent material: Coarse-loamy lodgment till derived from gneiss, granite, and/or 

schist

Typical profile
Oe - 0 to 1 inches: moderately decomposed plant material
A - 1 to 6 inches: fine sandy loam
Bw - 6 to 10 inches: sandy loam
Bg - 10 to 19 inches: gravelly sandy loam
Cd - 19 to 66 inches: gravelly sandy loam

Properties and qualities
Slope: 0 to 3 percent
Depth to restrictive feature: 15 to 35 inches to densic material
Drainage class: Poorly drained
Runoff class: Very high
Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately 

low (0.00 to 0.14 in/hr)
Depth to water table: About 0 to 6 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 3.0 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 4w
Hydrologic Soil Group: D
Ecological site: F144AY009CT - Wet Till Depressions
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Hydric soil rating: Yes

Minor Components

Woodbridge
Percent of map unit: 9 percent
Landscape: Glaciated uplands
Landform: Ground moraines, Hills, Drumlins
Landform position (two-dimensional): Summit, footslope
Landform position (three-dimensional): Crest, base slope
Down-slope shape: Convex
Across-slope shape: Linear
Hydric soil rating: No

Whitman
Percent of map unit: 5 percent
Landscape: Glaciated uplands
Landform: Hills, Drainageways, Drumlins, Ground moraines, Depressions
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Base slope
Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: Yes

Leicester
Percent of map unit: 1 percent
Landscape: Glaciated uplands
Landform: Ground moraines, Hills, Drainageways, Depressions
Landform position (two-dimensional): Footslope, toeslope
Landform position (three-dimensional): Base slope
Down-slope shape: Concave, linear
Across-slope shape: Concave
Hydric soil rating: Yes

71B—Ridgebury fine sandy loam, 3 to 8 percent slopes, extremely stony

Map Unit Setting
National map unit symbol: 2w69c
Landscape: Glaciated uplands
Elevation: 0 to 1,290 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 140 to 240 days
Farmland classification: Not prime farmland

Map Unit Composition
Ridgebury, extremely stony, and similar soils: 80 percent
Minor components: 20 percent
Estimates are based on observations, descriptions, and transects of the mapunit.
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Description of Ridgebury, Extremely Stony

Setting
Landscape: Glaciated uplands
Landform: Drumlins, Depressions, Ground moraines, Hills, Drainageways
Landform position (two-dimensional): Footslope, toeslope
Landform position (three-dimensional): Head slope, base slope
Down-slope shape: Concave
Across-slope shape: Concave
Parent material: Coarse-loamy lodgment till derived from gneiss, granite, and/or 

schist

Typical profile
Oe - 0 to 1 inches: moderately decomposed plant material
A - 1 to 6 inches: fine sandy loam
Bw - 6 to 10 inches: sandy loam
Bg - 10 to 19 inches: gravelly sandy loam
Cd - 19 to 66 inches: gravelly sandy loam

Properties and qualities
Slope: 3 to 8 percent
Surface area covered with cobbles, stones or boulders: 9.0 percent
Depth to restrictive feature: 15 to 35 inches to densic material
Drainage class: Poorly drained
Runoff class: Very high
Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately 

low (0.00 to 0.14 in/hr)
Depth to water table: About 0 to 6 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 3.0 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 7s
Hydrologic Soil Group: D
Ecological site: F144AY009CT - Wet Till Depressions
Hydric soil rating: Yes

Minor Components

Woodbridge, extremely stony
Percent of map unit: 10 percent
Landscape: Glaciated uplands
Landform: Ground moraines, Hills, Drumlins
Landform position (two-dimensional): Summit, backslope, footslope
Landform position (three-dimensional): Crest, side slope
Down-slope shape: Convex
Across-slope shape: Linear
Hydric soil rating: No

Whitman, extremely stony
Percent of map unit: 8 percent
Landscape: Glaciated uplands
Landform: Depressions
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Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: Yes

Paxton, extremely stony
Percent of map unit: 2 percent
Landscape: Glaciated uplands
Landform: Ground moraines, Hills, Drumlins
Landform position (two-dimensional): Summit, shoulder, backslope
Landform position (three-dimensional): Crest, side slope
Down-slope shape: Convex, linear
Across-slope shape: Linear, convex
Hydric soil rating: No

310B—Woodbridge fine sandy loam, 3 to 8 percent slopes

Map Unit Setting
National map unit symbol: 2t2ql
Landscape: Uplands
Elevation: 0 to 1,470 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 140 to 240 days
Farmland classification: All areas are prime farmland

Map Unit Composition
Woodbridge, fine sandy loam, and similar soils: 82 percent
Minor components: 18 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Woodbridge, Fine Sandy Loam

Setting
Landscape: Uplands
Landform: Ground moraines, Drumlins, Hills
Landform position (two-dimensional): Summit, backslope, footslope
Landform position (three-dimensional): Side slope
Down-slope shape: Concave
Across-slope shape: Linear
Parent material: Coarse-loamy lodgment till derived from gneiss, granite, and/or 

schist

Typical profile
Ap - 0 to 7 inches: fine sandy loam
Bw1 - 7 to 18 inches: fine sandy loam
Bw2 - 18 to 30 inches: fine sandy loam
Cd - 30 to 65 inches: gravelly fine sandy loam

Properties and qualities
Slope: 3 to 8 percent
Depth to restrictive feature: 20 to 39 inches to densic material
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Drainage class: Moderately well drained
Runoff class: Medium
Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately 

low (0.00 to 0.14 in/hr)
Depth to water table: About 18 to 30 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 3.6 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 2w
Hydrologic Soil Group: C/D
Ecological site: F144AY037MA - Moist Dense Till Uplands
Hydric soil rating: No

Minor Components

Paxton
Percent of map unit: 10 percent
Landscape: Uplands
Landform: Drumlins, Ground moraines, Hills
Landform position (two-dimensional): Summit, shoulder, backslope
Landform position (three-dimensional): Nose slope, crest, side slope
Down-slope shape: Convex, linear
Across-slope shape: Convex
Hydric soil rating: No

Ridgebury
Percent of map unit: 8 percent
Landscape: Uplands
Landform: Depressions, Ground moraines, Hills, Drainageways
Landform position (two-dimensional): Toeslope, backslope, footslope
Landform position (three-dimensional): Base slope, head slope, dip
Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: Yes

312B—Woodbridge fine sandy loam, 0 to 8 percent slopes, extremely 
stony

Map Unit Setting
National map unit symbol: 2t2qs
Landscape: Uplands
Elevation: 0 to 1,580 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 140 to 240 days
Farmland classification: Not prime farmland
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Map Unit Composition
Woodbridge, extremely stony, and similar soils: 82 percent
Minor components: 18 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Woodbridge, Extremely Stony

Setting
Landscape: Uplands
Landform: Ground moraines, Hills, Drumlins
Landform position (two-dimensional): Summit, backslope, footslope
Landform position (three-dimensional): Side slope
Down-slope shape: Concave
Across-slope shape: Linear
Parent material: Coarse-loamy lodgment till derived from gneiss, granite, and/or 

schist

Typical profile
Oe - 0 to 2 inches: moderately decomposed plant material
A - 2 to 9 inches: fine sandy loam
Bw1 - 9 to 20 inches: fine sandy loam
Bw2 - 20 to 32 inches: fine sandy loam
Cd - 32 to 67 inches: gravelly fine sandy loam

Properties and qualities
Slope: 0 to 8 percent
Surface area covered with cobbles, stones or boulders: 9.0 percent
Depth to restrictive feature: 20 to 43 inches to densic material
Drainage class: Moderately well drained
Runoff class: Medium
Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately 

low (0.00 to 0.14 in/hr)
Depth to water table: About 19 to 27 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 4.0 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 7s
Hydrologic Soil Group: C/D
Ecological site: F144AY037MA - Moist Dense Till Uplands
Hydric soil rating: No

Minor Components

Paxton, extremely stony
Percent of map unit: 10 percent
Landscape: Uplands
Landform: Ground moraines, Hills, Drumlins
Landform position (two-dimensional): Summit, shoulder, backslope
Landform position (three-dimensional): Crest, side slope
Down-slope shape: Convex, linear
Across-slope shape: Linear, convex
Hydric soil rating: No
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Ridgebury, extremely stony
Percent of map unit: 8 percent
Landscape: Uplands
Landform: Hills, Drainageways, Drumlins, Depressions, Ground moraines
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Base slope, head slope
Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: Yes

602—Urban land, 0 to 15 percent slopes

Map Unit Setting
National map unit symbol: vkyj
Mean annual precipitation: 32 to 50 inches
Mean annual air temperature: 45 to 50 degrees F
Frost-free period: 120 to 200 days
Farmland classification: Not prime farmland

Map Unit Composition
Urban land: 99 percent
Minor components: 1 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Urban Land

Setting
Parent material: Excavated and filled land

Minor Components

Rock outcrops
Percent of map unit: 1 percent
Hydric soil rating: Unranked
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APPENDIX D: EXISTING CONDITIONS HYDROLOGIC ANALYSIS 

➢ EXISTING CONDITIONS DRAINAGE MAP 

➢ EXISTING CONDITIONS HYDROCAD COMPUTATIONS 

  



 

 
 

APPENDIX E: PROPOSED CONDITIONS HYDROLOGIC ANALYSIS 

➢ PROPOSED CONDITIONS DRAINAGE MAP 

➢ PROPOSED CONDITIONS HYDROCAD CALCULATIONS 

  



 

 
 

APPENDIX F: STORMWATER CALCULATIONS 

➢ NOAA+ RAINFALL DATA 

➢ MA STANDARD #3 – RECHARGE AND DRAWDOWN TIME 

➢ MA STANDARD #4 – WATER QUALITY AND TSS REMOVAL 

➢ TOTAL PHOSPHOROUS REMOVAL CALCULATIONS  



 

 
 

APPENDIX G: OPERATION AND MAINTENANCE 

➢ STORMWATER OPERATION AND MAINTENANCE PLAN 

➢ INSPECTION REPORT 

➢ INSPECTION AND MAINTENANCE LOG FORM 

➢ LONG-TERM POLLUTION PREVENTION PLAN 

➢ ILLICIT DISCHARGE STATEMENT 

➢ SPILL PREVENTION 

➢ PROPOSED OPERATION AND MAINTENANCE MAP 

➢ MANUFACTURER’S INSPECTION AND MAINTENANCE MANUALS 


