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GENERAL NOTES
1. TUBE MADE FROM PREMIUM GALVABOND ® TUBE FROM ORRCON OR EQUIVALENT. BILL OF MATERIALS
2. STEEL TUBE TO COMPLY WITH AS1450 DESIGNATION C250 MINIMUM.
3. STEEL TUBE TO HAVE A ZINC COATING MASS OF 137 G/M? INSIDE AND OUTSIDE OF TUBE. ITEM| DESCR. QTY SPEC.
5. POWDER COATING TO COMPLY WITH AS4506 CLASSIFICATION 2 2 _|RALL 2 | 40 x40 x 1.6mm SHS x 2400mm LG
- (SUBJECT TO SITE CONDITIONS). 3 PICKET 17 | 25x25x 1.2mm x 1800mm LG CRUSHED SPEAR
§: 6. SCREWS TO INSIDE OF FENCE UNLESS BRACKET RESTRICTED. 4 POST CAP 2 65 x 65 STEEL CAP
s 7. CONCRETE FOOTINGS 20MPa MINIMUM. 5 RAIL BRACKET 4 ONE PIECE SECURITY BRACKET
§’§ 8. FOOTING SIZE RECOMMENDED (SUBJECT TO SITE SOIL CONDITIONS). 6 SCREW 12 | ANTI-TAMPER SELF DRILLING TEK SCREW 12gx25mm LG
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