BLUEDOG  FENCES

The fencing material is
fabricated by Bluedog
Fences, in Australia, using
Australian tubular steel with
the highest zinc coating of
275 grams/ square metre of
tube surface.

The fencing is chemically
pre-treated (7 stage
immersion system) and
powder coated in-house
by Bluedog.

Through-punch rail for
improved strength and
aesthetics

Australian made with Australian steel.

All welds are Silicon Bronze

10 year colour fastness
warranty (conditions apply)

Installation instructions
and assembly drawings
provided.

Type 1 & Type 2 picket
spacings available upon
request.

Anti tamper Pentaforce teks
& security brackets supplied
as standard.

08 82418600

sa@bluedogfences.com.au
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Colour
Frame
Size

Gloss Black

2400 x 1200/1500mm
40x40x1.6mm
25x25x1.2mm

Flat top

65x65x1.6mm w/ Denso

Gloss Black

2400 x 1800mm
40x40x1.6mm
25x25x1.2mm

Flat top

65x65x2.5mm w/ Denso

Gloss Black

2400 x 2100mm
40x40x1.6mm
25x25x1.2mm

Rounded spear top
65x65x2.5mm w/ Denso

Gloss Black
65x65x1.6mm
1m, 2m, 4m & 6m opening

Keeper posts in stock.

Posts and Lock style are relative
to the height of the fence.

Colour
Frame
Size
Opening

Black

Suits 65shs

1m, 2m, 4m & 6m opening
180°

Hinge Type Roller Bearing

Safety chain supplied as standard

bluedogfences.com.au




