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Technical specifications

Output (Depending on product)

Loading dimension W x H 

Feed motion

Power supply

Weight

L x B x H

Cutting grid sizes

››Cubixx 100 LP‹‹
The smallest fully automatic dicer on the market

The  Cubixx 100 LP is our smallest fully automatic 
dicer in the range. Based on an know-how built up 
on our experiences of having over a 1000 Cubixx 
dicers in the market world-wide, the Cubixx 100LP 
incorporates a perfect combination of fully sealed 
loading chamber with hydraulic pressure plate cy-
linder and automatic shear blade cut-off. Able to be 
loaded by hand or with the option of infeed conveyor 
or hoist loader.

›› Fully sealed product loading chamber with open drainages
›› Fully automatic mazine loading by hydraulically driven  
 sidewall and guillotine cut-off blade 
›› THC-sysem*
›› Touchscreen handling computer controlled
›› Two-part heavy duty grid
›› Hardened shear edges and product stabilizers
››		Simple	and	safe	grid-set	fixing	

           *Accessories

Product features: 

All	machines	fulfil	the	strictest	CE	
safety and hygiene regulations.

Cubixx 100 LP

Max. 2.000 kg/h

100 x 100 x 510 mm

1-35 mm

3,7 kW

500 kg

1.965 x 1.145 x 1.960 mm

4 x 4 mm - 50 x 50 mm


