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The MAXXUM 9000 is designed to help you develop your full creative potential. lt incorpo-
rates sophisticated electronics for unmatched performance and versatility.

Among the MAXXUM 9000's major features are: continuous autofocusing that responds
instantly while the operating button is touched; built-in spot metering to handle difficult
lighting as well as center-weighted metering for general photography; program mode with auto
multi-program selection that sets an AE program to match the focal length in use; aperture- or
shutter-priority AE and metered-manual modes for creative control; a top shutter speed of
1l4OOO sec. and maximum flash X-sync speed of 11250 sec.; and both TTL flash metering and
depth-of-field preview are possible in all exposure modes.

Advanced MAXXUM system accessories include: the Motor Drive MD-90; the MAXXUM
Flash 28004F and 40004F; the Program Back 90 and Super 90; and the MAXXUM AF lens
system that covers focal lengths from 24mm wideangle to 300mm telephoto and includes five
lightweight macro/zooms. These and other accessories are described at the back this manual.

Before using your new camera, carefully read this manual. As you do, attach the lens, load
batteries, switch on power, and learn about the camera's parts and features. Then load it with
film and proceed to actual picture-taking. Be sure to follow the instructions, and keep this
manual handy for further reference. This way you can get better pictures and take full advan-
tage of the advanced features built into your MAXXUM 9000.

Fold out the front and back covers of this manual for easy reference to.names of parts.
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NAMES OF PARTS
Data panel

Exposure
mode selector

Main switch

Frame counter

Self-timer switch

Operating button

Self-timer LED

Shutter
up/down control

Preview switch

Lens contacts

Focusing ring

Accessory shoe

Back release
rewind crank/
metering selector

Sync terminal

Lock release

Exposure
adjustment key

Aperture up/down
control

Remote-control
terminal (with cover)

Lens release

Focus mode switch

Mounting index
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DATA PAN E L
Film speed indicator

Shutter speed/f i lm speed/
"bulb" elapsed time

Exposure adjustment
rem inde r

VIEWFINDER
Focus f rame

Selectable-setti ng i ndicators

Apertu rel
exposure adjustment

Spot-metering
area

Acute-Matte
focusing screen

Shutter speed/
film speed/

"bulb"elapsed time

F lash signal

Focus signals

Auto-exposu re
mode indicators

Apertu relexposu re
adjustment

Manual mode
ind icator

Exposure adjustment
rem inde r

M-mode
exposu re deviation

Metering indicator

* While all possible displays are shown together here, only applicable displays appear during operation.



Eyepiece adjustment dial

Film speed key

DX contacts

Motor Drive/
Control Grip contacts

Accessory-back
contacts

Eyepiece shutter lever

Film advance lever

AE lock

Multiple-exposure button

Film window

Take-up spool

Sprockets

Motor Drive couplers

Battery holder

Rewind releaseTripod socket



SUMMARY OF OPERATIONS

1. Attach lens. Remove body cap and lens
caps, align mounting indexes, insert lens into
mount, and twist lens clockwise to lock it
onto mount (p. 8).

2. Install batteries. Two AA-size batteries are
requ i red. Alkal i ne-manganese, nickel-cadm ium,
or carbon-zinc batteries can be used 1p. 10).
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3. Load film. With main switch oh, place

cartridge in film chamber. After threading
leader into take-up spool, advance film to take
up slack. Then close back cover (p. 15).

4. Advance film to first frame. Shutter is set
at 1/4000 until "1" appears in frame counter.
When film is loaded and advancing properly,
center of rewind crank rotates counterclock-
wise during advance stroke (p. 16).



5. Set film speed. Speed for DX:boded films is
set automatically. To set f ilm speed for
non-DX films, move shutter up/down control
while pressing "lSO" key (p. 19).

6. Set exposure mode. For general photo-
graphy, program mode with automatic multi-
program selection can be set by rotating
exposure mode selector to "PROGRAM" (p.
261.
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7. Set metering mode. For general photo-
graphy, "AVERAGE" setting should be used.
When lighting conditions require further
control, use the camera's built-in spot meter-
ing for midtone (SPOT), highlight (H) , or
shadow (S) readings (p. 42).

8. Set focus mode. For continuous autofocus-
ing, slide focus mode switch to "AF" position.
For manual focusing, set switch to "M"
position lp. 22l'.



9. Focus camera. Center focus frame on
subject and touch operating button to activate
camera's continuous autofocus system. Camera
continues to adjust focus as long as button is

touched. To lock focus, press and hold
operating button halfway down p.22l'.

10. Meter subject. Camera's meter is also

switched on by touching operating button.
Metering continues for ten seconds after
finger is lifted from button, then switches off
automatically. In auto-exposure modes (P, A,
and S), AE lock can be used to hold exposure
settings while you recompose phote (p. 13).
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11. Release shutter. While holding camera as

shown for horizontal or vertical photographs,
press operating button all the way down using

a smooth, steady stroke. After exposure,
advance film to the next frame (p. 13).

12. Rewind film. At end of roll, press film
release. Pull up metering selector, move it to
the rewind-crank position, and rewind film
into cartridge. Open back cover by sliding
lock release while pulling up on rewind crank.
Remove film (p. 21).



ATTACHING AND REMOVING LENS

To attach:
1. Remove body cap and rear lens cap as

shown.

2. Align mounting index (red bead) on lens

barrel with mounting index (red dot) on lens

mount.
3. Insert lens bayonet into mount and turn
lens clockwise until it locks in place with a

click.
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NOTE
o When attaching or removing lenses, never

touch anything inside the camera;'especially
the lens contacts or mirror.
o To protect lens contacts and lens elements,
always attach body cap and lens caps when-
ever lens is not attached.

Care of glass surfaces
o Never touch lens elements or eyepiece with
your fingers. lf the lens becomes dirty, clean
it gently with a lens brush. Only if necessary,
moisten a sheet of lens tissue with one drop of
lens-cleaning fluid. Then, starting at the center,
use a circular motion to lightly wipe the glass

surface.
o Never lift the mirror or touch its surface, as

this may impair its alignment. Dust specks on
the mirror's surface will not affect meter
readings or picture quality; if they are annoy-
ing, have the camera cleaned at an authorized
Minolta service facil ity.

To remove:
While pressing lens release, turn lens

counterclockwise as far as it will go, then lift
lens out of mount. When camera's meter is on
and lens is removed, aperture display shows



BATTERIES AND POWER

The MAXXUM 9000 uses two AA-size
batteries which supply power for autofocusing,
metering, and shutter release. Either alkaline-
manganese, nickel-cadmium, or carbon-zinc
batteries can be used. To load batteries:
1. Set main switch to OFF, then remove

battery holder by sliding release tab in direc-
tion shown and pulling holder out.

2. Place new batteries in holder with plus (+)

and minus (-) ends as indicated.
3. Slide holder back into handgrip and press

on base of holder to snap it into place.
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NOTE
. To prevent damage from battery leakage or
bursting, never mix batteries of different
types, brands, or ages.

.lf camera will not be used for more than
two weeks, batteries should be removed.
o Used batteries should not be disposed of in
f ire.
o KeeF batteries away from young children.

Battery check
To check battery condition: Set main

switch to ON position, then touch or slightly
press operating button. lf LCDs start blinking,
battery power is getting low and fresh batteries
should be installed.

Low-power indications
Fresh batteries should be installed in any

of the following cases:
o When LCDs in viewfinder
body blink.
o lf shutter will not release or
and aperture are not displayed
button is touched.
o When autofocus will not
operation is extremely slow.

or on camera

if shutter speed
when operating

operate or its
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Cold-weather operation
Performance of batteries tends to decrease

as they become colder. Before using the
camera in cold weather, make sure fresh

batteries are loaded. A spare set should be

carried in a warm pocket, in case you need

to change batteries while shooting. Battery
capacity will be restored as their temperature
rises.

For prolonged cold-weather use at approx.
OoC (32'f ) or lower, use of AA-size nickel-
cadmium batteries is recommended.

Memory storage
The following settings are stored in the

camera's memory as long as fresh batteries are

installed in the camera: exposure adjustment,
film speed, and manual expousre settings.

Whenever the battery holder is removed
and reinserted: exposure adjustment is set to
+/-0.0, film speed is set to either the ISO

setting for DX-coded film in use or ISO 100

for non-DX f ilms, and manual exposure
settings are reset to 11250 sec. and t/5.6.

rl,i
.l
'I

I
.l
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MAIN SWITCH

The main switch should be set to OFF
position when camera is not in use. This will
prevent battery drain or accidental release of
the shutter. To operate camera, move main
switch to ON or ON rrf) position.

At ON rll) position, the camera gives

audible beeps when subject is brought into
focus (with focus hold engaged) and during
self-timer operation.

OPERATING BUTTON

The MAXXUM 9000's operating button is

used to release the shutter and features a

touch-sensitive switch for activating the meter
and autofocus systems. To conserve battery
power, the operating button functions only
when main switch is set to ON or ON rril.



Meter activation
To activate the meter, touch the operating

button. ln low light, the LCD panel in the
viewfinder is automatically illuminated. For
easier operation of other controls, meter
remains on for 10 seconds after lifting your
finger from button.

Autofocusing
The camera's autofocus system is activated

whenever the operating button is touched.
The camera will continuously adjust focus on
the subject in the focus frame as long as your
finger remains on the operating button. To
hold focus, press operating button halfway,
recompose photo, and release shutter.

For a detailed explanation of how to use

the autofocus system , refer to pages 22 to 25.

Shutter release

After focusing, release shutter by pressing

operating button all the way down in a

smooth, steady stroke. Never use a quick jab,

which may shake the camera and result in
blurred pictures.

NOTE
o lf operating button becomes dirty or oily,
set main switch to OFF and wipe button with
a clean, dry cloth.
o When proper contact is not possible (e.9.,

when fingers are very dry or when wearing
gloves), slightly press button to activate
metering and autofocusing.
o Continuous autofocusing is not possible
when wearing gloves, since camera's touch
switch cannot be activated.

d

I

,l
1

,l
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F I LM LOAD ING

1. Switch camera on. Then open back cover
by pulling up on back release while sliding
lock release to the right.
2. After placing film cartridge in film cham-
ber, push back release all the way in. (lt
release will not go all the way in, move
release to its rewind-crank position and rotate
it slightly to the right or left; see p.21)

3. Slide tip of film leader into a slot in the
take-up spool. Make sure film does not
protrude from another slot. Also check that a

tooth on the take-up spool aligns with a hole
in edge of film.



4. While holding film against sprocket with
your left hand, release shutter and operate
film advance lever until film is wound firmly
around take-up spool. Make sure that teeth in

sprocket engage holes in both edges of film,
and that slack in f ilm is taken up.
5. After making sure film is taut, close back
cover by pressing until it clocks shut.

6. Release shutter and advance film until
index in frame counter points to "1". During
film advance, center of rewind crank will
rotate counterclockwise when film is advanc'
ing properly. (lf it does not rotate during film
advance stroke, open back cover and repeat

steps 3 to 6.)
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NOTE
o Until film has been advanced to the first
frame, only the camera's shutter release will
operate. Film speed cannot be set until
"1" appears in frame counter.
o Until film has been advanced to the first
frame, shutter is set to 1l4OOO and aperture to
lens' minimum aperture.

Film loading precautions
o Always load film in subdued light or at least
shaded from direct sunlight.
o Before opening camera back, check if film is

loaded by referring to film window. lf film is

loaded, check that it is completely rewound
by rotating rewind crank clockwise until it
turns freely.
o Do not touch any parts or areas shown in
blue.

o Make sure films is taut before closing back

cover.

Right Wrong



Frame counter
The frame number increases by one with

each exposure. Common film lengths (12,20,
24, and 36 exposures) are marked in red to
signal that rolls with those numbers of expo-
sures are almost finished. Film advance
may stop before the number of exposures
marked on the roll. Do not force the film-
advance lever. When film advance is not
possible with normal pressure, rewind film.

Film-advance lever
The film advance lever swings out away

from the camera body so you can slip your
right thumb behind it. After exposure, ad-
vance film by moving lever 128o in direction
shown. This can be done in a single stroke or
several short strokes.

After film is advanced to the first frame,
film-speed setting is automatically displayed
in the data panel. lf setting is the one you
want, touch operating button. You are now
ready to take pictures.
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SETTING F ILM SPEED

l#fril'*ln#*, DX

Automatic setting with DX-coded films
When DX-coded film is loaded, camera

automatically displays the film's ISO rating
after film is advanced to the first frame. To
manually set film speed to a higher or lower
rating, refer to the following section.

Manual setting of film speed

When non-DX film is loaded, film-speed
setting from the previous roll is displayed.
Film speed can be set manually by pressing

f ilm-speed key (marked ISO) and moving
shutter up/down control to increase or
decrease the displayed value. Each time
control is moved, setting changes by 113

stop. After film speed is set, release ISO

key and camera is ready to operate. Film-

speed setting can be checked at any time by
pressing ISO key.



CAUTION
With non-DX films, anytime the battery

holder is removed and reinserted, film-speed
setting reset to "lSO 100" which blinks rapidly
in the data panel, and shutter cannot be
released. Before camera can be operated,
desired film speed must be reset manually as

explained earlier. For DX-coded films, if the
displayed setting is correct, just touch the
operating button and the camera can be
operated.
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REWINDING AND UNLOADING FILM

1. At the end of the roll, press rewind release
on camera bottom.
2. Pull metering selector up and move it to its
rewindcrank position. Wind film into its car-
tridge by rotating crank clockwise until it
turns freely with no resistance.

3. Open back cover and remove film car-
tridge.

21



FOCUSING

Continuous autofocusing
1. Set focus mode switch to its AF (autofocus)
position.
2. Center focus frame on subject.
3. Rest finger on operating button. The
camera will adjust focus continuously as long
as operating button is touched. When subject
comes into focus, the green focus signal in the
viewfinder glows.

4. Release shutter by pressing operating
button all the way down.

NOTE
. Shutter can be released at any time whether
subject is in focus or not. Make sure subject is

focused as desired before releasing shutter.
o lf illumination is too low or if subject
cannot be autofocused, both red focus signals
will blink to indicate that manual focusing is

necessary.

Focus signals during autofocusing

Too close to subject

Focus manually on Acute-
Matte screen

22
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Focus hold: Center focus frame on subject,
then press and hold operating button halfway
down. When subject is in focus, the green
focus signal glows and camera "beeps" (if at
ON rrl) position).

Focus is held as long as operating button
is pressed halfway. Recompose photo with
subject anywhere in frame and release shutter.

23



Manual focusing
1. Set focus mode switch to its M (manual)
position.
2. Center focus frame on subject.
3. Touch operating button to activate focus
signals.
4. Turn focusing ring in direction indicated
by red focus signals in viewfinder. Green focus
signal glows when subject is in focus and
camera "beeps" (if at ONrtll position). When
both red focus signals blink, subject must be

focused visually on the Acute-Matte focusing
screen. To do so, turn focusing ring until subject
appears sharpest in the viewfinder.
5. Relea'se shutter by pressing operating
buttdn all the way down.

Focus signals during manual focusing

Turn focusing rinE to the right.

Turn focusing ring to the left.

Focus manually on Acute-
Matte screen.
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Autofocusing in special situations
In situations where red LEDs blink or the

green LED glows but the subject does not
appear sharp, additional care should be taken
to assure accurate focus:
o lf subject contrast is too low (Al, use

focus-hold to lock focus on another subject at
the same distance, then recompose photo-
graph and release shutter.

o In cases where two subjects are at different
distances within the focus frame (Bl or where
parallel lines interfere with autofocusing (C),
focus manually on Acute-Matte screen.
o When light is too low for the autofocus
system to respond, a Minolta MAXXUM Flash
can be used.
o For extremely bright subjects, use of a

neutral-density filter is recommended.

25



PROGRAM MODE

Program (P) mode is ideal when you just
want to compose and shoot. This mode
features automatic multi-program selection
(AMPS) which instantly matches the exposure
program to the focal length in use. In this
mode, both aperture and shutter speed are set

automatically and displayed in the viewfinder
and data panel.

To set mode: Rotate exposure mode selector
to align "PROGRAM" with index on data
panel.

Auto multi-program selection (AMPS)

In Program mode, one of three programs is

automatically selected to match'the lens focal
length actually in use.

Shorter than 35mm:
Wide program sets the smallest practical
aperture for maximum depth of field.

35mm to 105mm:
Standard program is Minolta's faster-speed
type that sets optimum shutter speeds and
apertu res.

Longer than 1 05mm:
Tele program sets faster shutter speeds

to protect against blur from camera shake.
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Shutter Speed (Sec.) 30 15 B 4 2 1 '/' '/' tle

NOTE
. Program selection is automatic; it is not
possible to manually select a specif ic program.
o With zoom lenses, the program automati-
cally changes as you zoom from one range to
the next. With the AF 28-135mm zoom, for
example, as you zoom from 28mm to 135mm,
the program changes f rom Wide through
Standard to Tele.

22
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o lf light level is outside metering range,
metering indicator in viewfinder blinks as a

warning that exposure may not be correct.
o lf both shutter speed and aperture displays
blink, required aperture-shutter speed combi-
nation is not available.
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Program shift
While remaining in Program mode, program

shift can be used to temporarily select alterna-
tive aperture-shutter speed settings. Shifting
the program does not change total exposure;
it only changes the combination of settings
used for achieving the same exposure. For
example, if the program is shifted to use a

faster shu{ter speed, the camera will automati-
cally set a larger aperture to balance it and
maintain the same relative exposure.

Using program shift
To shift the program, move the shutter or

aperture up/down control until the desired
shutter or aperture setting appears in the
viewfinder and data panel. Settings change in
half-stop increments, and "P" in the view-
f inder blinks to indicate when program
shift is in use. Before exposure, shifted
settings are held for ten seconds after lifting
finger from operating button. After exposure,
program shift is cancelled as soon as finger is

lifted from operating button.

NOTE
o To make several exposures using program
shift, keep finger on operating button be-
tween exposures.
o When using zoom lenses, it is best to shift
program after zooming. When zooming from
70mm to 210mm, for example, program
changes from Standard to Tele, and the shifted
settings will also change.

j
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APERTURE.PRIORITY (A) MODE

To set mode: Rotate exposure mode selector
to align "A" with index on data panel. A
small pointer appears next to the aperture
setting to indicate that it can be set manually.

To set aperture: Move either aperture or
shutter up/down control until desired aper-
ture is shown in data panel and viewfinder.
Each time you move an up/down control,
aperture will change by 112 stop. Aperture
changes rapidly when control is held in either
direction.

Any available aperture from the range

indicated on the front of the lens can be set.

The AF SOmm/1.7 lens, for example, is

marked 1:1.7 (221' indicating a range ot t|1.7
to f /22.

NOTE
c Shutter speed display blinks when the speed
required is outside the coupled range. lf
"4OOO" blinks, set smaller apertures until
blinking stops. lf "30"" blinks, set a larger
aperture until blinking stops.
.lf light level is outside metering range,
metering indicator in viewfinder blinks as a

warning that exposure may not be correct.

30
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A. Large aperture

Creative apertu re control
In A mode, you select the aperture and the

camera automatically sets the shutter speed
required for proper exposure. This mode
should be used when you want to control the
range of sharpness (i.e., depth of field) in a

photograph, as for making a large part of the
scene sharply focused or emphasizing a

subject against an out-of-focus background.

-;rr^"
..* "e:_

B. Small apertu re

A. Large apertures (i.e., small f-numbers
such as f/2 or f /3.51 yield a shallow field of
sharp focus. B. Small apertures (i.e., large
f-numbers such as f 111 or t/16)) give greater
depth of field.

Refer to page 38 for further information
about controlling depth of field and using the
preview switch.



SHUTTER-PRIORITY (S} MODE

To set mode: Rotate exposure mode selector
to align "S" with index on data panel. A small
pointer appears next to the shutter speed

setting to indicate that it can be set manually.

To set shutter speed: Move either shutter or
aperture up/down controls until desired
shutter speed is shown in data panel and
viewfinder. Any available shutter speed from
1/4000 sec. to 30 seconds can be set. Each

time you move an up/down control, shutter
speed will change by one stop. Shutter speed

changes rapidly when control is held in either
direction.

NOTE
o ln S mode, do not use "bulb" setting, which
appears after the 30 sec. setting. "Bulb"
should only be used in M mode.
o lf lens' maximum aperture blinks, set faster
shutter speeds until blinking stops. lf mini-
mum aperture blinks, set slower shutter
speeds until blinking stops.
o lf light level is outside metering range,

metering indicator in viewfinder blinds as a

warning that exposure may not be correct.

32
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B. Slow shutter speedA. Fast shutter speed

Creative shutter-speed control
S mode is very useful when photographing

moving subjects. You can set fast shutter
speeds to render the subject sharp, or slow
speeds to intentionally blur its movement.
When using telephoto lenses, faster speeds

can be set prevent image blur caused by camera
movement. After setting the shutter speed,
the camera automatically selects the aperture
required for correct exposure.

A. Fast shutter speeds, such as 1/500 to
1/4000 sec., can be used to "stop" action.
B. Slow shutter speeds, such as 1115 sec.

or slower, can be used to blur subject move-

ment.
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METERED MANUAL (M) MODE

In M mode, you have full creative control
of exposure. Exposure can be based on the
camera's TTL meter, an external meter, or
your own experience. Any available shutter
speed and aperture can be set, with both
settings displayed in the viewfinder and data
panel.

To set mode: Rotate exposure mode selector
to align "MANUAL" with index on data
panel. Small pointers appear next to the
shutter speed and aperture settings to show
that both can be set manually.

To set aperture and shutter speed: Use aper-
ture up/down control to set aperture in half
stops and shutter up/down control to set

shutter speed in full stops.

34
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To adjust exposure: With meter on in M
mode, the exposure-deviation indicator ap-
pears in viewf inder. For normalexposure based
on the camera's TTL meter, adjust the up/
down controls as indicated in viewfinder.
Some typical readouts are:

,:'\';i i.E M+il E
"-O" or "+O" indicates
within +1/4 stop of normal

E ii 'r,E M+.' t--1

NOTE
o lf light level is outside metering range,
metering indicator in viewfinder' blinks as a

warning that exposure may not be correct.
o lf exposure adjustment is set with camera in
M mode, */- mark will not appear in data
panel; however, indication for normal expo-
sure includes the set value. For example, if
exposure would normally be 1/60 sec. at
f15.6, when exposure adjustment is set to
+1.0, meter indicates normal exposure to be

either 1/60 at f l4 or 1/30 at f/5.6.

exposure ls

exposu re.
set

"+2"
stops
quired

indicates exposure is set for two
(i.e., four times) greater than re-
for a normal exposure.

\"-l'rl ,,'; M- ; F
t'- 41" indicates exposure is set for one
stop (i.e., one half) less than required for
normal exposure

35



Long exposures ("bulb" setting)
With camera in M mode, move shutter

up/down control until "bulb" appears (after
"30""1 and set aperture as desired. Focus lens

and release shutter. To avoid shaking the
camera, mount it on a sturdy support such as

a tripod and use the optional Remote Cord
RC-l0005 or RC-1000L to release the shutter.
Shutter remains open as long as operating
button is pressed. Elapsed exposure time (in
seconds) is shown in the data panel. After 99
seconds, counter returns to "0" and continues
counti ng.

NOTE
. Self-timer operation is not possible at
"bulb" setting.
o The maximum exposure time depends on
battery capacity: With fresh alkaline-manganese
batteries, it will be approx. 8 hours.

36
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APE RTU R E AND SHUTTER-SPEED SETTINGS

Aperture settings
Table at left shows aperture settings that

are displayed in each mode with the 50mm
f 11.7 lens. Numbers such as 6.7 and 9.5 are

half-stop settings between whole f-stops.
Thus, for example, the half-stop settlng
between f/8 and f 111 is t19.5.

Shutter-speed setti ngs

Table at right shows shutter-speed settings
that are displayed in P and A modes. In M and

S modes, only the speeds in full stops can be

set. Numbers such as 750 and 350 are the
half-stop indications between the standard
shutter speeds. Thus, for example, the half-
stop indication between 1/1000 sec. and

1/500 sec. is 1/750 sec.

lndications for speeds from 1l4OOO sec. to
1 sec. are: 4000 = 1/4000 sec., 2000 = 1|2OOO

sec., etc. Speeds from 0.7 sec. to 30 sec. are

indicated'. O" 7 = 0.7 sec., 'l = 1 sec., etc.

NOTE
"Bulb" setting should be used only in M

mode.
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When a lens is focused on a subject, there is

a certain range behind and in front of the
subject that appears sharp. This range is called
"depth of field", and one way to control it is

to adjust the aperture. The photos show how
depth of f ield varies with the apertu re selected:
A. Large apertures (e.g., f 11.7) yield a shallow
f ield of sharp focus, rendering the background
and foreground unsharp; B. Small apertures
(e. 9., t/22l' yield greater depth of field with
more of the scene in focus. Refer to depth-of-
field scale on the lens to determine approxi-
mate depth of field. To check more closely,
use preview switch on camera body.

At a given aperture and focal length, depth
of field also varies with subject distance: When
the lens is focused on a close subject, depth of
field is less; when focused on a distant subject,
depth of field is greater.

Preview switch
The preview switch can be used in all

exposure modes to close down and lock the
lens' aperture. This enables you to determine

whether depth of field is suff icient. The switch
is hinged and folds up against the handgrip
when not in use. To use:

1. Focus on main subject.
2. ln A or M mode, set desired aperture. In P

or S mode, meter scene in the usual way.
3. With film advanced, press preview switch
partway down and release it. Lens aperture
will now be locked at the setting displayed in
the data panel. Also, "F" blinks in data panel

while preview switch is used.

4. Look through the viewfinder to determine
depth of field. When lens is closed down,
autofocusing does not operate and it is not
possible to adjust aperture setting. Also, image
in viewfinder may appear dark, but this has no
effect on exposure.
5. To cancel preview operation: Press preview
switch all the way down and release it. Aper-
ture settlng can now be adjusted by using the
up/down controls. Preview operation is

cancelled automatically if shutter is released

with lens stopped down.

#
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FUNDAMENTALS OF EXPOSURE CONTROL
To obtain correct exposure for the sub-

ject's brightness and film being used, the aper-
ture (size of the lens opening) and shutter
speed (length of time the shutter is open)
must be controlled.

As indicated by the aperture diagram next
to each f-number in the diagram, large f:
numbers (e.g., f/16 and fl11l represent small
apertures, and small f-numbers (e.9., f12 and
t/1.4) represent large apertures. Each standard
f-number setting (e.g., f/8) lets in twice as

much light as the next larger one (f/1 1) and
half as much as the next smaller one (f/5.6).
This difference in exposure between standard
f-numbers is called one "stop".

Shutter speeds are expressed in seconds or
in fractions of a second as the reciprocal of
numbers shown on the shutter speed display.
Each standard shutter speed (e.g., 1/60 sec.)
allows light to strike the film twice as long as

the next faster one (1/1251. This exposure
difference between standard shutter speeds is

also called one "stop".

Total exposure on the film is determined
by the combination of aperture and speed.
Using the next smaller f-number (i.e., giving
one stop more exposure) will balance using
the next faster shutter speed (i.e., giving one
stop less exposure), and so on. A great range
of combinations (f/5.6 at 1130, f 14 at 1160,
f/2.8 at 1/125 etc.) will thus yield the same
total exposure.

The diagonal lines correspond to exposure
values 1EV); all of the aperture/shutter-speed
combinations indicated by a given line will
produce the same exposure. At a particular
film speed, the EV increases by one each time
the subject brightness doubles, and thus the
exposure required will decrease by one stop.
On the other hand, when the EV is one unit
lower (i.e., when subject is only half as

bright), exposure must be increased one stop.)
The f ilm-speed-coupled meterlng system

measures the brightness of the subject and
computes the EV needed for proper exposure.
This EV is used for setting aperture and
shutter speed.

t

www.butkus.us



5,
m

I
I

I

,,^

fi
-c
O)

5O.:
3
,7:u'.--'*tsi

tffi
iw

i. ffiffi

dffi
320
22(,
160
11 0
BO
560
40
28o
20

c)
CU

E
U)

+
I

I

I

I

I

I

V

b
s)

_5



CENTER-WEIGHTED AVERAGE METERING
Center-weighted average metering should

be considered the normal metering mode for
most picture-taking situations. When the
metering selector is set to "AVE RAGE"
position, exposure is based on an average
of the various light values in the scene with
additional emphasis (weight) given to the
center area. This produces consistent, reliable
results in most situations with a minimum of
ef fort.

Center-weighted average-metering pattern
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Use of AE lock
This control is used in P, A, or S auto-

exposure (AE) mode to hold a meter reading

for the main subject while you recompose and
release the shutter. AE lock should be used

when the main subject is not centered in

the frame or when the brightness level be-

tween subject and background is very high,
such as for backlit or spotlit subjects.

To use:
l. Shift camera's position so subject fills most

of frame, For smaller subjects, you may need

to move closer (or zoom in).
2. With meter on, press and hold AE Lock
(marked AEL).
3. While keeping it pressed, recompose

picture, focus, and release the shutter.



SPOT METERING

For most situations, center-weighted aver-
age metering is adequate. There are times,
however, when the MAXXUM 9000's built-in
spot meter should be used to obtain the
results desired. Exposure readings based on a

midtone value (at SPOT setting) can be used

when lighting contrast is very high. When
most of the tones in the picture are very light,
highlight-based exposures (at H setting) can be

made. Shadow-based exposures (at S setting)
can be made when most of the scene is

consists of darker tones.
When making highlight- or shadow-based

exposures in P, A, or S mode, AEL button
must be pressed while releasing shutter. lf
AEL button is not pressed, camera sets expo-
sure to produce a midtone value, even if
metering selector is at H or S setting.

Spot-metering pattern

,AV
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Midtone readings (SPOT setting)
Midtone readings should be used to achieve

optimum exposure of subjects with medium
tones in high-contrast lighting, such as for
backlit subjects with no f ill lighting or spotlit
subjects against dark backgrounds. When

midtone readings are made, exposure is based

on an averaged reading of the subject located
in the spot-metering circle. This enables you

to obtain correct exposure for the most

important area in a photograPh.

To use:
1. Set metering selector to "SPOT" position.
2. Position camera so that a midtone area fills
spot-metering circle in viewfinder.
3. P, A, or S mode: Press and hold AEL
button to lock the meter reading. While
pressing AEL button, recompose photo and

release shutter.
M mode: Adjust shutter and aperture so

that exposure-deviation indicator shows "-0"
or "10". Then recompose photo and release

shutter.



i4$r

Shadow readings (S setting)
Shadow readings should be used when the

most important or largest part of the photo
consists of mostly darker tones. lf a center-
weighted reading (or spot midtone reading) is

used, these areas will appear too light, over-
exposed. When shadow readings are made,
exposure is decreased to properly expose
these areas. To use:

1. Set metering selector to "S" position.
2. Position camera so that shadow area fills
spot-metering circle in viewfinder.

3. P, A, or S mode: Press and hold AEL
button. Shutter/aperture settings for exposure
of shadow area will now be displayed. While
still pressing AEL button, recompose photo,
and release shutter.

M mode: While pressing AE L button,
adjust shutter and aperture for "-0" or "+O"
exposure deviation. Recompose photo and
release shutter.
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Highlight readings (H setting)
Highlight readings should be used when the

most important or largest part of the photo is

white or very light-colored. lf a center-
weighted reading (or spot midtone reading) is

used, these areas will appear too dark, under-
exposed. When highlight readings are made,
exposure is increased so that the lighter areas

will be properly exPosed. To use:

1. Set metering selector to "H" position.

2. Position camera so that a light area fills
spot-metering circle in viewf inder.
3. P, A, or S mode: Press and hold AEL
button. Shutter/aperture settings for exposure
of light area will now be displayed. While still
pressing AEL button, recompose photo, and

release shutter.
M mode: While pressing AE L button,

adjust shutter and aperture for "-O" or "+O"
exposure deviation. Recompose photo and

release shutter.



WH EN TO USE EXPOSU R E ADJUSTM ENT

When using center-weighted average meter-
ing, the following suggestions will help you
decide whether to use exposure adjustment.
Individual conditions and intentions will, of
course, determine which exposure you choose.
. When background is much brighter than
main subject: Set exposure adjustment
between +0.5 and +2.0 stops, depending on
lighting conditions. Photos A and B were
taken with strong backlighting and no fill-in
illumination.
o When the main subject is much lighter than
the background: Set exposure adjustment
between -0.5 and -2.0 stops, depending on
lighting conditions. Photos C and D shown
main subject in bright sunlight against a dark
background. This exposure adjustment can

also be used for spotlit subjects, as at a circus
or on a stage.

o For scenes where most of the tones are very
light, such as snow-covered hillsides: An
adjustment of +0.5 to +2.O stops may be

necessary. Similarly, an adjustment of -0.5 to

-2.0 stops can be used when the overall scene

is composed of mostly darker tones, as for a

black cat against a dark background.
o Exposure adjustment can also be used to
vary exposure in half-stops for a series of
photographs of the same scene. This technique,
"bracketing", is especially useful when you
are not sure which exposure will look best, as

when photographing a sunset.

48
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B. Exposure adjustment set at+2.0 stops.

C. Normal exposure D. Exposure adjustment set at -2.O stops.



. Whenever exposure adjustment is set in P,

A, or S mode, the "+" or "-" mark appears in

data panel and adjusted value'blinks in the
viewfinder display.
o In M mode when exposure adjustment is set,
no indication appears in data panel. Exposure
deviation indicated in viewfinder includes the
value set, which can be' checked at any time
by pressing the exposure adjustment key.

Exposure adiustment
Exposure adjustment can be used to

deliberately increase or decrease exposure
from the normal metered value. Adjustment
range is from +4 to -4 stops in half-stop
increments. To set:
1. Press and hold exposure adjustment key
(marked +l-l..
2. Move shutter up/down control until
desired value appears in data panel. Set minus
(-) numbers to decrease exposure and plus
(+) numbers to increase exposure.

NOTE
o Reset exposure adjustment
use.
o When using an R60 (red)

Posure +1.0 stop.

to "10.0" after

filter, adjust ex-

50
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Accessory shoe
When using a Minolta MAXXUM Flash

28004F or 4000AF unit, X-sync is automatic
and Minolta Direct Autoflash Metering (TTL
off-the-film) operates in all modes. X-sync in

P mode is set at 11250, 11125, or 1/60 sec.

depending on light level; in A mode, X-sync is

set at 11250 sec., and any aperture can be

selected; in S mode, any speed 11250 sec. or
slower can be selected and aperture is set

automatically to t15.6; in M mode, any speed

11250 sec. or slower and any aperture can be

set.

Sync terminal
The sync terminal accepts PC-type sync

cords from flash units that do not have a

hot-shoe contact. Camera's X-sync speed must
be set manually to any speed 11250 sec. or
slower. The camera's TTL flash metering does

not ooerate with such units. To determine
aperture setting for correct exposure, refer to
flash owner's manual or use a flash meter.

Compared to portable electrinic f lashes,

large studio-type units have capacitors which
require more time to discharge at full power.

Shutter speed should generally be set to 11125

sec. or slower to assure full exposure when
using these units.



SELF-TIMER OPERATION

To use self-timer:
1. Slide self-timer switch away from operating
button. Red mark will aPPear.

2. After focusing and metering for main
subject, close eyepiece shutter.
3. Press operating button all the way down.
During the ten-second countdown to shutter
release, the self-timer LED blinks slowly for 8
sec., then rapidly for 1 sec., and remains on
for the last second. For simultaneous audible
beeping, set main switch to ONrtf| position.

To cancel operation:
lf you have started the self-timer and wish

to cancel it before the shutter releases, slide
self-timer switch toward operating button.

NOTE

After using self-timer, be sure to turn it off
by sliding self-timer switch towards operating
button.

52
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Tripod mounting
For maximum sharpness when exposure

times are too long for hand-held photos,

mount camera on a tripod using the socket on

camera bottom. The optional Remote Cord
RC-1000L or RC-10005 can be used to
release the shutter without shaking camera.

NOTE
o Do not overtighten tripod screw when
attaching the camera to tripod.
o Mounting screw should not be longer than
5.4mm (114 in.l.



MULTIPLE EXPOSURES

The MAXXUM 9000's multiple-exposure
button enables cocking the shutter without
advancing the film. When multiple exposures

are made, the frame number does not change
until f ilm is actually advanced. To use:

1. Make the first exposure in the usual way.
2. While pressing multiple-exposure button all

the way in, operate film-advance lever to cock
shutter for the next exposure.
3. Repeat steps 1 and 2 to make additional
exposures. After making the final exposure,
release multiple-exposure button and operate
film-advance lever. This will advance film to
the next frame.

Determining exposure
The following suggestions can serve as basic

starting points for determining' correct expo-
sure. However, subject matter, lighting condi-
tions and your own intentions will all deter-
mine the final results.

When making two exposures of evenly
illuminated subjects that fill most of the
frame, set exposure adjustment to - 1.0. This
will decrease exposure for each shot by one
half and the cumulative exposure should be

correct. For four exposures, set adjustment to

-2.0, and so on.
For multiple exposures of subjects against

a dark background which do not overlap each

other, exposure adjustment is not usually
requ ired.
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Eyepiece shutter
The MAXXUM 9000's eYePiece shutter

should be closed whenever you are taking
photographs with the eyepiece not shielded

by your head, as in remote-control photo-
graphy, self-timer operation, or during long

exposures. This will prevent stray light from
entering through the eyepiece and affecting
the exposure reading.

Eyepiece adjustment dial
This control enables near- or farsighted

users to make dioptric adjustments to the
eyepiece. Dioptric adjustment range is from

-3 to +1 diopters.
To adjust: While looking through view-

finder, turn dial until focus frame appears

sharpest. lf additional correction is needed, a

Minolta Eyepiece Corrector EC-1000 (p. 66)
can be attached to the camera's eyepiece.



OTHER FOCUSING METHODS

Distance scale
You may find in the following situations

that it is easier to set focus manually for a

specific distance:
o When making long exposures where it is too
dark to focus visually.
a When you want to prefocus the lens at a

certain distance and release the shutter as the
subject reaches that spot.

To use scale: With focus mode set to M,
estimate the distance to your subject, and
turn focusing ring to align corresponding
figure on distance scale with index line,

Infrared index
For proper focus when using infrared films,

focus subject as usual and attach a filter, if
desired. With focus mode switch at M, turn
focusing ring until distance shown opposite
the distance index aligns with the small red
dot.
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F il m-to-lens-mount distance
This value is used when determining tgtal

film-to-subject distance, as when taking
photographs at high magnif ications. The
distance between the film plane at the rear of
the camera and the front surface of the lens

mount is 44.6mm.



ACCESSOR IES

MAXXUM Flash 4000AF
The MAXXUM Flash 40004F combines all

the features of the 2800AF with its own
unique capabilities.

It features a powerf ul maximum guide
number of 131 in feet (40 in meters) at ISO
100, adjustable in 6 steps. When using a lens
set at f 11.7, maximum flash range is 77 feet
(23 meters). The power zoom head automati-
cally adjusts flash coverage for focal lengths
from 28mm to 70mm, even while zooming. lt
can also be tilted 90o up and 180o side-to-side
for bounce-flash photography. To keep you
informed, an LCD data panel continuously
displays a full range of exposure-related
information.
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MAXXUM Flash 2800AF
The MAXXUM Flash 2800AF is so versa-

tile and easy to use that you'll want it handy
day and night.

lt features a maximum guide number of 92
in feet (28 in meters) at ISO 100. The maxi-
mum flash range is 52 feet (16 meters) when
using a lens set at 111.7.In daylight, fill-flash
is automatic in program mode. Other features
include: a built-in AF illuminator for auto-
focusing, automatic X-sync, Direct Autoflash
Metering (TTL off-the-film) that operates in

all modes, and thyristor circuitry for high-

speed recycling with maximum battery life.



Control Grip CG-1000 Set
The Control Grip CG-1000 attaches

cordlessly to the MAXXUM 9000 and accepts
either the MAXXUM Flash 40004F or
28004F. lts battery pack holds six AA-size
batteries and delivers the additional power
needed to reduce recycling time for sequential
shooting. When two MAXXUM Flash or other
compatible units are used, lighting-ratio
control is automatic. lncluded in the CG-1000
set are an AF llluminator Al-1000 and 16.5 ft.
(5m) Extension Cable EC-1000.
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Motor Drive MD-90
Available as an optional accessory to the

MAXXUM 9000, operation of the Motor
Drive MD-90 is fully integrated with that of
the camera. For maximum versatility, the MD-
90 attaches cordlessly and enables continuous
film advance at up to 5 frames per second,

single-frame advance, or focus-priority shutter
release with continuous film advance. The
shutter-release button, located on the detach-
able battery pack, can be used when holding
the camera vertically.

Purchased separately, either of two battery
packs attaches to the MD-90 to supply power
for film advance and power rewinding. The
Battery Pack BP-90M uses AA-size batteries.
The Ni-Cd Battery Pack NP-90M has a built-in
nickel-cadmium battery and comes with the
Ni-Cd Charger NC-90M for quick recharging.



Program Back Super 90 and Program Back 90
Either of Minolta's Program Backs can be

attached cordlessly in place of the MAXXUM
9000's standard back. Film speed for data
imprinting is set automatically by the camera.

Program Back Super 90 features: Seven
exposure modes, including three user-selectable
exposure programs; automatic bracketing of
up to 9 exposures; an intervalometer with
settings for start time, length of interval,
number of exposures per interval, and number
of groups of exposures; concealed data im-
printing of exposure data, consecutive and
fixed numbers, date, or time along edge of
frame; and a spot-metering memory that stores
up to 8 readings from the camera's built-in
meter.

Program Back 90 enables imprinting of
time (witfr day), yearlmonth/day in any of
three orders, consecutive numbers, or fixed
numbers. When desired, imprinting can be

combined with its intervalometer and long-
exposure functions.
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MAXXUM AF Lenses

The MAXXUM AF lens system now
features a growing range of focal lengths from
24mm wideangle to 300mm apochromat
telephoto. Included are f ive macro/zooms
covering focal lengths from 28mm to 210mm.
Among these outstanding zoom lenses are the
ultra-compact 35-70mm and 28-135mm zooms,
which enable photographing landscapes or
portraits with equal ease. lf your interests are

in macro photography, consider the MAXXUM
AF 50mm Macro. lt focuses automatically for
life-size (1:1) magnifications without using
extension tubes or adapters.

Whether you choose a single zoom lens or
the entire system, you'll benef it f rom Minolta's
leadership in autofocus technology.



User-changeable Focusing Screens
Besides the MAXXUM 9000's standard

focusing screen, four additional Acute-Matte
screens are available. Tweezers are supplied
with each screen, enabling quick, simple
replacement by users.

Focusing Screen 90
Type G: Standard screen, focus frame and
spot-metering circle centered on matte field;
for general photography
Type L: Grid, focus frame, and spot-metering
circle on matte field; for general and architec-
tural photography
Type S: Vertical and horizontal scales, focus
frame, and spot-metering circle on matte field;
for macro-, micro-, and astrophotography
Type C: Focus frame and spot-metering circle
on clear field
Focusing Screen 70
Type PM : Spl it- i m agelm icropri sm/matte-f ie ld ;

autofocus zone along split-image, spot-
metering area same diameter as microprism
circle

Type G Type L

Type S Type C

Type PM

64
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Wireless Controller lR-1N Set

The Wireless Controller lR-1N Set permits

cordless, remote-control photography from up

to approx. 200 ft. (60 meters) away' For
maximum versatility, the Motor Drive MD-90
can be attached to the camera for shooting
remote-controlled sequences. Separate re-

ceivers can be used for controlling up to three
cameras.

Remote Cord RC-1000L and RC-l0005
A remote cord should be used for long

exposures (at "bulb" setting) or anytime you
want to release the shutter without shaking
the camera. Autofocusing and metering are

both activated by partially pressing the
release button. Pressing and sliding the release

button locks the shutter open for long expo-
sures.

RC-1000L is 16.5 ft. (5m) lons; RC-10005
is approx. 2O in. (50cm) long.
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Eyepiece Corrector EC-1 000
In addition to the MAXXUM 9000's

built-in eyepiece adjustment, nine eyepiece
correction lenses are also available for further
adjustment of the eyepiece. These can be
purchased separately and range from -4 to +3
diopters. Correctors snap into the camera's
eyepiece frame.

Minolta Polarizing (Circular) Filter
To reduce or eliminate reflections from

glass, water, or other non-metallic surfaces,
Minolta's Polarizing (Circular) Filter should
be used. lf a regular polarizing filter is used,

autofocusing and metering may not be accu-
rate. (Light from regular polarizing filters is

not fully transmitted by the MAXXUM
9000's semi-silvered main mirror.)

66

www.butkus.us



Filters
Autofocusing can be used with these

Minolta filters:
L37 (UV), Y52 (yellow), G0 (green), 056
(orange), R60 (red, 1A and 1B (skylight),
Minolta Portrayer, and Polarizing (Circular).

Other filters
When using filters other than those listed,

autofocusing may not be accurate. In this
case, focus manually with the filter attached,
or autofocus and then attach filter.

Other Minolta system accessories
The following Minolta System accessories

can be used with the MAXXUM 9000:
Angle Finder Vp, Magnifier Vp, Cable OC,
Cable EX, Cable CD, Triple Connector TC-
1000, Off-Camera Shoe, f ilters, Wireless
Controller I R- 1 N Set with optional Connecting
Cord lR-l (C).

Minolta Autoflash units
All Minolta Auto Electroflash units can be

used on the MAXXUM 9000; however, auto-
focusing and certain other features will not
operate.

360PX and 132PX: FDC (flash distance
check) signal does not function; all other
functions are the same.

280PX: FDC signal does not function; "Lo"
power setting cannot be used.

Macro 80PX: FDC
illumination lamps
button is touched.

X-series units: TTL
do not function.

signal does not function;
go out when operating

metering and FDC signal
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TECHN ICAL DETAI LS

Type: 35mm single-lens reflex camera with
autofocus and multi-mode exposure con-
trol

Fif m format: 24 x 36mm
Lens mount: Minolta "A"-type bayonet,

self-lubricati ng stainless steel

Autofocus system: M inolta TT L phase-

detection type; working range: EV 2

to 18 at ISO 100; LED focus signals in
viewfinder for both manual and automatic
focusi ng

Shutter: Electronically controlled vertical-
traverse focal-plane type

Shutter-speed range: In P and A modes:

stepless ll4OOO to 30 sec.; in M and S

modes: 1|4OOO to 30 sec. in full-stop
settings; "bulb" operates in M mode

Metering systems: TT L center-weighted
averaging by compound silicon photocell at
bottom of mirror box, or spot metering for
midtone, highlight, or shadow using center
portion of same SPC; spot-measurement
area: 5.5mm circle in center of focusing
screen, approx. 2.7% of film frame; center-
weighted averaging range: EV 1 to 20

with ISO 100 and 50mm f/1.4 lens (e.9.

1 sec. atf 11.4 to 1 /4OOO sec. at t/161
Film speed settings: ISO 6 to 6400 in third-

stop increments; automatic f ilm speed

setting for DX-coded films can also be set
manually: manual setting for non-DX films
also possible

Exposure modes: Program AE with automatic
multi-program selection of wide, standard,
or tele program and program-shift capa-

bility; aperture-priority AE; shutter-
priority AE; metered-manual exposure

Flash exposure modes: Direct (TTL) autoflash
metering by same SPC; in all modes for ISO

' speeds 12-1000; program AE: automatic
setting of X-sync to 1/25O sec. (above EV
13 at ISO 100), 11125 (EV 12-13), or 1/60
(below EV l2l; aperture-priority AE:
X-sync set to 11250 sec.; shutter-priority
AE and metered manual: 1/25O or slower
speeds usable, speed automatically reset
to 11250 sec. for manually set speeds above
1/250 sec.

AE lock: Works in P, A, and S modes; used in
all exposure modes for highlight- and

68
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shadow-based spot metering; used for
slow-shutter sync with dedicated flash

Exposure adjustmentz -4 to +4 EV in half-
stop settings

Viewfinder: Eye-level fixed pentaprism type
with built-in eyepiece correction adjustable
from -3 to +1 diopters; field of view: 94%

of film-frame area; magnification: 0.81X
with 50mm lens at infinity

Data displays:
Top panel: LCDs indicate shutter speed,

aperture, film speed, exposure adjustment,
"bulb" elapsed time,
Viewfinder: LCDs indicate exposure mode,
metering mode, shutter speed, aperture,
f ilm speed, exposure adjustment, and
exposure deviation in metered'manual
mode.

Operating button: Touch Switch activates
metering and continuous autofocusing;
meter stays on for 10 sec. after finger is

lifted from button; pressing halfway holds
focus; pressing all the way releases shutter

Film transport: Manual film advance: Film-
advance lever has 30o offset angle with

128" movement in single or multiple
strokes
Film rewind: Manual by rewind crank
Frame counter: Additive type; camera set

to 1/4000 sec. and lens'minimum aperture
until "1" appears in frame counter

Mirror: Semi-silvered swing-back type; second-
ary mirror for metering and autofocusing

Audible signals: With main switch at ON rlll
position, camera "beeps" when using focus
hold, focusing manually, and during self-
timer operation

Self-timer: Electronic with 1O-second delay;
operation indicated by blinking LED and
audible "beeps"; cancellable

Power: Two AA-size 1.5v alkaline-manganese,
carbon-zinc, or 1.2v rechargeable nickel-
cadmium batteries

Preview switch: Used for checking depth of
field; operates in all four exposure modes;
pressing partway down stops down and

locks lens diaphragm at aperture setting

shown in data panel and finder; when used,

"F" blinks in data Panel.
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Multiple-exposure button: Enables making
more than one exposure on a single frame;
when pushed all the way in, shutter can be

recocked without advancing film; frame
counter does not advance during use.

Others: Sync terminal, eyepiece shutter,
remote-control terminal, film window,
user-changeable focusing screen

Dimensions: 2-718 x 3-5/8 x 5-1 12 in. (53 x
92 x 139mm)

Weight: 22-314 oz. (6459) without batteries
and lens

Specifications subject to change without notice

CARE AND STORAGE

o Always keep your camera in its case with
the lens capped when not in use, or with a

body cap on when a lens is not attached.
o No part of the camera should be forced at
any time.
o Never subject your camera to shock, high
heat, high humidity, water, or harmful chemi-
cals. Be particularly car,eful not to leave it in
the glove compartment or other places in
motor vehicles where it may be subjected to
high temperatures.
o Never lubricate any part of the camera body
or lens.
o Never touch the shutter curtains or the
front inside parts of the body or clean them
with compressed air. Doing so may impair
their alignment and movement.
o External camera surfaces and lens barrel--
but not glass surfaces--can be cleaned by
wiping with a dry or silicone-treated cloth.
o Never touch lens or eyepiece surfaces with
your fingers. Whisk away loose matter with a

blower brush. To remove stubborn spots, use

a sheet of photographic lens tissue. lf neces-
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sary, tissue may be moistened with one drop
of lens-cleaning f luid. Never drop f luid directly
on glass surfaces.
o lt is recommended to have your camera

cleaned once a year at an authorized Minolta
service facility.
o When storing camera for more than two
weeks, remove the batteries and keep it in a

cool, dry place away from dust or chemicals,
preferably in an airtight container with a

drying agent such as silica gel.
. The operating range for the LCDs is from
-20o to +50oc (15o to 12o"F). At tempera-
tures outside this range, response time and

contrast will change, making displays diff icult
to read. At very high temperatures, display
may temporarily turn black. In either case,

display should return to normal after a short
period of time.
o The LCDs should last approximately ten
years. When replacement is needed, contact
your nearest authorized M inolta service

facility.

o Before using flashes, or other accessories

made by companies other than Minolta,
attach them to the camera and make sure they
function properly by taking test photographs.

Save camera box and packing material.
When shipping your camera, carefully repack
it in the box, insure adequately, and use a

rel iable del ivery service.

Before shipping your camera for repairs,

contact your nearest authorized Minolta
service facility.
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Attaching strap
A neckstrap is included with the MAXXUM

9000. lt can be attached in either of two ways
as shown above
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Putting camera in case

Various camera cases are available as

optional accessories to the MAXXUM 9000.
To attach:
1. Attach lens cap.

2. With zoom lenses, adjust zoom ring until
lens barrel is at its shortest position.
3. Insert camera in case as shown above.
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