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Samsung	digimax	201	manual

Given	article	text	here	Looking	for	tips	on	how	to	use	your	Samsung	Camera?	Look	no	further!	This	manual	will	provide	you	with	the	support,	tricks,	and	manuals	needed	to	make	the	most	of	your	new	Digimax	201.	Before	you	start	using	your	camera,	please	read	this	manual	carefully.	To	customize	name	card	printing,	ensure	that	you	have	the
manufacturer's	recommended	contents	before	using	the	product.	This	includes	AA	alkaline	batteries,	a	digital	camera	pouch,	and	various	accessories	such	as	an	AC	adapter	and	SD	memory	card.	The	product's	exterior	features	include	a	shutter	button,	mode	dial,	self-timer	lamp,	lens,	tripod	socket,	battery	chamber,	viewfinder,	and	flash.	The	back	of
the	camera	has	additional	features	like	a	power	switch,	LCD	monitor,	strap	eyelet,	and	various	buttons	for	accessing	different	functions.	The	camera	status	is	indicated	by	LED	lights	that	display	the	battery	condition,	picture	quality,	and	other	relevant	information.	The	self-timer	lamp	flashes	when	the	self-timer	is	activated,	while	the	color	status
indicator	shows	the	current	picture	mode.	The	LCD	monitor	displays	shooting	conditions	such	as	recording	mode,	battery	level,	and	available	shots	remaining.	The	camera	has	multiple	working	modes,	including	still	image,	play,	and	setup	modes,	which	can	be	selected	using	the	mode	dial	or	menu	button.	Each	mode	has	its	own	menu	with	default
settings	that	can	be	adjusted	according	to	user	preferences.	The	setup	mode	allows	users	to	customize	various	settings	such	as	beep	sound,	power	off	date,	and	imprint	date	type.	Overall,	this	digital	camera	offers	a	range	of	features	and	functions	for	capturing	high-quality	images	and	videos,	along	with	customizable	settings	for	personalizing	the
shooting	experience.	Cancelling	Shooting	Sessions	and	Configuring	Settings	MIN	(Page	69)	-	YYYY/MM/DD*	MM/DD/YYYY	DD/MM/YYYY	(Page	68)	IDENTIFICATION	OF	FEATURES	-	Camera	Mode	-	Main	Menu	-	SETUP(	)	-	DATE	SETUP	QUICK	VIEW	LANGUAGE	RESET	INFORMATION	The	camera	has	a	PC	mode,	where	the	LCD	monitor	is	always
turned	off.	There	are	no	associated	menus	in	this	mode.	Sub	menu	-	2000/01/01~2099/12/31	(Page	72)	POWER	CONNECTION	There	are	two	ways	to	provide	power:	1.	Using	batteries	(AA	Alkaline)	2.	Using	an	AC	Adapter	(DC	3.3V	/	2.0A)	BATTERY	USAGE	-	To	avoid	battery	leakage,	remove	them	when	not	in	use	for	long	periods.	-	The	camera	will
automatically	switch	off	after	a	period	of	time.	AC	POWER	ADAPTER	Using	the	adapter	allows	extended	usage	and	is	recommended	when	connecting	to	a	computer.	SD	MEMORY	CARD	INSERTION	The	camera	has	8MB	internal	memory.	SD	cards	can	be	expanded	using	optional	cards.	The	write	protect	switch	on	the	SD	card	prevents	image	files
from	being	deleted	or	formatted.	CARD	USE	-	Slide	the	switch	to	the	bottom	for	data	protection.	-	Slide	the	switch	to	the	top	to	cancel	data	protection.	CARD	REMOVAL	1.	Turn	off	power	using	the	power	switch.	2.	Open	the	card	cover	and	press	the	CARD	as	shown	in	the	image	and	release.	3.	Remove	the	CARD	and	close	the	card	cover.	CARD	WARE
AND	TEAR	Repeated	use	of	the	SD	card	will	eventually	reduce	its	performance.	If	this	occurs,	a	new	CARD	must	be	purchased.	Wear	and	tear	is	not	covered	by	the	Samsung	warranty.	RECORDING	MODE	When	the	CARD	is	inserted	in	the	camera,	all	functions	are	applied	to	it.	When	the	CARD	is	not	inserted,	all	functions	apply	to	the	internal
memory.	Check	Date	&	Time	in	the	following	circumstances:	-	First	time	use	of	the	camera	-	When	AC	adapter	and	batteries	are	removed	CAMERA	SHAKE	WARNING	Use	a	tripod	when	shooting	in	Flash	Off	mode.	To	take	better	photos	with	your	camera,	make	sure	it's	set	up	correctly.	This	includes	switching	to	flash	shot	mode	if	you're	taking	a
photo	indoors	or	outdoors	in	low	light.	When	shooting	outside,	avoid	facing	the	sun	as	the	image	may	be	too	dark	due	to	strong	backlight.	The	STILL	IMAGE/MOVIE	CLIP	mode	can	be	accessed	using	the	camera	button,	while	the	POWER	switch	turns	the	camera	on	and	off.	You	can	also	adjust	the	camera	settings	by	pressing	the	LCD	button	and
navigating	through	the	menu	options	displayed	on	the	LCD	monitor.	The	menu	will	return	to	its	initial	display	when	you	press	the	MENU	button	again.	In	some	modes,	a	menu	option	may	be	displayed	for	additional	settings.	Before	taking	an	image,	check	that	the	Focus	switch	is	in	the	correct	position.	For	normal	focus	mode,	the	range	is	1.3m	to
infinity,	and	no	icons	will	appear	on	the	LCD	monitor.	To	prevent	images	from	being	too	dim,	maintain	this	focus	range.	The	4-function	button	can	be	used	to	confirm	changes	made	through	the	menu	or	activate	digital	zooming	up	to	2X.	In	thumbnail	mode,	you	can	view	9	images	at	a	time	on	the	LCD	monitor.	The	SELF-TIMER	button	will	blink	for	10
seconds	before	taking	an	image,	showing	the	remaining	time	on	the	LCD	monitor.	The	flash	mode	indicator	will	operate	automatically	if	the	subject	or	background	is	dark,	reducing	red-eye	effects.	Remember	to	conserve	battery	life	by	using	the	flash	sparingly	and	only	when	necessary.	1.	RECORDING	MODE	STILL	IMAGE	SIZE	In	still	image	mode,
you	can	select	image	size	to	reduce	memory	usage	and	increase	total	shots	stored.	2.	RECORDING	MODE	IMAGE	QUALITY	Selecting	image	quality	setting	will	improve	final	image	but	require	more	memory	reducing	storage	space.	3.	RECORDING	MODE	NOTICE	Image	file	format	is	.jpg	complying	with	DCF	standard	for	digital	image	compression.	4.
RECORDING	MODE	WHITE	BALANCE	White	balance	control	adjusts	colors	in	images	to	appear	natural,	maintaining	changed	value	until	camera	power	off.	5.	RECORDING	MODE	INFORMATION	There	are	5	white	balance	menus	:	AUTO/	DAYLIGHT/	SUNSET/	FLUORESCENT	/	TUNGSTEN	6.	RECORDING	MODE	MOVIE	CLIP	TIME	Movie	clip
recording	time	can	be	selected	in	movie	clip	mode	only.	7.	RECORDING	MODE	PLAY	BACK	Play	back	function	allows	playing	images	stored	on	memory	using	camera	buttons	and	LCD	monitor.	8.	RECORDING	MODE	NOTICE	No	image	will	display	if	no	images	stored	on	internal	or	SD	memory	card.	9.	RECORDING	MODE	INFORMATION	Camera
functions	are	applied	to	inserted	SD	card,	not	internal	memory	when	SD	card	present.	During	periods	of	idleness,	the	camera	enters	power-saving	mode	to	conserve	battery	life.	Navigation	Menu	Button	When	the	MENU	button	is	pressed,	a	relevant	menu	for	each	camera	setting	appears	on	the	LCD	screen.	Pressing	it	again	returns	the	LCD	display	to
its	original	state.	4-Function	Button	Explanation	The	4-function	button	allows	you	to	toggle	between	different	menu	options.	BUTTON	DISPLAY	Activates	the	menu	cursor	movement	up	and	down.	THUMBNAIL/	LEFT(	)	Button	In	PLAY	mode,	this	button	displays	up	to	9	images	simultaneously	using	the	thumbnail	function.	When	not	in	menu	mode,
pressing	the	LEFT(	)	button	activates	the	following:	-	Normal	display:	Starts	or	stops	the	thumbnail	display.	-	Digital	zoom:	Moves	the	image	to	the	left	side.	Thumbnail	Display	The	PLAY	MODE	SET/	RIGHT(	)	button	is	used	for	confirming	changes	made	with	the	/	/	/	buttons	when	the	menu	is	displayed.	When	not	in	menu	mode,	pressing	this	button
activates	digital	zoom,	enlarging	images	up	to	2X	scale.	PLAY	MODE	NOTICE	Digital	zoom	cannot	be	used	in	MOVIE	CLIP	mode	and	may	result	in	image	quality	decrease.	UP(	)	Button	When	the	menu	is	displayed	on	the	LCD	screen,	pressing	the	UP	(	)	button	moves	the	cursor	up.	Play	Back	Function	Using	the	LCD	Monitor	PLAY	mode	settings	can	be
changed	using	the	LCD	monitor.	In	PLAY	mode,	pressing	the	MENU	button	displays	the	relevant	menu	on	the	LCD	monitor.	Image	Deletion	Images	can	be	deleted	in	the	PLAY	mode	menu.	Delete	all	This	function	clears	all	unprotected	images	from	memory,	permanently	deleting	them.	Important	shots	should	be	backed	up	to	a	computer	before
deletion.	Formatting	Memory	1.	Turn	off	the	camera.	2.	Format	internal	or	SD	memory	cards	as	needed.	Slide	Show	Images	are	displayed	continuously	at	set	intervals	for	convenient	image	checking	and	presentations.	Slide	show	playback	time	can	be	set	between	1-9	seconds.	Protect	This	function	protects	images	from	accidental	erasure	(LOCK)	or
releases	previously	protected	images	(UNLOCK).	#	of	prints	Embeds	print	quantity	information	on	the	memory	card,	allowing	DPOF	printers	or	photo	laboratories	to	print	images.	SETUP	MODE	1.	Turn	off	the	camera.	2.	Rotate	the	mode	dial	to	SETUP	mode	for	basic	camera	settings	setup.	3.	Beep	sounds	when	pressing	the	camera	button,	indicating
camera	conditions.	POWER	OFF	This	function	switches	the	camera	off	after	a	set	amount	of	time.	To	conserve	battery	life,	you	can	set	the	power	to	turn	off	after	a	specified	time	(1-10	minutes)	since	the	last	use.	Additionally,	there's	an	option	to	add	date	and	time	stamps	to	still	images.	For	setup,	follow	these	steps:	1.	Turn	on	your	camera.	2.	Enter
Setup	mode	by	rotating	the	mode	dial.	3.	Select	[SETUP	1/2]	from	the	menu.	4.	Choose	[DATE	IMPRINT]	using	the	UP/DOWN	buttons.	5.	Set	the	date	format	(YYYY/MM/DD,	MM/DD/YYYY,	or	DD/MM/YYYY)	and	time	stamp	style.	You	can	also	adjust	the	imprinted	date/time	or	review	images	for	up	to	3	seconds.	Quick	View	mode	allows	you	to	briefly
preview	your	last	image	capture.	Other	setup	options	include:	*	Language:	Choose	from	English,	Korean,	German,	French,	Spanish,	Italian,	Taiwanese,	or	Chinese.	*	Reset:	Restore	all	camera	settings	to	their	default	values.	To	start	the	PC	mode,	simply	plug	in	a	USB	cable	and	the	camera	will	automatically	switch	modes.	You	can	then	download
stored	images	to	your	computer.	Note	that	when	using	the	PC	mode	with	Windows	98/98SE,	you'll	need	to	install	the	USB	Storage	Driver	first	(see	page	87	for	installation	instructions).	To	get	the	most	out	of	your	Samsung	camera,	avoid	exposing	it	to	extreme	temperature	or	humidity	changes,	and	remove	batteries	and	cards	if	not	in	use.	-	Camera
Button	Issues:	Symptoms	and	Troubleshooting	-------------------------------------------------------	If	your	camera's	camera	buttons	are	malfunctioning	or	the	card	error	is	incorrect,	follow	these	steps	to	resolve	the	issue:	-	Incorrect	Card	Format	-	White	Balance	Setting	Error	-	Exposure	Issues	-	Smudged	Lens	or	LCD	Display	**Resolution	Steps**	1.	Check	the
Camera	Driver	Installation:	Ensure	that	you	have	installed	the	correct	camera	driver	for	your	operating	system.	2.	Update	Operating	System:	If	using	Mac	OS	9.0~10.2,	update	to	a	newer	version	of	the	operating	system	before	proceeding	with	further	setup.	3.	Set	Up	MGI	PhotoSuite	III	SE	(for	Windows	only):	Install	and	configure	this	image	editing
program	to	view	and	edit	your	downloaded	images.	4.	Check	System	Requirements:	Before	setting	up	the	driver,	ensure	that	you	meet	the	necessary	system	requirements	for	optimal	camera	performance.	5.	Use	DirectX	8.1	Setup:	If	installed,	follow	the	on-screen	instructions	to	complete	the	DirectX	setup	process.	6.	Install	Digimax	Viewer	(for
viewing	stored	images):	Follow	the	provided	steps	to	install	and	use	this	viewer	program.	1.	Connect	the	camera	to	the	PC	with	the	USB	cable	before	turning	it	on.	2.	Click	[	Removable	Disk	]	under	[My	computer]	or	[	Windows	Explorer].	3.	Double-click	the	[Unplug	or	Eject	Hardware]	icon	on	the	task	bar	to	select	the	Samsung	USB	Mass	Storage
Device	and	click	[Stop].	4.	Select	the	[Samsung	D-201	USB	Device]	from	the	[Stop	a	Hardware	device]	window	and	click	[OK].	5.	Click	[OK]	in	the	[Safe	to	Remove	Hardware]	window.	6.	Click	[Close]	in	the	[Unplug	or	Eject	Hardware]	window	to	remove	the	disk	safely.	Software	Manual	-	MGI	PhotoSuite	lll	SE	Introduction:	Navigation	Bar	-	Return	to
Previous	Step	(Back)	-	Home:	Welcome	Screen	-	Help:	Display	Help	Window	Get	Images:	Acquire	media	files	from	computer	or	digital	camera	Photo	Editing	Activities:	-	Compose:	Use	photos	in	various	ways	-	Organize:	Organize	photos	and	media	into	albums	Getting	Images:	1.	Click	[Get]	button	on	Welcome	screen	or	Navigation	bar	2.	Select
[Computer]	or	[Album]	from	options	displayed	Work	Steps:	1.	Welcome	Screen	changes	to	next	step	with	selected	image	displayed	2.	Prepare:	Rotate,	flip,	crop	images,	remove	red	eye,	scratches,	etc.	3.	Compose:	Add	text,	compound	images,	collages,	and	photo	layouts	4.	Organize:	Choose	a	photo	album	to	view	or	edit	Creating	an	Album:	1.	Click
[Organize]	button	on	Welcome	screen	or	Navigation	bar	2.	Select	[Album..]	in	"Choose	a	photo	album	to	view	or	edit"	3.	Add	images	to	the	album	by	selecting	"Add..."	and	clicking	[Computer]	Sharing	Images:	-	Save:	Save	active	file	with	current	name	and	path	-	Save	As:	Assign	new	name	or	path	to	file	-	Send	E-mail:	Email	images	-	Slide	Show:	View
images	as	a	slide	show	-	Print:	Print	images	The	printer	allows	you	to	print	multiple	copies	of	a	photo	or	project,	or	one	copy	of	each	photo	in	an	album,	using	a	pre-defined	template.	If	the	USB	connection	is	malfunctioning,	check	the	following:	-	Is	the	camera	power	turned	on?	-	Use	an	AC	power	adapter	for	PC	mode	and	ensure	battery	condition	if
using	batteries.	-	The	USB	driver	may	not	be	installed	correctly;	refer	to	page	119	about	USB	settings.	Additionally,	check	your	computer's	compatibility	with	a	USB	interface	by	looking	at:	-	The	USB	port	in	your	computer	or	keyboard	-	The	OS	version	(available	in	Windows	98,	98SE,	2000,	ME,	and	XP)	-	The	Universal	serial	bus	controller	in	Device
Manager
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