
MATERIAL HANDLING SOLUTIONS

LIFTING GAYLORD DUMPER

Built for Safety

A safety gate must be closed for the cradle to rise. An 
enclosed travel path and perimeter guarding prevent spillage. 
And an emergency stop button keeps operators in control. 

Versatile Container Handling

Interchangeable cradle restraints support most common 
container types. Custom options ensure seamless 
integration with your material handling system.

Durable Construction

A powerful steel frame and top-quality hydraulic  
components ensure reliable service, shift after shift.

Lift and empty gaylord bins with a single material handling solution. The 
Lifting Gaylord Dumper elevates and tilts containers for efficient dumping 
at your selected height. Changeable cradle restraints lock in bins or boxes, 
while robust safety features ensure hazard-free operation. 

Configurable Bin Dumping for High-Throughput Production
Lifting Gaylord Dumpers are stationary installations complete with an 
enclosed travel path, safety gates, and a free-standing control panel. The 
unit has a 2,500 lb (1134 kg) capacity and a configurable dumping height 
with adjustable horizontal spanners. This is the ideal solution for dumping 
bulk materials into multi-level feeder systems.

Quickly Perform 
Overhead Tasks
Most gaylord dumpers simply tip, requiring a separate 
solution to reach high conveyors or hoppers. The GLDL 
both lifts and tips with a single, high-powered solution.
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DUMPERS & BINS

LIFTING GAYLORD DUMPER

Model Capacity Compartment  
Width

Overall
Width

Overall
Depth

Overall
Height Tip Height Range* Weight

GLDL 2,500 lb
(1134 kg)

50.1” 
(1273 mm)

113.1”
(2873 mm)

81.75”
(2076 mm)

161”
(4089 mm)

54” to 142”
(1372 mm - 3607 mm)

3,500 lb
(1588 kg)

Options

GLDL-CHUTE Custom chute to aid in flow of materials - built to your specifications (consult factory)

480 Volt powered operation. Fully enclosed 
top-quality hydraulic components. Braided 
wire hydraulic lines extend longevity with 

superior burst strength.

Powered Performance

Compatible with forklifts, pallet trucks, 
and Gaylord containers loaded on dollies

 Equipment Compatibility

Remote control pedestal allows operation 
from safe, convenient location. Simple 
push button controls allow precise load 
positioning. Integrated emergency stop 

button provides a reliable failsafe.

Remote Operation

Whether you need battery power, reduced capacity, or 
custom features, BHS can custom-build equipment to your 

specifications. Contact BHS at 1.800.BHS.9500.

Customizable

Heavy-duty steel construction 
and durable powder coat finish 

resist rust and scratches

Durable Construction

Simplifies loading 
via pallet trucks

Ramp

Optional chute to enhance the flow 
of materials, ensuring a smoother, 
more controlled dumping process.

Custom Chute

Full perimeter guarding included and 
customized to the application in order 

to protect bystanders from moving 
parts and contents being dumped.

Protective Guarding

Safety gate must be closed for operation to begin
Safety Interlock

Adjustable restraints hold all types of pallet-sized 
containers from  39.4” to 49” (1001 mm–1245 mm) wide, 

and 15” to 52” (381 mm–1321 mm) tall (including D 
and E containers)  in place for dumping contents, limiting 

interference with material being dumped. 6 cycles per hour.

Versatile Dumper

* Identify Tip Height at time of order


