
Powered Forklift Jib Boom (PFJB) cranes lift loads of up to 3,000 pounds (1361 kilograms). Their fully portable nature 
creates a highly adaptable solution for lifting tasks facility-wide. Whereas most jib cranes are bolted to floors, creating 
additional costs for site preparation and footing, the PFJB can be easily transported by lift truck. All units are manufactured 
with standard fork pockets at the base. This allows the PFJB to perform lifting tasks in high-traffic areas, then be stored 
elsewhere to preserve valuable square footage.

Dependable Warehouse Solution

Jib Booms are also used to transport freight vertically in warehouses and across the supply chain. All BHS Jib Booms are 
made of pure welded steel, with a powder-coat finish that protects them from rust, impacts, and the chemicals sometimes 
associated with manufacturing and material handling facilities. They offer great dependability and long working lives to 
provide a quick return on investment. 

CRANES & FORKLIFT BOOMS

POWERED FORKLIFT JIB BOOM

CONTACT THE BHS SALES TEAM FOR MORE INFORMATION ABOUT THIS PRODUCT
Flip sheet over to learn more about this warehouse solution. 1.800.BHS.9500sales@bhs1.com

Fully Portable
Integrated fork pockets allow users to use and 
store the unit wherever it’s convenient, avoiding 
the costs associated with site preparation and 
installation. Mobility improves equipment flex-
ibility in every application.

Powered Hydraulic Lift
Closed hydraulic circuits feature a hardened 
chrome piston rod and honed cylinder for 
greater sealing and column strength. Hydraulic 
lines are braided wire for greater burst strength.

Diverse Safety Features
Fail-safe protections include velocity fuses and 
thermal overload cutout. Lift cylinders lock in place 
if lines are damaged, preventing loss of load.

Custom Features Available
Standard units offer load capacities of 1,000 
or 3,000 pounds, while custom units can 
handle virtually any requirement. Choose 
different dimensions, materials, and hydraulic 
components to create a unique lifting solution.



CRANES & FORKLIFT BOOMS
POWERED FORKLIFT JIB BOOM

Powered lift with closed 
hydraulic circuit

Hydraulic Powered

Integrated fork pockets make the 
unit fully portable via lift truck

Portable

Powered Forklift Jib Booms can be 
customized to fit any application

Customizable
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Improved Safety
Velocity fuses and thermal overload 

protections improve safety

Braided wire hydraulic lines 
provide superior burst strength 

and a long working life

Powerful Hydraulic Lines

Steel construction with a 
durable powder-coat finish

Heavy Duty

Hardened chrome piston rod and 
honed cylinder provide added column 

strength and cylinder sealing

Automatic

Load-Lok hook allows you 
to secure your assets while 

raising and lowering

Load Securing Hook

Rubber bumper to protect 
the PFJB from damage 

during transport

Asset Protection

MODEL CAPACITY BASE WIDTH BASE LENGTH OVERALL LENGTH OVERALL HEIGHT

PFJB-1K 1,000 lb (454 kg) 30” (762 mm) 33.75” (838 mm) 57.188” (1453 mm) 45.125” (1146)mm)

PFJB-3K 3,000 lb (1,361 kg) 30” (762 mm) 33.75” (838 mm) 57.188” (1453 mm) 45.125” (1146)mm)

MODELS & SPECIFICATIONS

Unit must be secured to a forklift for use. Not to be used as a standalone lifting device.


