
Lift heavy equipment, freight, and other industrial materials with the Manual Forklift Jib Boom, Extendable (MFJBE) 
from BHS. Unlike most other jib cranes, this all-steel unit secures firmly to lift truck forks, creating a versatile, highly 
flexible solution for heavy-duty lifting. A single unit can be used in multiple locations indoors or out, providing a 
single-point solution for an entire operation’s lifting needs.

Dependable Warehouse Solution

Jib Booms transport freight vertically in warehouses and across the supply chain. All BHS Jib Booms are made of 
pure welded steel, with a powder-coat finish that protects them from rust, impacts, and the chemicals sometimes 
associated with manufacturing and material handling facilities. They offer great dependability and long working lives 
to provide a quick return on investment. 

CRANES & FORKLIFT BOOMS

MANUAL FORKLIFT JIB BOOM, EXTENDABLE

CONTACT THE BHS SALES TEAM FOR MORE INFORMATION ABOUT THIS PRODUCT
Flip sheet over to learn more about this warehouse solution. 1.800.BHS.9500sales@bhs1.com

Multiple Points of Adjustment
The MFJBE allows users to lift loads, 
making them ideal for freight-handling and 
repositioning heavy equipment. The telescoping 
boom extends for greater reach as well as 
manually pivots to increase the lifting height. 

High Load Capacities
Standard model features a load capacity 
of 6,000 pounds. Custom units with fewer 
or even greater limits are also available.

Durable Steel Construction
Like other lifting systems from BHS, the 
Manual Forklift Jib Boom, Extendable is made 
from heavy-duty steel. The powder-coat finish 
prevents corrosion, chemical damage, and 
other threats to the unit’s structural integrity. 

Efficient Forklift Attachment
The MFJBE is highly mobile. Steel fork 
pockets are incorporated into the base, 
allowing users to attach to a forklift for use. 
The MFJBE can be removed easily and the 
boom can be shortened for compact storage.
.



CRANES & FORKLIFT BOOMS
MANUAL FORKLIFT JIB BOOM, EXTENDABLE

Lifts loads of up to 6,000 pounds
*Note: As arm extends, capacity 

becomes decreased

High Capacity

Fork pockets fits most lift truck forks
Forklift Compatible

Forklift Jib Booms can be customized 
to fit most applications

Customizable

Model Capacity
Base 
Width

Base 
Length

Overall 
Height

Fork
Opening

Overall Length 
(Retracted / Extended)

Min. Hook 
Point Reach

Max. Hook Point 
Reach (Retracted / 

Extended)

Max. 
Capacity Fully 

Extended
Weight

MFJBE-6K
6,000 lb

(2,722 kg)
31.5"

(800 mm)
32"

(813 mm)
27.5 "

(699 mm)
7.5" x 3.438"

(190 mm x 87 mm)
92.25" (2,343 mm) / 
152.25" ( 3,867 mm)

33"
(838 mm)

84" (2,134 mm) / 
144" (3,658 mm)

1,378 lb
(625 kg)

637 lb
(289 kg)
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Diverse Application
Ideal for automotive applications, heavy 
equipment manufacturing, and freight 

handling across the supply chain

Steel construction with a durable 
powder-coat finish that resists damage, 

rust, and chemical corrosion

Heavy DutyThe MFJBE is a low-maintenance, 
cost effective manual operation

Low Maintenance

Load-Lok hook allows you 
to secure your assets while 

raising and lowering

Load Securing Hook

Multiple attachment points allow for 
large or bulky items to be suspended 

for secure and stable handling

Adjustable

Prevents staff injury by 
eliminating dangerous lifts

Injury
Prevention

The boom manually tilts vertically to 
adjust the angle when more height 

is needed. Boom Pivot Angles (from 
horizontal) are 0°, 15°, 30° & 45°

Vertical Pivot
Pre-drilled holes make the telescoping jib adjustable, 
allowing the users to adapt the unit to multiple lifting 

applications including compact storage. Laser-cut 
extension indicators simplify adjustment. Extension stop 

prevents overextension while manually telescoping boom.

Adjustable Design

Heal pins for securing unit to forks

Secure Attachment

COMPACT EXTENDED REACH EXTENDED & PIVOTED 45°

*Maximum capacity at closest hook point to forks (Minimum Hook Point Reach). Capacity decreases as the hook point extends away from forks.


