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HW Setup

 

SW Setup

Use SDK1.0

run voxl-configure-cameras 8 --imx678

run cp /usr/share/modalai/chi-cdk/imx678/com.qti.sensormodule.imx678_2.bin /usr/lib/camera/

check:

modify config file to have two instances:
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voxl2-mini:/usr/lib/camera$ ls /usr/lib/camera/ | grep imx678

com.qti.sensor.imx678.so

com.qti.sensor.imx678_mod.so

com.qti.sensormodule.imx678_2.bin

com.qti.sensormodule.imx678_3.bin
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{

"version": 0.1,

"cameras": [{

"type": "imx678",

"name": "hires1",

"enabled": true,

"pre_format": "nv21",

"camera_id": 0,

"fps": 30,

"en_small_video": true,

"small_video_height": 768,

"small_video_width": 1024,

"small_video_bitrate": 3000000,

"en_large_video": true,

"large_video_width": 1536,



 

Test Results
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"large_video_height": 2048,

"large_video_bitrate": 120000000,

"en_snapshot": true,

"en_snapshot_width": 3840,

"en_snapshot_height": 2160,

"ae_mode": "isp"

},

{

"type": "imx678",

"name": "hires2",

"enabled": true,

"pre_format": "nv21",

"camera_id": 1,

"fps": 30,

"en_small_video": true,

"small_video_height": 768,

"small_video_width": 1024,

"small_video_bitrate": 3000000,

"en_large_video": true,

"large_video_width": 1536,

"large_video_height": 2048,

"large_video_bitrate": 120000000,

"en_snapshot": true,

"en_snapshot_width": 3840,

"en_snapshot_height": 2160,

"ae_mode": "isp"

}]

}





 


