
Series CG5

How to Order

Auto Switch

Standard

With Auto Switch (Magnetic Piston)

Mounting

X

D

E

C

F

G

L

S

P

MP1 Double Rear Clevis

MP2 Double Detatchable Rear Clevis

MP3 Single Rear Clevis

MP4 Single Detatchable Rear Clevis

MF1 Front Flange

MF2 Rear Flange

MS1 End Angle

MS2 Side Lug

MS7 End Lug

Nil

D

Cushion

N

A

Rubber Bumper

Air Cushion

Seal Material

R

V

NBR

Viton

Option

X6011 CG NFPA

Stroke (mm)

Bore

40

50

63

80

100

Max Stroke

800

1200

1200

1400

1500

Bore (mm)

40

50

63

80

100

mm

40

50

63

80

100

In

1.50”

2.00”

2.50”

3.25”

4.00”

2

Action

Fluid

Proof pressure

Maximum operating pressure

Minimum operating pressure

Ambient and fluid temperature

Cushion

Thread tolerance

Double acting single rod

Air

1.5MPa

1.0MPa

0.05MPa

Without auto switch: –10 to 70°C, With auto switch: –10 to 60°C

Rubber bumper, Air cushion

50 to 1000mm/s

50 to 700mm/s

JIS class 2
+1.4

0
+1.5

0
+1.4

0
+1.5

0

Piston speed

Stroke length tolerance
to 1000        mm,  to 1200        mm

to 1000        mm,  to 1500        mm

ø40 to ø63

ø80, ø100

ø40 to ø63

ø80, ø100

Specifications


