















































D3A

Power Headers 3.96mm pitch, Dip Type

Technical Data

Insulator Material: Thermoplastic, UL 94V-0
Contact : 1.14x1.14mm

Contact Material: copper alloy

Plating: Tin plated over nickleLead free
Current Rating : 8.2 Amp 30°C Temperature Rise
Insulator resistance : 1000 Megohms min.

Dielectric withstanding : AC 500V for 1 Minute

Operating Temperature: —40°C to +105°C.
Max. processing Temp: 230°C for 30-60 seconds.
260°C for 10 seconds.

Mates with : Pitch 3.96mm, O1.14mm male header

RoHS Compliant

3.96xNo. of positions'S}
3. 96xNo. of positions’y} 3.96x(No.of Contactsfl)
3.96x(No.of Contacts—1) 6. 35 o || 3,96 _6.35_
3.96 =
o | | L -
- o )
( bl T
L - Z
? <
o _1
o
NIRRT
3.96x(N—-1)
3. 96 21.75
<; O OSSQ O O
P.CB. Layout (Dip Type)
How to order [5][3][2 JA[— || H{tlfo—{ | | H J[ |
Nr.of contact  Connector Type Terminal code Body Plating
Serie—Nr.
Nr. of contact Code  ||1erminal Dimensions(mm) Body Code|[Plating option Code
1-Single max.24 poles[02~24 | "  [Single Body Type Dual Body Type Single Body| 1 |[Full gold flash plated 0
B C B C D Dual Bod 2 |l
Connector Type Code y Tin plated
P P o |10 [ 1143 ] 444 [ 1143 [ 444 | 8.3 il %0
P Ipe 20 | 1270 | 444 [ 1270 | 444 | 835
XXX as request as request
For Eg. B=4.6 C=6.0 For Eg. B=4.6 C=6.0 D=3.9 W E
CODE Nr=4.60/6.0 CODE Nr=4.60/6.0/3.9 N
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D3A

Power Headers 3.96mm pitch, Ringht Angle Type

Technical Data

Insulator Material:
Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :

Operating Temperature:
Max. processing Temp:

Mates with :

Dielectric withstanding :

Thermoplastic, UL 94V-0

1.14x1.14mm
copper alloy
Tin plated over nickle,Lead free

8.2 Amp 30°C Temperature Rise
1000 Megohms min.
AC 500V for 1 Minute

-40°C to +105°C.
230°C for 30-60 seconds.

260°C for 10 seconds.
Pitch 3.96mm, O1.14mm male header

RoHS Compliant

Ringht Angle A type

o 1.14

Ringht Angle B type

o 1.14

LU ]
LU

P.CB. Layoul (Ringht Angle)

3.96 L
O<>OOOOO(L

Lo joe)
5 -
‘Ol o« 3. 96‘
3. 96x (No. of Contacts—1)
et
3 D>
«” H H H H H H 3. 96xNo. of position B
L )
AENUEEE
‘73. 96
3. 96x (No. of Contacts—1
3. 96xNo. of positions
3.96x (N-1)

[1.75

How to order [5][3][2][Al— L J=[ [ = | J-{ - ||

Nr.of contact  Connector Type Terminal code Body Plating
Serie—Nr.

Nr. of contact Code Terminal Dimensions(mm) Body Code | [Plating option Code
1-Single max.24 poles |02~24 cote B C D Single Body L J|Full gold flash plated 10

Connector Type Code 10 11;;% 2:1 SEZ Tin plated 50

Ringht Angle A type 20 20 - - :

Ringht Angle B & a1 XXX as request

nght Ange  Lype For Eg. B=4.6 C=6.0 D=3.9

CODE Nr=4.60/6.0/3.9 W E
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D3A

Power Headers 3.96mm pitch, Vertical SMT Type

Technical Data

Insulator Material:

Current Rating :
Insulator resistance :

Operating Temperature:
Max. processing Temp:

Mates with :

Dielectric withstanding :

Thermoplastic, UL 94V-0

Contact : 1.14x1.14mm
Contact Material: copper alloy
Plating: Tin plated over nickleLead Iree

8.2 Amp 30°C Temperature Rise
1000 Megohms min.
AC 500V for 1 Minute

-40°C to +105°C.
230°C for 30-60 seconds.
260°C for 10 seconds.

Pitch 3.96mm, O1.14mm male header

RoHS Compliant

Bl type Be type Pin 1
\/ﬁ / \/ﬁ . A0 o
@@@%@@@il @@@>@@@§l
N - 1
U ' J
3.96x(No.of Contacts—1) o = 3.96x(No.of Contacts 1)
‘ 1330 _ | UK U B Cu D o
. — 1 .
ﬂ ﬂ . i
% 1 , L[ I
ILBMEMD; ] - INININIRIN
f‘»\_} 0114 3.96 ‘ c B | 7
= f f ! ! 3.96 4__»\ ® C
3. 96xNo. of positionsi} 3. 96xNo. of positionsii | gl -
‘ 3.96x(N—-1) S 9 3.96x(N—-1) ‘
‘ 3.96 é é H’ﬂ ‘
I e I | R A 10000 [
I I | I | | 1 R 1
i o
PCB. Layout (Bl Type) ol 1110 PCB. Layout (B2 Type)

How to order [5][3J[R 1A JL = Il = I = = - -]

Nr.of contact  Connector Type Terminal code Body Plating Cap Packing
Serie—Nr.

Nr. of contact Code | |rerminal Dimensions(mm) Body Code| [Pick & Place Pad Code
1*Single max.24 pOIES 02~ 24 code Single Body Type Dual Body Type Single Body 1 W/Cap 1
Connector Type Code B ¢ D B | C D Dual Body 2 W/0 Cap 2

BL ¢ a1 10 [3.81]839] 6.0 | 3.8l |839| 9.50
o - : - -
SNT type YP 20 1127 1839] 6.0 | 12.70] 839 9.50 Plating option Code Placking Option |Code
B2 type 32 xxx | as request: as request: Full gold flash plated 10 Tube 1
For Bg, B=48 C=6.0 D=60 For Bz B-46 C=60 D=95 | [Tin plated 50 Tape / Reel 2
CODE Nr=4.60/6.0 CODE Nr=4.60/6.0/3.9

W.k.
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539A

5.08/2.54PH Power COMBO Headers SMT/DIP Type

Technical Data :
Insulator Material: Thermoplastic, UL 94V-0
Contact : 1.14x1.14mm
Contact Material: copper alloy
Plating: Power Pin:Tin plated over nickel
Signal Pin:Tin or Au plated over nickel
Current Rating : 8.2Amp 30°C Temperature Rise(Power)
Insulator resistance : 1000 Megohms min.
Dielectric withstanding : AC 500V for 1 Minute
Operating Temperature: -40°C to +105°C.
Max. processing Temp: 230°C for 30-60 seconds.
' 260°C for 10 seconds.
Mates with : Pitch 5.08mm,5398
RoHS Compliant
SMT TYPE -
Power pin A ‘ (N-1)*2.54 ‘ (N-1)*5.08
A A 1~3pin | 254 | | 1.14 _H.‘« *H‘*'g
H H H 4 pin 3.81 — D<<D 000 |
o N N
| g U Uy
g = rophooo 1 =
\ 1.97 |5.08 | S
PIN 1(B1 Type) o
RECOMMENDED PCB LAYOUT(B1 Type) PIN 1(B1 Type)
(No.of signal pos.-1)*2.54 (No.of power pos.-1)*5.08 PIN 1(B2 Type) -
1273 5.08 AL
K ‘ 4 ] A L
o Sa 5 o 3
ﬁ” s 1% []% o (Ny2s4 (N-1)5.08 PI‘N1(BZType)
5.08 7 M \ /165
01.14 [D D<<D 000 [] —
2l =9
ﬂ ﬂ ﬂ ﬂﬂﬂ m[ “toghooo [ ——
- - - 1 1.97 | 5.08 | ]
[ [ [ 3¢l
(=] RECOMMENDED PCB LAYOUT(B2 Type)
c
Power pin A
A (No.ggsignal pos.-1)*2.54 (NQ.ofpowerpos.-1)*5‘,08 00 [ 1-3pin | 2.54
|- 1270 . T [Taen [ s
ﬂ:@@@@@@@@@@ Ll e =
N a| | o] e e el |e s le e T T T T o (N-1)"2.54 \ ‘ (N-15.08 ‘
* . o 2 . 25 ‘ ‘ 5.08 ‘
4613 e & D D \\
0.64 ’
oy o I\®$§§®@@ m@ ] ® o
254 Hﬂﬂ * N\ 9102 e \ AT
:: RECOMMENDED PCB LAYOUT
$ o

Howtoorder (513 [0 [A[—| [l 1 [ = | [ [ = |~ [ |- |- |

Serie-Nr. Nr.of Nr.of Connector Type Terminal code Layout Type ~ Plating Cap Packing
Signal contact Power contact
[ Nr. of Signal Contact [ Code | [rorminar Dimensions(mm) Plating option Code | [ LayoutType Code | For
code
(Double Row 02 fo 48poles loo4s_| SMT Type DIP Type Full Gold Flash plated 10 B1 Type 1| SMTType
‘ Nr. of Power Contact \ Code \ B C D B [9 E— B2 Type 2 | only
[Single Row 02 to 04 poles [o204 || 10 584 | 741 | 381 | 584 | 254 in plate %0 : -
Connedtor Type Code 20 8.13 711 381 8.13 254 Selective gold flash plated 60 Pick & Place Pad ode
. XXX as request as request 10u"Selective gold plated 610 WiCap !
Dip Type 10 For Eg. B=584 C=7.11D=3.81 For Eg. B=5.84 C=254 WIO Cap 2
SMT Type 20 CODE Nr=5.8477.11/381 CODE Ni=5,84/2.54 15"Selective gold plated 8 | ing Opton Cote
Note: Power Pins = All Tin
Tube 1
Tape / Reel 2 " "

WEITRONIC ENTERPRISE CO.,LTD. Web.site:www.weitronictw.com.tw  E-mail:wee@weitronictw.com.tw
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539A

5.08/2.54PH Power COMBO Headers SMT/DIP Type

Technical Data :

Insulator Material: Thermoplastic, UL 94V-0
Contact : 1.14x1.14mm
Contact Material: copper alloy
Plating: Power Pin:Tin plated over nickel
Signal Pin:Tin or Au plated over nickel
Current Rating : 8.2Amp 30°C Temperature Rise(Power)
Insulator resistance : 1000 Megohms min.
Dielectric withstanding : AC 500V for 1 Minute
Operating Temperature: -40°C to +105°C.
Max. processing Temp: 230°C for 30-60 seconds.
' 260°C for 10 seconds.
Mates with : Pitch 5.08mm, 5398
RoHS Compliant
SMT TYPE
A A A A AAAA O A Powerpin | A s (N-5.08
EAar-1nk-1nt- 00 ===l w0l all 1~3pin | 2.54 // ‘ I
@7@7@7@7‘39)337@7@7@7@7 kM Ll i Ll kil Ll i 4 pin 3.81 _7D D‘D D D D [] w
T U uUu Ty uUuU 5/ & BN :';l
(No.of signal -1)* * 05 i i D// oo i ]
. gnal pos.-1)*2.54 (No.of power pos.-1)*5.08 _PIN 1(B2 Type) 14? |_50_ o \\
1.2 . 508 381 S b
T Aana ﬁ(dﬂ A A A J% A a4 ‘71 B RECOMMENDED PCBLAYOUT@1 Type) ~ PINA(B1 Type)
3 ||| || || | (|60 |0 |88 | 8 b b % b 2
“‘? @,@,@,@,g))g,@,@,@,@, THT] I ©
T U U U T U U I’i{ ¥ ) -
0 5‘08. (254 piysos  PNIEZTRE
N T H-‘ ‘ »}_l/ 165
ugoooo 0 [—
oojpoon 0 —
1] LN e
RECOMMENDED PCB LAYOUT(B2 Type)
DIP TYPE Power pin A
(No.of signal pos.-1)*2.54 (Np,of power pos.-1)*5.08 ., | -3pin | 2.54
70 A n
- 4 pin 3.81
(N-1)"2.54 | ) (N-1)*5.08 )
3
‘ ~ 254 ‘ 5.08 ‘
o —4613 ® o e 6‘9 N
E E@@@@@ m® ®\®®
[N ‘H H‘ ] * N\ o1.02 <—>‘ 218
RECOMMENDED PCB LAYOUT

How to order

/[N o o o Y I B s I B B

Serie-Nr. Nr.of Connector Type Terminal code Layout Type  Plating Cap Packing
Signal contact Power contact
\ Nr. of Signal Contact \ Code \ Terminal Dimensions(mm) Plating option Code Layout Type Code | For
code
(Double Row 02 fo 48poles o248 SMT Type DIP Type Full Gold Flash plated 10 B1 Type 1| SMTType
\ Nr. of Power Contact \ Code \ B C D B 9 D E— o B2 Type 2 | only
[Single Row 02 o 04 poles [204 || 10 584 | 741 | 1016 | 584 254 7.62 et - 5
Comedtor Type Cote 2 813 | 741 | 1016 | 813 | 254 762 | |Selective goldflashplates | 60 | | Pick& Place Pad ode
Dip Type&Dual Body 12 XXX as request as request 10u"Selective gold plated 610 WiCap 1
For Eg. B=5.84 C=7.11 D=3.81 For Eg. B=5.84 C=2.54 T6u"Selective gold plated of5 WIO Cap 2
SMT Type&Dual Body 22 CODE Nr=5.84/7.11/3.81 CODE Nr=5.84/254 Packing Option Code
Note: Power Pins = All Tin
Tube 1
Tape / Reel 2 " "

WEITRONIC ENTERPRISE CO.,LTD. Web.site:www.weitronictw.com.tw E-mail:wee@weitronictw.com.tw
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934

[solated Terminal Power Header 4.19mm Pitch Double Row

Technical Data
Insulator Material:

Contact :

Plating:

Current Rating :
Insulator resistance :

Dielectric withstanding :

Operating Temperature:
Max. processing Temp:

Mates with :

High Temperature
Thermoplastic,LCP,UL 94V-0
Copper alloy

Au or Sn over Nickel

See Table A

1000 Megohms min.
AC 500V for 1 Minute.

DC 707V for 1 Minute.
-55°C to +105°C.

230°C for 30-60 seconds.
260°C for 10 seconds.

935 series

RoHS Compliant

R Type
2 Current Rating
551 o3 (Per contact)
Ambient TEMP | Current
] 20°C 9.04
N ? 40°C 7.8A
o 60°C 6.5A
— 75°C 5.3A
?7 ‘ 4 positions powered
6. 6 1.52
+ 2 Table A
= (N-1)X4. 19
4.06 < £ Q
] O O /
Q/)O O

2.79

4.19 -

D &DGType
PCB Layout

NX4. 197133
(N-1)X4. 19 o NX4. 19+1. 33
Key polarization = 1)y
ﬁ01 e e | S = | =g = g0 D Type 415;\ P
42 SRR EERRE: y =
1 ‘0#<A7 Jgho &7 o S LJW}[ 0
~ 5 dhdb db—dbhdb—dbh—db k)
gl “H ks 25  [Eell=l=l=l=1=] =] it
] = s 7
1| . = 1 .52
4.19 H 114 - ‘
DX RG Type
(-1)X4. 19 P NX4. 19+12, 27
01 [ N— ‘ (-DX4. 19
1
o ‘ NX4. 1976. 10 I
Y NX4. 19+12. 27 o
ko
NX4. 19+1. 33 S NX4. 19+6. 10
(N-1)X4. 19
4.19
Key polarization )
* < NI, 1941, 33
] r g g a9 9F _d9F _4dF. L 10 (N-1)X4.19
S 510 01 A 0 1
S llcccoccocoo J
U ES
1 152 3
NX4. 19+12. 27
4.06
SG Type R&RG Type
PCB Layout

DxL 19

S &SGType
PCB Layout

ow to-order 93] — (][~ ] - []—[J]— ] — [

Serie—Nr. Connector Nr.of Contact Key polarization  Plating option  Cap option Packing option
Type Option
Connector Type Code Number of contact Code Cap option Code
Standard Dip (D Type) 10 04-30-poles Double 04-30 W/Cap 1
Standard SMT (S Type) 20 Key polarization Option Code W/0 Cap °
Standard Right angle (R Type) 30 W/ Key polarization 0
Standard Di s ; ;
with suide }}))osts (DG Type) 11 W/0 Key polarization 1 Packing option Code
Standard SMT ol cod Tube 1
i i Plating option ode
;Zlgtli iigli: posts (SG Type) g op Tape & Reel 5
with guide posts (RG Type) 31 Gold plated 10
Tin plated 50 W E

WEITRONIC ENTERPRISE CO.,LTD.
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9341

[solated Terminal Power Header 4.19mm Pitch Single Row

Technical Data
Insulator Material:

Contact :

Plating:

Current Rating :
Insulator resistance :

Dielectric withstanding :

Operating Temperature:
Max. processing Temp:

Mates with :

High Temperature

Thermoplastic,LCP,UL 94V-0

Copper alloy

Au or Sn over Nickel
See Table A

1000 Megohms min.

AC 500V for 1 Minute.
DC 707V for 1 Minute.
-55°C to +105°C.

230°C for 30-60 seconds.
260°C for 10 seconds.
935—1 series

RoHS Compliant

o NN 19+1. 33
::" K (‘i’l)‘M-tlf’ R Type NX4. 19+1.33
" ey polarization . NX4. 19+1. 35 "
*ﬁ,ﬁ Ol, D Type E Key polarization 1.52 $ (nggeél;n?;&;lg
j Eia o Eed s | [P . % T | b e e
—n | e e b ) U — ‘ -
9 a9 tH o 4.19 - 1521 F’ 6.6 \ - 75°C_ 5.3A
e S OiiL 2 -1)XA. 19 4 positions powered
N = Table A
u RG Type
Jd 7 NX4. 19+12. 27
(N-1)X4. 19 2
NX4. 19+12. 27 1 4.0 4. 06 o 3
. — ' Celfe = e =T =) /
[ e e e e P == 00 o6 Type s e T dfo o
== e S o o L1
% v X o) ‘"/ NX4. 19+6. 10 | —
< NX4. 19+6. 10 & g o D&DG Type
E Nx4A15~a‘+1A3‘3 S Type PCB Layout
= 1 Key polarization ‘
*ﬁ,ﬁ ﬁf\ I~ ) NN 19+1. 33
2 e : e
1 i b — 4.19 -
T 419 L_, 5.21 } %‘5 ‘* & D ‘ B‘H L8
(N-1)X4. 19 L b 5 -t Al g
01 NX4. 19+12, 27 L 5 ﬂ D ]
R i o
DeT e 0 < 1, e ccon
o EK % o ype ype
o ® w10 ¥ PCB Layout PCB Layout

How to order 7* DD*DD*D*DD* Di D

Serie—Nr. Connector Nr.of Contact Key polarization Plating option ~ Cap option Packing option
Type option
Connector Type Code Number of contact Code Cap option Code
Standard Dip (D Type) 10 02-10—poles Single 02-10 W/Cap 1
Standard SMT (S Type) 20 Key polarization Option Code W/0 Cap °
Standard Right angle (R Type) 30 W/ Key polarization 0
Standard Di - ] ;
with guide }I))osts (DG Type) 11 W/0 Key polarization 1 Packing option Code
Standard SMT o1 Tube 1
with guide posts (SG Type) Plating option Code Tape & Reel >
Right angle
with guide posts (RG Type) 31 Gold plated 10
Tin plated 50 W E

WEITRONIC ENTERPRISE CO.,.LTD.Web.site:www.weitronictw.com.tw E-mail:wee@weitronictw.com.tw
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930—1

[solated Terminal Power Socket 4.19mm Pitch Single Row

Technical Data

Insulator Material: High Temperature
Thermoplastic,LCP,UL 94V-0

Contact : stamped and formed,Phosphor Bronze

Plating: Au or Sn over Nickel

Current Rating : See Table A

Insulator resistance : 1000 Megohms min.

Dielectric withstanding : AC 725V for 1 Minute.

DC 105V for 1 Minute.
Operating Temperature: —55°C to +105°C.

Max. processing Temp: 230°C for 30-60 seconds.
260°C for 10 seconds.

Mates with : 934-1 series
RoHS Compliant
. Typ © NX4. 19+1. 01 o Typ © NX4. 10+11. 18 %Plfgeg;ngaac%lg
=T (N-1)X4. 19 &X4i)l‘?4+6i910 log AmbiezI:]tuCTEMP Cugrgint
o ettt ‘- AT L] B 40°C 7.6A
[ EEEREETE 3 @?@U@llllllli\@ we | sst
01 l m\ / 01 0) 2 3.80 l—«ﬁ 4 positions poweréd
J - & \ _ . Table A
e LIARE ]
o g; o (N-1)X4. 19
\ , \ , 0,50 r — 1B —" o 4.19 L/
e -0 P y v oUW W
SN L19 3 géz » 119 L9 |l g Z)Z g;lbtﬁf@—@—f e
(-1)X4.19 N 3 (-1X4. 19 503 %
. o
S Type
yP | SG Type D&DG Type
NX4. 19+1. 01 NX4. 19+11. 18 PCB Layout
(N-1)X4. 19 NX4. 19+6. 10
4.19 (N-1)X4. 19 b
3 @lllllll-@ b e S ] R
s 310 (@ ) o) ] ) ) 6 ) roodl o :
o 2 L‘J =} =} O uj o il
A +TT 0 0
=B R o = ] 4,19 o
: 3 R e
2 7 = H‘g 2 S&SG Type
TN
o 114 T PCB Layout

How to order 775D7DD75575 - D

Serie—Nr. Connector Nr.of Contact Plating option  Cap option Packing option
Type
Connector Type Code Number of contact Code Cap option Code
Standard Dip (D Type) 10 02~10-poles Single 02710 W/Cap 1
Standard SMT (S Type) 20 Plating option Code W/0 Cap 2
Standard Dip
with guide posts (DG Type) 1 Gold plated 10
Standard SMT ) Packing option Code
ith id ts (SC T 21 Tin plated 50
with guide posts ( ype) Tube )
Tape & Reel 2

W.k.
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596-DB

Pin header strips 1.0mm pitch Dual body Dip & SMT Type

Technical Data :

Insulator Material: High Temperature
Thermoplastic,UL 94V-0.

Contact : 0.30x0.30mm

Contact Material: copper alloy

Plating: Au or Sn over Nickel

Current Rating : 1 Amp

Insulator resistance : 500 Megohms min

Dielectric withstanding : AC 500V for 1 Minute

Operating Temperature: -40°C to +105°C.

Max. processing Temp: 230°C for 30-60 seconds.
260°C for 10 seconds.

Mates with : 597

RoHS Compliant

(B1 TYPE) 2.00
. P.C.B. Layout r——j
nnnonan ~_Pin 1 (B1 Type) —
6.40 e
Pin 1 (B2 Type) {D D D D =
1 IRINIRIs
e Ferr e P
1.0XNo.of Positions+0.25 50 o (B2 TYPE) 200
> 24 No.1
1.0X(No.of Contacts-11#0.10 %7 2o "—’\ 550 o P.LE. Layoul e
1.0£0.05 5'10 o o = 1 < o
o b n g aler A s a A Al S o O o =k o -
S T 0
[ T L
O [ [
a
Recommended P.C.Board
o= a 056 0
\pin 0.30 SQ 1 |07 %
| 1.0X(No.of Contacts-2)+0.10 B R N

| I
B i) o

1.0XNo.of Positions+0.25 3.1 o
1.0X(No.of Contacts-1)+0.10 o 1.0 i
1L . 1.0£0.05 S a
M S ﬁ ﬁ, ,
[T HHH\H\HHHHHHH\NHHHHHHHHHHHHHHHﬂHHﬂHHﬂHHﬂHHﬂHHﬂH\ﬂ\I\ﬂ\H\ \ = [ [ ﬂ "%
| Horosod,
2 5 1050 § ¢ &< &
s 1.0x(No.of contacts-1)
P r Recommended P.C.Board
O| Hole Layout

Howtoorder 5/ 9(6/- DB/~ | | | | || | |~ [ = I —| [ |— ||

Nr.of Contact. Profile Connector type Dimension lating Cap option Packing Location peg
Nr. of Contact Code Connector typ Code Plating option Code Packing Option Code
Single 01-50 pin 0150 Dip type 10 Full gold flash plated 0 Tube 7
SMT t 11 ) Tape & Reel 2
Double 02-100 pin 02-100 ype Tin plated % T?:; oo :
) Dimensi )
Profie Option Cote Te’&'ﬂi’ ‘nmensmn ‘ Selective glold flash plated 60 Bag 1
H=1.0 Single Row B c D 10u"Selective gold plated 610 - _ Cod
Dip Type 1 XXIXXIXX As request 15u"Selective gold plated 615 \l;‘ch::;):ﬁzigpgg“on joe
H=1.0 Single Row For EG.87.0 C=78 D=65 20u"Selective gold plated 620 WIO Location pe 0
SMT Bl Type Code Nr.=7.017.8/6.5 — peg
; 30u"Selective gold plated 630 For double row only.
H=1.0 Single Row 4 Pick & Place Pad Code WiLocation peg option for
SMT B2 Type W/ Cap 1 2 x Even Pin
H=1.0 Double Row 2 WIO Cap ) For Eg. 2x2, 2x4,.....2x48, 2x50
H=1.5 Double Row 3 For SMT Type Only W E

WEITRONIC ENTERPRISE CO.,LTD. Web.site:www.weitronictw.com.tw  E-mail:wee@weitronictw.com.tw
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o0/

Pin header strip 1.27mm x1.27mm pitch

Technical Data

Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :
Dielectric withstanding :
Operating Temperature:
Max. processing Temp:

Mates with

High Temperature
Thermoplastic,UL 94V-0.
0.40x0.40mm

copper alloy

Au or Sn over Nickel

1 Amp

500 Megohms min

AC 500V for 1 Minute
-40°C to +105°C.

230°C for 30-60 seconds.
260°C for 10 seconds.
605,606,606-1,606-2,613

RoHS Compliant

B 'D 1.27

= P.CB Layout B =8 @8 @ B8 o -
= 1 1 1.27+0.05 Typ. g o
Z o I = DIP 180
Sté-o-0-¢ E—
I
1.27xN0O.of Positions+0.25 — \ 0.75+0.05 1.27xNo.of positions+0.25
Dia. Typ.
1.27x(No.of Contacts-1) P 27%(No.of Contacts—1)
1'27,/uo.40i0402 »ﬁl 00.40£0.02 ‘ L27
[ juar, R S —
: [ .
T.00[ 1.60 or|2.50
C d
P.CB Layout 0
ﬂ_%zwo,% Typ DIP 90
[T]
=
Slodos
LAl e [T TTT
— + I
‘1.27\50.4%0‘02 015757(%05 T N
ia. Typ. 00.40+0.02
1.27x(No.of Contacts-1) T27x(No.of Contactsfl)‘ 160 or 250
1.27xN0.of Positions+0.25 1’%0 L.27xNo.of positions+0.25 §J a'—r«
v Vv Vv Vv Vv Y i
= Z§§ B B ® B B © o
CVD. < [ap)
? t B B B ®@ B &
C \_U_/\_U_/\_U_/\_U_/\_U_/\_gi,

e
"B D 127

How to order

N [ N s N s N I

Serie—Nr. Nr.of Contact. Profile: H Dimension Plating Connector Type
Nr. of Contact Code Dimensions Code Plating option Code Connector Type | Code
Double Row Max.100 contacts|002-100 B C D Full gold flash plated 10 DIP 180° Omit
_.7 2.29 10 Tin plated 50 DIP 90° RA
3.06 | 2.29 20 Selective gold flash plated 60
Profile: H Code 1.91 | 2.29 30 10u”Selective gold plated 610
Height of base 1.0mm 10 1.65 | 2.29 40 15u”Selective gold plated 615
Height of base 1.6mm 20 as request XX 20u”Selective gold plated 620
Height of base 2.5mm 30 For FX. B=2.05 C=2.6 D=2.3 30u"Selective gold plated 630 W E
Code Nr. =2.05/2.6/2.3 .

WEITRONIC ENTERPRISE CO. LTD.Web.site:www.weitronictw.com.tw E-mail:wee@weitronictw.com.tw
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Pin—Header—Strips—Double row for Surface Mount Technic and High-

Temperature Body 1.27mm pitch

Technical Data :

Insulator Material: High Temperature
Thermoplastic,UL 94V-0.

Contact : 0.40x0.40mm

Contact Material: copper alloy

Plating; Au or Sn over Nickel

Current Rating : 1 Amp

Insulator resistance : 500 Megohms min

Dielectric withstanding : AC 500V for 1 Minute

Operating Temperature: -40°C to +105°C.

Max. processing Temp: 230°C for 30-60 seconds.

260°C for 10 seconds.

Mates with : 613 &0O1.27 mm Pitch Female Header
RoHS Compliant
1.27
iy BODY WITHOUT PEG P —
m 1.27
\
3 | | DDDDﬂ
aoa LA
oooooooood R Type F.C.B Leyout
M Type T Type 2] o
1.27XNo. of Positions &
1.27X(No. o Contacts—1_)| B 521 H = 113
< = (-40.75
o3 S
%E]:Ea r—_y7 b M ']_‘y'pe P.CH layout
|| o1 5
0.51]
220 D 00 D D
B
; " - IZIIZIIZIIZIIZI
J ] —— T D Type P.CB layout
o3 —— 12{ 0.70
e - i
2 Hm 08 ] U000 ¢
3 L A 127 | 1.27 N
1.27XNO. of Pos1t10ns - 1.7 coo 075
D Type R Type i

How to order @@@. DDD D D DD [ ][ ]

—0](0]

Serie-Nr. Dimension B Cap option Packing Location Peg
Nr. of Contact Code Dimensions(mm) Code Plating option Code Pick & Place pad | Code
Double Row Max. 100 contacts [004—070 B Full gold flash plated 10 W/ Cap 1
3.05 1 Tin plated 50 W/0 Cap 2
Connector Type Code 1.91 2 Selective gold flash plated 60 Packing option Code
D Type 1 1.65 3 10u"Selective gold plated 610 Tube 1
M Type 2 3.81 4 15u"Selective gold plated 615 Tape & Reel 2
T e 3 i
Ao : o o et 0| [Pmm o
U Seectlve goC pate W/0 Location Peg 00

W.E.

WEITRONIC ENTERPRISE CO.,LTD.Web.site:www.weitronictw.com.tw E-mail:wee@weitronictw.com.tw
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Pin—Header—Strips—Double row for Surface Mount Technic and High—
Temperature Body 1.27mm pitch

Technical Data :

Insulator Material: High Temperature
Thermoplastic,UL 94V-0.

Contact : 0.40x0.40mm

Contact Material: copper alloy

Plating: Au or Sn over Nickel

Current Rating : 1 Amp

Insulator resistance : 500 Megohms min

Dielectric withstanding : AC 500V for 1 Minute

Operating Temperature: -40°C to +105°C.

Max. processing Temp: 230°C for 30—-60 seconds.
260°C for 10 seconds.

Mates with : S,C Type mates with 605,606,8134.
JK Type mates with 134

RoHS Compliant

1. oot Positi —l)

IR I
UUUUDUUUHI

1.27XNo. of Positions+1.83
ERCICRCH: [ EFCICIE]
nontatn] |Eatntatnl, PCB layout.

09 Pins/Row MIN

C TYPe 50 Pins/Row MAX

1.27XNo.of Positions+2.91
1.27XNo.of Positions

09 Pins/Row MIN
S Type 50 Pins/Row MAX

1.27XNo.of Positions+1.55

lpannnnannag!

VeV V ek Vi ek V ik ViV Vi
F el aTalaaVa]
3 L@aaa@a@m@ml

l RURTmURLS| | ATt
smead@Eas

4.78

) T e o e a

3.43

e e E - iti :
1.27 PCB layout
1.27X(No.of Positions—1 1.27 00.40

.27X(No.of Positions—|

)

bN —
3 2|
. - % | g 3 LT
o ]: o = AR N e B
; o jmill M) i £ an
B mfmm mmnzl U o MU ‘MNO ul u!
*]f $0.80 E 584 0.25 xLi
1.27X(No.of Positions—%) - 1.27XNo.of Positions+L.83.| 584
J Type _|K Type_ i zmwoor positions 140(No.f Positions:)
1.27XNo.of Positions+15.65 Do 2o o et

5.08
5.64

;
I:IOI:I
6.84

R)

1078 25210 [Jj:\fﬂz\%
wsr | wmew | | T FAFAFARUS = ‘JJ ’ VA
e a = s T o ErEREEEE B R B ©
Q R N < e el )
) LEEEEEEEEEEJ S ™y \® @ E B BB B B 88
LN neq —¥Ui tUj tuﬁf—ﬁ—ﬂ‘—ﬁ—ﬂtrﬁ ki
7
itions—1

11.10

251 | _3.20,

2 | 292

i i, [

[E
H H ‘I‘ H H - \HEHEHHEHH ]
)

1 315 320
3.05
\<

E
t

[“g 1.54
=1

i
| H W o
q LA $0.80
- R7X(No.of Positions—2 5 84
27X(No.of Positions—2 05 Pins/Row MIN 05 Pins/Row MIN

50 Pins/Row MAX 50 Pins/Row MAX

How to order [6]0][9][B]-| ]| | |— D — =L =L

cap option Packing Location Peg

Nr. of Contact | Code Plating option Code Pick & Place pad | Code Location Peg Code
Double Row Max. 100 contacts|010—100 Full gold flash plated 10 w/ Cap 1 W/ Locatoin Peg 10
Tin plated 50 W/0 Cap 2 W/0 Locatoin Peg 00
Connector e Code ;
Typ Sele-ctlve gold flash plated 60 Packing option Code
S Type 1 10u”Selective gold plated 610 Tube 1
J Type 2 15u”Selective gold plated 615
Tepe & Reel 2
C Type 3 20u"Selective gold plated 620
K Type 4 30u"Selective gold plated 630

* Dip solder Type are Available W.E.

WEITRONIC ENTERPRISE CO.,LTD.Web.site:www.weitronictw.com.tw E-mail:wee@weitronictw.com.tw
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Pin Header 1.27mm x1.2Ymm Board Spacer Box Type

Technical Data

Insulator Material: High Temperature
Thermoplastic,UL 94V-0.

Contact : 0.40%0.40mm

Contact Material: copper alloy

Plating: Au or Sn over Nickel

Current Rating : 1 Amp

Insulator resistance : 500 Megohms min

Dielectric withstanding : AC 500V for 1 Minute

Operating Temperature: -40°C to +105°C.

Max. processing Temp: 230°C for 30-60 seconds.
260°C for 10 seconds.

Mates with 134 IDC Socket

RoHS Compliant

Profile 5.4mm Straight Type Profile 5.4mm SMT Type

7.57+1. 27X (No. of Contacts—1)

7.57+1. 27X (No. of Contacts-1)
6. 02+1. 27X (No. of Contacts-1) 6.02+1. 27X (No. of Contacts-1)
—— —
5 — « =
~ o @8 8/oBEdoa e o 13l 2 0@ oe’E e goaa o 23S
B 00 O\O O ﬂl o o o a Belie] BE 00 O0T O Q@O0 O a ol 10
— I — [T
2.30 Straight Type 2.30
S S
& 2
5. 60 s 6.00 5. 60 s 6.00
O [ | | [ |
o i i J o
S - | M tog = S
e ! I
= = =T 1= = 1= T = = 1= =] [ [ - 12| | | = O = O O = = = | = O = g
E 1.27 __|l.m0.40 .
. 550 |
A = vou 1. 27X (No. of Contacts-1)
1127 00. 40

1. 27X (No. of Contacts-1)

=
S| =1
i Recommended P.C.Board
Recommended P.C.Board ole Layou
Hole Layout — 1. 27X (No. of Contacts-1)

1.27

1. 27X (No. of Contacts—1) = _0.76
2.40|
Jj 1.27+0.05 (L i DD DDDDD
2

[OXCNORORCRORCNORC)

R AN mooooooon

2

How to order |6 |[1 ||1 |—|2| — | N

Serie—Nr. Nr.of Contact. CTO;%J%ector Plating Cap Packing

Nr. of Contact Code Plating option Code Pick & Place Cap | Code Packing Option Code

010-100 010-100 | | Full gold flash plated 0 | |W/ Cap 1 Tube 1
Tin plated 50 W/0 Cap 2 Tape & Reel 2
Selective gold flash plated 60

Connector Type Code 10u"Selective gold plated 610

Right Angle Type 1 15u"Selective gold plated 615

Straight Type 2 20u’Selective gold plated 620

ST TYpe 3 30u"Selective gold plated 630

Wk,
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Box Header 1.27x1.27mm Board to Board SMT Type

Technical Data

Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :
Dielectric withstanding :
Operating Temperature:
Max. processing Temp:

Mates with

High Temperature
Thermoplastic,UL 94V—-0.
0.40x0.40mm

copper alloy

Au or Sn over Nickel

1 Amp

500 Megohms min

AC 500V for 1 Minute
-40°C to +105°C.

230°C for 30-60 seconds.
260°C for 10 seconds.

605,606

RoHS Compliant

- A+0.10
R i P. C. BOARD 5.65
bcooooooooo Duuuuuuuuuﬁi
jDDDDDDDDDD DDDDDDDDDD': L Bl ]
N N I f=1
uuuuuuuuuu \.,“.,.,.,.,.,.,., Ee n i ’TJmo
S| AR b= | B i acl B e
T 9o & 7 - § i =
1.27+0.05 PIN 0. 40X0. 40 Sl 3e “ N
——— - — @ 2277 ez} 4LJ7
1. 27XNo. of Contacts-1.27+0. 10 ?P/\l() 611-1-XX-16
1. 27XNo. f Positions+3. 2040. 20 L.C. B0 6.30
- — Profile: H7.3mm
~ Profile: Code | Dim :A 6. 00
6.35 2,16, 18 2.50 ©l o [ ™| 5.65%0.10
‘ Others 215 o T Hri
— T [ap] ( -
LJ} = Metal Cap
= M) S g
[em)
| — 4 o 3
[=) (=]
) o
‘
i ® T D
_|[[0.500.05 1.2 2 ‘ 6.30%0. 30
1. 27XNo. of Positions+l.91£0. 10 ! S 127
o~ _
e 7 ) /H H Hﬂ H H n
S R A ey 3
o ERCEEA S g o =
-
e — : = /
Profile: H5.75mm L oo HHHHH
H6. 10mm 058
9
= Nx1.27+1.91
Recomnended P. C.B LAYOUT

How to order [6][1][1|—[1]=[ Jl | | J— Jl J— | |— ]| |

Serie—Nr. Nr.of Contact. Profile Plating Cap option Packing
Nr. of Contact | Code Profile: H| Code |A%ilable | Profile: H| Code {Available Plating option Code Pick & Place Pad | Code
010-100 010-100| | 73 g |Disa ) 146 11 |sossase | |Full gold flash plated 10 W/ Cap 1
9.5 3 52:}‘%’25%’57%17 15.7 12 |2050,60P Tin plated 50 W/0 Cap 2
9.9 4 o 16.1 13 |[2202230.| | golecti 1d flash plated 6
16,20,26 26 ¢ e”c e 50 453 pete 0 Packing Option Code
101 5 |30 .75 16 |to-to0p 10u”Selective gold plated 610
" - Tube 1
11.2 6 |sop 109 17 |w0z2e 15u"Selective gold plated 615 Tave & Reel >
B - ape ee
15 7 |eayiow | 610 18 [ | | 20y "Selective gold plated 620 P
10,16,20,26
1.7 8 |1seo 178 19 |swsossse| | 30u’Selective gold plated 630
12.0 9 |3z80P 18.9 21 |eop
2.7 10 %&%,25%}’ 135 22 gg:zgop
Other Pins please contact factory W . E .

WEITRONIC ENTERPRISE CO.,LTD.
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Pin header strip 2.0mm pitch Horizontal SMT Type Double Row

Technical Data :

Insulator Material: High Temperature
Thermoplastic,UL 94V-0

Contact : 0.50x0.50mm.

Contact Material: copper alloy

Plating: Au or Sn over Nickel

Current Rating : 1 Amp

Insulator resistance : 500 Megohms min.

Dielectric withstanding : AC 500V for 1 Minute

Operating Temperature: -40°C to +105°C.

Max. processing Temp: 230°C for 30-60 seconds.

260°C for 10 seconds.
Mates with : 136,316,618,618-1,619,620

RoHS Compliant

n s BODY WITH PEG

ININIEE 4.50 A BODY WITHOUTPEG 450
S~ o

il

L T L=

L T8 I ﬁ
53 1.30 1.60
27 el P IR

[ Jow oo MTYPE ot JM

2.0X(No.of Contacts-1) 4.50 — The cap used for B210.0
10.00 ‘ §i ‘ B 2.0X(No.of Contacts-1) B|
r——>
1] | 10.00 ‘
s 91— O.IEE
oflo J:\ o D—g @ <t \ | S Ny
a||e||o||o||e]|o||otat & wm @ QY%M&YQ ¢ g8 G [1.6
= i aalaalaalaalﬂalaala})—ufvv 630“‘
So o . |
QLH_L .00 22 o 127 1.60 @ 127
! a7 . 2.0XNo.of Positions
2.0X(No.of Contacts-2) 6.30 D TYPE
2.0XNo.of Positions D TYPE
i 2.00 - 1.00 1.00 — 2.00 i 1.00
N . 1.00
: IE 9 | JUU00UDME | H g
¥ 085 o | R 085 8 Bl
77@*@@@@3— gDDDDDDDi 7@%@@@9 of DDDDDE{
ﬁ ,‘/20 o ﬂ o ~ a I | it
= I (3}
. = \B Qf Pitch2.0x(n-2 ?
Pitch2.0x(n-2) > W Pitch2.0x(n-1) Pitch2.0x(n-1)
Pitch2.0x(n-1) :
(D TYPE) P.C.B. Layout (M TYPE)P.C.B. Layout (D TYPE) P.C.B. Layout (M TYPE)P.C.B. Layout
Howtoorder 6 16 —2/— | |- | — [ |- | = |- |- [ |
Serie-Nr. Terminal Connector Type  Nr.of Plating Cap Packing Location
Code Contact Option Option Peg
Dimension(mm) Terminal Connector Type Code Plating option Code Packing option Code
B Code Double Row M type | 21 Full gold flash plated 10 Tube 1
3.20 10 Double Row D type 22 Tin plated 50 Tape & Reel 2
445 11 Selective gold flash plated 60
40 12 Nr.of Contact Code | ouselective gold plated 610 Location peg Code
As requert XX 06~72-Poles Double |06~72 15u"Selective gold plated 615 W/ Location peg height=2.50 10
= | ked with tub
FOR Bg. B=280 Pick & Place pad Code| |20u"Selective gold plated 620 (only packed with tu ¢)
CODE Nr. =2.80 W/ Cap 1 30u"Selective gold plated 630 W/ Location peg height=1.30 11
W/O Cap 2 W/O Location peg 00

W. k.

WEITRONIC ENTERPRISE CO.,LTD. Web.site:www.weitronictw.com.tw  E-mail:info@weitronictw.com.tw
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Pin—Header—Press—Fit—Single /Double row—2.54mm Pitch
Technical Data :
Insulator Material: High Temperature
Thermoplastic,UL 94V-0
Contact : 0.635%0.635mm.
Contact Material: copper alloy
Plating: Au or Sn over Nickel
Current Rating : 3 Amp
Insulator resistance : 5000 Megohms min.
Dielectric withstanding : AC 500V for 1 Minute
Operating Temperature: -40°C to +105°C.
Max. processing Temp: 230°C for 30-60 seconds.
260°C for 10 seconds.
Mates with : 157,158,159,160,162,342,623,624,625
RoHS Compliant
143PF 144PF
25 o1,
5t .
2.54xN TZ_'\ / 254xN S-o-¢-&
e ) A ) R
il i A (1) ot e ||| T s (N-1) X 254
P C B Layout i\ P C B Layout
\
2.54x(N-1) f;r:‘;ﬂ?f;‘} 2.54x(N-1)
»—%-54 0.635 . *#2-54 635
m| m|
* O ] O
1.10%3%8 110438
e [P)F]- OOO-00-00
PIF] =L -]
Serie—Nr. Terminal code Nr. of contact Plating option
Terminal | Dimensions(mm) Terminal | Dimensions(mm) Number of contact | Code | |Plating option Code
code B C code B c 143PF01~ 40pins 01~40 | |Selective gold flash plated 80
108 52 33 10B 52 65 144PF02~ BOpins 02~80 | |10u’Selective gold plated 610
134 6.8 33 13B 6.8 6.5 15u"Selective gold plated 615
14A 8.1 3.3 14B 8.1 6.5 20u"Selective gold plated 620
15A 10.2 3.3 15B 10.2 6.5 30u’Selective gold plated 630
16A 13.0 3.3 16B 13.0 6.5
o as request B/C
XXX FOR Eg. B=7.0,C=6.5,
CODE Nr.=7.0/6.5 WE .

WEITRONIC ENTERPRISE CO.,.LTD.Web.site:www.weitronictw.com.tw E-mail:wee@weitronictw.com.tw
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303

Pin—Header—Strips—Single row for Surface Mount Technic and
High—Temperature Body 2.54mm pitch,Vertical Type

Technical Data :

Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :

Dielectric withstanding :
Operating Temperature:

Max. processing Temp:

Mates with :

High Temperature
Thermoplastic,UL 94V-0
0.635x0.635mm.

copper alloy

Au or Sn over Nickel

3 Amp

5000 Megohms min.

AC 500V for 1 Minute

-40°C to +105°C.

230°C for 30—60 seconds.

260°C for 10 seconds.
157,158,159,160,162,342,622,623,624,625

RoHS Compliant

353 serie (Vertical right angle)

(B1)

C Y e Y Ve Yy 3]
il i
g !

(n-1)x2.54 Pin 1
Pin 1
(B2)
e |
P 8 BT

o
. (n—1)x2.54 5.50

(N-1)x2.5440.15 _

Bl Type P.C.B. LAYOUT

6.4 0.635
—r— ~H~
i o m
;| O
V=] f’_" \J m
A __ «i)
n
91.0
8 (n-2)x2.54 2.54
o 5.08
C

(N-1)x2.5440.15
A

B2 Type P.C.B. LAYOUT

How to order

HEHEE Nl

Serie—Nr.

OO

No.of contact

Location peg

Terminal|  Dimensions(mm) Layout Code Plating option Code Packing option Code
code B C D Vertical single row Bl Type | 21 Full gold flash plated 10 Tube 1
12 | 350 | 508 | 38 | |vertical single row B2 Type | 22 Tin plated 50 | |Tape & Reel 2
13 480 | 508 | 38 singl L L N
14 610 | 5.08 | 3.8 Selective gold flash plated 60
16690 | 508 | 88 | |Mumber of contact Code | |10u"Selective gold plated 610 | |Loeation peg option Code
16 9.90 [ 5.08 | 38 02~30 poles Single 02-30 », . - 10
v 584 | 508 | 3.8 15u“Select1.ve gold plated 615 - / - peg .
18 813 [ 5.08 [ 3.8 Pick & Place pad Code 20u“Se1ect1ve gold plated 620 / peg
16 11067 | 5.08 | 3.8 30u"Selective gold plated 630
XXX as request ¥/ Cap 1
FOR Eg. B=460 C=6.0 D=39| |¥ /0 cap 2

CODE Nr = 4.60/6.0/3.9

W.E.
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303—1

Pin—Header—=Strips—Single row —Dual body Vertical SMT type

Technical Data :

Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :

Dielectric withstanding :
Operating Temperature:

Max. processing Temp:

Mates with :

High Temperature
Thermoplastic,UL 94V-0
0.635x0.635mm.

copper alloy

Au or Sn over Nickel
3 Amp

5000 Megohms min.

AC 500V for 1 Minute
-40°C to +105°C.

230°C for 30-60 seconds.
260°C for 10 seconds.

157,158,159,160,162,342,622,623,624,625

RoHS Compliant

B1 Type

Contact form

(n-1)x2.54

L

2.30

View A

Note:When the terminal code

B2 Type Pin 1 ) )
is not standard and quantity<30 Kpcs
) (N-1)x2.54 . ~Pin1
| |
1
(=3
0
DUCEITOOTEE
64 [0.635 | |
g 8
m "-7_.’ Y=
18
o
[=]
(=] (=)
| [8 % g
™)
91.00 2
(N-2)x2.54 B
Nx2.54

(N-1)X2.54+0.15

Bl Type P.C.B. LAYOUT

Pin 1

) (N-1)X2.54+0.15

B2 Type P.C.B. LAYOUT

How to order __D

Halle

‘erminal code

No.of contact

OO0

Location peg

Terminal | Dimensions(mm) Number of contact Code Plating option Code Pick & Place pad Code
code B c D single row 02 - 30 [ 02-30 | | Full gold flash plated 10 Y/ Cap 1
13 350 | 5.08 7.2 Tin plated 50 W/0 Cap 2
14 480 | 5.08 | 7g | [L2Iout optin Code | [Selective gold plated 80
15 |60 508 | 87 | |2 2| [10u'Selective gold plated 610 | [Fecking option Code
18 8.90 | 5.08 8.9 B2 Type 2 15u"Selective gold plated 615 Tube !

xx/xx s request 20u’Selective gold plated g | LTepe & Reel 2

lc’::eﬂun-r:;%':=°-5 30uSelective gold plated 830 | [Location peg option | Code

W/ pes 10
W/0 peg 00

W.E.

WEITRONIC ENTERPRISE CO.,LTD.Web.site:www.weitronictw.com.tw E-mail:wee@weitronictw.com.tw
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2.54mm Shrouded header with straight/angled pins & SMT Type

Technical Data :

Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :
Dielectric withstanding :
Operating Temperature:
Max. processing Temp:

High Temperature
Thermoplastic,UL 94V-0
0.64x0.64mm

copper alloy

Au or Sn over Nickle
3 Amp

5000 Megohms min.

AC 500V for 1 Minute
—40°C to +105°C.

230°C for 30—60 seconds.
260°C for 10 seconds.

Mates with : 141,157159,160,162,342,348,349,622,624
RoHS Compliant
C+0.20 o
Il L I
l L I | | ] IJ-l | | ] I. L B ] (=] [Ie]
I —a4—+— 11 s =
TEREH oL -
o 9. 50
1.50 9. 00
} |
[ 1o s
1 | = o ey R B
= 10 R
CTTTTIIT 7oy - _ 17 S - i A
— A40.15 N ' 520 f 9. 00
A+2. 5440, 20 ] }
B+0.20 straight right angle SMT
) (N-1) X 2.54 ) (N-1) X 2.54
Jj 2.54 1
o 1.20
l o = w
cecel henes _ 000 D000
. \ i
:r ©1.02+0.05 S |-| |:| |:| |:|! !|:| |:| |:|
A+2.54
P C B Layout P C B Layout

How to order (18 J[7]— Jl J—L = Jl = = J—{ ]

Serie-Nr. Nr.of Con.nect Cap Packing  Location peg
contact

Nr. of | Dimensions(mm) |Code

contact | A B c Connector type Code| |Plating option Code | |Pick & Place pad Code
06 5.08| 15.24| 12.94| 08 " N
10 | 1016 20.31] 18.02] 010 Dfp solder straight 1 | |Full Gold Flash plated 10 ¥/ Cap 1
12| 1270 22.85] 2056] 012 | |Dip solder 60° 2 | i plated 50 | W/ 0 cep 2
14 15.24] 25.39| 23.10| 014 SMT Styls 3
20 | 2286 33.01] 30.72] 020 10u’Selective gold plated 610 | |Packing option Code
24 | 27.04] 38.09] 35.80( 024 - Tube 1
% 30.48 40.63| 38.34] 026 15u"Selective gold plated 615
30 | 3556 45.71] 43.42] 030 20u”Selective gold plated 620 | |[ape & Reel L
34 | 40.84] 50.79] 48.50] 034 Eabiniate Tray 3
4 53.34] 63.49| 61.20] 044 Location peg option Code
50 | 60.08] 7L.11[ 68.82[ 050 Y/ pe 10
60 73.66] 83.81 81.52| 080
64 | v8.74] 88.89] 86.60] 064 W/0 peg 00 o
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2.04mmX<.54mm Box Type Dual Row

Technical Data :
Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :
Dielectric withstanding :
Operating Temperature:
Max. processing Temp:

Mates with :

High Temperature
Thermoplastic,UL 94V-0

0.635x0.635mm

copper alloy

Au or Sn over Nickel

3 Amp

5000 Megohms min.

AC 500V for 1 Minute

-40°C to +105°C.

230°C for 30—60 seconds.
260°C for 10 seconds.
157,159,160,165,342,348,622,624

RoHS Compliant

Dip Type
P.CB. Layout
Q 2.5%:!:?.05 5
S ¢¢¢¢i3
44613
‘ L] " EEEN [ I | ol v 102i005 3
bl B il B bl <l @ Dia. Typ.
il
[oY]
4.50 9.00
Imnml
o (88 |
' [
gy-n
(S
] 0.635
(N-1)X2.54+0.15
7.61+NXR.56410.2

SMT Type

(N-1)X254£0.15

2.54 _1f_2’0_
1_ gl
e e | U000
E‘ Sm—— SMT Layout

240 g 9.00

ff | |m

(N-1)X2. 5440. 15

7.61+NX2. 54 £0. 2

How to order

Ll = =LA A L=

Serie—Nr. Terminal code Nr.of contact Connector type Plating option Cap
Dimensions(mm) Dip | SMT Number of contact | Code Plating option Code ||Pick & Place pad Code
d
Aip) [A@uT)] D | ¢ code 06~64 06~64 | | Full gold flash plated 10 :; - c“l(’: ;
n ap
19.80 | 16.50 |7.50]3.30|9.00( 10 Tin plated 50
Connector type | Code | [gejective gold flash plated
21.50 | 18.20 (9.20( 3.30( 9.00| 20 : . g P. 60 Packing option coae | Fots
AS request 3K /X0 /XX Dip solder straight | 1 10u’Selective gold plated 610 |/Tube 1
FOR Eg. A=33.6 D=21.2 C=10.00 SMT Type 3 15u”Selective gold plated 815 ||Tape & Reel 2 A<20
. : Tray
Code Nr.=33.6/21.2/10.00 20u Selective gold plated 620
30u"Selective gold plated 830

W.E.
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1.0mm Pitch Female header

Technical Data
Insulator Material:

Contact:

Plating:

Current Rating:
Contact resistance:
Insulator resistance:

Dielectric withstanding:
Operating Temperature:

Max. processing Temp:

Mates with:

High Temperature
Thermoplastic,UL 94V-0

stamped and formed,Phosphor Bronze

Au or Sn over Nickel

1 Amp

20 milliohms Max.
500 Megohms min.
AC 500V for 1 Minute.
—40°C to +105°C.

230°C for 30-60 seconds.
260°C for 10 seconds.

595,596

RoHs Compliant

Top Entry
06—78Pin
% 0. 40+Nx1. 040. 25
i (N-1)x1.040. 15
}:‘ | 1.0040.05
N oaofaaoannfan
0] P o] P (o) o] D) (] D (o P i) i
0o P o] P (o) (] D (i P (o] P i) i
TUUUUUUU0U0UpUU0U
0.30
(5.00) itlf‘

* 3.07£0.10

804&100P1in

# 0.90+Nx1. 04+0. 25

(N-1)x1.0+£0. 15 )
3 A A | A T A JW
) () (] P e o] D) D) D) o ] i) D] D+
o) ] o] i i o) i) ) ) i ] ] i i
JUuUuUUlTU0uououogpuuudy

0. 30

(N-2)x1.040. 15

0.70

I R
g | T,
A | gpoonops
R |

How to order

050 | O Y e e N e B s

Serie—Nr. Nr.of Contact. Connector type Plating Cap option Packing Location Peg
Nr. of Contact Code Connector type Code Pick & Place Pad Code
06 to 100 contacts 06-100 Top Entry Profile: 2.25mm 10 W/ Cap 1
W/0 Cap 2
Plating option Code - p
Full gold flash plated 10 ?af)kmg Option Code
Tin plated 50 ube L
Tape & Reel 2

Location peg option

W/ peg

W/0 peg

Wk
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