
SPECIFICATIONS
Application : Monitors Fluid (Oil) or Grease Systems
Rated Pressure : 6500 psi
Material : Stainles Steel
Indication : Highly Visible Snap-Action Bright Orange

ORDERING INFORMATION
MODEL   DCI-TO.....Trabon O-Ring.......Part # DL3070

MODEL   DCI-L.........Lincoln...................Part # DL3072

MODEL   DCI-D....... Dropsa ...................Part # DL3073

CYCLE INDICATORS
Model DCI-TO/DCI-L/DCI-D

Name: Cycle Indicator Literature
Revision: 1.0 | Revision Date: 17-APR-2019

Created By: Ray Garcia
File Name: NEW_CI_LIT_APR2019

*ALL TRADEMARK NAMES ARE THE PROPERTY OF THEIR RESPECTIVE COMPANIES AND ARE NOT ASSOCIATED WITH WHITLOCK INSTRUMENT.

DESCRIPTION

The DELIRON Cycle Indicator is a cost-effective and easy to install 
lubrication monitoring device. It has a custom machined stainless 
steel housing and a powerful internal magnet assembly built for 
industrial use.

The Deliron Cycle Indicator is totally sealed and can accurately 
monitor fluid or grease systems. It can also be installed on any 
section or side of the divider block assemblies. The highly visible 
indicator has a snap-action movement which makes it easy for the 
user to see as well as determine the precise timing of each divider 
cycle.

Manufactured and Assembled in the USA by:
Whitlock Instrument
1300 N. Texas Ave

Odessa, Texas 79761 USA
(432) 337-3412 | www.noflo.com 

A division of Whitlock Instrument

2.300”

0.625"

FEATURES
Highly Visible                                         Snap-Action Indication
Stainless Steel Housing                           Totally Sealed
Fluid or Grease Systems                          Easy To Install
Left or Right Mounting                              Any Size Divider Block Section


