RECHARGEABLE LI-ION BATTERY SYSTEM

LIB BSS01L16 Series

Safe

48 Vdc low-voltage system with

automatic fire extinguishing and pressure |

relief, reducing the risk of accidents.

Easy-to-install
Stackable connection design reduces
installation complexity and improves

efficiency.

Enclosure
IP65-rated waterproof and dustproof

enclosure, suitable for outdoor use.

Durable
314Ah large cells with 8,000+
charge/discharge cycles, ensuring stable

operation for up to 10 years.
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Protective
Each battery pack equipped with a circuit
breaker for enhanced equipment and

personal safety.

Eco-Friendly
Built with environmentally friendly
materials, the system is completely

pollution-free.




T Model | LBBSSOILiGl | LBBSSOILSN | LBBSSOILiGM

Appearance

Indication of Appearance

Performance
Total Energy Capacity (kWh) 16.08
Usable Energy Capacity (kWh)
Nominal Voltage (V)

Voltage Range (V)

Battery Capacity (Ah) 314

Rated DC Power (kW) 8
Rated Charge/Discharge Current (A) 160/160
Max Charge/Discharge Current (A)" 160/160
Peak Charge/Discharge Current (A)® 180/180

Max. Short Circuit Current (kA)

Cycle Life
General
Battery Type
Dimensions (W x H x D [mm]) 850x458%440
Weight (kg) 136+3

Ingress Rating
Charging Temperature Range (°C)
Discharging Temperature Range (°C)

Operating Humidity
Altitude (m)

Installation Method

Cooling Strategy

Warranty®l

Communication Port
Certificate

Country of Manufacture

[1]The current is affected by temperature and SOC.
[2]Test condition: 25+2°C, last for 10 sec.
[3]Conditions apply, refer to EnergyLIB Warranty Letter at www.energy-lib.com.
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10 years

CAN, RS485

IEC 61000-6-1/2/3/4 / IEC 62619 / IEC 62040-1 / UN38.3

China

For more information, please contact us at www.energy-lib.com. All rights reserved. All specifications are subject to change without prior notice. Updated on November

28, 2025.

Version2.0|2025/11/28



