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Manufacturer of this wallbox:
EVBox Manufacturing B.V.
P/A Fred. Roeskestraat 115,
1076 EE, Amsterdam, NL



Configuration sticker

Take the configuration sticker found in the packaging

and place it on this page.
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Install Wall Bracket
T s

3.a.b.
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BNm-11 Nm

3x® 6.5 mm x 14 mm

3 xiMé x 60 mm
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Prepare main assembly for installation
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1.b.
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2.b.

Supply cable: >180 mm.
CT coil wire*: > 80 mm.

* optional

1x-3x

PR

Ethernet cable*: > 400 mm.

2.d.

== M25: 8 Nm
£ w12 1.5Nm
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Mount main assembly onto wall bracket
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7.3 Nm - 8.6 Nm

4x06.6 mmx 11 mm
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Assemble the wallbox

1]

1-phase or 3-phase power supply cable

1.
@ @
(1]
Solid Stranded Uninsulated Insulated
wire wire ferrules ferrules
e @ O O O
3-phase mains 0 ° 0 °
© 0 0 O
la. 1.b.
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A . A. ID. Charger Pro with kWh meter

A.b.
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[@m B. ID. Charger and ID. Charger Connect without kWh meter
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2.b.

0.22 Nm - 0.25 Nm

1 x for 1-phase

3 x for 3-phase
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3.b.

* for 3-phase
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7.b.
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Decommissioning
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Distribution of ID. Charger by

A BRAND OF THE VOLKSWAGEN GROUP

Volkswagen Group Charging GmbH
MollstraBBe 1, 10178 Berlin
Germany

volkswagen-support@elli.eco
www.elli.eco

Article Number of manual
2023187





