Table S3. Resulting models with the CAD variable REH.

REH models Structure
ADD 0.91+1.99xBUL-1.83xFO-0.73 x GA-2.75x AC - 0.06 x VH + 0.002 x AD + 0.006 x REH +
0.004 x G - 0.52 x SWI - 0.48 x NR
MULT (0.53 +0.004 x G - 0.52 x SWI -0.48 x NR) x
(1.26 + 1.93 x BUL - 1.73 x FO - 0.57 x GA - 2.03 x AC - 0.03 x VH + 0.01 x AD +0.004 x REH)
INT 0.62 +0.92 x BUL - 0.68 x FO - 0.29 x GA - 0.59 x AC - 0.03 x VH - 0.01 x AD -0.0001 x REH +

0.006 x G - 0.49 x SWI -0.88 x NR +

0.006 x (G x BUL) - 0.006 x (G x FO) - 0.002 x (G x GA) - 0.01 x (G x AC) - 0.0001 x (G x VH) +
0.00005 x (G x AD) + 0.00002 x (G x REH) +

0.37 x (SWI x FO) + 0.35 x (SWI x AC) - 0.48 (SWI x BUL) - 0.008 (SWI xVH) - 0.001 (SWI x
AD) +

1.23 x (NR x FO) + 0.33 (NR * GA) + 1.62 x (NR x AC) + 0.02 x (NR x VH) - 0.005 (NR x AD) -

0.004 (NR x REH)




