S2 Table. Unit Root Tests
	
	Total DOD 
	Facility
	V&E
	Jet Fuel
	All Other
	Jet Fuel (% EC)
	Military Exp.Increase
	Military Exp.Decrease

	Level 
	
	
	
	
	
	
	
	

	DF-GLS
	
	
	
	
	
	
	
	

	With Trend
	-2.025
	-1.269
	-1.908
	-1.916
	-2.071
	2.335
	-2.817
	-2.210

	No Trend
	.614
	1.078
	.274
	.183
	.477
	-1.991
	.772
	0.077

	
KPSS
	
	
	
	
	
	
	
	

	With Trend
	.102
	.196*
	.105
	.111
	.091
	.123
	.107
	.155*

	No Trend
	1.68*
	1.86*
	1.49*
	1.49*
	1.78*
	.239
	1.78*
	1.75*

	
	
	
	
	
	
	
	
	

	 Difference
	
	
	
	
	
	
	
	

	DF-GLS
	
	
	
	
	
	
	
	

	With Trend
	-3.293*
	-4.141*
	-3.475*
	-3.635*
	-2.566
	-5.312*
	-3.352*
	-2.563

	No Trend
	-1.970
	-1.195
	-2.266
	-2.543*
	-1.176
	-5.143*
	-3.362*
	-2.423*

	
KPSS
	
	
	
	
	
	
	
	

	With Trend
	.059
	.085
	.058
	.057
	.052
	.043
	.072
	.109

	No Trend
	.068
	.188
	.092
	.086
	.065
	.109
	.102
	.109


Note: *p < .05. V&E = vehicles & equipment, EC = energy consumption. DF-GLS H0: Series is a random walk. KPSS H0: Series is stationary. Each statistic reported corresponds to the optimal lag selected by the Schwarz information criterion (SIC). KPSS lag order is determined by automatic bandwidth selection weighted by quadratic spectral kernel. DF-GLS implemented with dfgls command and KPSS with kpss command in Stata 18. 

