Library On Wheels

Assembly Guide - For assistance, please contact us:
LW430 _2011_D :
Copernlcus - © 1-800-267-8494
cducaonalprodic  Gheck out our other products online at - Email info@copernicused.com

www.copernicused.com - Have your packing slip ready for reference

« This product is meant to be assembled by an adult.
WARNING « In its unassembled state, small parts present a hazard.
« To be used under direct supervision of an adult.
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Library On Wheels - Parts

Before beginning, you should have:

_—— Additional tools required:

Adjustable wrench
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Actual Size: E F D
4x 4x 4x

You will need: (Not to Scale)

Spanner End Frame (2 with brakes)
1x 2Xx 4x

I
Assembly 5” Caster Ty
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Attach Casters

Install nut on caster stem

Using Spanner Wrench provided and your
own Adjustable Wrench, tighten nut against
the caster.

®

' Tighten firmly
]

Note: it is recommended that
casters with brakes be located both

® front or both rear. The rear location
is preferred to prevent children
from playing with the brakes.

Place lock washer onto caster stem

Follow with large flat washer @ @ End Frame
Carefully thread the casters into the ends

of the outside frames. Slowly tighten by the

stem base only.

Tighten firmly. Make sure lock washer is

collapsed.

You may need to use your adjustable

wrench (Spanner Wrench) to fully tighten to

frame.

IMPORTANT: Routine Maintenance
« Verify regularly that casters are secure to the unit
¢ Re-tighten if needed with Wrench @
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