
Hexagon play essenti
561440

1
2/2/2023

Certifications

Applications

Pedestrian Zones

Industrial ZonesSports grounds Port Areas

Signage
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Specifications

Voltage (V) 220-240

Hz Frecuency (Hz) 50-60

Current (A) 630mA

Power factor (Cos fi) 0.97

LED number 144

Dimming No

L

IP Tightness index 66

L

IK Impact resistance 10

Diffuser Material PC-T

Body AL iap

K Colour temperature 4.000K

CRI Colour rendering index >70

Optical HEES144-S055I2P

Measures 451x187x216

kg Weight 5.200Kg

tc

Operating temperature -30~+45ºC

Surges protection No

LUM
Flux (lm) 13.418

Electrical isolation CI

Prilux guarantees a ± 10% tolerance in light flux measurements.

Dimensions

References

LED LUM
W

561440 90W 97W 630mA 14.522 13.418 138m/W 144 HEES144-
S055I2P

No
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Photometry

On request

S025I2P

S090I2P

Sin lente

K

>70 3.000K

>70 5.000K
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Accessories

524292

SURGE PROTECTOR 
IP66 
LSP05GI240SX3333 
WITH HOSE

541855

CONNECTOR ENCH 
IP66 2P S STU 3702/
V2P-N
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Rules

Threephase electrified rail and accessories in white, black and 
grey. Adapter for three phase track 250V 6A.


