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Applications

Sports grounds Industrial Zones

Pedestrian Zones Signage

Port Areas
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Specifications (Series luminaires)

Voltage (V) 220-240V

Hz Frecuency (Hz) 50-60Hz

Current (A) max.1200mA

Power factor (Cos fi) Hasta 0,99

LED number 144/144

Dimming No

L

IP Tightness index IP66

L

IK Impact resistance IK10

Body color 9007

Diffuser Material PC-T

Body AL iap

K Colour temperature 4.000K/4.000K

CRI Colour rendering index >70

Optical S055I2P

Measures 451x216x187mm

kg Weight 5.2Kg

tc

Operating temperature -30~+45ºC

Surges protection No

LUM
Flux (lm) 13.418lm

Electrical isolation CI

Lifetime L70B10>100.000h

Prilux guarantees a ± 10% tolerance in light flux measurements.
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References

LED LUM
W

520355 180W 192W 1200mA 24.183lm 22.291lm 116lm/W 144 HEES144-
S055I2P

No

520362 145W 159W 1000mA 21.198lm 19.587lm 123lm/W 144 HEES144-
S055I2P

No

561440 90W 97W 630mA 14.522lm 13.418lm 138lm/W 144 HEES144-
S055I2P

No
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Photometry
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On request

S025I2P

S090I2P

Sin lente

K

>70 3.000K

>70 5.000K

Accessories

561785

CONNECTOR ENCH 
IP66 2P S STU 3702/
V2P-N

524292

SURGE PROTECTOR 
IP66 
LSP05GI240SX3333 
WITH HOSE
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Technologies

TESS

The TESS (Temperature Evacuation Skin System) surface 
treatment technology is based on a mechanical 
microcompaction of the material surface that enhances thermal 
dissipation, improving the results obtained with lacquer-based 
surface treatments.
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Info

Die-cast aluminium body


