
Part Description Post Ht. Posts Lead Lgth. Leads Insulated Pin Position Grd. Pin Position
S.O. Ht. +/-.005 & Grid. 

Pattern
S.O.

Header 
Mat'l.

RR-498870-C .035+/-.005 14 .250+/-.020 14 1-14 Thru N/A N/A N/A Kovar

RR-498870-F
Nail Head

.025+/-.005
.036 Dia.x.012 Thk.

4
.250+/-.020 6 1,7,8 & 14 Thru 2 & 9 Lead Only

.056 Dia.x.020 Ht.
Note: Grd. Nail Heads

2 C.R.S.

RR-498870-H .620+/-.020 2 .250+/-.020
3 (.030)
2 (.018)

1 & 7 Thru 4,8 & 14 Lead Only
.050 Dia.x.017 Ht.

Note: Grd. Nail Heads
4 C.R.S.

RR-498870-N .050+/-.005 2 .250+/-.020
3 (.030)
2 (.018)

1 & 7 Thru 4,8 & 14 Lead Only
.050 Dia.x.017 Ht.

Note: Grd. Nail Heads
4 C.R.S.

Resistance Weld .498 x .870
(D.I.L.) Dual In Line Or (D.I.P.) Dual Inline Package

Header Information (Pin Grid. Pattern .300x.600)


