
Center Lead 
Type & Ht. Contact Area Dim.

Mount To 
Mount Mount Ht. Thk. x Wdth. Temp. & Mat'l.

CW-185-4N61
.019 (2 Plcs.)
.520+/-.020

No N/A .048 I.D. .192 Ref. .120+/-.015 .004 Dia.
Double Tinned

Music Wire

CW-185-40145A
.019 (2 Plcs.)
.520+/-.021

No N/A .030 I.D. .220+/-.015 .143+/-.015 .004 Dia.
Double Tinned

Music Wire

CW-185-40145A-0
.019 (2 Plcs.)
.520+/-.022

No N/A
.030 I.D

Wedge Open
.220+/-.015 .143+/-.015 .004 Dia.

Double Tinned
Music Wire

CW-185-1
.019 (2 Plcs.)
.520+/-.023

No N/A .048 I.D. .260+/-.015 .191+/-.015 .005 Dia.
Double Tinned

Music Wire

CW-185-5045A-0
.019 (2 Plcs.)
.520+/-.024

No N/A
.030 I.D

Wedge Open
.260+/-.015 .121+/-.015 .005 Dia.

Double Tinned
Music Wire

CW-185-30
.019 (2 Plcs.)
.520+/-.025

No N/A .048 I.D. .260+/-.015 .121+/-.015 .005 Dia.
Double Tinned

Music Wire

CW-185-2
.019 (2 Plcs.)
.520+/-.026

No N/A .048 I.D. .260+/-.015 .120+/-.015 .006 Dia.
Double Tinned

Music Wire

CW-185-3
.019 (2 Plcs.)
.520+/-.027

No N/A .048 I.D. .260+/-.015 .190+/-.015 .006 Dia.
Double Tinned

Music Wire

Part Description
Post/Lead Dia. 
& Lead Lgth.

Grd. 
Pin

Mount Information

Cold Weld HC-43 Spring Mounts


