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CONTRACTOR TO BRING ANY OTHER AREAS TO THE ATTENTION OF THE
OWNER/ARCHITECT AT THE START OF THE PROJECT.

B.

THE ROOF WAS REPLACED IN FALL OF 2013.  SOME MINOR DAMAGE HAS
OCCURRED OVER THE PAST FEW YEARS, AREAS OF DAMAGED ARE KEY NOTED ON
THE PLAN.  REPAIR THE AREAS NOTED.

2

2

1

1

1

KEY NOTES

GENERAL NOTES

C. ROOF SHINGLES TO MATCH EXISTING ASPHALT ROOF SHINGLES.

3 INSTALL ROCKY MOUNTAIN CROSSGARD II DARK BRONZE FINISH WITH 1" OD
DARK BRONZE POWDER COATED ALUMINUM TUBING SNOW GUARDS TO
PREVENT DAMAGE TO THE LOWER ROOF

3
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1 SCALE: 1/4" = 1'-0"

ROOF PLAN
PROJECT NORTH

GENERAL NOTES
A.

KEY NOTES
1

2

DEMO ALL EXISTING ROOF SHINGLES. REMOVE ALL MATERIAL FROM
ROOF TO PREPARE FOR NEW CONSTRUCTION MATERIALS.

TYPICAL ROOF CONSTRUCTION (OUTSIDE-TO-INSIDE):
1. ARCHITECTURAL SHINGLES
2. ICE AND WATER SHIELD MEMBRANE - OVER THE ENTIRE ROOF
3. 5/8" PLYWOOD SHEATHING (INSTALL 5/8" ADVANTEC SHEATHING

WHERE DAMAGED) VERIFY LOCATIONS WITH OWNER / ARCHITECT.

3 SHINGLE OVER RIDGE VENT, COLOR TO MATCH SHINGLES - INSTALL ALONG
ENTIRE RIDGE.

4 COPPER METAL DRIP EDGE - INSTALL CONTINUOUSLY AROUND ENTIRE
PERIMETER OF ROOF.

5 INSPECT EXISTING CUPOLA FOR ROT AND WEAR. REPAIR AND REPLACE ANY
WOOD (IN KIND) IF NECESSARY. PROVIDE SIDE WALL COPPER FLASHING AS
REQUIRED TO SEAL NEW ROOFING MATERIALS.  PROVIDE NEW ROOFING
AND DRIP EDGE AT CUPOLA TO MATCH NEW ANNEX ROOF.

6 HISTORIC CHIMNEY TO BE REBUILT; COORDINATE NEW ROOF CRICKET.

3

1 2

5

4

ROOF SHINGLES TO BE GAF TIMBERLINE HDZ IN PEWTER GRAY WITH A LIMITED
LIFETIME WARRANTY.

6

B. NOTIFY OWNER AND ARCHITECT UPON COMPLETION OF DEMOLITION. IF A PHASED
DEMOLITION NOTIFY OWNER AND ARCHITECT UPON EACH PHASE TO PROVIDE AN
EVALUATION OF THE ROOF SHEATHING AND EXPOSED DAMAGED AREAS IF ANY.
CONTRACTOR SHALL NOT PROCEED WITH WORK UNTIL REVIEW BY
OWNER/ARCHITECT IS COMPLETE.

C. IN ACCORDANCE WITH LCHIP STANDARDS, NAMELY PRESERVATION BRIEF #2,
MORTAR JOINTS SHOULD BE THIN (MAXIMUM OF 38"), MORTAR JOINTS SHOULD BE
APPROPRIATELY TINTED AND SHOULD NOT BE BRIGHT WHITE OR GRAY, AND
MORTAR MAY BE RECESSED FROM THE PLANE OF THE BRICK.  PROVIDE A
MOCKUP FOR REVIEW BY THE OWNER/ARCHITECT.

77

7

7 PROVIDE NEW WOOD FASCIA TO MATCH MAIN ROOF OF THE ANNEX IN
MATERIAL.

D. ALL WOOD MATERIAL THAT IS REPLACED SHOULD BE PRIMED PRIOR TO
INSTALLATION.  FINAL PAINTING WILL BE A FUTURE SCOPE OF WORK AND NOT
PART OF THIS PROJECT.

E. THIN BRICK PRODUCT TO MATCH THE EXISTING IS GLEN GERY ANTIQUE RED
COLOR, THEY ARE MADE AS FULL BRICK AND THEN CUT DOWN TO THIN BRICK
FOR THE CHIMNEY RECONSTRUCTION.
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5

2 CHIMNEY PLAN DETAIL
SCALE: 1" = 1'-0" 0'1' 1' 2' 3' 0'1' 1' 2' 3' 0'1' 1' 2' 3'3 CHIMNEY SECTION DETAIL

SCALE: 1" = 1'-0" 4 CHIMNEY ELEVATION DETAIL
SCALE: 1" = 1'-0"

GENERAL NOTES
A.

KEY NOTES
1

2

DEMO ALL EXISTING ROOF SHINGLES. REMOVE ALL MATERIAL FROM
ROOF TO PREPARE FOR NEW CONSTRUCTION MATERIALS.

TYPICAL ROOF CONSTRUCTION (OUTSIDE-TO-INSIDE):
1. ARCHITECTURAL SHINGLES
2. ICE AND WATER SHIELD MEMBRANE - OVER THE ENTIRE ROOF
3. 5/8" PLYWOOD SHEATHING (INSTALL 5/8" ADVANTEC SHEATHING

WHERE DAMAGED) VERIFY LOCATIONS WITH OWNER / ARCHITECT.

3 SHINGLE OVER RIDGE VENT, COLOR TO MATCH SHINGLES - INSTALL ALONG
ENTIRE RIDGE.

4 COPPER METAL DRIP EDGE - INSTALL CONTINUOUSLY AROUND ENTIRE
PERIMETER OF ROOF.

5 INSPECT EXISTING CUPOLA FOR ROT AND WEAR. REPAIR AND REPLACE ANY
WOOD (IN KIND) IF NECESSARY. PROVIDE SIDE WALL COPPER FLASHING AS
REQUIRED TO SEAL NEW ROOFING MATERIALS.  PROVIDE NEW ROOFING
AND DRIP EDGE AT CUPOLA TO MATCH NEW ANNEX ROOF.

6 HISTORIC CHIMNEY TO BE REBUILT; COORDINATE NEW ROOF CRICKET.

ROOF SHINGLES TO BE GAF TIMBERLINE HDZ IN PEWTER GRAY WITH A LIMITED
LIFETIME WARRANTY.

B. NOTIFY OWNER AND ARCHITECT UPON COMPLETION OF DEMOLITION. IF A PHASED
DEMOLITION NOTIFY OWNER AND ARCHITECT UPON EACH PHASE TO PROVIDE AN
EVALUATION OF THE ROOF SHEATHING AND EXPOSED DAMAGED AREAS IF ANY.
CONTRACTOR SHALL NOT PROCEED WITH WORK UNTIL REVIEW BY
OWNER/ARCHITECT IS COMPLETE.

C. IN ACCORDANCE WITH LCHIP STANDARDS, NAMELY PRESERVATION BRIEF #2,
MORTAR JOINTS SHOULD BE THIN (MAXIMUM OF 38"), MORTAR JOINTS SHOULD BE
APPROPRIATELY TINTED AND SHOULD NOT BE BRIGHT WHITE OR GRAY, AND
MORTAR MAY BE RECESSED FROM THE PLANE OF THE BRICK.  PROVIDE A
MOCKUP FOR REVIEW BY THE OWNER/ARCHITECT.

7 PROVIDE NEW WOOD FASCIA TO MATCH MAIN ROOF OF THE ANNEX IN
MATERIAL.

D. ALL WOOD MATERIAL THAT IS REPLACED SHOULD BE PRIMED PRIOR TO
INSTALLATION.  FINAL PAINTING WILL BE A FUTURE SCOPE OF WORK AND NOT
PART OF THIS PROJECT.

F. EXTERIOR ELEVATIONS ARE PROVIDED FOR REFERENCE, SCOPE OF WORK
PERTAINS TO THE FASCIA, ROOF, VENTILATOR, AND CHIMNEY.

1 2

3

4

6

8 LOW PROFILE CUSTOM METAL ALUMINUM CAP, COLOR TO MATCH BRICK

8

9

9 THIN BRICK CORBEL, COORDINATE THICKNESS OF BRICK WITH AMOUNT OF
CORBEL PROJECTION,ARDEX AM100 SCRATCH COAT ON GALVANIZED LATH.
DO NOT SCRATCH, KEEP SMOOTH TO ACCEPT THE ARDEX X77 MORTAR
APPLIED WITH A 14"x

3
8" NOTCHED TROWEL. APPLY WITH MORE OF THE ARDEX

X77 TO ACCOUNT FOR THE THICKER BRICK.

10

10 3
4" THICK THIN BRICK @ STRAIGHT SECTION OF THE CHIMNEY, ARDEX AM100
SCRATCH COAT ON GALVANIZED LATH. DO NOT SCRATCH, KEEP SMOOTH
TO ACCEPT THE ARDEX X77 MORTAR APPLIED WITH A 14"x

3
8" NOTCHED

TROWEL.

11

11 1
2" ZIP SHEATHING ON 2X4 STUDS BRACED VERTICAL IN THE CHIMNEY BOX.

12

12 COPPER STEP FLASHING AROUND BASE OF CHIMNEY.

E. THIN BRICK PRODUCT TO MATCH THE EXISTING IS GLEN GERY ANTIQUE RED
COLOR, THEY ARE MADE AS FULL BRICK AND THEN CUT DOWN TO THIN BRICK
FOR THE CHIMNEY RECONSTRUCTION.
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GENERAL NOTES
A.

KEY NOTES
1

2

DEMO ALL EXISTING ROOF SHINGLES. REMOVE ALL MATERIAL FROM
ROOF TO PREPARE FOR NEW CONSTRUCTION MATERIALS.

TYPICAL ROOF CONSTRUCTION (OUTSIDE-TO-INSIDE):
1. ARCHITECTURAL SHINGLES
2. ICE AND WATER SHIELD MEMBRANE - OVER THE ENTIRE ROOF
3. 5/8" PLYWOOD SHEATHING (INSTALL 5/8" ADVANTEC SHEATHING

WHERE DAMAGED) VERIFY LOCATIONS WITH OWNER / ARCHITECT.

3 SHINGLE OVER RIDGE VENT, COLOR TO MATCH SHINGLES - INSTALL ALONG
ENTIRE RIDGE.

4 COPPER METAL DRIP EDGE - INSTALL CONTINUOUSLY AROUND ENTIRE
PERIMETER OF ROOF.

5 INSPECT EXISTING CUPOLA FOR ROT AND WEAR. REPAIR AND REPLACE ANY
WOOD (IN KIND) IF NECESSARY. PROVIDE SIDE WALL COPPER FLASHING AS
REQUIRED TO SEAL NEW ROOFING MATERIALS.  PROVIDE NEW ROOFING
AND DRIP EDGE AT CUPOLA TO MATCH NEW ANNEX ROOF.

6 HISTORIC CHIMNEY TO BE REBUILT; COORDINATE NEW ROOF CRICKET.

ROOF SHINGLES TO BE GAF TIMBERLINE HDZ IN PEWTER GRAY WITH A LIMITED
LIFETIME WARRANTY.

B. NOTIFY OWNER AND ARCHITECT UPON COMPLETION OF DEMOLITION. IF A PHASED
DEMOLITION NOTIFY OWNER AND ARCHITECT UPON EACH PHASE TO PROVIDE AN
EVALUATION OF THE ROOF SHEATHING AND EXPOSED DAMAGED AREAS IF ANY.
CONTRACTOR SHALL NOT PROCEED WITH WORK UNTIL REVIEW BY
OWNER/ARCHITECT IS COMPLETE.

C. IN ACCORDANCE WITH LCHIP STANDARDS, NAMELY PRESERVATION BRIEF #2,
MORTAR JOINTS SHOULD BE THIN (MAXIMUM OF 38"), MORTAR JOINTS SHOULD BE
APPROPRIATELY TINTED AND SHOULD NOT BE BRIGHT WHITE OR GRAY, AND
MORTAR MAY BE RECESSED FROM THE PLANE OF THE BRICK.  PROVIDE A
MOCKUP FOR REVIEW BY THE OWNER/ARCHITECT.

7 PROVIDE NEW WOOD FASCIA TO MATCH MAIN ROOF OF THE ANNEX IN
MATERIAL.

D. ALL WOOD MATERIAL THAT IS REPLACED SHOULD BE PRIMED PRIOR TO
INSTALLATION.  FINAL PAINTING WILL BE A FUTURE SCOPE OF WORK AND NOT
PART OF THIS PROJECT.

F. EXTERIOR ELEVATIONS ARE PROVIDED FOR REFERENCE, SCOPE OF WORK
PERTAINS TO THE FASCIA, ROOF, VENTILATOR, AND CHIMNEY.

8 LOW PROFILE CUSTOM METAL ALUMINUM CAP, COLOR TO MATCH BRICK

9 THIN BRICK CORBEL, COORDINATE THICKNESS OF BRICK WITH AMOUNT OF
CORBEL PROJECTION,ARDEX AM100 SCRATCH COAT ON GALVANIZED LATH.
DO NOT SCRATCH, KEEP SMOOTH TO ACCEPT THE ARDEX X77 MORTAR
APPLIED WITH A 14"x

3
8" NOTCHED TROWEL. APPLY WITH MORE OF THE ARDEX

X77 TO ACCOUNT FOR THE THICKER BRICK.

10 3
4" THICK THIN BRICK @ STRAIGHT SECTION OF THE CHIMNEY, ARDEX AM100
SCRATCH COAT ON GALVANIZED LATH. DO NOT SCRATCH, KEEP SMOOTH
TO ACCEPT THE ARDEX X77 MORTAR APPLIED WITH A 14"x

3
8" NOTCHED

TROWEL.

11 1
2" ZIP SHEATHING ON 2X4 STUDS BRACED VERTICAL IN THE CHIMNEY BOX.

12 COPPER STEP FLASHING AROUND BASE OF CHIMNEY.

E. THIN BRICK PRODUCT TO MATCH THE EXISTING IS GLEN GERY ANTIQUE RED
COLOR, THEY ARE MADE AS FULL BRICK AND THEN CUT DOWN TO THIN BRICK
FOR THE CHIMNEY RECONSTRUCTION.
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GENERAL NOTES
A.

KEY NOTES
1

2

DEMO ALL EXISTING ROOF SHINGLES. REMOVE ALL MATERIAL FROM
ROOF TO PREPARE FOR NEW CONSTRUCTION MATERIALS.

TYPICAL ROOF CONSTRUCTION (OUTSIDE-TO-INSIDE):
1. ARCHITECTURAL SHINGLES
2. ICE AND WATER SHIELD MEMBRANE - OVER THE ENTIRE ROOF
3. 5/8" PLYWOOD SHEATHING (INSTALL 5/8" ADVANTEC SHEATHING

WHERE DAMAGED) VERIFY LOCATIONS WITH OWNER / ARCHITECT.

3 SHINGLE OVER RIDGE VENT, COLOR TO MATCH SHINGLES - INSTALL ALONG
ENTIRE RIDGE.

4 COPPER METAL DRIP EDGE - INSTALL CONTINUOUSLY AROUND ENTIRE
PERIMETER OF ROOF.

5 INSPECT EXISTING CUPOLA FOR ROT AND WEAR. REPAIR AND REPLACE ANY
WOOD (IN KIND) IF NECESSARY. PROVIDE SIDE WALL COPPER FLASHING AS
REQUIRED TO SEAL NEW ROOFING MATERIALS.  PROVIDE NEW ROOFING
AND DRIP EDGE AT CUPOLA TO MATCH NEW ANNEX ROOF.

6 HISTORIC CHIMNEY TO BE REBUILT; COORDINATE NEW ROOF CRICKET.

ROOF SHINGLES TO BE GAF TIMBERLINE HDZ IN PEWTER GRAY WITH A LIMITED
LIFETIME WARRANTY.

B. NOTIFY OWNER AND ARCHITECT UPON COMPLETION OF DEMOLITION. IF A PHASED
DEMOLITION NOTIFY OWNER AND ARCHITECT UPON EACH PHASE TO PROVIDE AN
EVALUATION OF THE ROOF SHEATHING AND EXPOSED DAMAGED AREAS IF ANY.
CONTRACTOR SHALL NOT PROCEED WITH WORK UNTIL REVIEW BY
OWNER/ARCHITECT IS COMPLETE.

C. IN ACCORDANCE WITH LCHIP STANDARDS, NAMELY PRESERVATION BRIEF #2,
MORTAR JOINTS SHOULD BE THIN (MAXIMUM OF 38"), MORTAR JOINTS SHOULD BE
APPROPRIATELY TINTED AND SHOULD NOT BE BRIGHT WHITE OR GRAY, AND
MORTAR MAY BE RECESSED FROM THE PLANE OF THE BRICK.  PROVIDE A
MOCKUP FOR REVIEW BY THE OWNER/ARCHITECT.

7 PROVIDE NEW WOOD FASCIA TO MATCH MAIN ROOF OF THE ANNEX IN
MATERIAL.

D. ALL WOOD MATERIAL THAT IS REPLACED SHOULD BE PRIMED PRIOR TO
INSTALLATION.  FINAL PAINTING WILL BE A FUTURE SCOPE OF WORK AND NOT
PART OF THIS PROJECT.

F. EXTERIOR ELEVATIONS ARE PROVIDED FOR REFERENCE, SCOPE OF WORK
PERTAINS TO THE FASCIA, ROOF, VENTILATOR, AND CHIMNEY.

8 LOW PROFILE CUSTOM METAL ALUMINUM CAP, COLOR TO MATCH BRICK

9 THIN BRICK CORBEL, COORDINATE THICKNESS OF BRICK WITH AMOUNT OF
CORBEL PROJECTION,ARDEX AM100 SCRATCH COAT ON GALVANIZED LATH.
DO NOT SCRATCH, KEEP SMOOTH TO ACCEPT THE ARDEX X77 MORTAR
APPLIED WITH A 14"x

3
8" NOTCHED TROWEL. APPLY WITH MORE OF THE ARDEX

X77 TO ACCOUNT FOR THE THICKER BRICK.

10 3
4" THICK THIN BRICK @ STRAIGHT SECTION OF THE CHIMNEY, ARDEX AM100
SCRATCH COAT ON GALVANIZED LATH. DO NOT SCRATCH, KEEP SMOOTH
TO ACCEPT THE ARDEX X77 MORTAR APPLIED WITH A 14"x

3
8" NOTCHED

TROWEL.

11 1
2" ZIP SHEATHING ON 2X4 STUDS BRACED VERTICAL IN THE CHIMNEY BOX.

12 COPPER STEP FLASHING AROUND BASE OF CHIMNEY.

E. THIN BRICK PRODUCT TO MATCH THE EXISTING IS GLEN GERY ANTIQUE RED
COLOR, THEY ARE MADE AS FULL BRICK AND THEN CUT DOWN TO THIN BRICK
FOR THE CHIMNEY RECONSTRUCTION.
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GENERAL NOTES
A.

KEY NOTES
1

2

DEMO ALL EXISTING ROOF SHINGLES. REMOVE ALL MATERIAL FROM
ROOF TO PREPARE FOR NEW CONSTRUCTION MATERIALS.

TYPICAL ROOF CONSTRUCTION (OUTSIDE-TO-INSIDE):
1. ARCHITECTURAL SHINGLES
2. ICE AND WATER SHIELD MEMBRANE - OVER THE ENTIRE ROOF
3. 5/8" PLYWOOD SHEATHING (INSTALL 5/8" ADVANTEC SHEATHING

WHERE DAMAGED) VERIFY LOCATIONS WITH OWNER / ARCHITECT.

3 SHINGLE OVER RIDGE VENT, COLOR TO MATCH SHINGLES - INSTALL ALONG
ENTIRE RIDGE.

4 COPPER METAL DRIP EDGE - INSTALL CONTINUOUSLY AROUND ENTIRE
PERIMETER OF ROOF.

5 INSPECT EXISTING CUPOLA FOR ROT AND WEAR. REPAIR AND REPLACE ANY
WOOD (IN KIND) IF NECESSARY. PROVIDE SIDE WALL COPPER FLASHING AS
REQUIRED TO SEAL NEW ROOFING MATERIALS.  PROVIDE NEW ROOFING
AND DRIP EDGE AT CUPOLA TO MATCH NEW ANNEX ROOF.

6 HISTORIC CHIMNEY TO BE REBUILT; COORDINATE NEW ROOF CRICKET.

ROOF SHINGLES TO BE GAF TIMBERLINE HDZ IN PEWTER GRAY WITH A LIMITED
LIFETIME WARRANTY.

B. NOTIFY OWNER AND ARCHITECT UPON COMPLETION OF DEMOLITION. IF A PHASED
DEMOLITION NOTIFY OWNER AND ARCHITECT UPON EACH PHASE TO PROVIDE AN
EVALUATION OF THE ROOF SHEATHING AND EXPOSED DAMAGED AREAS IF ANY.
CONTRACTOR SHALL NOT PROCEED WITH WORK UNTIL REVIEW BY
OWNER/ARCHITECT IS COMPLETE.

C. IN ACCORDANCE WITH LCHIP STANDARDS, NAMELY PRESERVATION BRIEF #2,
MORTAR JOINTS SHOULD BE THIN (MAXIMUM OF 38"), MORTAR JOINTS SHOULD BE
APPROPRIATELY TINTED AND SHOULD NOT BE BRIGHT WHITE OR GRAY, AND
MORTAR MAY BE RECESSED FROM THE PLANE OF THE BRICK.  PROVIDE A
MOCKUP FOR REVIEW BY THE OWNER/ARCHITECT.

7 PROVIDE NEW WOOD FASCIA TO MATCH MAIN ROOF OF THE ANNEX IN
MATERIAL.

D. ALL WOOD MATERIAL THAT IS REPLACED SHOULD BE PRIMED PRIOR TO
INSTALLATION.  FINAL PAINTING WILL BE A FUTURE SCOPE OF WORK AND NOT
PART OF THIS PROJECT.

F. EXTERIOR ELEVATIONS ARE PROVIDED FOR REFERENCE, SCOPE OF WORK
PERTAINS TO THE FASCIA, ROOF, VENTILATOR, AND CHIMNEY.

8 LOW PROFILE CUSTOM METAL ALUMINUM CAP, COLOR TO MATCH BRICK

9 THIN BRICK CORBEL, COORDINATE THICKNESS OF BRICK WITH AMOUNT OF
CORBEL PROJECTION,ARDEX AM100 SCRATCH COAT ON GALVANIZED LATH.
DO NOT SCRATCH, KEEP SMOOTH TO ACCEPT THE ARDEX X77 MORTAR
APPLIED WITH A 14"x

3
8" NOTCHED TROWEL. APPLY WITH MORE OF THE ARDEX

X77 TO ACCOUNT FOR THE THICKER BRICK.

10 3
4" THICK THIN BRICK @ STRAIGHT SECTION OF THE CHIMNEY, ARDEX AM100
SCRATCH COAT ON GALVANIZED LATH. DO NOT SCRATCH, KEEP SMOOTH
TO ACCEPT THE ARDEX X77 MORTAR APPLIED WITH A 14"x

3
8" NOTCHED

TROWEL.

11 1
2" ZIP SHEATHING ON 2X4 STUDS BRACED VERTICAL IN THE CHIMNEY BOX.

12 COPPER STEP FLASHING AROUND BASE OF CHIMNEY.

E. THIN BRICK PRODUCT TO MATCH THE EXISTING IS GLEN GERY ANTIQUE RED
COLOR, THEY ARE MADE AS FULL BRICK AND THEN CUT DOWN TO THIN BRICK
FOR THE CHIMNEY RECONSTRUCTION.
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