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Read each question carefully, then print the letter of the correct answer on the line next to the question.


1. A common reason for ladder accidents is failure to inspect ladders before use. 
a. True 
b. False

2. If a ladder is defective, return it to where you found it and take another ladder. 
a. True 
b. False

3. Which of the following is NOT considered one of the main contributing factors associated with ladder accidents? 
a. Ladder is in poor condition. 
b. Wrong ladder is used.
c. Workers don’t care about ladder safety. 

4. A Class I-AA ladder can hold a maximum weight of: 
a. 225 lbs.
b. 375 lbs. 
c. 200 lbs. 

5. Securing an extension ladder at the top and bottom is considered: 
a. Safe behavior
b. Unsafe behavior 

6. Climbing a ladder with muddy boots is considered: 
a. Safe behavior
b. Unsafe behavior

7. Carrying tools up a ladder in your hands is considered: 
a. Safe behavior
b. Unsafe behavior

8. How often are you required to inspect ladders according to OSHA Regulation 1926.1053(b)(15)?
a. Daily
b. Periodically
c. When we can

9. How often are you required to inspect ladders according to OSHA Regulation 1910.23(b)(9)?
a. Before initial use
b. Periodically
c. When we can

10. It is safe to stand on the top step of a ladder. 
a. True 
b. False




























Answer Key: 

1. A.
2. B.
3. C.
4. B.
5. A.
6. B.
7. B.
8. B.
9. A.
10. B.
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