














ASTRA i ASTRA

3 WAYS OF

INFINITE ILLUMINATION

FIXED

ADJUSTABLE

WALL WASHER




ASTRA Infinite

WALL WASHER

Uniform wall washing light distribution, extending
up to the ceiling.

STRONG CONVECTION

VERTICAL CONVECTION

TRAPEZOIDAL DESIGN OF
MORE HEAT RADIATION AREA

Infinite

HORIZONTAL CONVECTION

ASTRA



ASTRA

Infinite

MINI SIZE

45MM

5

60° cut-off angle

Infinite

ASTRA



ASTRA Infinite Fixed Fixed ASTRA

Infinite

RARGERREIIE B REEERICE
a1 ASG101-2 a7 ASG105-10
38*38
§' m LED Power 2W LED Power 10W
) LED Current : DC 700mA LED Current : DC 700mA
i[ =1 ccT 2700K / 3000K / 4000K ccT 2700K / 3000K / 4000K
it Beam Angle : 12°/34°/48° onit Beam Angle : 12°/34°/48°
- nit: mm Color White/Black _ it mm Color White/Black
Fixed Material Aluminum Fixed Material Aluminum
Cut-out 38*38mm Cut-out 141*38mm
&=rLuminu Driver Remote led driver & ruminus Driver Remote led driver
CREE =+ CREE+
A h(m) d(cm) Em  Emax h(m) d(cm) Em Emax
©l100 2019 1322 1937 @ J1.00 21.28 5101 7595
200 4039 3306 484.2 2.00 42.36 1275 1899
300 6058 1469 2152 ., 3.00 63.54 566.8 843.9
30°14.00 8077 82.64 1211 M 4,00 84.73 318.8 474.7
5.00 100.97 5289 77 48 5.001( 05.91 204.0 303.8
h(m) d(cm) Em Emax
90100 5499 1563 2331
2.00 109.97 388.3 582.8
. 3.00 164.96 172.6 259.0
20°1 4,00 219.94 97.08 145.7
5.00 274.93 62.13 932
S || p0 elle)”) HNRIGERIRIRI R
m 23:850n m 25:350n
ASG102-4 [ ASG110-20
{ il , 275%38 i
LED Power 4W g tw NN \J\F LED Power 20W
LED Current : DC 700mA ©ly — LED Current : DC 700mA
CCT 2700K / 3000K / 4000K CCT 2700K / 3000K / 4000K
Unit: mm Beam Angle : 12°/34°/48° Beam Angle : 12°/34°/48°
Fixed Color White/Black Fixed Color White/Black
Material Aluminum Material Aluminum
&=Luminus Cut-out 67*38mm &=Luminus Cut-out 275*38mm
Driver Remote led driver Driver Remote led driver
CREE+ CREE+
h(m) d(cm) Em Emax h(m) d(cm) Em Emax h(m) d(cm) Em Emax . h(m) d(cm) Em Emax
©°01.00 2072 2685 3861 1.00 91.02 368.5 538.9 °[1.00 21.38 9441 14334 60°.11.00 82.47 1833 2807
2.00 41.44 671.4 965.3 2.00 182.03 92.12 134.7 2.00 42.75 2360 3585 2.00 164.94 458.2 701.8
© 3.00 62.17 298.4 429.0 3.00 273.05 40.94 59.88 . ,3.00 64.13 1049 1593  3.00 247.41 203.7 311.9
10°4 4.00 82.89 167.8 241.3 oM 4.00 364.07 23.03 33.68 3°14.00 85.50 590.1 895.9 0°14.00 329.88 114.6 175.5
5.00 103.61 107.4_154.5 5.00 455.08 14.74 21.56 5.00 106.88 377.6 73.3 5.00 412.35 73.32 112.3
h(m) d(cm) Em  Emax h(m) d(cm) Em  Emax
&'/ 100 6253 5798 8915 1.00 58.70 2790 4201
200 12507 1449 2229 2.00 117.41 697.5 1050
., 300 18760 6442 99.06 _3.00 176.11 310.0 466.9
20’4 400 250.14 3623 5572 30°14.00 234.81 174.4 262.6
500 31267 23.19 3566 5.00 293.51 111.6 168.0




ASTRA ASTRA

Infinite Fixed Infinite - Adjustable

%ﬁ%@wzo((@gg@;& %IPZOCG@@

50,000h

m ASG115-30 m ASG201-2

4 “El N 50%55
LED Power  30W v s LED Power  2W
LED Current : DC 700mA E < LED Current : DC 700mA
cct 2700K / 3000K / 4000K J%W ccT 2700K / 3000K / 4000K
Beam Angle : 12°/34°/48° e it Beam Angle : 12°/34°/48°
nit: mm
. Color White/Black . Color White/Black
Fixed Material Aluminum Adjustable Material Aluminum
Cut-out 408*38mm Cut-out 50*55mm
&=rLuminu Driver Remote led driver & ruminus Driver Remote led driver
CREE+ CREE+
h(m) d(cm) Em Emax h(m) d(cm) Em Emax h(m) d(cm) Em Emax h(m) d{cm) Em Emax
®11.00 2062 17019 24849 1.00 83.68 2844 4330 ©'N1.00 20.19 1322 1937 90400 7633 221.2 3500
2.00 41.23 4255 6212 2.00 167.73 711.1 1083 2.00 40.39 330.6 484.2 200 15265 5530 8749
3.00 61.85 1891 2761 .,3.00 251.59 316.0 481.1 . 3.00 60.58 146.9 215.2 . 300 22898 2458 3888
14,00 82.48 1064 1553 ©24.00 335.45 177.8 270.6 304 4,00 80.77 82.64 121.1 214,00 30531 1383 2187
5.00 103.08 680.8 994.( 5.00 419.32 13.8_173.2 5.00 100.97 52.89 77.48 5.00 381.64 8.849 14.00

|
h(m) d(cm) Em Emax

1.00 52.29 4777 7268
2.00 104.58 1194 1817
3.00 156.87 530.8 807.5
914,00 209.16 298.6 454.2
5.00 261.46 191.1 290.7

aw
oo
20|
IS1=)
3o
55

%wzoce@

— ASG202-4
A [ 78*55
(il °
{ : @g LED Power  4W
o ¥ LED Current DC 700mA
v} 12 ccT 2700K / 3000K / 4000K
Unit: mm 2eam Angle : 12°/34°/48°
. olor White/Black
Ad]ustable Material Aluminum
&=Luminus Cut-out 78*55mm
Driver Remote led driver
CREE+
h(m) d(cm) Em Emax o 7h(m) d(cm) Em Emax
60°11.00 20.72 2685 3861 911,00 91.02 368.5 538.9
2.00 41.44 671.4 965.3 2.00 182.03 92.12 134.7
. .3.00 62.17 298.4 429.0 3.00 273.05 40.94 59.88
30°14.00 82.89 167.8 241.3 20'{4.00 364.07 23.03 33.68
5.00 103.61 107.4_154.5 5.00 455.08 14.74 21.56

h(m) d(cm) Em  Emax

60°.11.00 62.53 579.8 891.5
2.00 125.07 144.9 222.9

. 3.00 187.60 64.42 99.06
30°-14.00 250.14 36.23 55.72
5.00 312.67 23.19 35.66
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ASTRA |1 finite - Adjustable

E&E=Luminus

CREE+

&=Luminus
CREE+

|11

2 || r20|| CE

@ 35,000n
50,000h

o S S )
15455
o
o
o
wn
S — o
( I lg
158. 00 Unit: mm
Fva I A= AN amna AN L
h(m) d(cm) Em
5101

Emax

ASG205-10

LED Power
LED Current :
CCT .
Beam Angle :
Color
Material
Cut-out
Driver

10W

DC 700mA

2700K / 3000K / 4000K
12°/34°/48°
White/Black

Aluminum

154*55mm

Remote led driver

= V%jﬁmh(m) d(cm) Em

4 |1r20|| CE

25

aw
oo
=15
1S1=)
[51=]
55

(=3
S
8
=
E
291.00 Unit: mm
h(m) d(cm) Em  Emax |
01,00 21.38 9441 14334
2.00 42.75 2360 3585
. 3.00 64.13 1049 1593
014,00 85.50 590.1 895.9
5.00 106.88 377.6 573.3
h(m) d(cm) Em Emax
1.00 58.70 2790 4201
2.00 117.41 697.5 1050
. ,3.00 176.11 310.0 466.9
0014.00 234.81 174.4 262.6
5.00 293.51 111.6 168.0

ASG210-20

LED Power
LED Current :
CCT

Beam Angle :
Color
Material
Cut-out
Driver

1 20w

DC 700mA

2700K / 3000K / 4000K
12°/34°/48°
White/Black

Aluminum

285*55mm

Remote led driver

h(m) d(cm) Em

1.00 82.47 1833
2.00 164.94 458.2
3.00 247.41 203.7
4.00 329.88 114.6
5.00 412.35 73.32

Emax

2807

701.8
311.9
175.5
112.3

E&E=Luminus
CREE+

Infinite - Adjustable ASTRA

2% || 1p20]| CE

@ 35,000n
50,000h

R

e |
417*55

Emax

ASG215-30
LED Power

CCT

Color
Material
Cut-out
Driver

: 30w
LED Current :

DC 700mA

: 2700K / 3000K / 4000K
Beam angle :
¢ White/Black

: Aluminum

+ 420*55mm

* Remote led driver

12°/34°/48°

h(m) d(cm) Em

1.00 83.68 2844
2.00 167.73 711.1
3.00 251.59 316.0
2021 4,00 335.45 177.8
5.00 419.32 _113.8

Emax

4330
1083
481.1
270.6
173 2

|12



ASTRA ASTRA

Infinite - Wall washer

h(m) d(cm) Em Emax

0100 85.64 2589 556.8

- 2.00 17127 6473 139.2
 3.00 25691 28.77 61.87

10 14.00 34254 1618 34.80

5.00 42818 1036  22.27

Unit: mm
Wall Washer
ASG305WW-16
&=Luminus
LED Power : 16W
CREE = LED Current : DC 700mA
CCT : 2700K/3000K/4000K
Beam Angle : Wall washer
Color : White/Black
Material : Aluminum
Cut-out © 141*38mm
Driver . Remote led driver
2|[r=)[ce|[ @D O] @S
[ h(m) d(cm) Em  Emax
7/‘/}.’-7)2"/7#2.7&2.’%’-_’/)722}‘ : S 60°¢ 1.00 83.13 517.8 1113
. 2.00 166.26 133.6 2855
WW\ JS 3.00 249.39 60.54 130.7
S 1\ I8 30°) 4.00 332.52 34.36 69.60
=T e 5.00 415.65 22.27 45.54
| 1D E
280.00 Unit: mm
&=Luminus ASG310WW-32
N LED Power : 32W
CREE = LED Current : DC 700mA
CCT : 2700K/3000K / 4000K
Beam Angle : Wall washer
Color : White/Black
Material . Aluminum
Cut-out © 275*38mm
Driver : Remote led driver

|13 | 14



ASTRA Circle Circle ASTRA

CIRCLE SERIES
MULTI-OPTIC-DOWNLIGHT

The Circle series multi-optic downlight is combined with interior design and fashion.

As a new family member to the Infinite series, LEDs of CRI>95 and SDCM<3 are applied
to produce the uniform and soft light. The special designed reflector and baffle are used
to reduce glare and achieve visual comfort. CCT dimming, DALI dimming, radar sensor

and body sensor are available for the smart home solution. With combination of various

modules, it provides you with total design freedom in home and commercial settings.

|15 | 16



ASTRA

or
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Circle

& (1psd| CE

2

35,000h
50,000h
75 ASGR506-15
g Vi
- Power 15W
ﬁl: T LED Current : DC 700mA
© CCT : 2700K/3000K /4000K

CRI Ra > 95 ( SDCM<3)
- Beam Angle : 12°/21°/38°/48°
@ . .
S Material Aluminum
Unit: mm Cut-out @75mm
@70
12° 21°
E h(m) d(cm) Em Emax 2 h(m) d(cm) Em Emax
N1.00 23.50 5940 8515 J1.00 3920 2244 3236
2.00 47.00 1485 2129 2.00 78.50 560 805
3000K | /> \[3.00 7050 660 946 3000K 3.00 115.00 249 360
890Im |~ 400 9470 371 532 916Im [“39, 4.00 14830 140 202
5.00 117.60 238 340 5.00 185.60 90 129
8¢ 48° h(m) d(cm) Em Emax
h(m) d(cm) Em Emax ;
. “1.00 80.0 1060 1648
1.00 69.20 1268 1908 300 1619 265 412
2.00 13840 317 477 300 2429 118 183
3000K | /> . |3.00 207.60 141 212 3000K | /> < |200 3238 68 104
919.41m " 4.00 27670 119 79 945Im [ 500 4048 43 66
5.00 345.90 76 51
25 |[1ps4| CE
N 35,000h
50,000h
ASGR512-27
$120
Power 27TW
LED Current : DC 700mA
CCT 1 2700K/3000K/4000K
CRI Ra > 95 ( SDCM<3)
Beam Angle : 12°/21°/38°/48°
Material Aluminum
BN e Cut-out ®120mm
88 N
Unit: mm
12 21°
g d(cm) Em  Emax o h(m) d(cm) Em  Emax
28.20 8890 12550 "] 1.00 3640 5932 8747
46.30 2172 3280 2.00 72.80 1483 2187
3000K 69.20 1028 1405 3000K 3.00 109.20 659 972
1660Im| - 92.30 598 826 1701 Imf<39, 4.00 145.60 371 547
115.40 385 532 5.00 182.00 237 350
38° d 48°
i (cm)  Em Emax N h(m) d(cm) Em Emax
62.00 2762 4063 “J1.00 7800 1935 2941
129.50 €90 1006 2.00 156.50 484 735
3000K | /> 189.00 307 447 3000K 3.00 23420 215 327
1797Im|* 248.80 173 251 307 '44.00 312.00 121 184
1763Im
318.50 110 161 5.00 390.80 78 118

Circle

ASTRA

| 18



ASTRA Melody Melody ASTRA

Track light with in-track driver AST301T-25
H 3—‘ ‘45[00
I s Total Power : 25W
LT —[ LED Current : DC 650mA
“‘6[ o505 CCT 1 2700K / 3000K / 4000K
Beam Angle : 20°/27948°
- Color : White/Black
Material ' Aluminum
Adaptor t 3-Circuit
Driver :  Remote led driver

27°
=

h(m) d(cm) Em Emax

1.00 49.00 4696 6815
2.00 97.90 1174 1704
3.00 146.90 522 757
- |4.00 195.80 294 426
5.00 244.80 188 273

h(m) d(em) Em  Emax

2% 1.00 36.78 7416 10084
2.00 73.57 1690 3221
110.35 835 1265 3000K
147.15 482.4 780.3 2734lm
183.92 272.6 463.4

d(cm) Em Emax

88.50 2334 3672
177.10 583 918
265.60 259 408
354.10 146 229
442.70 93 147

More simplified design In-track driver
Higer luminous efficacy “Global”

/ “Tridonic”

“Powergear”

1. Compact and delicate with design with high-effcient thermal dissipation
2.135Im/W by using high lumen LED

3. Combining the driver with adaptor/in-track driver

4. Phase dimming,0-10V / 1-10V dimming, Dalimming available

|19 | 20



ASTRA
Torch

Torch series spot light

Various ways of installation

Track Light
AST101T-12

60° anti-glare accessory available

standard white snoot black snoot
(Optional) (Optional)

Focus adjustable

Change beam angle by adjusting front lens

|21

Track Light
AST101TB-15

golden snoot
(Optional)

Surface mounted
AST101S-12

Torch ASTRA

Recessed
AST101R-12

Pendant Light
AST101P-12

| 22



ASTRA rorch ASTRA

£ |[1r20|| CE @ @
Torch series track light -

AST101T-12

Total Power : 12W
LED Current : DC250mA

CCT 2700K / 3000K / 4000K
50 N Beam Angle : 15°/24°36°
= ynit: mm Color White/Black
Material Aluminum
Adaptor 1/3-Circuit
&=ruminus Driver Built-in led driver
Dim Non/Triac Dimmable
Em  Emax h(m) d(cm) Em  Emax
3952 6141 1.00 66.14 1138 1712
987.9 1535 2.00 132.27 284.4 428.0
4391 6823 3.00 198.41 126.4 190.2
247.0 383.8 4.00 264.55 71.11 107.0
1581 245.6 5.00 330.68 45.51 68.49
Em Emax
2170 3395
5426 848.6
241.1 377.2
1356 212.2
8681 135.8
2% || 20| | CE€ @ &
NN 35,000h
50,000h
= AST101TB-15
b=
J l— Total Power : 15W
Long snoot accessory g & LED Current : DC 330mA
1 Reflector |_ “|_ CCT 2700K / 3000K / 4000K
060, T Beam Angle : 15°/24°38°
Color White/Black
Material Aluminum
E=Luminus Ad.aptor 1/?T-C.|rcmt }
2.Lens optics Honeycomb Driver Built-in led driver
Dim Non/Triac Dimmable

Em Emax
26.19 3355 4838

. . 5238 8387 1210
Non/Triac Dimmable 3727 5376
209.7 302.4

00 13096 1342 1935

¢ SDCM<3 Em  Emax
@ Utilizing world-class COB LED,high CRI,high efficiency. 41.04 1887 2816
@ Longer snoot version contributes to better anti-glare effect. 82.08 4717 703.9
- X i ) ' 123.13 2096 3128

@ Different installation options available. 164.17 1179 176.0
@ 0-355° rotatable horizontally, 0321 7545 126

& 0-90° titable vertically

| 23 | 24



ASTRA ASTRA

Torch Torch

£ |[1r20|| CE @ @
Torch series track light EE—=  ssnumws

Total Power : 15W
LED Current : DC 330mA

138,00

CCT : 2700K/ 3000K /4000K
Beam Angle : 15°/24°/38°
Unit: .
oa0 nitmm Color 1 White/Black
Material Aluminum
Adaptor 3-Circuit
&=Luminus Driver Built-in led driver
Dim 0/1-10V Dimmable
N W B
h(m) d(cm) Em  Emax h(m) d(cm) Em  Emax
26.19 3355 4838 60°.] 1.00 69.03 889.4 6653
52.38 838.7 1210 2.00 138.07 222.4 1663
3.00 78.57 3727 537.6 3.00 207.10 98.83 739.2
4.00 104.76 2097 3024 4.00 276.14 281.6 415.8
5.00 130.96 1342 1935 5.00 345.17 180.2 266.1

Em Emax

1887 2816
4717 703.9
2096 312.8
1179 176.0

545 1126

5 || P20

35,0000
50,000h
. AST101TDD-15
Long snoot version
3 Total Power : 15W
g 5§ LED Current : DC 330mA
1.Reflector % ‘ ccT : 2700K /3000K / 4000K
— . Beam Angle : 15°/24°/38°
B0 Unit: mm 3
Honeycomb Color : White/Black
Material Aluminum
&=Luminus Adaptor 3-Circuit
2.Lens optics Driver
Dim

Em Emax
1.00 26.19 3355 4838

0/1 '1 OV 2.00 52.38 838.7 1210

372.7 537.6

DALI 2097 3024

00 13096 1342 1935

Dimmable
Em Emax
1887 2816
471.7 703.9

123.13 209.6 312.8
164.17 117.9 176.0
5.00 205.21 75.45 1126

| 25 | 26



ASTRA _ ASTRA

Torch

% |2 €| @)
%& = AST1017-12
= ;

[ Total Power 12W
060 LED Current :  DC 750mA
T @60
] T;T CCT 2700K / 3000K / 4000K
- o Beam Angle : 10° ~50°
“o52 @52 Unit: mm .
Color White/Black
Material Aluminum
. Adaptor 1/3-Circuit
FOCUS CREE =+ Driver Built-in led driver
ADJ U STAB LE Dim Non/Triac Dimmable
40°
h(m d(cm Em  Emax h(m) d(cm) Em  Emax
00100 20 33 1390 2080 100 61.12 567.3 6888
Beam angle 10°~50° 200 4067 3476 5201 2.00 122.24 1418 1722
3 6100 1545 2312 . 3.00 183.36 63.03 7652
0400 8134 8690 1300 0 400 244.47 3546 4305
500 101.6 5562 83.22 5.00 05.59 22.69 27.55
h(m d(cm) Em  Emax h(m) d(cm) Em  Emax
60 7\1 100 2424 1056 1462 1.00 95.41 367.8 482.5
200 4948  264.0 365.5 2.00 190.83 91.96 120.6
3 7272 117.3 1625 3.00 286.24 40.87 53.61
%4400 9696 66.00 91.39 4.00 381.66 22.99 30.16
500 121.20 42.24 58.49 5.00 477.07 14.71 19.30

%IPZOCG@%

L AST101ZB-15
Change beam angle by adjusting front lens

Total Power 1*15W
LED Current : DC 1050mA

00’982

CCT 2700K / 3000K / 4000K
ot Beam Angle : 10° ~50°
Color White/Black
Material Aluminum
CREE= Adaptor 1/3-Circuit
e Driver Built-in led driver
Dim Non/Triac Dimmable
20 Mr— N
h(m) d(cm) Em Emax
Wz(] 1.00 18.50 1914 840 1
2.00 37.00 478.6 2100
. 3.00 55.51 212.7 93 35
. i 3074 4.00 74.01 119.6 52 1
Beam angle can be adjusted consecutively 5.00 9251 7657 33.60
h(m d(cm) Em h(m d(cm) Em
60 7\1 100 2770 1249 100 7103 472.0
200 5540 312.3 200 14207 118.0
300 8311 138.8 300 213.10 52.45
04400 11081 78.07 1400 27413 29.50
500 138.51 49.97 500 355.17 18.88

| 27 | 28



ASTRA Torch Plus

Torch Plus series spot light

Various ways of installation

Track Light Track Light
AST102T-25 AST102TB-42

60° anti-glare accessory available

standard white snoot black snoot
(Optional) (Optional)

| 29

Torch Plus ASTRA

Recessed Surface-mounted
AST102R-25 AST102S-25

Pandant Light
AST102P-25
golden snoot
(Optional)

|30




ASTRA

Torch Plus

Torch Plus series track light

¢ SDCM<3

@ The fixture lumen efficiency up to 95Im/w.

@ Longer snoot version contributes to better anti-glare effect.
@ Different installation options available.

| 31

Long snoot version

o |[1P20(| CE
N
q
o
o
~
@
Unit: mm
h(m) d(cm) Em Emax
@100 3163 8846 13178
200 6325 2212 3294
300 9488  982.9 1464
04400 12651 552.9 823.6
500 158.14 353.9 527.1
h(m) d(cm) Em Emax
60| 1.00 40.66 6586 9991
2.00 8132 1647 2498
300 12198 7318 1110
10 4.00 162.24 4116 624.4
5.00 203.3  263.4 399.6
o | 1P20 || CE
s %
o
o
~
A
o
o
~
©
N
h(m) d(cm) Em  Emax
60°01.00 29.29 14118 20958
200 5857 3530 5239
. 3.00 87.86 1569 2329
31°44,00 117.15 882.4 1310
5.00 146.44 564.7 838.3
h(m) d(cm) Em Emax
6°01.00 3530 9444 15023
2.00 71.01 2361 3756
. 300 10651 1049 1663
30°44.00 142.02 590.2 939.0
5.00 177.52 377.8 600.9

ASTRA

Torch Plus

AST102T-25

Total

LED Current :

CCT

Beam Angle :

Color

Power

Material
Adaptor
Driver

Dim

T FEEAN

AST102TB-42

Total Power

LEDC
CCT
Beam
Color
Materi

urrent :
Angle :

al

Adaptor

Driver
Dim
40"

=7/

25W

DC 700mA

2700K / 3000K / 4000K
15°/24° 40°
White/Black

Aluminum

3-Circuit

Built-in led driver
Non/Triac Dimmable

h(m d(cm) Em Emax

w 100 7029 3279 5130
200 14057 819.6 1282
300 21086 364.3 570.1
0400 28115 2049 320.6
500 35144 131.1 205.2

42W
DC 1050mA
2700K / 3000K / 4000K
15°/24° 40°
White/Black
Aluminum
3-Circuit
Built-in led driver
Non/Triac Dimmable
h(m) d(cm) Em Emax

60"/ 1.00 69.93 4689 7341
2.00 139.87 1172 1832
3.00 209.80 521.0 815.7

30°+{4.00 279.74 2931 458.8
5.00 349.67 187.6 293.6
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ASTRA

Torch Plus

2 |[1r20|| CE

@

35,000h
50,000h

Torch Plus series track light

Torch Plus

AST102TVD-42

o
o
~
<
o
o
~
@©
o
Unit: mm
h(m) d(cm) Em Emax
60°.11.00 29.29 14118 20958
2.00 5857 3530 5239
. 3.00 87.86 1569 2329
1’4400 117.15 882.4 1310
5.00 146.44 564.7 838.3
h(m) d(cm) Em Emax
60°/1.00 3530 9444 15023
200 71.01 2361 3756
. /3.00 106.51 1049 1663
30314.00 142.02 590.2 939.0
5.00 177.52 377.8 600.9
o || 1P20 (| CE &)
N 35,000h
50,000h
o
o
~
<
o
o
~
©
N
Unit: mm
: h(m) d(cm) Em  Emax
Dimmable
29.29 14118 20958
58.57 3530 5239
87.86 1569 2329
117.15 882.4 1310
146.44 564.7 8383
h(m) d(cm) Em Emax
€0°J1.00 3530 9444 15023
2.00 71.01 2361 3756
. 300 106.51 1049 1663
30°14.00 142.02 590.2 939.0
5.00 177.52 377.8 600.9

| 33

Total Power 42W
LED Current : DC 1050mA
CCT 2700K / 3000K / 4000K
Beam Angle : 15°/24°40°
Color White/Black
Material Aluminum
Adaptor 1-Circuit
Driver Built-in led driver
Dim 0/1-10V Dimmable
20° | —3 /N h(m) d(cm) Em
60\\ 1.00 69.93 4689
2.00 139.87 1172
3.00 209.80 521.0
30“‘4 4.00 279.74 293.1
5.00 349.67 187.6
AST102TDD-42
Total Power 42w
LED Current : DC 1050mA
CCT 2700K / 3000K / 4000K
Beam Angle : 15°24°%40°
Color White/Black
Material Aluminum
Adaptor 1-Circuit
Driver Built-in led driver
Dim DALI Dimmable
wr AN h(m) d(cm) Em
69.93 4689
139.87 1172
209.80 521.0

279.74 293.1
349.67 187.6

ASTRA

Emax

7341
1832
815.7
458.8
293.6
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ASTRA ASTRA

Vision Vision

Vision series track light |
Screw-less design

Unipro 3-Circuit adaptor

Screw-less design

©) ®

(OReflector
@Lens optional

VI Sion VI Sion PI us - Honeycomb Built-in Tridonic driver optional

TRIDONIC

4 SDCM<3.
@ Screw-less design.
@ Mini and clean design.
@ Various optical accessories available.
@ Reflector changeable without tools, easy to save stock cost .
A N . Diffsuing lens
.®DALI dimming, 0-10V dimming available

Forsted lens
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ASTRA

Vision

Vision series track light

Mini and clean design

D45

| 37

g’;ﬁ‘\i; 1P20

35,000n
50,000h

AST201T-12
045 _L 1 Total Power :
j LED Current :
142 | |60 | CCT :
. lﬁ—{ Beam Angle :
Color
Material
Adaptor
E&=Luminus Driver
TRIDONIC
&
h(m) d(cm) Em Emax
1.00 36.91 2285 3491
2.00 73.82 571.3 8727
3.00 110.73 253.9 3879
142.8 218.2
5.00 184.55 91.42 1396
h(m) d(cm) Em Emax
1.00 46.75 1740 2705
2.00 93.50 435.0 676.3
3.00 140.25 193.3 300.6
187.00 108.8 169.1
500 23376 6960 108.2
G|
50,000h
'j t = U
o AST202T-25
D7OO Total Power :
LED Current:
L CCT :
129 Units mm Beam Angle :
Color
Material
E=Luminus Ad.aptor
Driver
TRIDONIC
|3
Em Emax
33.69 7745 12009
67.38 1936 3002
8605 1334
484.0 750.6
00 16844 3098 4804
Em Emax
43.47 5190 7975
86.93 1298 1994
130.40 5767 886.1
173.87 3244 4984

Vision

12W

DC 250mA

2700K / 3000K / 4000K
15°/24° 36°
White/Black

Aluminum

3-Circuit

Remote led driver

ASTRA

h(m) d(cm) Em
1.00 66.56 1152
2.00 133.13 288.1
3.00 19969 128.0
4.00 266.25 72.03
5.00 332381 46.10

25W

DC 700mA

2700K / 3000K / 4000K

15°/24° 36°

White/Black

Aluminum

3-Circuit

Remote led driver

Emax

1759

439.8
195.4
109.9
70.36
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ASTRA
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Shell

80% 2.5kv EMC

)

White Black Silver

@ Integrated fitting of elegant design

@ Flexible adjustable fitting: Horizontal 355°, tilting 175°

@ Super brightness up to 5000Im

@ High efficient aluminum reflector of narrow, medium and wide beam
@ Suitable for shopping mall, auto showroom, supermarket,etc

Model: AST501
Power: 30w/50wW
CCT: 2700K/3000K/4000K
Adaptor: 3 phase

15° 24°
120mm
260mm

36°

120mm

80% 2.5kv /
-

)

White Black Silver

@ Cylinder spot light of simplicity design, UGR<15

@ Deep reflector with ultra glare control

@ Available for ceiling pendant and surface mounting

@ High quality aluminum housing

& Flexible adjustable fitting: Horizontal 355°, tilting 175°

Model: AST302-35
Power: 35w

CCT: 2700K/3000K/4000K
Adaptor: 3 phase

EMC
+
LVD

213mm

Rocket

ASTRA

15°

85mm

24°

36°

| 42



ASTRA

THREE-CIRCUIT TRACK RAIL

TRACK AND ACCESSORIES

ACCESSORIES

| 43

INSTALLATION SAMPLES

Surface-mounted Track

Material : Aluminum
Length : 1m/2m/3m

W*H : 31.5mm*35.5mm
Color : White/Black

AC 250V 16A

Recessed Track

Material : Aluminum
Length : 1m/2m/3m
W*H I 57mm*36mm
Color : White/Black
AC 250V 16A

Internal Straight | Connector

Material : Hardware and Plastic
L*W : 68mm*29mm

Color : White/Black

AC 250V 16A

External Straight | Connector

Material : Hardware and Plastic
L*W : 100mm*30mm

Color : White/Black

AC 250V 16A

Left Live L Connector
Right Live L Connector

Material : Hardware and Plastic
L*W : 66mm*66mm

Color : White/Black

AC 250V 16A

Left Live T Connector
Right Live T Connector

Material : Hardware and Plastic
L*wW ' 100mm*66mm

Color : White/Black

AC 250V 16A

ASTRA

TRACKAND ACCESSORIES

X Connector

Material : Hardware and Plastic
L*wW : 100mm*100mm
Color : White/Black

AC 250V 16A

Flexible Connector

Material : Hardware and Plastic
L*W : 178mm*28mm

Color : White/Black

AC 250V 16A

Adjustable Connector

Material : Hardware and Plastic
L*W : 160mm*30mm

Color : White/Black

AC 250V 16A

Left Power Connector
Right Power Connector

Material : Hardware and Plastic
L*W : 65mm*32mm

Color : White/Black

AC 250V 16A

End Cap

Material : Plastic

L*W : 32*315.5mm

Color : White/Black

AC 250V 16A

Suspension kit and wire

Material : Plastic
Length of wire :  1m/1.5m
Color * White/Black
AC 250V 16A
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ASTRA ASTRA

TRACK AND ACCESSORIES TRACK AND ACCESSORIES

ONE-CIRCUIT (3 WIRE) TRACK RAIL
ACCESSORIES

Surface-mounted Track X Connector
Material : Aluminum Material : Hardware and Plastic
Length : 1m/2m/3m L*wW ¢ 105mm*105mm
W*H ! 34.4mm*17.4mm Color : White/Black
Color ! White/Black AC 250V 16A
AC 250V 16A
Recessed Track [ Flexible Connector
Material : Aluminum Material » Hardware and Plastic
Length : 1m/2m/3m L*W : 219mm*34.4mm
W*H * 58.5mm*17.4mm -3 Color : White/Black
Color : White/Black AC 250V 16A
AC 250V 16A
Internal Straight | Connector ' Left Power Connector
Material : Hardware and Plastic Right Power Connector
. L*w : 80mm*34.4mm Material : Hardware and Plastic
- Color : White/Black L*W : 65mm*32mm
AC 250V 16A Color ! White Black
AC 250V 16A
. 34.4 _
@ External Straight | Connector End Cap
Material : Hardware and Plastic Material : Plastic
N L L*W ¢ 105mm*34.4mm L*wW 1 34.4*17.4mm
Color :  White/Black Color : White/B hck
AC 250V 16A AC 250V 16A
Left Live L Connector
Right Live L Connector
INSTALLATION SAMPLES Material : Hardware and Plastic
7! ) ; L*W : 70mm*70mm
mi ' Color : White/Black
CT3009 AC 250V 16A
Left Live T Connector
Right Live T Connector
Material ¢ Hardware and Plastic
C13005 L*wW : 105mm*70mm
Color : White/Black
AC 250V 16A
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ASTRA

TRACK AN

ONE-CIRCUIT (2 WIRE) TRACK
ACCESSORIES

| 47

19.2

338

A

Surface-mounted Track

Material Aluminum
Length 1m/2m/3m
W*H 35mm*17.8mm
Color White/Black
AC 250V 16A

Recessed Track

Material ¢ Aluminum
Length : 1m/2m/3m
W*H : 58.5mm*17.8mm
Color : White/Black
AC 250V 16A

Internal Straight | Connector

Material Hardware and Plastic
L*W 54mm*35mm

Color White/Black

AC 250V 16A

External Straight | Connector

Material . Hardware and Plastic
L*W I 95mm*35mm

Color . White/Black

AC 250V 16A

Left Live L Connector
Right Live L Connector

Material . Hardware and Plastic
L*W ' 65mm*65mm

Color : White/Black

AC 250V 16A

Left Live T Connector

Right Live T Connector

Material : Hardware and Plastic
L*W I 95mm*65mm

Color ¢ White/Black

AC 250V 16A

1)

ASTRA

TRACKANDACCESSORIES

X Connector

Material Hardware and Plastic
L*W 95mm*95mm

Color White/Black

AC 250V 16A

Flexible Connector

Material Hardware and Plastic
L*W 219mm*34.4mm
Color : White/Black

AC 250V 16A

Adjustable Connector

Material . Hardware and Plastic
L*W ' 123mm*35mm

Color : White/Black

AC 250V 16A

Left Power Connector
Right Power Connector

Material : Hardware and Plastic
L*W ' 65mm*32mm
Color : White/Black
AC 250V 16A
End Cap
Material Plastic
L*wW 32*31.5mm
Color White/Black
AC 250V 16A
| 48
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MODULAR DOWNLIGHT

Easy to installation and maintenance
Easy to hold stock

€ Modular design, inlcuding COB module and MR16 module, easy for stock

@ Four module options, 700 Im,300 Im,1200 Im,1500 Im

@ One design for fixed,adjustable,round,square,with trim trimless version.
@ Tools-free to change modules & different optical accessories.

@ IP65 rating as standard & IP20 version optional.

@ Branded driver,like Tridonic, Osram available.

Magic

ASTRA
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ASTRA

ROUND ADJUSTABLE DOWNLIGHT

¢ INSECT-PROOF DESIGN OPTIONAL ¢ LIGHT LEAKAGE-PROOF DESIGN

|

CUSTOMIZED STANDARD

ADJUSTABLE DOWNLIGHT

35%|

0-355° rotatable horizontally, 0-25° tiltable vertically

| 53

i.,‘

BLADE INSTALLATION

/; 11\

SPRING INSTALLATION

THREE TYPES OF INSTALLATION OPTIONAL

Install trim to celling
aﬂlmﬂ}

Install lamp body into trim

Rotate the lamp body

Catch the lamp body

Take out the lamp body

Easy to change module
No damage to the ceiling
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ASTRA

ROUND TRIM

Magic

700im TYPE 1200Im TYPE
900Im TYPE 1500Im TYPE
GU10
GU5.3
y n
FIXED

ROUND TRIM

| 55

LED MODULES
CHANGEABLE

Tools-free to change accessories after installation

ADJUSTABLE

DIFFERENT
ACCESSORIES
OPTIONAL

Anti-glare with dark light reflector

5 reflectors available
15°/24°/30°/38°/50°

Honeycomb

Diffusing glass

Spread glass

Magic  ASTRA

Fixed Adjustable
Reflector(golden) Reflector(golden)
3
- -
Reflector(round slot) Reflector(oval slot)
Reflector(black) Reflector(black)
’ Cm——)
¥ .\
Reflector(mirror) Reflector

(half mirror+half matt silver)

Reflector(anti-glare)
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Magic Fixed

M

Magic Fixed

% || 165

O]
AN

ccl|®

) @
@ 35,000h
845 | | 50,000h

ASTRA

e

ASD1080F-15

ﬂo\\ IP65 CE 35,000h
i 50,000h
im ASD1080F-9
. LED Power 9w
N LED Current : DC 250mA
CCT 1 2700K/3000K /4000K
93.00 Uit Beam Angle : 15°/24°/30°/38°/50°
nit: mm
Color White/Black
Material Aluminum
Cut-out O80mm
Driver Remote led driver
15° 38°
5 h(m) d(cm) Em Emax a d(cm) Em Emax
1.00 24.67 3660 5611 63.8 1175 1765
2.00 49.33 914.9 1403 127.6 293.8 441.4
3000K 3.00 74.00 406.6 623.4 3000K 191.4 130.6 196.2
699Im 4.00 98.66 228.7 350.7 665Im 255.2 73.44 110.31
5.00 123.33 146.4 224.4 319.01 47.00 70.62
24° 50°
a h(m) d(cm) Em Emax n d(cm) Em Emax
1.00 39.3 1922 3007 87.37 658.8 1041
2.00 78.6 480.6 751.7 174.75 164.7 260.4
3000K 3.00 117.9 213.6 334.1 3000K 262.12 73.2 115.7
678Im 4.00 157.19 120.2 187.9 647Im 349.50 41.18 65.09
5.00 196.46 76.9 120.3 436.87 26.35 41.66
30°
Gl h(m) d(ecm) Em Emax
! 1.00 55.29 1274 1928
2.00 110.57 318.5 481.9
3000K \ |3.00 165.86 1415 214.2
660Im 4.00 221.15 79.62 120.5
5.00 276.43 50.95 77.11
0 ce
AN IP65 35,000h
50,000h
° LED Power 12w
3
o LED Current : DC 330mA
CCT : 2700K/3000K /4000K
93.00 onit Beam Angle : 15°/24°/30°/38°/50°
nit: mm
Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
15°
q h(m) d(cm) Em Emax d(cm) Em Emax
1.00 30.38 3881 5902 67.20 1581 2433
2.00 60.75 9703 1476 134.4 3954 608.3
3000K / 3.00 91.13 431.2 655.8 201.6 175.7 270.4
1001Im| "~ A 4.00 121.50 242.6 368.9 268.8 98.84 152.1
5.00 151.88 155.2  236.1 336.02 63.26 97.33
24°
q h(m) d(cm) Em Emax d(cm) Em Emax
1.00 42.15 2627 4017 89.65 918.5 1455
2.00 8431  656.9 1004 179.30  229.6 363.6
3000K 7 3.00 126.46 291.9 446.3 268.95 102.1 161.6
1000Im| . 4.00 168.61 164.2 251.1 358.60 57.41 90.91
5.00 210.76 105.1 160.7 448.25 36.74 58.18
30°
o h(m) d(cm) Em Emax
1.00 57.42 1689 2625
2.00 114.83 4222 656.2
3000K 3.00 172.25 187.6 291.6
947Im 4.00 229.66 1055 164.1
5.00 287.08 67.54 105.0

° LED Power 15W
o
N LED Current : DC 400mA
- CCT : 2700K/3000K /4000K
- o o o o o
93.00 Uit Beam Angle : 15 {24 /30°/38°/50
Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
15° 38°
o d(cm) Em Emax A d(cm) Em Emax
36.71 4141 6311 68.49 2009 3036
73.42 1035 1578 136.98 502.3 759.01
3000K 110.14  460.1 701.3 3000K | /> 205.46 2232 337.3
1303Im| 146.85 258.8 394.5 12591Im™* 273.95 125.6 189.7
183.56  165.6  252.5 342.44 8037 121.4
24° 50°
B d(cm)  Em Emax A d(cm) Em Emax
4591 3031 4630 88.31 1221 1915
91.81  757.7 1158 176.62 3052 478.8
3000K 137.72  336.8 514.5 3000K | /> 264.94 1356 212.8
1281Im| 183.62 189.4 289.4 12011m* 353.25 76.30 119.71
229.53 1212 185.2 441.56  48.83  76.62
30°
o d(cm) Em Emax
66.41 2162 3282
132.82  540.5 820.5
3000 | /> 199.22  240.2 364.7
13041m* 265.63 135.1 205.1
332.04  86.47 1313
i €3
I\ IP65 35,000h
50,000h
W@W ASD1080F-18
° LED Power 18W
o
~ LED Current : DC 500mA
o
- CCT : 2700K/3000K /4000K
) Beam Angle : 15°/24°/30°/38°/50°
Unit: mm i
93.00 Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
15°
1 h(m) d(cm) Em Emax d(cm) Em Emax
1.00 36.53 5056 7772 68.06 2444 3774
2.00 73.06 1264 1943 136.12 611.0 943.5
3000K | /> \|3.00 109.59 561.7 863.5 204.18 2715 419.3
1571Im " 4.00 146.13 316.0 485.7 27224 152.7 2359
5.00 182.66 202.6 310.9 340.30 97.76 151.01
24° 0
4 h(m) d(cm) Em Emax d(cm)  Em Emax
5 4100 4592 3716 5673 87.73 1402 2217
4 2.00 91.85  928.9 1418 175.46  350.5  554.2
3000K | /> 3.00 137.77 412.8 630.4 263.18  155.8  246.3
15511m % 3°%14.00 183.69 2322 3546 350.91  87.61  138.61
5.00 229.62 148.6  226.9 5.00 438.64 56.07 88.68
30°
o h(m) d(cm) Em Emax
0 ¥'41.00 60.18 2431 3730
2.00 120.37 607.7 932.6
3000K | /> \ |3.00 18055 270.1 4145
14111m % 39414.00 24074 151.9 2332
0 5.00 300.92 97.23  149.2
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Magic Adjustable

25 || pes|| CE

35,000h
50,000h
im ASD1080A-9
— LED Power oW
o
g LED Current : DC 250mA
e CCT : 2700K/3000K /4000K
93,00 Beam Angle : 15°/24°/30°/38°/50°
. Unit: mm .
Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
s h(m) d(cm) Em Emax 3 h(m) d(cm) Em Emax
“J1.00 21.79 512.4 636.5 °J/1.00 46.89 432.5 898.2
2.00 43.59 128.1 159.1 2.00 93.78 108.1 224.5
3000K 3.00 6538  56.93 70.72 3000k 3.00 140.67 48.05 99.79
5641m </4.00 87.17  32.02 39.78 520Im °-14.00 187.56 27.03 56.13
5.00 108.96 20.50 25.46 5.00 234.45 17.30 35.93
24° SN 50°
4 /‘K»\\\\%ﬁ h(m) d(cm) Em  Emax s h(m) d{em} Em  Emax
ST Jun 2ear - amo e
fs0d 73.95  118.0 184.1 . . - .
3000K 'A&\\“\ 110.92 52.45 81.81 3000K 3.00 178.42 46.44 95.97
5291m 3% 30“ 147.90 29.50 46.02 4861m 39 30°-14.00 237.89 26.12 53.98
0 184.87 18.88 29.45 5.00 297.35 16.72 34.55
30°
= d(cm) Em Emax
49.12 451.9 921.8
98.25  113.0 230.4
3000K 147.37 50.21 102.4
526Im 196.50 28.84 57.61
245.62 18.08 36.87
25| |es || CE
M T
ASD1080A-12
LED Power 12W
§ LED Current : DC 330mA
] CCT : 2700K/3000K /4000K
— . Beam Angle : 15°/24°/30°/38°/50°
93.00 Unit: mm
Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
=2 h(m) d(cm) Em  Emax h(m) d(cm) Em  Emax
~J1.00 33.41 660.5 1150 "J1.00 53.65 616.2 1499
66.82 165.1 287.5 2.00 107.29 154.1 3749
3000K 100.24 73.39 127.8 3.00 160.94. 68.47 166.6
7741m 133.65 41.28 71.87 4.00 214.59 3851 93.72
167.06 26.42 46.00 5.00 268.23 24.65 59.98
24°
3 d(cm) Em  Emax h(m) d(cm) Em  Emax
41.84 625.4 1320 "J1.00 61.99 597.3 1165
83.67  156.3 330.0 2.00 123.98 1493 2912
3000K 125.51  69.48 146.7 \ [3-00 18597 66.36 129.4
759Im 167.34 39.08 82.49 4.00 247.96 37.33 72.79
209.18 25.01 52.79 5.00 309.95 23.89 46.59
30°
o d(cm) Em Emax
50.22 599.3 1428
100.44 149.8 357.1
3000K 150.65  66.59 158.7
708Im 200.87 37.46 89.27
251.09 23.97 57.13

Magic Adjustable

2% || pes|| CE

R oy 35,000h
850 50,000h

ASTRA

I -

ASD1080A-15

LED Power 15W
-
g LED Current : DC 400mA
S CCT : 2700K/3000K /4000K
, Beam Angle : 15°/24°/30°/38°/50°
—93 00 Unit: mm .
: Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
38°
h(m) d(cm) Em Emax 5 h(m) d(cm) Em Emax
N¥| 1.00 36.60 7685 1430 “ 1.00 52.25  804.2 1935
2.00 73.19  192.1 357.4 2.00 104.49 201.0 483.7
3.00 109.79 85.39 158.9 3000K 3.00 156.74 89.35 215.0
4.00 146.39 48.03 89.36 953Im [, 4.00 208.98 50.26 120.9
5.00 182.98 30.74 57.19 5.00 261.23 32.17 77.39
50°
h(m) d(cm) Em Emax a h(m) d(cm) Em Emax
“ 1.00 41.80  774.7 1632 607 60°\1.00 60.44  770.7 1512
2.00 83.60 193.7 407.9 2.00 120.89 192.7 378.1
3.00 125.40 86.07 181.3 3000K 3.00 181.33 85.63 168.0
4.00 167.20 48.42 102.0 8741m 3% 303 4.00 24178 4817 94.52
5.00 208.99 30.99 65.26 0 5.00 302.22 30.83 60.49
h(m) d(cm) Em Emax
“ 1.00 52.77  841.8 2011
2.00 105.54 210.5 502.8
3.00 15831 93.54 223.5
400 211.08 52.61 125.7
5.00 263.84 33.67 80.45
2 | ves| €| DO
" G
di ASD1080A-18
LED Power 18W
g LED Current : DC 500mA
o
° CCT : 2700K/3000K /4000K
) Beam Angle : 15°/24°/30°/38°/50°
93.00 Unit: mm
Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
15° 38°
o d(cm) Em Emax 5 h(m) d(cm) Em Emax
35.44  923.7 1664 1.00 51.87  880.5 2144
70.89 2309 416.1 2.00 103.75 220.1 536.1
3000K | /> 106.33  102.6 184.9 3000K | /> 3.00 155.62 97.84 238.2
11861m " 141.77  57.73 104.0 1080Im/ " 4.00 207.49 55.03 134.0
177.22  36.95 66.58 5.00 259.36  35.22 85.77
24° 50°
3 d(cm)  Em Emax g h(m) d(cm) Em Emax
43,02 901.7 1933 1.00 58.79  937.3 1826
86.04 2254 4832 2.00 117.58 234.3 456.5
3000K | /> 129.06 100.2 214.8 3000K | /> 3.00 176.37 104.1 202.9
1113Im 172.08 56.35 128.0 1013Im| 400 235.16 5858 114.1
215.11  36.07  77.32 5.00 293.95 37.49 73.04
30°
o d(cm)  Em Emax
52,77  925.8 2164
105.54 231.5 541.0
3000K | /> 158.31  102.9 240.4
10521m* 211.07 57.86 135.2
263.84 37.03  86.56
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Magic - Square Magic - Square

LED MODULES DIFFERENT

SQUARE TRIM CHANGEABLE ACCESSORIES
Tools-free to change accessories after instailation OF)T I ONAL

Anti-glare with dark light reflector

Fixed Adjustable
—— A =
| ———
— r
700im TYPE 1200im TYPE
900Im TYPE 1500lm TYPE
Reflector(golden) Reflector(golden)
A AR
5 Beam Angles available
16°/24°/30°/38°/50° Reflector(black) Reflector(black)
GU5.3 Honeycomb ‘ ‘
- Reflector(mirror) Reflector(mirror)
Diffusing Lens
Reflector(square slot) Reflector(square slot)
Spread Lens
FIXED ADJUSTABLE

SQUARE TRIM
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Magic Square Fixed Magic Square Fixed

(A

50,000h 50,000h

f@ 8 ‘ S@8
imi ASD1080FS-9 ASD1080FS-15

LED Power : 9W LED Power : 15W
LED Current : DC 250mA LED Current : DC 400mA

CCT : 2700K/3000K /4000K CCT 1 2700K/3000K /4000K
Beam Angle : 15°/24°/30°/38°/50° Beam Angle : 15°/24°/30°/38°/50°
Unit: mm . Unit: mm .
Color : White/Black Color : White/Black
Material : Aluminum Material : Aluminum
Cut-out I 75*75mm Cut-out 1 75*75mm
Driver * Remote led driver Driver * Remote led driver
15° 38° 15° 38°
A h(m) d(cm) Em Emax A h(m) d(cm) Em Emax o h(m) d(cm) Em Emax A h(m) d(cm) Em Emax
'41.00 2628 3287 5144 1.00 61.42 1255 1860 ® 1 8N 1.00 36.89 4232 6450 \1.00 6438 2059 3089
2.00 53.16  821.6 1286 2.00 122.85 313.9 465.0 2 73.78 1058 1612 200 12876 514.7 772.4
3000K ~{4a \ [3.00 79.75 3652 571.61 3000K - \ |3.00 18427 139.5 206.7 3000K | /> 110.68 470.2 716.6 3000K | /™ \ [3.00 19314 2287 3433
643Im [“ \[/ 4.00 106.33 205.4 321.51 610im [© 4.00 24570 78.46 116.2 12541m ™ ‘J 147.57 264.5 403.1 1187Im 400 257.51 128.7 193.1
5.00 132,91 131.5 205.81 5.00 307.12  50.22  74.40 184.46  169.3  258.0 321.89 8235 123.6
24° 50° 24°
a d(cm) Em Emax A h(m) d(cm) Em Emax a d(cm) Em Emax d(cm) Em Emax
38.97 1853 2870 J1.00 7753 6917 1069 46.95 2979 4579 79.02 1243 1934
77.94  463.2 717.51 2.00 155.06 174.3 267.3 93.91 7447 1145 158.04 310.7 383.5
3000K 116.92 2059 318.91 3000K \ |3.00 23259 77.45 1188 3000K B} 140.86  331.0 508.8 237.06 138.1 214.9
622lm 155.89  115.8 179.41 589Im 4.00 310.12 43.57 66.83 12110m 187.82  186.2 286.2 316.08 77.67 120.9
194.86 7411 114.8 5.00 387.65 27.88 42.77 234.77 119.1 183.2 395.10  49.71 77.36
30° 30°
n d(cm)  Em Emax A d(cm) Em Emax
45.65 1750 2658 63.15 2075 3151
91.30  437.5 664.6 126.30 518.8 787.7
3000K 136.94 194.5 295.4 3000K | /> 189.44  230.6 350.1
600Im 182.59  109.4 166.1 1170Im< 252,59  129.7 196.9
228.24  70.00 106.3 315.74  83.00 126.0
7 ||es) c€
AN 35,000h 35,000h
50,000h 50,000h

) X

LED Power : 12W
LED Current : DC 330mA

LED Power : 18W
LED Current : DC 500mA

CCT : 2700K/ 3000K / 4000K CCT : 2700K / 3000K / 4000K
- o o o o o - o o o o o
000 R Beam Angle : 15 {24 /30°/38°/50 Unit: i Beam Angle : 15 {24 /30°/38°/ 50
Color : White/Black Color : White/Black
Material : Aluminum Material : Aluminum
Cut-out I 75*75mm Cut-out : 75*75mm
Driver - Remote led driver Driver : Remote led driver
15 38° 15
h(m) d(cm) Em Emax A h(m) d(cm) Em Emax h(m) d(cm) Em Emax d(cm)  Em Emax
6 9°41.00 29.61 4205 6209 % 94100 6428 1614 2417 {100 3659 5102 7848 64.49 2432 3646
200 5922 1051 1552 200 12856 403.4 604.1 200 73.17 1276 1962 128.99 608.0 911.6
3000K 3.00 88.82  467.2 689.9 3000k (|3.00 192.85 179.3 268.5 3000k | /> \|3.00 10076 s66.9 872.0 193.48 2702 405.1
9741m |3% 14,00 11843 262.8 388.1 907Im [ 3°¥4.00 257.13 100.8 151.0 14961m 4.00 14634 318.9 490.5 257.98  152.0 227.9
5 500 148.04 1682 248.4 5.00 321.41  64.54  96.66 5.00 182.93  204.1 313.9 322.47 9727 1459
24° 50 ai 24 d
o d(cm)  Em Emax A h(m) d(cm) Em Emax a h(m) d(cm) Em Emax (cm)  Em Emax
41.84 2668 4097 57 ¥°J1.00 8048 991.6 1523 ] 1.00 46.60 3562 5517 78.45 1475 2262
83.69  667.1 1024 — 200 160.95 247.9 380.8 200 9321 8905 1379 156.91  368.9 565.6
3000k 12553 2965 445.3 3000k | /1 (|3.00 24143 1102 169.2 3000k ]300 139.81 395.8 613.0 23536 163.9 251.4
945Im 167.37 166.8 256.1 870Im [ [Sia| 32 4.00 321.90 61.97 95.20 14381m 4.00 186.42 222.6 344.8 313.82 9222 1414
209.22  106.7 163.9 0 5.00 402.38  39.66  60.92 5.00 233.02  142.5  220.7 392.27  59.02  90.50
30° — SN 30°
., ;%llm\\\\%@ h(m) d(cm) Em  Emax B h(m) d(cm) Em Emax
2 ) 66 ) R
"‘mm‘\\\% 1.00 5536 1782 2675 9 $°01.00 5077 2440 3704
a0 200 11072 4454 668.7 200 11555 6100 926.1
3000k Q'A!E“@‘ 3.00 166.08 198.0 297.2 3000K | /5 ]300 17332 2711 4116
892Im .Ea‘ 400 22145 1144 167.2 12941 A 400 23110 152.5 2315
0 500 27681 71.27 107.0 5.00 288.87 97.60 148.2
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Magic Square Adjustable

2 || pes|| CE

35,000h
50,000h

Magic Square Adjustable

£ || pes|| CE

R oy 35,000h
84570 50,000h

N ——

ASD1080AS-9

ASTRA

I y—

75*75

\_125.00

£ || 1pes || CE

35,000h
50,000h

75*75
o LED Power : 9W
o
- LED Current : DC 250mA
) CCT : 2700K/3000K /4000K
-1 Beam Angle : 15°/24°/30°/38°/50°
oN NN Unit: mm .
20. 00 Color : White/Black
Material : Aluminum
Cut-out I 75"75mm
Driver . Remote led driver
38°
h(m) d(cm) Em Emax - h(m) d(cm) Em Emax
°11.00 36.57 3459 979.6 ‘]100 39.03 4187 1015
200 73.14  86.48 244.9 2.00 78.05  104.7 253.7
3000K 3.00 109.70 38.43 108.8 3000K 3.00 117.08 46.52 112.8
600Im °44.00 146.27 21.62 61.22 547Im ~14.00 156.11 26.17 63.43
5.00 182.84 13.84 39.18 5.00 195.13 16.75 40.59
24° 50°
3 h(m) d(cm) Em  Emax n h(m) d(cm) Em  Emax
\ "J1.00 3890 372.3 1016 -60° 60°1.00 58.46  406.5 808.2
2.00 77.80 93.07 254.1 2.00 116.91 101.6 202.1
3000K > . |3.00 11670 4136 112.9 3000K - 5 3.00 175.37 45.17 89.81
567Im [~ 4.00 155.60 23.27 63.51 508Im [ 30°+14.00 233.83 2541 50.52
5.00 194.50 14.89 40.65 5.00 29228 16.26 32.33
30°
3 h(m) d(ecm) Em Emax
60 80°N1.00 41.62 392.2  975.5
2.00 83.25  98.06 243.9
3000K 3.00 124.87 43.58 108.4
533Im | 2%~/ 2g00] 3°"|4.00 166.50 24.52 60.97
o 5.00 208.12 15.69 39.02

I

ASD1080AS-12

75*75
= LED Power : 12W
" LED Current : DC 330mA
i
- CCT : 2700K/3000K /4000K
-~
o Beam Angle : 15°/24°/30°/38°/50°
90. 00 Unit: mm
: Color : White/Black
Material : Aluminum
Cut-out 1 75"75mm
Driver : Remote led driver
15° 38°
o h(m) d(cm) Em  Emax 8 h(m) d(cm) Em  Emax
100 2615 4379 689.4 71.00 4530  448.8 1159
2.00 5230  109.5 172.3 g'gg ?gfgo i;zs'i ﬁ:g
3.00 78.45  48.66 76.60 : : : -
3000K N a00 10459 2737 43.09 3000K | / 3 \ |4.00 181.20 28.05 72.44
835Im ’ ‘ ’ ’ 776Im 226.50 17.95 46.36
5.00 130.74 17.52 27.57 : : :
. d(cm) Em  Emax 50° d(cm) Em  Emax
35.91 4123 8514 63.34  468.0 1088
7182 1031 212.9 126.68 117.0 272.0
107.73  45.81  94.60 190.02 52.00 120.9
3000K 143.64 2577 53.21 3000K | / ° 253.36  29.25 67.99
798Im : : : 725Im
179.55  16.49 34.06 31670 1872 43.52
30 d(cm)  Em Emax
43.75 4465 1090
87.50  111.6 272.5
3000K 131.25 49.61 121.1
Za20m 175.01 27.90 68.12
218.76 17.86 43.59

~90.00 Unit: mm

ASD1080AS-15

LED Power
LED Current :
CCT :
Beam Angle :
Color
Material
Cut-out
Driver

15W

DC 400mA

2700K / 3000K / 4000K
15°/24°/30°/ 38°/ 50°
White/Black

Aluminum

75*75mm

Remote led driver

15° 38°
2 h(m) d(cm) Em Emax o d(cm)  Em Emax
1.00 31.26 540.6 949.6 44.42 537.3 1428
2.00 62.52 135.1 2375 88.44 134.3 357.0
3000K 3.00 93.78  60.06 105.5 3000K 132.65 59.70 158.7
10511m 3, 4.00 125.05 33.79 59.37 982Im 176.87 33.58 89.25
5.00 156.31 21.62 38.00 221.09 21.49 57.12
24° 50°
2 h(m) d(cm) Em Emax - d(cm)  Em Emax
1.00 37.79  554.5 1268 64.10 580.0 1398
2.00 7558  138.6 317.0 128.20  145.0 349.4
3000K 3.00 113.36 61.61 140.9 3000K 192.29 64.45 ;553;
1035Im(* 4.00 151.15 34.66 79.25 916Im 256.39 36.25 87.
5.00 188.94 22.18 50.72 32049  23.20 55.91
30°
- h(m) d(cm) Em Emax
€'y 1.00 44.42 5629 1503
2.00 88.84  140.7 375.7
3000K 3.00 133.26 62.55 167.0
1003Im*% 3041 4.00 177.68 35.18 93.93
5.00 222.09 22.52 60.12
2 |rss| €€ @)@
I\ 35,000h
50,000h
W W ASD1080AS-18
75%75
LED Power 18W
o
2 LED Current : DC 500mA
&
- CCT : 2700K/3000K /4000K
— .
Unit: mm Beam Angle : 15°/24°/30°/38°/50°
90.00 : .
Color White/Black
Material Aluminum
Cut-out 75*75mm
Driver Remote led driver
15° 38°
o h(m) d(cm) Em Emax 3 d(cm)  Em Emax
\ "J 1.00 31.26 639.5 1190 46.73 658.5 1746
2.00 62.53 159.5 297.5 93.47 164.6 436.6
3000K | /> 3.00 93.79 71.05 132.2 3000K |/ 140.20 73.17 194.0
12421m| 4.00 125.05 39.97 74.37 1176lm 186.93 41.16 109.1
5.00 156.31 25.58 47.60 233.66 26.34 69.85
24° 50°
3 h(m) d(cm) Em Emax 3 d(cm) Em Emax
\ 'y 1.00 39.00 649.5 1529 61.39 675.7 1603
2.00 78.00 162.4 382.4 I 122.77 168.9 400.7
3000K | /™ 3.00 117.00 72.17 169.9 3000K | /> 184.16 75.08 178.1
1183Imf< 4.00 156.00 40.59 95.59 1076Im 245.54 42.23 100.2
5.00 195.00 25.98 61.18 306.93 27.03 64.11
30°
a h(m) d(cm) Em Emax
\ 'y 1.00 4467 649.0 1655
2.00 89.33 162.2 413.8
3000K 3.00 134.00 72.11 183.9
11331m“ %% 4.00 178.67 40.56 103.4
5.00 223.33 25.96 66.21
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SQUARE TRIMLESS

700lm TYPE
900Im TYPE

E15iB
GU10

GUS5.3

FIXED

| 67

Magic - Square Trimless

1200lm TYPE
1500Im TYPE

LED MODULES
CHANGEABLE

Tools-free to change accessories after installation

ADJUSTABLE

SQUARE TRIMLESS

DIFFERENT

Magic - Square Trimless ASTRA

ACCESSORIES

OPTIONAL

Anti-glare with dark light reflector

5 Beam Angles available
15°/24°/30°/38°/50°

Honeycomb

Diffusing Lens

Spread Lens

Fixed

Reflector(golden)
y N

Reflector(black)

Reflector(mirror)

Reflector(square slot)

Adjustable

Reflector(golden)

Reflector(black)

Reflector(mirror)

Reflector(square slot)
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ASTRA ASTRA

Magic Square Trimless Magic Square Trimless

;s‘jfa“}gIPGSCEggg:)\;éR %IP65CE%}&
iy ASD1080FSL-9
il

ASD1080FSL-15

LED Power : 9W
LED Current : DC 250mA

LED Power : 15W
LED Current : DC 400mA

CCT : 2700K/ 3000K /4000K CCT : 2700K / 3000K / 4000K
" Beam Angle : 15°/24°/30°/38°/50° Beam Angle : 15°/24°/30°/38°/50°
nit: mm . Unit: mm .
Color : White/Black Color : White/Black
Material * Aluminum Material : Aluminum
Cut-out I 75*75mm Cut-out o 75*75mm
Driver : Remote led driver Driver : Remote led driver
15° 38°
d(cm)  Em Emax h(m) d(cm) Em Emax q d(cm) Em Emax A d(cm) Em Emax
26.28 3287 5144 N 1.00 61.42 1255 1860 36.89 4232 6450 64.38 2059 3089
53.16  821.6 1286 2.00 122.85 313.9 465.0 73.78 1058 1612 128.76  514.7 772.4
79.75 365.2 571.61 \ |3.00 184.27 1395 206.7 3000K | /> 110.68 470.2 716.6 3000K | /™ 193.14 228.7 3433
106.33  205.4 321.51 4.00 24570 78.46 116.2 1254Im 147.57 264.5 403.1 11871m 257.51 1287 193.1
132.91 1315  205.81 5.00 307.12  50.22 74.40 184.46  169.3 258.0 321.89 8235 1236
24°
d(cm)  Em Emax h(m) d(cm) Em Emax q d(cm)  Em Emax d(cm)  Em Emax
38.97 1853 2870 J1.00 7753  691.7 1069 46.95 2979 4579 79.02 1243 1934
77.94  463.2 717.51 2.00 155.06 174.3 267.3 93.91 744.7 1145 158.04 310.7 383.5
116.92  205.9 318.91 \ |3.00 23259 77.45 11838 3000K | /™ 140.86  331.0 508.8 237.06 138.1 214.9
155.89  115.8 179.41 4.00 310.12 43.57 66.83 12110m 187.82  186.2 286.2 316.08 77.67 120.9
194.86  74.11 114.8 5.00 387.65 27.88 42.77 234.77  119.1 183.2 395.10 49.71 77.36
30° T 30°
A ,?////A5 h(m) d(cm) Em Emax f d(cm) Em Emax
‘@"!ﬂ‘ @N1.00 4565 1750 2658 63.15 2075 3151
"" ‘ 2.00 91.30  437.5 664.6 126.30 518.8 787.7
3000K Q Mﬂ 3.00 136.94 1945 295.4 3000K | /> 189.44 230.6 350.1
600Im .ﬂﬁ‘ 4.00 182.59 109.4 166.1 1170ImS 252,59 129.7 196.9
0 5.00 22824 70.00 106.3 315.74  83.00 126.0
ﬂo\\ IP65 C € 35,000h 35,000h
i 50,000h 50,000h

77 X
W@W ASD1080FSL-12 W ASD1080FSL-18

LED Power : 12W
LED Current : DC 330mA

LED Power : 18W
LED Current : DC 500mA

CCT 1 2700K/ 3000K /4000K CCT : 2700K/ 3000K /4000K
Unit: mm Beam Angle : 15°/24°/30°/38°/50° Unit: Beam Angle : 15°/24°/30°/38°/50°
Color :  White/Black Color : White/Black
Material : Aluminum Material : Aluminum
Cut-out I 75"75mm Cut-out L 75*75mm
Driver - Remote led driver Driver - Remote led driver
15 38° 15
h(m) d(cm) Em  Emax q h(m) d(cm) Em  Emax h(m) d(cm) Em  Emax d(cm) Em  Emax
69 89°41.00 29.61 4205 6209 oY 89°41.00 64.28 1614 2417 '41.00 3659 5102 7848 64.49 2432 3646
2.00 59.22 1051 1552 2.00 128.56 403.4 604.1 2.00 73.17 1276 1962 128.99 608.0 911.6
3000K | /° \/3:00 8882  467.2 689.9 3000K | /> (|3.00 192.85 1793 268.5 3000K | /) \ |3.00 109.76 566.9 872.0 193.48 270.2 405.1
974Im |2 3°714.00 11843 262.8 388.1 907Im [“¥ $2*14.00 257.13 100.8 151.0 14961m 4.00 146.34 3189 490.5 257.98  152.0 227.9
0 5.00 148.04 168.2 248.4 5.00 32141  64.54  96.66 5.00 182.93  204.1 313.9 32247 97.27  145.9
50 ai 24
h(m) d(cm) Em Emax A h(m) d(cm) Em Emax a h(m) d(cm) Em Emax d(cm) Em Emax
|1.00 41.84 2668 4097 52 ¥°J1.00 8048 991.6 1523 ] 1.00 46.60 3562 5517 78.45 1475 2262
2.00 83.69  667.1 1024 2.00 160.95 247.9 380.8 2.00 9321  890.5 1379 156.91 368.9 565.6
\ | 3.00 12553  296.5 4453 3000K 3 6 \ |3.00 241.43 1102 169.2 3000K . |3.00 139.81 3958 613.0 23536  163.9 2514
4.00 167.37 166.8 256.1 870im L. 5o\ 2>*4.00 321.90 61.97 95.20 1438Im| 4.00 186.42 222.6 344.8 313.82  92.22 1414
5.00 209.22 106.7 163.9 0 5.00 402.38  39.66  60.92 5.00 233.02 1425 2207 392.27  59.02  90.50
30° — Lo% 7 30°
5 I/%///’Ah\\\\\%\‘ h(m) d(cm) Em Emax a h(m) d(cm) Em Emax
) . b )
l“f!&"‘\\\” 1.00 5536 1782 2675 % 9°J1.00 5077 2440 3704
" 8 “‘ 2.00 110.72 4454 668.7 2.00 11555 610.0 926.1
3000K l!&l & 3.00 166.08 198.0 297.2 3000K | /> (|3.00 17332 2711 4116
sozim (2 [N 1 9400 22145 1144 1672 12942 [NA Y 32200 23110 1525 2315
0 5.00 276.81 71.27 107.0 5.00 288.87 97.60 148.2
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Magic Square Trimless
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35,000h
50,000h

Magic Square Trimless

%‘fm‘f\g P65 || CE€

: C\/}
ﬁé? 35,000h
8570 50,000h

I A——

ASD1080ASL-9

ASTRA

75*75

75*75
LED Power 9w
E LED Current : DC 250mA
3 CCT : 2700K/3000K /4000K
Beam Angle : 15°/24°/30°/38°/50°
Unit: mm .
108.00 Color White/Black
Material Aluminum
Cut-out 75*75mm
Driver Remote led driver
h(m) d(cm) Em  Emax i h(m) d(cm) Em  Emax
“J1.00 3657 3459 9796 ‘]1.00 39.03 4187 1015
2.00 73.14  86.48 244.9 2.00 78.05  104.7 253.7
3000K 3.00 109.70 38.43 108.8 3000K 3.00 117.08 46.52 112.8
600Im °14.00 146.27 21.62 61.22 547Im °4.00 156.11 26.17 63.43
5.00 182.84 13.84 39.18 5.00 195.13 16.75 40.59
24° 50°
3 h(m) d(cm) Em  Emax n h(m) d(cm) Em  Emax
\ "J1.00 3890 372.3 1016 60" 60 |1.00 5846  406.5 808.2
2.00 77.80 93.07 254.1 2.00 116.91 101.6 202.1
3000K | /> . |3.00 11670 4136 112.9 3000K | /> (|3:00 17537 4517 8981
567Im |~ 4.00 155.60 23.27 63.51 508Im [ 30°414.00 233.83 25.41 50.52
5.00 194.50 14.89 40.65 5.00 292.28 16.26 32.33
30°
3 h(m) d(ecm) Em Emax
60 80°N1.00 41.62 392.2  975.5
2.00 83.25  98.06 243.9
3000k 3.00 124.87 43.58 108.4
533Im | 2%~/ 2g00] 3°"|4.00 166.50 24.52 60.97
o 5.00 208.12 15.69 39.02
25| |es || CE
n B
W W ASD1080ASL-12
75*75
LED Power 12W
-
= LED Current : DC 330mA
8 CCT : 2700K/3000K /4000K
1 Unit. Beam Angle : 15°/24°/30°/38°/50°
108.00 nit: mm .
Color White/Black
Material Aluminum
Cut-out 75*75mm
Driver Remote led driver
15° 38°
2 d(cm) Em  Emax s h(m) d(cm) Em  Emax
26.15 4379 689.4 71.00 4530  448.8 1159
5230 109.5 1723 2.00 90.60  112.2 289.8
' ) ) 3.00 135.90 49.87 128.8
3000K igf; gg‘gg Zg‘gg 3000K | /- 5 \_[4.00 181.20 28.05 72.44
835Im ) ' ’ 776Im 226.50 17.95 46.36
130.74 17.52 27.57 : : :
. d(cm) Em  Emax 50° d(cm) Em  Emax
35.91 4123 8514 63.34  468.0 1088
71.82 103.1 212.9 126.68 117.0 272.0
190.02 52.00 120.9
3000k 12;;2 2?3; ?2'33 3000k | / 253.36  29.25 67.99
798Im ' i ) 725Im 316.70 18.72 43.52
179.55 16.49 34.06 . . .
30° d(cm) Em Emax
43.75  446.5 1090
87.50  111.6 272.5
3000K 131.25 49.61 121.1
7a21m 75.01 27.90 68.12
218.76  17.86 43.59

108.00

Y s —

126.00

Unit: mm

ASD1080ASL-15

LED Power
LED Current :
CCT :
Beam Angle :
Color
Material
Cut-out
Driver

15W

DC 400mA

2700K / 3000K / 4000K
15°/24°/30°/ 38°/ 50°
White/Black

Aluminum

75*75mm

Remote led driver

15° 38°
2 h(m) d(cm) Em Emax o d(cm)  Em Emax
1.00 31.26  540.6 949.6 44.42 537.3 1428
2.00 62.52 1351 237.5 88.44 134.3 357.0
3000K 3.00 93.78  60.06 105.5 3000K 132.65 59.70 158.7
10511m*3, 400 125.05 33.79 59.37 982Im 176.87 33.58 89.25
5.00 156.31 21.62 38.00 221.09 21.49 57.12
24° 50°
3 h(m) d(cm) Em Emax a d(em)  Em Emax
1.00 37.79  554.5 1268 64.10 580.0 1398
2.00 7558  138.6 317.0 128.20 145.0 349.4
3000K 3.00 113.36 61.61 140.9 3000K 192.29 64.45 ;5552
1035Im* 4.00 151.15 34.66 79.25 916Im 256.39 36.25 87.
5.00 188.94 22.18 50.72 320.49 23.20 55.91
30°
2 h(m) d(cm) Em  Emax
€'y 1.00 44.42 5629 1503
2.00 88.84  140.7 375.7
3000K 3.00 13326 62.55 167.0
1003Im*% 3041 4.00 177.68 35.18 93.93
5.00 222.09 22.52 60.12

£ || pes|| CE

35,000n
50,000h

ASD1080ASL-18

75*75
o LED Power 18W
o
< LED Current : DC 500mA
o
— CCT : 2700K/3000K /4000K
Unit: mm Beam Angle : 15°/24°/30°/38°/50°
108.00 ’ .
Color White/Black
Material Aluminum
Cut-out 75*75mm
Driver Remote led driver
15° 38°
o h(m) d(cm) Em Emax 3 d(cm)  Em Emax
\ "] 1.00 31.26 639.5 1190 46.73 658.5 1746
2.00 62.53 159.5 297.5 93.47 164.6 436.6
3000K | /> 3.00 93.79 71.05 132.2 3000K |/ 140.20 73.17 194.0
12421m| 4.00 125.05 39.97 74.37 1176lm 186.93 41.16 109.1
5.00 156.31 25.58 47.60 233.66 26.34 69.85
24° 50°
3 h(m) d(cm) Em  Emax 3 d(cm) Em  Emax
1.00 39.00 649.5 1529 61.39 675.7 1603
) 2.00 78.00 162.4 382.4 I 122.77 168.9 400.7
3000K | /> 3.00 117.00 72.17 169.9 3000K | /> 184.16 75.08 178.1
1183Im[ 4.00 156.00 40.59 95.59 1076Im 245.54 42.23 100.2
5.00 195.00 25.98 61.18 306.93 27.03 64.11
30°
a h(m) d(cm) Em Emax
1.00 44.67 649.0 1655
2.00 89.33 162.2 413.8
3000K 3.00 134.00 72.11 183.9
11331m%% 4.00 178.67 40.56 103.4
5.00 223.33 25.96 66.21
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ASTRA ASTRA

Smart Smart
ASTRA dimming & CCT dimming driver

Regular triac dimmable driver

IP54

DIE-CASTING HEAT-SINK
TRIAC DIMMABLE OPTIONAL

Triac dimmer

Sync dimming & CCT dimming luminaires

ccT i

2000K 2400K 2700K 3000K
Brightness o 40% 70% 100%
Spring Installation Brightness and CCT sync change when adjust dimmer

ASTRA dimming & CCT dimming driver

Triac dimmer

Sync dimming & CCT dimming luminaires

Switch : Switch to a different color

Blade Installation znox_ Knob : Continuously adjusting brightness
3000K( .
4000K L’LA 100%
6000K Continuous adjustable brightness

from 1%-100%
¢ Mini type for limited ceiling distance application.
# Die-casting aluminum heastink and trim for better heat dissipation.

¢ Fixed, adjustable,spring installation,blade installation optional.
¢ |P54 rating as standard.

Cool color: refreshing, cool scene Warm color: warm, positive scene
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ASTRA

Smart

FIXED CEILING LIGHT

ASD3060F-7

Sirn

ASD3080F-12

i

| 75

Smart

£@8
AN

IP54

R

@ 35,0000
855 | | 50,000h

A

ASTRA

iy

Unit: mm

36°

A h(m) d(cm) Em Emax
1.00 54.25 1317 2111

2.00 108.51 329.1 527.8

3000K > \ | 3.00 162.76 146.3 234.6
665Im [ 4.00 217.02 82.28 132.0
5.00 271.27  52.66  84.45

ASD3060F-7

LED Power
LED Current :
CCT :
Beam Angle :
Color
Material
Cut-out
Driver

™™

DC 200mA

2700K / 3000K / 4000K
36°

White/Black

Aluminum

®62mm

Remote led driver

35,000h
50,000h | |

ASD3080F-12

! LED Power 12W
57
| LED Current : DC 250mA
78 CCT : 2700K/ 3000K / 4000K
®90 ) Beam Angle : 15°/24°/36°/60°
Unit: mm
Color White/Black
Material Aluminum
Cut-out ®80mm
Driver Remote led driver
15°
- h(m) d(cm) Em Emax h(m) d(cm) Em Emax
°]1.00 2516 4884 6954 ‘J1.00 6246 1737 2515
2.00 5032 1221 1738 2.00 1249 4341 628.8
3000K 3.00 75.49  542.7 772.6 3.00 187.37 192.9 279.4
786Im 10 4.00 100.65 305.2 4346 44,00 249.83 108.5 157.2
5.00 125.81 195.4 278.1 5.00 312.29 69.46  100.6
24° 60°
- h(m) d(cm) Em Emax - h(m) d(cm) Em Emax
<] 1.00 4252 3137 4843 -60" 60°|1.00 109.77 758.5 1184
2.00 85.04 7843 1211 2.00 219.53 189.6 296.0
3000k 3.00 127.55 348.6 538.1 3000K 3.00 329.30 84.27 1315
887Im <30 “» 4.00 170.07 196.1 302.7 976Im &30 30°- 4.00 439.06 47.40 73.99
5.00 212,59 1255 193.7 0 5.00 548.83 30.34 47.36

| 76



ASTRA

Smart

ADJUSTABLE CEILING LIGHT

ASD3075A-7

Sif

ASD3095A-12

i

| 77

Smart

£@8
AN

IP54

el

@ 35,0000
8555 | | 50,000h

A

ASTRA

I

Unit: mm

36°
o

3000K

599Im |3,

h(m) d(cm) Em

'J1.00 54.20 2289
2.00 108.40 572.2
3.00 162.59 254.3
°44.00 216.79  143.1
5.00 270.99 91.56

Emax

3674

918.5
408.2
229.6
147.0

ASD3075A-7

LED Power : 7W
LED Current : DC 200mA

CCT : 2700K/ 3000K / 4000K
Beam angle : 36°

Color . White/Black

Material ' Aluminum

Cut-out : O75mm

Driver :  Remote led driver

IP54

Jie]®

35,000h
50,000h | |

L e

ASD3095A-12

LED Power : 12W
LED Current : DC 250mA

CCT 1 2700K / 3000K / 4000K
104 Unit: mm Beam angle : 15°/24°/36°
Color : White/Black
Material * Aluminum
Cut-out : ®95mm
Driver * Remote led driver
15° 36°
5 h(m) d(cm) Em Emax 5 h(m) d(cm) Em Emax
1.00 34.57 4782 7127 1.00 57.79 2339 3754
2.00 69.14 1195 1782 2.00 315.59 584.8 938.
3000K ) 3.00 103.71 531.1 791.9 3000K § 3.00 173.38 259.9 417.
730Im | 4.00 138.27 298.9 4454 865Im | 4.00 231.17 146.2 234.
5.00 172.84 191.3 285.1 5.00 288.97 93.56 150.
24° 60°
o h(m) d(cm) Em Emax o h(m) d(ecm) Em Emax
1.00 51.75 2594 4174 1.00 65.92 2049 3201
2.00 103.50 648.5 1043 2.00 131.85 512.2 800.
3000K 3.00 155.25 288.2 463.7 3000K [30° 3.00 197.77 227.6  355.
830Im | . 4.00 207.00 162.1 260.9 895Im 4.00 263.69 128.0 200.
5.00 258.75 103.8 166.9 5.00 329.62 81.95 128.
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ASTRA ASTRA

Aurora Aurora

DOWN LIGHT
Born from lighting design

Round Trim Round Trimless Square Trim Square Trimless
Easy to change module No damage to the ceilin
y 9 9 g E01 E02 E03 s G w B
— H
B PN N M &8
T Silver Golden White Black
@ Honeycomb Louver  Spread Lens Diffusion Lens

(
[0
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ASTRA

Aurora

IP54

Interchangeable round or square front cover,
available in white ~black combinations.
These covers are characterized by a slender trim, or trimless.

o Wre, »
Round Trim Round Trimless Square Trim Square Trimless

F 1 T - 1

Dark light reflector.

e
n

Different Modules
and Reflectors Trim ordered separatetly

SIZE LINEUP

LI

@ @125 @105 B35

[Beam Angle] M Extra Narrow FINarrow F{Medium FYWide FV\Extrawide

ASTRA

Aurora

“Aurora” offers infinite possibilities in spitial lighting
Compact downlights are widely used to expose ceiling neat and tidy.

With an 85 mm dia, a slender configuration can cover a spicious ambience.
Flexibility meets elegance, easy to maintain.
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ASTRA

Aurora

LINE UP

85X 85 105X 105 125X 125

Optical cool for 600(m 800(m 1000lm

Wide range of lensesand
guaranteeing uniform lumination

.
| =

e O T T T T T
—> Interchangeable round or square frant cover,

~ available in white, black combinations.
These covers are characterized by

BT LHTTTFIRTITHT [

a slender trim, or trimless.
Dark light reflector
Optlcs
bt 3 & w26 Wwemo) 2R
-I‘.L_
I‘ 'I|
.
,_l.‘;: |
vll-lllr
16° ar %
24k 8l ™k
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ASTRA

Aurora

V~AC |aweont
v
220-240v |45

O]

Dimmable
¥,
> -

J

IP54 Lok —

122

@93

ASD5085A

Power Beam CCT Flux CRI Color Drive AI

8w 8°/15°/24°/36° 2700K 420lm RA>90 BK/WH 200mA
8°/15°/24°/36° 3000K 433lm RA>90 BK/WH 200mA
8°/15°/24°[36° 4000K 465lm RA>90 BK/WH 200mA
15W 8°/15°/24°/36° 2700K 673lm RA>90 BK/WH 350mA
8°/15°/24°/36° 3000K 699lm RA>90 BK/WH 350mA
8°/15°/24°/36° 4000K 748lm RA>90 BK/WH 350mA
IRLIA
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra%0

himl Ellx] Emax Dim)
1 1874 2716 ©0.43
2 468 679 0087
3 28 301 01.30
46 17 169 o017

Lumen output: 650Lm wattage: 1SW
Efficacy: 43lm/W

Acceeedfies

him) Elx) Emax Dim)
1 1909 2635 ©0.47
2 477 658 ©0.95
3 212 292 o142
46 19 16 ®1.90

Efficacy: 471myW
Lumen output: 499Im wattage: 15W

himl Elx) Emax Dim)
1 1640 2185 ©0.63
2 410 566 ©1.26
3 182 22 .92
4 102 136 @253

Efficacy: S6lmMW
Lumen putput: 816lm wattage: 15W

E01 E02
Honeycomb Louver Spread Lens

| 85

EO3

s

Diffusion Lens

Silver

G w
m o
¢

Golden White

Black

Aurora

ASTRA

V~AC  |Paretut| 3654 x; | Dwmmatts ?Z;‘:ﬁ
220240V |36 O ’ J A IP54 — 85—
N
N
Al
) I3
i —
283

8w 8°/15°/24°/36° 2700K 420lm RA>90 BK/WH 200mA
8°/15°/24°/36° 3000K 433lm RA>90 BK/WH 200mA
8°/15°/24°/36° 4000K 465lm RA>90 BK/WH 200mA
15W 8°/15°/24°/36° 2700K 673lm RA>90 BK/WH 350mA
8°/15°/24°/36° 3000K 699lm RA>90 BK/WH 350mA
8°/15°/24°/36° 4000K 748lm RA>90 BK/WH 350mA
>
IR LTA
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra%0

him) E(lx) Emax Dim)
1 1874 2716 @0.43
468 679 ©0.87
208 301  01.30
17 169 o17%

Efficacy: 43lm/MW
Lumen putput: 650lm wattage: 15W

S o wN

Acceeegries

him) Elx) Emax Dim]
1 1909 2635 ®0.47
2 477 658 ©0.95
3 212 292 o1.42
& 119 166 0190

Efficacy: 47lrvW
Lumen output: 6§99Im wattage: 15SW

him) E(x) Emax Dim]
1 1640 2185 ©D.63
2 410 546 ©1.26
3 182 242 0192
4 102 136 253

Efficacy: S4lm/W
Lumen putput- 816Im wattage: 15SW

E01 E02
Honeycomb Louver Spread Lens

EOQ3 s
g |V
Diffusion Lens Silver

G w
a1 a
Golden White

Black
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ASTRA ASTRA

Aurora

30° Dimmable 30° Dimmable

V~AC SlareCut] 357 . V~AC SlareCut) 3557 .
220-240V | 45° O 4] AT IP54 220-240V | 45° O «j :"4 IP54
ﬁ N
-~ -~
8W 8°/15°/24°/36° 2700K 420lm RA>90 BK/WH 200mA 8W 8°/15°/24°/36° 2700K 420lm RA>90 BK/WH 200mA
8°/15°/24°/36° 3000K 433lm RA>90 BK/WH 200mA 8°/15°/24°/36° 3000K 433lm RA>90 BK/WH 200mA
8°/15°/24°/36° 4000K 465lm RA>90 BK/WH 200mA 8°/15°/24°/36° 4000K 465lm RA>90 BK/WH 200mA
15W 8°/15°/24°/36° 2700K 673lm RA>90 BK/WH 350mA 15W 8°/15°/24°/36° 2700K 673lm RA>90 BK/WH 350mA
8°/15°/24°/36° 3000K 699lm RA>90 BK/WH 350mA 8°/15°/24°/36° 3000K 699Ilm RA>90 BK/WH 350mA
8°/15°/24°/36° 4000K 748lm RA>90 BK/WH 350mA 8°/15°/24°/36° 4000K 748lm RA>90 BK/WH 350mA
15°/3000K/Ra%0 24°/3000K/Ra90 36°/3000K/Ra%0 15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90
h(m] E(lx) Emax D(m) him) E(lx) Emax D(m) him) E(lx) Emax D(m) him) E(lx) Emax D(m) him) E(lx) Emax D(m) h(m] E(lx) Emax D(m)
1874 2716 ©0.43 1909 2635 ©0.47 1640 2185 ©0.63 1874 2716 ©0.43 1909 2635 ®0.47 1640 2185 ©0.63
2 468 679  ©0.87 2 477 658  ©0.95 2 410 546 01.26 2 468 679  ©0.87 2 477 658  ®0.95 2 410 546 ©1.26
3 208 301 ®1.30 3 212 292 01.42 3 182 242 0192 3 208 301 01.30 3 212 292 O1.42 3 182 242 0192
4 M7 169 01.74 4 119 164 ©1.90 4 102 136 ©2.53 4 117 169 01.74 4 119 164 ©1.90 4 102 136 0253
Efficacy: 43lm/W Efficacy: 47lm/W Efficacy: 54lm/W Efficacy: 43lm/W Efficacy: 47lm/W Efficacy: 54lm/W
Lumen output 650(m wattage: 15W Lumen output: 699lm wattage: 15W “Lumen output:8T46lm wattage: 1T5W “Lumen output: 650lm wattage: 1T5W Lumen output: 699Im wattage: 15W Lumen output: 816lm wattage 15W
[Acceeefrles | [Acceeefries
EO1 E02 EO03 [ G w B EO1 E02 EO03 s G w B
—— > ——
P =\ =3 — = P = = — =
Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black
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ASTRA ASTRA

Aurora Aurora

Dimmable

30 | Dimmable

V~AC GlareCut | 365 V~AC Elatcm‘ 355 ° | w0
220-260v |75 O ‘ J :"4 |P54 @105 220-240V ‘1.5"'\' O J :"4 - @105 —
T AT |
I
|’_"EJ il | ||i
| ﬁJJ | g LIl
g |___[_|L__._| -
al ; ls ;
SN | |
y - 2103
115
Power Beam CCT Flux CRI Color Dni ve Power Beam CCT Flux CRI Color Drive
20W 15°/24°/36° 2700K 1080lm RA>90 BK/WH 500mA 20w 15°/24°/36° 2700K 1080lm RA>90 BK/WH 500mA
15°/24°/36° 3000K 1124lm RA>90 BK/WH 500mA 15°/24°/36° 3000K 1124lm RA>90 BK/WH 500mA
15°/24°/36° 4000K 1143lm RA>90 BK/WH 500mA 15°/24°/36° 4000K 1143lm RA>90 BK/WH 500mA
25W 15°/24°/36° 2700K 1264lm RA>90 BK/WH 550mA 25W 15°/24°/36° 2700K 1264lm RA>90 BK/WH 550mA
15°/24°/36° 3000K 1315lm RA>90 BK/WH 550mA 15°/24°/36° 3000K 1315lm RA>90 BK/WH 550mA
15°/24°/36° 4000K 1336lm RA>90 BK/WH 550mA 15°/24°/36° 4000K 1336lm RA>90 BK/WH 550mA
nnmn nmnnn
15°/3000K/Ra90 24°/3000K/Ra%0 36°/3000K/Ra90 15°/3000K/Ra90 24°/3000K/Ra%0 36°/3000K/Ra90
h(m) Ellx) Emax  D(m) him) Ellx) Emax D(m) h(m) E(lx) Emax D(m) h(m) Ellx) Emax  D(m) h(m) Ellx) Emax D(m) h(m) Ellx) Emax D(m)
1 4873 7242 ©0.30 1 4039 5919 ©0.41 1 2707 3975 ©0.58 1 4873 7242 ©0.30 1 4039 5919 ©0.41 1 2707 3975 ©0.58
2 1218 1810 @0.61 2 1009 1479 ©0.82 2 676 993 ©1.16 2 1218 1810 @0.61 2 1009 1479 ©0.82 2 676 993 ©1.16
3 541 804 ©0.92 3 448 657 ©1.23 3 300 441 O1.75 3 541 804 ©0.92 3 448 657 ©1.23 3 300 441 0175
4 304 452 01.23 4 252 349 ©1.65 4 169 248  ©02.33 4 304 452 01.23 4 252 369 01.65 4 169 248 ©2.33
Efficacy: 48lm/W Efficacy: 52.6lm/W Efficacy: 50lm/W Efficacy 48lm/W Efficacy 52 6lm/W Efficacy: 50lm/W

Lumen output: 1198lm wattage: 25W

Acceeegries

Lumen output ;1315lm wattage 25W

Lumen output: 1248lm wattage: 25W

EO1 E02

Honeycomb Louver Spread Lens

| 89

EO03 s

Diffusion Lens Silver

Gol

den White

Black

Lumen output: 1198lm wattage: 25W

Acceeegries

Lumen output: 1315lm wattage: 25W

Lumen output: 1248lm wattage: 25W

EO1

Honeycomb Louver

E02

Spread Lens

EO03 [3
E 3
| F =
Diffusion Lens Silver

Golden

White



ASTRA ASTRA

Aurora

V"‘AC Glatci( 355 ° :m: pimmable m V,_AC Sagﬂ:f 355 °, 30: Dimmable
220-240V ‘ 45° O «j :"4 |P54 220-240V | 45° O J :"4 IP54
To]
2 3
115X 115 103 X 103
20W 15°/24°/36° 2700K 1080lm RA>90 BK/WH 500mA 20W 15°/24°/36° 2700K 1080lm RA>90 BK/WH 500mA
15°/24°/36° 3000K 1124lm RA>90 BK/WH 500mA 15°/24°/36° 3000K 1124lm RA>90 BK/WH 500mA
15°/24°/36° 4000K 1143lm RA>90 BK/WH 500mA 15°/24°/36° 4000K 1143lm RA>90 BK/WH 500mA
25W 15°/24°/36° 2700K 1264lm RA>90 BK/WH 550mA 25W 15°/24°/36° 2700K 1264lm RA>90 BK/WH 550mA
15°/24°/36° 3000K 1315lm RA>90 BK/WH 550mA 15°/24°/36° 3000K 1315lm RA>90 BK/WH 550mA
15°/24°/36° 4000K 1336lm RA>90 BK/WH 550mA 15°/24°/36° 4000K 1336lm RA>90 BK/WH 550mA
15°/3000K/Ra90 24°/3000K/Ra%0 36°/3000K/Ra%0 15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra%0
him) E(lx) Emax D(m) him) E(lx) Emax D(m) h(m) Ellx) Emax D(m) him) Ellx) Emax D(m) him) E(lx) Emax D(m) h(m) Ellx) Emax D(m)
4873 7242  ©0.30 4039 5919 ©0.41 2707 3975 ®0.58 4873 7242  ©0.30 4039 5919 ©0.41 2707 3975 ©0.58
2 1218 1810 ®0.61 2 1009 1479 ©0.82 2 676 993  ©1.16 2 1218 1810 @0.61 2 1009 1479 ©0.82 2 676 993  ©1.16
3 541 804 ©0.92 3 448 657 ©1.23 3 300 441 O©1.75 3 541 804 ©0.92 3 448 657 ©1.23 3 300 441 O©1.75
4 304 452 01.23 4 252 369 ©1.65 4 169 248 ©2.33 4 304 452 ®1.23 4 252 369 ©1.65 4 169 248 ©2.33
Efficacy: 48lm/W Efficacy: 52.6lm/W Efficacy: 50lm/W Efficacy: 48lm/W Efficacy: 52.6lm/W Efficacy: 50lm/W
Lumen output: 1198lm wattage: 25W Lumen output: 1315lm wattage: 25W Lumen output: 1248lm wattage: 25W Lumen output: 1198lm wattage: 25W Lumen output: 1315lm wattage: 25W Lumen output: 1248lm wattage: 25W
Acceeefrles [Acceeefries |
EO1 EO02 EO3 s G w B EO1 E02 EO3 [ G w B
- ra— PN ——
o = = = = L = = = =
Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black
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ASTRA ASTRA

Aurora Aurora

VA |om| || B9 (IPBA) . Dot s | piea =~ [N " &2 (IE54 T
; HT—;]F [F
| Wh | =
R LS & |
" = Eils: |
| JE_ i, W —
— ] <« v 2123
ASD5125A ASD5125AL
Power Beam CCT Flux CRI Color Driye Power Beam CCT Flux CRI Color Drive |
30w 15°/24°/36° 2700K 1514lm RA>90 BK/WH 700mA 30w 15°/24°/36° 2700K 1514lm RA>90 BK/WH 700mA
15°/24°/36° 3000K 1577lm RA>90 BK/WH 700mA 15°/24°/36° 3000K 1577lm RA>90 BK/WH 700mA
15°/24°/36° 4000K 1602lm RA>90 BK/WH 700mA 15°/24°/36° 4000K 1602lm RA>90 BK/WH 700mA
40W 15°/24°/36° 2700K 2193lm RA>90 BK/WH 1050mA 40W 15°/24°/36° 2700K 2193lm RA>90 BK/WH 1050mA
15°/24°/36° 3000K 2279lm RA>90 BK/WH 1050mA 15°/24°/36° 3000K 2279lm RA>90 BK/WH 1050mA
15°/24°/36° 4000K 2315lm RA>90 BK/WH 1050mA 15°/24°/36° 4000K 2315lm RA>90 BK/WH 1050mA
nnmn nnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra%0 15°/3000K/Ra90 24°/3000K/Ra%0 36°/3000K/Ra90

h(m) Ellx) Emax D(m)
7556 10945 ©0.37
1889 2736 ©0.74
839 1216 O1.16

s N S

472 684 ©1.48

Efficacy: 63lm/W
Lumen output: 2512lm wattage: 40W

Acceeegries

h(m) Ellx) Emax D(m)
1 6027 8932 ©0.40
2 1506 2233 ©0.81
3 669 992 01.21
4 376 558 O1.64

Efficacy:57lm/W
Lumen output ;2279lm wattage 40W

him) Ellx) Emax D(m)
1 4048 6069 ®0.58
2 1013 1517 O©1.67
3 449 674 O1T5
4 253 379 0233

Efficacy: 55lm/W
Lumen output: 2215lm wattage: 40W

him) Ellx) Emax D(m)
1 7556 10945 ©0.37
2 1889 2736 ®0.74
3 839 1216 ®1.16
4 472 684 ©1.48

Efficacy: 63lm/W
Lumen output: 2512lm wattage: 40W

Acceeegries

h(m) Ellx) Emax D(m)
1 6027 8932 ©0.40
2 1506 2233 ®©0.81
3 669 992 01.21
4 376 558 O1.64

Efficacy:57lm/W
Lumen output: 2279lm wattage 40W

h(m) E(lx) Emax D(m)
1 4048 6069 ©0.58
2 1013 1517 ©1.67
3 449 674 O1T5
4 253 379 0233

Efficacy: 55lm/W
Lumen output :2215lm wattage: 40W

EO1 E02 E03 S G W B EO1 E02 E03 S G W B
- M M T 8 - - -~ &
I. L =) TE
Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black
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ASTRA

Aurora

Glare Cut

30-

Dimmable

~ 355 °
o O | | 2. IPS4 125*125
o
=
135 X135
30w 15°/24°/36° 2700K 1514lm RA>90 BK/WH 700mA
15°/24°/36° 3000K 1577Im RA>90 BK/WH 700mA
15°/24°/36° 4000K 1602lm RA>90 BK/WH 700mA
4LOW 15°/24°/36° 2700K 2193lm RA>90 BK/WH 1050mA
15°/24°/36° 3000K 2279lm RA>90 BK/WH 1050mA
15°/24°/36° 4000K 2315lm RA>90 BK/WH 1050mA
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90
him) Ellx) Emax D(m) him) E(lx) Emax D(m) h(m) Ellx) Emax D(m)
7556 10945 ©0.37 6027 8932 ©0.40 1 4048 6069 ©0.58
2 1889 2736 ©0.74 2 1506 2233 ©0.81 2 1013 1517 @1.67
3 839 1216 ©1.16 3 669 992 01.21 3 449 674 O175
4 472 684 @1.48 4 376 558 O1.64 4 253 379 0233
Efficacy: 63lm/W Efficacy:57lm/W Efficacy: 55lm/W
Lumen output: 2512lm wattage 40W Lumen output 2279lm wattage:40W Lumen output: 2215lm wattage 40W
Acceeefries
EO1 EO02 EO03 S G w B
> . =
P =< /= = =
Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black
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Dimmable

Aurora

ASTRA

V~AC GjlereCu( 355 ° N
220-240V | 45° - O J AT IP54
o
~
123 X 123
30w 15°/24°/36° 2700K 1514lm RA>90 BK/WH 700mA
15°/24°/36° 3000K 1577Im RA>90 BK/WH 700mA
15°/24°/36° 4000K 1602lm RA>90 BK/WH 700mA
4LOW 15°/24°/36° 2700K 2193lm RA>90 BK/WH 1050mA
15°/24°/36° 3000K 2279lm RA>90 BK/WH 1050mA
15°/24°/36° 4000K 2315lm RA>90 BK/WH 1050mA
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90
him) E(lx) Emax D(m) him) E(lx) Emax D(m) him) E(lx) Emax D(m)
7556 10945 ©0.37 6027 8932 ©0.40 1 4048 6069 ©0.58
2 1889 2736 ©0.74 2 1506 2233 ©0.81 2 1013 1517 ©1.67
3 839 1216 ©1.16 3 669 992 O01.21 3 449 674  O175
4 472 684 ®1.48 4 376 558 O1.64 4 253 379 0233
Efficacy 63lm/W Efficacy 57lm/W Efficacy: 55lm/W
Lumen output: 2512lm wattage: 40W Lumen output 2279lm wattage:40W Lumen output: 2215lm wattage: 40W
il
b
EO1 EO02 EO03 [ G w B
A . ——
- = = = =
Honeycomb Louver Spread Lens Diffusion Lens Silver Golden White Black
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ASTRA

|97

Aurora

V~AC
220 240V

Glare Cut
P
45

® | U

AV,
|

-

Aurora

ASTRA

ASD5050F

6W 15°/24°/36° 2700K 389lm RA>90 BK/WH 150mA
15°/24°/36° 3000K 404m RA>90 BK/WH 150mA
15°/24°/36° 4000K 410lm RA>90 BK/WH 150mA
8W 15°/24°/36° 2700K 420lm RA>90 BK/WH 200mA
15°/24°/36° 3000K 433lm RA>90 BK/WH 200mA
15°/24°/36° 4000K 465lm RA>90 BK/WH 200mA
o
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90

him) E(lx) Emax D(m)
1 3439 4703 ®0.62
2 859 1175 ©0.32
3 382 522 00.48
4 214 293 00.64

Efficacy: 26lm/W
Lumen output: 215lm wattage: 8W

Acceeeories

him) E(lx) Emax D(m)
1 1164 1704 ©0.43
2 291 426 ©0.87
3 129 189  01.30
4 72 106 01.74

Efficacy: 50lm/W
Lumen output: 400lm wattage: 8W

him) E(lx) Emax D(m)
1 1197 1670 ©0.47
2 299 417 ©0.95
3 133 185 O1.42
4 74 104 01.89

Efficacy: 54lm/W
Lumen output: 433lm wattage: 8W

EO1 E02
Honeycomb Louver Spread Lens

EO3

Diffusion Lens
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ASTRA

Aurora

Glare Cut

45°

V~AC

220-240V

30°

7

Dimmable
AV,
- -

IP54

0 %— B0 — 77

107

Aurora

bt 14
- 4 >

V~AC

220-240V

Glare Cut
45

klud

v

immable j
5 P e S -

128

ASD5050C

6W 15°/24°/36° 2700K 389lm RA>90 BK/WH 150mA
15°/24°/36° 3000K 404m RA>90 BK/WH 150mA
15°/24°/36° 4000K 410lm RA>90 BK/WH 150mA
8w 15°/24°/36° 2700K 420lm RA>90 BK/WH 200mA
15°/24°/36° 3000K 433lm RA>90 BK/WH 200mA
15°/24°/36° 4000K 465Im RA>90 BK/WH 200mA
mnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90

him) E(lx) Emax D(m)
1 3439 4703 ©0.62
2 859 1175 ©0.32
3 382 522 00.48
4 214 293 0©0.64

Efficacy: 26lm/W
Lumen output: 215lm wattage: 8W

Acceeedries

h(m) E(lx) Emax D(m)
1 1164 1704 ©0.43
291 426 ©0.87
129 189  ©1.30
72 106 ©1.74

N owN

Efficacy: 50lm/W

Lumen output: 400lm wattage: 8W

him) E(lx) Emax D(m)
1 1197 1670 ©0.47
299 417 ©0.95
133 185  O1.42
74 104 ©1.89

N owN

Efficacy: 54lm/W
Lumen output: 433lm wattage: 8W

EO1 E02

Honeycomb Louver Spread Lens
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EO3

Diffusion Lens

6W 15°/24°/36° 2700K 389lm RA>90 BK/WH 150mA
15°/24°/36° 3000K 404m RA>90 BK/WH 150mA
15°/24°/36° 4000K 410lm RA>90 BK/WH 150mA
8W 15°/24°/36° 2700K 420lm RA>90 BK/WH 200mA
15°/24°/36° 3000K 433lm RA>90 BK/WH 200mA
15°/24°/36° 4000K 465lm RA>90 BK/WH 200mA
nmnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90

him) E(lx) Emax D(m)
1 3439 4703 ©0.62
2 859 1175 ©0.32
3 382 522 0.8
4 214 293 00.64

Efficacy: 26lm/W
Lumen output: 215lm wattage: 8W

h(m) E(lx) Emax D(m)
1 1164 1704 ©0.43
291 426  ©0.87
129 189  ©1.30
72 106  ©1.74

N~ woN

Efficacy: 50lm/W

Lumen output: 400lm wattage: 8W

h(m) E(lx) Emax D(m)
1 1197 1670 ©0.47
299 417  ©0.95
133 185  ®1.42
74 1046  ©1.89

s~ owN

Efficacy: 54lm/W
Lumen output: 433lm wattage: 8W

EO1 EO02

Honeycomb Louver Spread Lens

EO3

Diffusion Lens
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ASTRA

Elegance

ASTRA

Elegance

SIZE LINEUP

| |
| [
|_i|

=)

[Beam Angle] MBExtra Narrow FINarrow FUMedium FYWide FYExtra wide
[CCT] O5000K O4000K O3500K O3000K ©2700K

| 101

V~AC
220-240V

Glare Cut
—

45°

355 °
)

Dimmable

J A

— 285 -

=
]
/r\u ’

ASD6085F

8w 15°/24°/36°/60° 2700K 592lm RA>90 BK/WH 200mA
15°/24°/36°/60° 3000K 613lm RA>90 BK/WH 200mA
15°/24°/36°/60° 4000K 625lm RA>90 BK/WH 200mA
15W 15°/24°/36°/60° 2700K 976lm RA>90 BK/WH 350mA
15°/24°/36°/60° 3000K 1012lm RA>90 BK/WH 350mA
15°/24°/36°/60° 4000K 1030lm RA>90 BK/WH 350mA
nnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90
h(m) E(lx) Emax D(m) h(m) Ellx] Emax D(m)

h(m) Ellx) Emax D(m)
1 3859 5756 ©0.30
2 964 1439 ©0.60
3 428 639 ©0.90
4 241 359 01.20

Efficacy:64lm/W
Lumen output:965lm wattage:15W

3616 5251 ©0.36
904 1312 ©0.72
401 583 ©1.08
226 328 O1.44

SN -

Efficacy:67lm/W
Lumen output:1012lm wattage:15W

o

2284 3302 ©0.61
571 825 01.22
253 366 ©1.83
142 206 ©2.45

Efficacy:73lm/W

Lumen output:1102lm wattage:15W

EO1 EO02 EO3
Honeycomb Louver Spread Lens Diffusion Lens
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ASTRA ASTRA

Elegance Elegance

Dimmable

V~AC Eare Cut | 365 % %. Dimmable V~AC Sare Cut| 365 30°
220-240V 45° O ‘ QJ :"4 I P20 220-240V 45° O (j :VC l P20
AL
&
350°
Power Beam CCT Flux CRI Color Drive
20W 15°/24°/36°/60° 3000K 1396lm RA>90 BK/WH 500mA 30w 15°/24°/36°/60° 3000K 2193lm RA>90 BK/WH 700mA
15°/24°/36°/60° 3500K 1415lm RA>90 BK/WH 500mA 15°/24°/36°/60° 3500K 2223lm RA>90 BK/WH 700mA
15°/24°/36°/60° 4000K 1418lm RA>90 BK/WH 500mA 15°/24°/36°/60° 4000K 2228\m RA>90 BK/WH 700mA
25W 15°/24°/36°/60° 3000K 1615lm RA>90 BK/WH 600mA 40W 15°/24°/36°/60° 3000K 3172lm RA>90 BK/WH 1050mA
15°/24°/36°/60° 3500K 1526lm RA>90 BK/WH 600mA 15°/24°/36°/60° 3500K 3218lm RA>90 BK/WH 1050mA
15°/24°/36°/60° 4000K 1641lm RA>90 BK/WH 600mA 15°/24°/36°/60° 4000K 3220lm RA>90 BK/WH 1050mA
AN ANA nmnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90 15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra%0
him) E(x) Emax D(m) h(m) E(x) Emax D(m) h(im) Ellx) Emax D(m) h(m) Ellx) Emax D(m) him) E(lx) Emax D(m) h(m) E(lx) Emax D(m)
1 10081 13901 ©0.22 1 7301 102661 ©0.29 1 3303 4637 ©0.55 1 15781 22195 ®0.29 1 10154 14132 ©0.42 1 5913 8467 ©0.63
2 2520 3457 ©0.45 2 1825 2566 ®0.59 2 825 1159 ©1.11 2 3945 5548 ®©0.58 2 2538 3532 ©0.85 2 1478 2117 ©1.25
3 1120 1544 ©0.69 3 811 1140 ©0.88 3 367 515 ©1.66 3 1753 2466 ©0.88 3 1128 1570 ®1.27 3 657 940 ®1.88
4 630 868 01.96 4 454 641 0118 4 206 289 ©2.20 4 986 1387 01.17 4 634 883 @170 4 369 529 0250
Efficacy:64lm/W Efficacy:64lm/W Efficacy:61lm/W Efficacy:80lm/W Efficacy:79lm/W. Efficacy:75lm/W
Lumen output:3172lm wattage:40W Lumen output:3031lm wattage:40W

Lumen output 1588lm wattage 25W

Lumen output:1615lm wattage:25W

Lumen output 1526lm wattage 25W

EO1 EO02 EO3
Honeycomb Louver Spread Lens Diffusion Lens
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Lumen output:3206lm wattage:40W

EO1 E02

Honeycomb Louver Spread Lens

EO3

Diffusion Lens
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ASTRA

Volca

ASTRA

Volca

Volca Series

Compact size For low ceilings

SIZE LINEUP

NN

[Beam Angle] MlExtra Narrow FUNarrow FUMedium FYWide F\Extrawide
[CCT] O5000K O4000K O3500K O3000K O2700K

| 105

36mm

V~AC SlareCut | 355 ° 30- Dimmable di\
220-260v | 25° O o Av. 1P20 @ 55
63
8W 15°/24°/36°/60° 3000K 560lm RA>90 BK/WH 150mA
15°/24°/36°/60° 3500K 570lm RA>90 BK/WH 150mA
15°/24°/36°/60° 4000K 585lm RA>90 BK/WH 150mA
10W 15°/24°/36°/60° 3000K 636lm RA>90 BK/WH 200mA
15°/24°/36°/60° 3500K 645lm RA>90 BK/WH 200mA
15°/24°/36°/60° 4000K 660lm RA>90 BK/WH 200mA
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra%0
h(m) E(x)] Emax D(m) h(m) E(lx) Emax D(m) h{m) E(lx) Emax D(m)
1 3415 3415 ©0.32 1 2185 3023 ©0.36 1342 1815 ®0.59
2 853 853 ®0.64 2 546 755 ©0.73 2 335 453 .18
3 379 379 ©0.96 3 242 335 ©1.09 3 149 201 ©1.78
4 213 213 ©1.29 4 136 188 ®1.46 4 83 113 ©2.37
Efficacy:83.8lm/W Efficacy:86.7lm/W Efficacy:89.5lm/W
Lumen output:671lm wattage:8W Lumen output 694lm wattage 8W Lumen output:716lm wattage:8W
EO1 E02 EO3
Spread Lens Diffusion Lens
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ASTRA

Volca

Dimmable

V"‘AC E][arp cut 355 ° 30° Dimmable V'-AC Sm cut 285 ° 30°
220-260v | 45° O JIaa P20 T — 85 — 220-240v | 25° O JIATA IP20 i ;05 — T
3 8
N < iewi|
|
793 3115
Power Beam CCT Flux CRI Color Drive Power Beam CCT Flux CRI Color Drive
8W 15°/24°/36°/60° 2700K 592lm RA>90 BK/WH 200mA 20W 15°/24°/36°/60° 3000K 1396lm RA>90 BK/WH 500mA
15°/24°/36°/60° 3000K 613lm RA>90 BK/WH 200mA 15°/24°/36°/60° 3500K 1415lm RA>90 BK/WH 500mA
15°/24°/36°/60° 4000K 625lm RA>90 BK/WH 200mA 15°/24°/36°/60° 4000K 1418lm RA>90 BK/WH 500mA
15W 15°/24°/36°/60° 2700K 976lm RA>90 BK/WH 350mA 25W 15°/24°/36°/60° 3000K 1615lm RA>90 BK/WH 600mA
15°/24°/36°/60° 3000K 1012lm RA>90 BK/WH 350mA 15°/24°/36°/60° 3500K 1526lm RA>90 BK/WH 600mA
15°/24°/36°/60° 4000K 1030lm RA>90 BK/WH 350mA 15°/24°/36°/60° 4000K 1641lm RA>90 BK/WH 600mA
15°/3000K/Rag0 24°/3000K/Ra90 36°/3000K/Rag0 Uil Lt AL AL
him) Ellx) Emax D(m) him) E(lx) Emax D(m) him) Ellx) Emax D(m)
h(m) El(lx)] Emax D(m) h(im) E(lx) Emax D(m) him) Ellx) Emax D(m)
1 10081 13901 ©0.22 1 7301 102661 ©0.29 1 3303 4637 ®0.55
1 3859 5756 ©0.30 1 3616 5251 ©0.36 1 2284 3302 @0.61
2 2520 3457 ©0.45 2 1825 2566 ©0.59 2 825 1159 O1.11
2 964 1439 ©0.60 2 904 1312 ©0.72 2 571 825 ©1.22
3 1120 1544 ©0.69 3 811 1140 ©0.88 3 367 515 @1.66
3 428 639 ©0.90 3 401 583 ©1.08 3 253 366 ©1.83
4 430 868 01.96 4 454 641 ©1.18 4 206 289 ©2.20
4 241 359 ©1.20 4 226 328 O1.44 4 142 206 ©2.45
Efficacy:64lm/W Efficacy:64lm/W Efficacy:61lm/W
Efficacy:64lm/W Efficacy:67lm/W Efficacy:73lm/W Lumen output.1588[m wattage 25W “Lumen output:T615[m wattage:25W “Lumen output:T526Im wattage:25W-

Lumen output:965lm wattage: 15W

Lumen output.1012lm wattage .15W

Lumen output:1102lm wattage .15W

EO1 EO02 EO3 EO1 E02 EO3
Honeycomb Louver Spread Lens Diffusion Lens Honeycomb Louver Spread Lens Diffusion Lens
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ASTRA ASTRA

Shadow Shadow

wRadiator
= S -Ne P

Front ring assembly

Strong convection

Horizontal convection

firm installation
/\x b

1. Fixed and adjustable version optional.

2. Different beam angle, different power,different trim available for various directional lighting Hook des; gn

application. .
[Beam Angle] HlExtra Narrow MINarrow FIMedium F1Wide F\Extrawide No harm to the Cellmg
{CCT] OS000K ©AD00K O3500K O3000K O2700K

| 109 | 110




ASTRA

Shadow

V~AC f}iﬂ 355 °
200-200y  40° O

30°

| AV IPZOQ'},’];

Dimmable

/4—63_8\'5 -~

s /7
9 f\{if
94

2\5;, 350°

Power Beam CCT Flux CRI Color Drive
8W 8°/15°/24°/34° 2700K 592lm RA>90 BK/WH 200mA
8°/15°/24°/34° 3000K 613lm RA>90 BK/WH 200mA
8°/15°/24°/34° 4000K 625lm RA>90 BK/WH 200mA
15W 8°/15°/24°/34° 2700K 976lm RA>90 BK/WH 350mA
8°/15°/24°/34° 3000K 1012lm RA>90 BK/WH 350mA
8°/15°/24°/34° 4000K 1030lm RA>90 BK/WH 350mA

i
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90

him) Ellx) Emax D(m)
1 3859 5756 ©0.30
2 964 1439 ©0.60
3 428 639 ©0.90
4 241 359 01.20

Efficacy:64lm/W
Lumen output:965lm wattage:15W

h(m) E(lx) Emax D(m)
3616 5251 ©0.36
904 1312 ©0.72
401 583 ©1.08
226 328 O1.44

S B N R

Efficacy:67lm/W
Lumen output:1012lm wattage:15W

h(m) Ellx] Emax D(m)
2284 3302 ©0.61
571 825 01.22
253 366 ©1.83
142 206 ©2.45

P

Efficacy:73lm/W

Lumen output:1102lm wattage:15W

EO1 E02

Honeycomb Louver Spread Lens
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EO3

Diffusion Lens

Shadow

V~A C Glare Cut 355 °4 30: Dimmable @
220240V | 40° Q J| av2, 1P20 amm— D 85 — | 7
0
=
¢ @94
254 350°
Power Beam CCT Flux CRI Color Drive |
8W 8°/15°/24°/36° 2700K 400lm RA>90 BK/WH 200mA
8°/15°/24°/36° 3000K 416m RA>90 BK/WH 200mA
8°/15°/24°/36° 4000K 423lm RA>90 BK/WH 200mA
15W 8°/15°/24°/36° 2700K 664lm RA>90 BK/WH 350mA
8°/15°/24°/36° 3000K 690lm RA>90 BK/WH 350mA
8°/15°/24°/36° 4000K 702lm RA>90 BK/WH 350mA
nnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90
h(m) E(lx] Emax D(m) h(m) E(lx)] Emax D(m) h(m) E(lx) Emax D(m)
1 2518 3500 ©0.36 1 2530 3431 ©0.41 1 2073 2687 ©0.57
2 629 875 ©0.72 2 632 857 ©0.82 2 518 671 01.15
3 298 388 01.08 3 281 381 O1.24 3 230 298 O1.73
4 157 218 ®1.45 4 158 214 O©1.64 4 129 167 ©2.31

Efficacy:55lm/W
Lumen output B26lm wattage T5W

Efficacy:43lm/W
Lumen output.690lm wattage.15W

Efficacy:42lm/W
Lumen output:633lm wattage:15W

EO1 EO02 EO3

Honeycomb Louver Spread Lens Diffusion Lens
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'ASTRA

ASTRA

Shadow Shadow

4

Sin

|113

V~AC Glare Cut 355 - a: Dimmable V~AC Ear:ﬂ 355: %0- Dimmable
220-240v | 40° Q J| A% 1P20 220240V | 40" Q J aA'~ IP20 Y — D 85 — 7 ; 7
© 0
@© =
-
& i 294
®, <, o
350° 250 3bu
Power Beam CCT Flux CRI Color Drive Power Beam CCT Flux CRI Color Drive |
8W 8°/15°/24°/36° 2700K 502lm RA>90 BK/WH 200mA 8W 8°/15°/24°/36° 2700K 400lm RA>90 BK/WH 200mA
8°/15°/24°/34° 3000K 521lm RA>90 BK/WH 200mA 8°/15°/24°/36° 3000K 416m RA>90 BK/WH 200mA
8°/15°/24°/34° 4000K 530lm RA>90 BK/WH 200mA 8°/15°/24°/36° 4000K 423lm RA>90 BK/WH 200mA
15W 8°/15°/24°/34° 2700K 828Im RA>90 BK/WH 350mA 15W 8°/15°/24°/36° 2700K 664lm RA>90 BK/WH 350mA
8°/15°/24°/34° 3000K 859Im RA>90 BK/WH 350mA 8°/15°/24°/36° 3000K 690lm RA>90 BK/WH 350mA
8°/15°/24°/34° 4000K 874lm RA>90 BK/WH 350mA 8°/15°/24°/3¢4° 4000K 702lm RA>90 BK/WH 350mA
mrr nnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90 15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90
h(m) E(lx) Emax D(m) h(m) E(lx) Emax D(m) h(m) E(lx) Emax D(m) h(m) E(lx) Emax D(m) h(m) Ellx) Emax D(m) h(m) Ellx) Emax D(m])
1 2184 3315 ©0.43 1 2079 3039 ©0.47 1 1832 2546 ®©0.67 1 2518 3500 ®0.36 1 2530 3431 ©0.41 1 2073 2687 ©0.57
2 546 828 ©0.87 2 519 759 ©0.97 2 458 636 ©1.29 2 629 875 ©0.72 2 632 857 ®0.82 2 518 671 ©1.15
3 242 368 0132 3 231 337 0143 3 203 282 O1.94 3 298 388 01.08 3 281 381 O1.24 3 230 298 O1.73
4 136 207 O©1.74 4 129 189 ©1.91 4 114 159 ©2.58 4 157 218 ®1.45 4 158 214 O1.64 4 129 167 ©2.31
Efficacy:92lm/W Efficacy:92lm/W Efficacy:93m/W Efficacy:42lm/W Efficacy:43lm/W Efficacy:55m/W
Lumen output:1391lm wattage:15W Lumen output:1391lm wattage:15W Lumen output:1391lm wattage:15W Lumen output:633lm wattage:15W Lumen output:690lm wattage:15W Lumen output:826lm wattage:15W
.
et =]
EO01 EO02 EO3
EO01 E02 EO3
- Honeycomb Louver Spread Lens Diffusion Lens
Honeycomb Louver Spread Lens Diffusion Lens
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ASTRA

Shadow

Shadow

ASTRA

Dimmable

AVl IP20 I — @85 —77

Glare Cut 30°

40°

V~AC
220-240V

107

a o
] e

’35?' 350°
Power Beam CCT Flux CRI Color Drive
8w 8°/15°/24°/36° 2700K 656lm RA>90 BK/WH 200mA
8°/15°/24°/34° 3000K 681lm RA>90 BK/WH 200mA
8°/15°/24°/36° 4000K 708lm RA>90 BK/WH 200mA
15W 8°/15°/24°/34° 2700K 1087lm RA>90 BK/WH 350mA
8°/15°/24°/36° 3000K 1191m RA>90 BK/WH 350mA
8°/15°/24°/36° 4000K 1138lm RA>90 BK/WH 350mA
Ha e .1
15°/3000K/Ra90 24°/3000K/Ra%0 36°/3000K/Ra90
h(m) E(lx) Emax D(m) h(m) Ellx) Emax D(m) h(m) E(lx) Emax D(m)
1 3886 5596 ©0.32 1 3698 5265 ®©0.37 1 2286 3244 ©0.60
2 971 1399 ©0.64 2 924 1316 ©0.74 2 571 844 ©1.21
3 431 621 ©0.96 3 410 585 O1.12 3 254 360 01.82
4 242 349 01.29 4 231 329 ©1.49 4 142 202 ©2.43
Efficacy:70lm/W Efficacy:74lm/W Efficacy:77lm/W
“Lumen oitput:1050lm wattage:T5SW- Lumen output:1119Im wattage: 15W Lumen output:TT62lm wattage. T5W
EO1 E02 EO03
Honeycomb Louver Spread Lens Diffusion Lens
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V___AC Glare Cut 355 °, 30° Dimmable
220-240v | %0° O AT IP20 mmmmmni— S105— 77
N~
O]
Power Beam CCT Flux CRI Color Drive
20w 8°/15°/24°/34° 3000K 1396lm RA>90 BK/WH 500mA
8°/15°/24°/34° 3500K 1415lm RA>90 BK/WH 500mA
8°/15°/24°/34° 4000K 1418lm RA>90 BK/WH 500mA
25W 8°/15°/24°/34° 3000K 1615lm RA>90 BK/WH 600mA
8°/15°/24°/34° 3500K 1526lm RA>90 BK/WH 600mA
8°/15°/24°/36° 4000K 1641lm RA>90 BK/WH 500mA
o
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90
h(m) E(lx) Emax D(m) h(m) Ellx) Emax D(m) h(m) Ellx) Emax D(m)
1 10081 13901 ©0.22 1 7301 102661 ©0.29 1 3303 4637 ©0.55
2 2520 3457 ©0.45 2 1825 2566 ©0.59 2 825 1159 01.11
3 1120 1544 ©0.69 3 811 1140 00.88 3 367 515 O01.66
4 630 868 01.96 4 454 641 ©1.18 4 206 289 ©2.20
Efficacy:64lm/W Efficacy:64lm/W Efficacy:61lm/W
Lumen output:1588lm wattage:25W “Lumen output:16T5(m wattage:25W “Lumen output:1528lm wattage:25W

[Auceccurics |
E01 E02 E03
Honeycomb Louver Spread Lens Diffusion Lens
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ASTRA

Shadow

Shadow

ASTRA

V~AC li}ar! Cut 355 ° 0 Dimmable d{\ V~AC Elarf cut 355 ° 30¢ Dimmable @
220-240V "40"“* Q 2N &% P20 . @ 105~ 2, 220240V | 40° Q J| A% 1P20 mmmm— @ 125 77777
3 3
= 2115 2135
' /2\5; 350° /2\5;. 350°
Power Beam CCT Flux CRI Color Drive |
20w 8°/15°/24°/36° 3000K 1405lm RA>90 BK/WH 500mA 30w 8°/15°/24°/34° 3000K 2193lm RA>90 BK/WH 700mA
8°/15°/24°/36° 3500K 1424lm RA>90 BK/WH 500mA 8°/15°/24°/36° 3500K 2223lm RA>90 BK/WH 700mA
8°/15°/24°/36° 4000K 1427\m RA>90 BK/WH 500mA 8°/15°/24°/36° 4000K 2228lm RA>90 BK/WH 700mA
25W 8°/15°/24°/36° 3000K 1631lm RA>90 BK/WH 600mA 4LOW 8°/15°/24°/36° 3000K 3172lm RA>90 BK/WH 1050mA
8°/15°/24°/36° 3500K 1653lm RA>90 BK/WH 600mA 8°/15°/24°/36° 3500K 3218lm RA>90 BK/WH 1050mA
8°/15°/24°/36° 4000K 1656lm RA>90 BK/WH 600mA 8°/15°/24°/36° 4000K 3220lm RA>90 BK/WH 1050mA
nnn nnn
15°/3000K/Ra90 24°/3000K/Ra90 36°/3000K/Ra90 15°/3000K/Ra90 24°/3000K/Ra%0 36°/3000K/Ra90
h{m) E(lx) Emax D(m) h(im) E(lx)] Emax D(m) h(m) Ellx) Emax D(m) h(m) E(lx) Emax D(m) h(m) Ellx) Emax D(m) h(im) Ellx) Emax D(m)
1 9890 135501 ®0.23 1 7261 101731 ©0.29 1 3272 4590 ©0.55 1 15781 22195 ©0.29 1 10154 14132 ®©0.42 1 5913 8467 ®0.63
2 2472 3387 ©0.46 2 1815 2543 ®©0.59 2 818 1147 ©1.10 2 3945 5548 ©0.58 2 2538 3532 00.85 2 1478 2117 ©1.25
3 1098 1505 ©0.69 3 806 1130 ©0.89 3 363 510 O01.66 3 1753 2466 ©0.88 3 1128 1570 ©1.27 3 657 940 ©1.88
4 618 846 ©0.92 4 453 635 ©1.18 4 204 286 ©2.21 4 986 1387 ©1.17 4 634 883 ©1.70 4 369 529 ©2.50
Efficacy:61lm/W Efficacy:65lm/W Efficacy:62lm/W Efficacy:80lm/W Efficacy:79lm/W Efficacy:75lm/W
Lumen output.1528lm wattage .25W Lumen output:1625lm wattage:25W Lumen output:1618lm wattage:25W Lumen output:3206lm wattage:40W Lumen output.3172lm wattage 40W Lumen output:3031lm wattage:40W
Acceceurics
EO1 E02 EO3 EO1 E02 EO3
Honeycomb Louver Spread Lens Diffusion Lens Honeycomb Louver Spread Lens Diffusion Lens
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ASD4060F-7
ASD4080F-12
ASD4100F-20
ASD4060A-7
ASD4080A-12
ASD4100A-20

ASD4060FS-7
ASD4080FS-12
ASD4100FS-20
ASD4060AS-7
ASD4080AS-12
ASD4100AS-20

ASTRA
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ASC4100F-10
ASC4125F-20
ASC4145F-30
ASC4180F-40
ASC4215F-50

ASCS4100F-10
ASCS4125F-20

ASCS4145F-30
ASCS4180F-40

ASTRA
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ASC3100F-10
ASC3130F-14
ASC3145F-18
ASC3170F-24
ASC3205F-36

ASC3100FD-10
ASC3130FD-15
ASC3145FD-20
ASC3170FD-25
ASC3205FD-32

ASTRA
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ASD9075A-7

ASD9085A-10
ASD9120A-15
ASD9150A-25

| 125

75-85

ASD8060A-5
ASD8070A-7
ASD8080A-10
ASDB8055F-5
ASD8065F-7
ASD8075F-10

ASTRA
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ASD9026F-2
ASD9035F-3
ASD9050F-5
ASD9060F-8
ASD9070F-12

ASD9030F-3
ASD9040F-5
ASD9050F-7
ASD9030A-3
ASD9040A-5
ASD9050A-7

ASTRA
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ASG501-12
ASG511-20
ASG521-30
ASG502-24
ASG512-40
ASG522-60
ASG503-36
ASG513-60
ASG523-90

115

ASG601-10
ASG602-20
ASG603-30

ASTRA
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ASG702-3

ASG703-5

ASG704-7

ASG706-8

ASG709-12

ASG712-20
ASG702-3
ASG703-5
ASG704-7
ASG706-8
ASG709-12
ASG712-20
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ASD2055M-5

ASD2075M-10
ASD2094M-15
ASD2115M-20
ASD2142M-30

ASD2055SM-5

ASD2075SM-15
ASD2095SM-20
ASD2115SM-30
ASD2255SM-14
ASD2275SM-30

ASTRA
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ASTRA ASTRA
Bola Pendant Light

~-- Architectural design with fashion



ASTRA ASTRA

Bola
MORE INSTALLATIONS
2Bl
| |
‘ t J Qg,q
) e
FEATURE
SPECIFICATION @/-‘é'- C € E P @ The Bola series LED pendant light is designed for both commercial
W 2700K/3000K 3001 r and residential use, integrating with architectural style and fashion.
. Phase dimming in option T i With indirect illumination, light is controlled where it is created.
- E27 base in option ( ‘ ( S The surface is perfectly polished with various colors. E27 base
- 15W 800Im in option version is also available. Besides, there are multiple types of
TCENGPIATE | CEURGRLATE  MOUNTING installation so as to apply in different circumstance.
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ASTRA ASTRA

Kite Rocket

EMC EMC
A
<:::::> ‘llll’ (::::::) Qllll’ 15°  24°  36°

White Black White Black

@ COB Light source of high color render and high lumen efficacy @ Cylinder pendant light of clean design

\ A BRI SE IR 120mm @ Deep reflector with ultra glare control

\ AZ SO LGS ! | @ Available for track mounting and ceiling surface mounting
@ High quality aluminum housing | ]

@ Suitable for residential use and commercial use

@ Minimalist design, suitable for residential use and commercial use

Model: ASP201-15 Model: ASP301
Power: 15W 150mm Power: 30w -
CCT: 2700K/3000K/4000K : 2700K/3000K/4000K
| CCT: 213mm
220mm
—
85mm
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ASTRA ASTRA

Integrated reflector optic solution

Accentlightmodule with integrated
reflectorensures glare-free light for

efficientwork with optimum UGR

LED Linear light
Modular design diagram
Round
Channel Light module : : : : “ :

+ 30 30

+ + + : :

otetoesesesel otesoetetel 60 60 60 60
Optic — Siessississsatisatasnasatates
p
Only diffuser Multiple optic Multiple optic 0 0 ) 0
accessories option accessories option
Wall washer
Square Rectangular
— — —
— — —
%0 %0 %0 s %0 %0

[E]A] N 2114 . i . .

Luminaire

40mm 70mm

32mm
32mm

s ) Q =

74mm
74mm
90mm
o
et
90mm

36mm 64mm
40mm 70mm

Optic accessories of diffuser

Linear prism, linear honeycomb, linear grid accessories for

general lightmodule, whichimprove glare control (UGR<19).

Multiple optic accessories
Honeycomb Black Grid Prism
o o o o o M M M w M

Reflector optic for accent light module Refletor optic for wall washer module Diffuser optic for general light module

Linear honeycomb for general module Linear grid for general module Linear prism for general module

| 144
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Different combination luminaire

Accent light

Corner modules and Linear connector

| 145

Blind cover
corner module

Wall washer Accent light+
General light

General light
corner module

Accent light

General light

General light
with linear prism

Linear connector

General light
with linear grid

General light
with linear honeycomb

Application

Offices

ASTRA

Conference Rooms

Surpermarket

Chain stores
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ASTRA

ASL4090-A

4ih€D direct/indirect luminaire with 1113mm general light module for general lighting.

ASL4090-B

Linear LED direct/indirect luminaire with 1200mm accent light module for task lighting.

TECHNICAL DETAILS

LINE ART

TECHNICAL DETAILS

LINE ART

Dimension: W40 xH90mm
Di ion:
ccr: 2700K / 3000K / 4000K / 6000K Top view pmension WA0xHI0mm
CCT: 2700K /3000K /4000K / 6000K Top view
CRI: Ra = 90 1120mm = o0
CRI: a = 1206mm
B Osram 2835
LEDs: [ ] LEDs: Luminus 3535
Beam angle: 110°
. Beam angle: 12°/20°/34°/48°/Flood 60°/55°x55° / 40°x65°
Material: Extruded aluminum i
Material: Extruded aluminum
Finish: White /Black e/ Black
. Finish: White /Blac
Optic: PC diffuser
Optic: Vacuum aluminum plating PCintegration reflector
fnput Voltage: 220-240V50/60H: 1120mm Input Voltage: 220-240V 50/60Hz
Driver: Built-in, Constant current, isolation, flicker-free
Driver: Built-in, Constant current, isolation, flicker-free
Light Control: On/off, Dali Side view Joff | 1206mm
Light Control: On/off, Dali
IP-rating: 1P20 E . Side view
£ IP-rating: 1P20
Protection Class: Class| . . — - &
Sectional view 40mm Protection Class: Class|
£
Length(mm) Wattage(W) Efficacy(Im/W) Lumen(lm) §
Direct 1120 30 80 2400 OPTIC ACCESSO Sectional view 40mm
IROees 1120 12 85 1020 Length(mm) Wattage(W) Efficacy(Im/W) Lumen(lm) UGR
Linear prism plate(LP) for diffuser Direct 1206 30 80 2400 <16
Remark: Other details of indirect lighting: diffuser optic, 110° beam angle, T
Indirect 1206 12 85 1653

Osram 2835 LEDs, 3000K,

-

SMD2835

LEDs of diffuser optic
ﬂ-hgh Output

.

L80/~50,000h

Pendant Directand Indirect

Pendant Direct

| 147

Ra80

ﬁ Surface Mount

Direct

UGR<19

159mm

1120mm

Linear honeycomb(LH) for diffuser

UGR<19

35mm

159mm

1120mm

Linear grid(LG) for diffuser

UGR<19

35mm

(T

159mm

1120mm

Remark: Other details of indirect lighting: diffuser optic, 110° beam angle,

Osram 2835 LEDs, 3000K, Ra80

SMD3535

LEDs of reflector optic
®High Power

High CRI
*180/~50,000h

Pendant Directand Indirect ﬁ

Pendant Direct ﬁ

Surface Mount

Direct
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AST RA ASL4090-C

TECHNICAL DETAILS

Dimension:
CCT:

CRI:
LEDs:

Beam angle:

Linear LED direct/indirect luminaire with 2*300mm accent light module and

600mm general light module for task or general lighting.

W40 x H90mm

2700K / 3000K /4000K / 6000K

Ra = 90

Reflector: Luminus 3535; Diffuser: Osram 2835
Reflector:12°/20°/34°/48°/Flood 60°/

55°x55°/40°x65°; Diffuser: 110°

Material: Extruded aluminum
Finish: White / Black
Optic: Vacuum aluminum plating PC integration reflector;
PCdiffuser
Input Voltage: 220-240V 50/60Hz
Driver: Built-in, Constant current, isolation, flicker-free
Light Control: On/off, Dali
IP-rating: P20
Length(mm) Wattage(W) Efficacy(Im/W) Lumen(lm) UGR
Direct 1206 35 80 2800 <19
Indirect 1206 12 85 1020 <19

Remark: Other details of indirect lighting: diffuser optic, 110° beam angle,

Osram 2835 LEDs, 3000K, Ra80

SMD3535

-

SMD2835

LEDs of reflector optic
®High Power

High CRI

.

180/~50,000h

| 149

LEDs of diffuser optic
.H\gh Output

.

180/~50,000h

LINE ART

Top view
1206mm
1206mm
Side view
£
J E £
S
- 3
Sectional view 40mm
PendantDirectand Indirect ﬁ Surface Mount
Direct

Pendant Direct ﬁ

ASL4090-D

Linear LED direct/indirect luminaire with 2*300mm accentlight module and

600mm blind cover module for task or general lighting.

TECHNICAL DETAILS

Dimension: W40 x H90mm
(CLETT: 2700K /3000K /4000K / 6000K
CRI: Ra = 90
LEDs: Luminus 3535
Beam angle: 12°/20°/34°/48°/Flood 60° / 55°x55° / 40°x65°
Material: Extruded aluminum
Finish: White / Black
Optic: Vacuum aluminum plating PCintegration reflector
Input Voltage: 220-240V 50/60Hz
Driver: Built-in, Constant current, isolation, flicker-free
Light Control: On/off, Dali
IP-rating: P20
Protection Class: Class|
Length(mm) Wattage(W) Efficacy(Im/W) Lumen(lm) UGR
Direct 1206 20 80 1600 <16
Indirect 1206 12 85 1020 <19

Remark: Other details of indirect lighting: diffuser optic, 110° beam angle,
Osram 2835 LEDs, 3000K, Ra80

SMD3535

LEDs of reflector optic
High Power

High CRI
%.80/~50,000h

LINE ART

Top view

1206mm

1206mm
Side view
£
E
S
- 3
Sectional view 40mm
PendantDirectand Indirect ﬁ Surface Mount
Direct

Pendant Direct ﬁ
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ASTRA ASTRA

Flex Flex

Seamless connecting by flexible PC diffuser

Various connecting accessories

“T” type connector “+” type connector “L” type connector “~” type connector

>120Im/W

Super high luminous efficiency
Ways of mounting: pendant and by track
Up and down light-emitting optional

Various ways of connecting: “-” type, “T” type, “+” type, “L” type
Length of 0.9m, 1.2m, 1.5m and other lengths optional
Seamless connecting by flexible PC diffuser

Well-distributed light spot, anti glare and strobeless

3000K/4000K/ 6000K, CRI>80 as standard
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ASTRA Flex

LED Linear Light

&
7% P20 CE 387000
ASL6575P
CCT 2700K / 3000K / 4000K
Beam angle : 110°

Color
Material
Installation :

White/Black/Silver Grey
Aluminum + PC diffuser

Pendant , Surface mounted, Track mounted, Recessed

4 Dimensions in option

| 153

75mm

% ! ;
dl @
£ ! ===l | E -
E E £
=) E L J | wn
@ 0 L R
o=
50mm 65mm 75mm
Direct Lighting
Length(mm) Wattage(W) Efficacy(Im/W) Lumen(lm)
600 15 70 1050
1200 30 70 2100
1800 45 70 3150
2400 60 70 4200
Indirect Lighting
Length(mm) Wattage(W) Efficacy(Im/W) Lumen(lm)
600 7 100 700
1200 15 100 1500
1800 22 100 2200
2400 30 100 3000

LED Panel Light

P20 CE

Triac

Sky Panel ASTRA

DALI

O 35,000h
055 50,000h

110°

4000K

42000m 2711

h(m) d(cm)

J 1.00

2.00
3.00

"1 4.00

5.00

285.93
428.86
567.79
813.72
880.64

Em

423.0
170.2
95.66
52.56
43.24

Emax

1480
629.4
366.4
170.35
150.70

ASP6060-40

Total Power : 40W

LED Current : DC 700mA
CCT : 3000K/4000K
Beam Angle : 110°

Lumen Efficacy : 105Im/W

Material Aluminum

Installation Recessed

Dimension : 595*595mm (The size can be customized)
Driver

Built-in led driver
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ASTRA .01 . ASTRA

LIGHTING

Flexible Strip Light Flexible Strip Light

Low wattage, high light efficiency Low wattage, high light efficiency
Easy installation, with 3M tape on the back Easy installation, with 3M tape on the back

LED Power |BeamAngle] QTY/M |IP Rating]Lumen @3000K| Packing

ASS2835/60-8-1P20 8W/M IP20
ASS2835/60-8-IP65 8W/M IP65 Model LED Power [|Beam angle| QTY/M |IP Rating|Lumen @3000K] Packing
60PCS/M
ASS2835/60-8-1P67 8W/M SMD2835  |pg7 ASS5050/30-6-1P20 6W/M IP20
ASS2835/60-8-1P68 SW/M P68 ASS5050/30-6-1P65 6W/M IP65
30PCS/M
SMD5050
ASS2835/60-8-1P20 12W/M 1P20 ASS5050/30-6-1P67 6W/M IP67
ASS2835/60-8-1P65 12W/M IP65 ASS5050/30-6-1P68 6W/M IP68
120° 90PCS/M 100Im/M 5M/Roll
ASS2835/60-8-1P67 12W/M SMD2835 P67 ASS5050/60-12-1P20 12W/M 1P20
100Im/M 5M/Roll
ASS5050/60-12-1P65 12W/M 120° IP65
ASS2835/60-8-1P68 12W/M IP68
ASS2835/60-8-1P20 15W/M P20 ASS5050/60-12-1P67 12W/M g%npé:sso% IP67
ASS2835/60-8-1P65 15W/M P65 ASS5050/60-12-1P68 12W/M IP67
120PCS/M
ASS2835/60-8-1P67 SMD2835 A 120-22-1P2 22W/M
15W/M IP67 $S5050/ 0 120PCS/M IP20
SMD5050
ASS2835/60-8-1P68 15W/M IP68 ASS5050/120-22-1P67 22W/M IP67
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