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FEDORA - UFFEDORAXXXXGU1

(EN)
Ensure that the surface where the f tting is being 
installed is suitable for it and supports its weight.
1-Drill the hole on the installation surface.
2-Make a suitable electrical connection.
3-Insert the bulb
4-Secure component (C1) to component (C2) 

5-Insert component (C2) in the hole on the 
installation surface, adjusting components (C3).

(FR)
Contrôler que la surface d’installation soit 
adéquate à l’appareil et supporte son poids.
1-Percer la surface d’installation.
2-Effectuer un branchement électrique adéquat.
3-inserer l’ampoule
4-Fixer la pièce (C1) à la pièce (C2) 

5-Introduire la pièce (C2) dans le trou de la 
surface d’installation en opérant sur les pièces 
(C3).

(ES)
Controlar que la superf cie de instalación sea la 
adecuada para el aparato y soporte su peso.
1-Perforar la superf cie de instalación.
2-Efectuar una conexión eléctrica adecuada.
3-Fijar la bombilla.
4-Fijar el componente (C1) al componente (C2) 

5-Introducir el componente (C2) en el orif cio 
de la superf cie de instalación accionando los 
componentes (C3).

TECHNICAL DATA
SIZE cm - inches:
Ø11.6 x h 5 - Ø4 5/8” x h 2”

BULBS:
USE ONLY GU10 LED 
1 X GU10 LED 7W LED
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hole-trou-agujero
Ø 102mm - 4"

min depth-profondeur min-
profundidad min
150mm - 5 7/8"

* with dimmable ELV 
'ULAMGU10070W040' 

optional bulbs


