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Features
Discharge Bowl
Several discharge sizes available (NPT) and Flanged

Discharge Bearing
Extra long sealed top bronze bearing insures shaft 
alignment and stabilization for extended life.

Intermediate Bowl
Class 40 cast iron.

Impellers
Designed for maximum efficiency with a wide range 
of  hydraulic coverage.

Taperlock
Accurately machined to ensure positive locking of 
the impeller to the pump shaft.

Upthrust Collar
Designed with extra margin of safety against 
momentary upthrust at start-up.

Suction Adapter
Designed to ensure proper pump/motor alignment. 
Open area allows easy access to pump/motor 
coupling. Casting made of class 40 cast iron for 
increased strength.

Pump to Motor Coupling
Stainless Steel coupling accurately machined for 
perfect alignment, balance and power  transmission.

Pump Shaft
100,000 PSI high tensile type 416 stainless steel 
provides strength and corrosion resistance. Ground 
and polished for smooth bearing surface.

Powered for Continuous Operation
All horsepower ratings are within the service limits of 
the motor and pump can be operated continuously 
without fear of damage to the motor.

 ✓ Wet Stator Design

 ✓ High Grade Material

✓ E asy Maintenance 

✓ Long  Life Service

 ✓ High Thermal Capacity

 ✓ High Efficiency

 ✓ Re-windable

 ✓ Eco Friendly

 ✓ Industrial, Comercial, Agriculture and Irrigation 

 purposes
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10 : 10”

Part Number Description
040929066AS03CH07R F

Pump Model
R
J
F
W

Nominal Bowl Size
06 : 6”
07 : 7”
08 : 8”
09 : 9”

11 : 11”

Pump Capacity
H : High
M : Medium
L : Low

Impeller Type
C : Closed

Number of Stages
01 : 1 Stage
02 : 2 Stages
....
12 : 12 Stages

Type of pump
S : Submersible

Pump Construction
A : Standard Construction

Bowl Bearing Type
F : Combined Bronze 
      & Rubber Bearing

Minimum HP Required
005 : 5 HP
007 : 7.5 HP
....
200 : 200 HP

Percentage of Impeller Trim
100 : 100%
929 : 92.9%
....
804 : 80.4%

Discharge Size
04 : 4”
06 : 6”
08 : 8”

Suction Adapter / Motor Size
06 : 6”
07 : 7”
08 : 8”
10 : 10”

Specifications
Model Best Efficiency

Flow
Operating Range

GPM
Horse Power

Range
Discharge

Connections
Minimum
Well Size

R6LC 180 130 - 250 5 - 40 4” 8”
R6HC 250 150 - 340 5 - 60 4” 8”

W10HC 800 400 - 950 40 - 200 6” & 8” 12”

R7LC 350 250 - 480 10 - 100 4” & 6” 8”
R7HC 500 300 - 600 15 - 125 4” & 6” 8”
J8LC 450 300 - 600 10 - 100 4” & 6” 8”

R9LC 800 500 - 1180 40 - 200 6” & 8” 10”

J8HC 700 400 - 840 20 - 150 4” & 6” 8”
F8LC 850 500 - 1080 20 - 150 6” 8”
F8MC 1200 800 - 1350 25 - 200 6” 8”

R9HC 1000 600 - 1360 60 - 200 6” & 8” 10”
W10LC 650 400 - 780 25 - 150 6” & 8” 12”

R11LC 1500 800 - 1960 60 - 200 6” & 8” 12”

F10LC 1800 1200 - 2180 50 - 200 6” & 8” 12”
F10MC 2300 1500 - 2800 50 - 175 6” & 8” 12”
R10LC 1200 600 - 1580 50 - 250 6” & 8” 12”

Pump Construction
A : CI Class 40 Bowl 
      Bronze Impeller
B : CI Class 40 Bowl 
      316 SS Impeller
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Model: R6LC
O.D.: 6.3"
RPM: 3450

R6LC 180 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights

Recommended operating range
Alternate pump selection is recommended

6 19/64"
EFFECTIVE
DIAMETER

WITH
CABLE
GUARD

5 1/2"
(6" MTR.)

 W.E. 

4" NPT DISCHARGE CONNECTION

Max Motor LoadMotor HP
72 %
95 %

107 %
106 %
107 %
100 %
115 %
107 %

5
7.5
10
15
20
25
25
30

Stages
1
2
3
5
6
7
8
9

   Length (in)
20.21
25.34
30.46
40.71
45.84
50.96
56.09
61.21

   Weight (lbs)
57
72
88

119
134
150
165
181

89 %
107 %

40
40

10
12

66.34
76.59

196
227

Order Number 
R06LC01SA604100005F 
R06LC02SA604100008F 
R06LC03SA604100010F 
R06LC05SA604962015F 
R06LC06SA604100020F 
R06LC07SA604100025F 
R06LC08SA604100025F 
R06LC09SA604100030F 
R06LC10SA604100040F 
R06LC12SA604100040F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory
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4" NPT DISCHARGE CONNECTION

Recommended operating range
Alternate pump selection is recommended
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Capacity (GPM)

R6HC-2 10 HP

Model: R6HC
O.D.: 6.3"
RPM: 3450

R6HC-1 5 HP

R6HC 250 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

115 %
115 %
115 %
115 %
115 %
115 %
113 %
103 %

5
10
15
20
25
30
40
50

Stages
1
2
3
4
5
6
7
8

   Length (in)
20.21
25.34
30.46
35.59
40.71
45.84
50.96
56.09

    Weight (lbs)
57
72
88

103
119
134
150
165

97 %
108 %

60
60

9
10

61.21
66.34

181
196

OrderNumber 
R06HC01SA604962005F 
R06HC02SA604962010F 
R06HC03SA604962015F 
R06HC04SA604962020F 
R06HC05SA604962025F 
R06HC06SA604962030F 
R06HC06SA604962030F 
R06HC08SA604100050F 
R06HC09SA604100060F 
R06HC10SA604100060F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory



6 
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4" OR 6" NPT DISCHARGE CONNECTION
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Model: R7LC
O.D.: 7.5"
RPM: 3450

R7LC-1 10 HP

R7LC 350 GPM

Dimensions and Weights
Max Motor LoadMotor HP

109 %
109 %
109 %
109 %
109 %
109 %
101 %
87 %

10
20
30
40
50
60
75

100

Stages
1
2
3
4
5
6
7
8

   Length (in)
23.50
29.88
36.25
42.63
49.00
55.38
63.38
69.75

    Weight (lbs)
82

109
136
163
190
217
258
285

98 %100 9 76.13 312

OrderNumber 
R07LC01SA606100010F 
R07LC02SA606100020F 
R07LC03SA606100030F 
R07LC04SA606100040F 
R07LC05SA606100050F 
R07LC06SA606100060F 
R07LC07SA806100075F 
R07LC08SA806100100F 
R07LC09SA806100100F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
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7 1/2"
EFFECTIVE
DIAMETER

WITH
CABLE
GUARD

   L

4" OR 6" NPT DISCHARGE CONNECTION

Recommended operating range
Alternate pump selection is recommended
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Capacity (GPM)

R7HC-1 15 HP

Model: R7HC
O.D.: 7.5"
RPM: 3450

R7HC 500 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

115 %
115 %
113 %
113 %
109 %
100 %
94 %

105 %

15
30
40
50
60
75

100
100

Stages
1
2
3
3
4
4
5
6

   Length (in)
23.50
29.88
36.25
36.25
42.63
44.25
50.63
57.00

    Weight (lbs)
82

109
136
136
163
177
204
231

98 %125 7 63.38 258

OrderNumber 
R07HC01SA606976015F 
R07HC02SA606976030F 
R07HC03SA606929040F 
R07HC03SA606100050F 
R07HC04SA606952060F 
R07HC04SA806100075F 
R07HC05SA806100100F 
R07HC06SA806976100F 
R07HC07SA806976125F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory



8 

0

10

20

30

40

50

60

70

80

90

100

110

0

100

200

300

400

500

600

700

800

900

1000

1100

0 100 200 300 400 500 600 700

Efficiency (%
)To

ta
l H

ea
d 

(F
t.

)

Capacity (GPM)

J8LC-1 10 HP

Model: J8LC
O.D.: 7.875"
RPM: 3450

Model J8LC 450 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

102 %
103 %
102 %
102 %
103 %
100 %
95 %
90 %

10
25
30
40
50
60
75

100

Stages
1
2
3
4
4
5
6
7

   Length (in)
23.63
30.13
36.63
43.13
43.13
49.63
57.75
64.25

    Weight (lbs)
85

115
145
175
175
204
249
279

103 %100 8 70.75 308

OrderNumber 
J08LC01SA606905010F 
J08LC02SA606976025F 
J08LC03SA606905030F 
J08LC04SA606905040F 
J08LC04SA606976050F 
J08LC05SA606952060F 
J08LC06SA806952075F 
J08LC07SA806976100F 
J08LC08SA806976100F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended

4" OR 6" NPT DISCHARGE CONNECTION

7 7/8"
EFFECTIVE
DIAMETER

WITH
CABLE
GUARD

    L
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Recommended operating range
Alternate pump selection is recommended
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Capacity (GPM)

J8HC-1 20 HP

J8HC-2 30 HP

Model: J8HC
O.D.: 7.875"
RPM: 3450

J8HC 700 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

105 %
104 %
105 %
101 %
105 %
97 %
98 %

101 %

20
30
40
50
60
75

100
125

Stages
1
2
2
3
3
4
5
6

    Length (in)
23.63
30.13
30.13
36.63
36.63
44.75
51.25
57.75

     Weight (lbs)
85

115
115
145
145
190
219
249

98 %150 7 64.25 279

OrderNumber 
J08HC01SA606100020F 
J08HC02SA606905030F 
J08HC02SA606100040F 
J08HC03SA606929050F 
J08HC03SA606100060F 
J08HC04SA806952075F 
J08HC05SA806976100F 
J08HC06SA806100125F 
J08HC07SA806100150F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

4" OR 6" NPT DISCHARGE CONNECTION

7 7/8"
EFFECTIVE
DIAMETER

WITH
CABLE
GUARD

  L. 



10 

0

10

20

30

40

50

60

70

80

90

100

0

100

200

300

400

500

600

700

800

900

1000

0 100 200 300 400 500 600 700 800 900 1000 1100

Efficiency (%
)To

ta
l H

ea
d 

(F
t.

)

Capacity (GPM)

Model: F8LC
O.D.: 7.875"
RPM: 3450

F8LC 850 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

100 %
103 %
100 %
100 %
100 %
103 %
100 %
96 %

20
30
40
50
60
75

100
125

Stages
1
2
2
3
3
4
5
6

   Length (in)
25.63
34.13
34.13
42.63
42.63
52.75
61.25
69.75

    Weight (lbs)
87

120
120
153
153
201
234
267

*Please specify all option changes when ordering.*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended

4" OR 6" NPT DISCHARGE CONNECTION

7 7/8"
EFFECTIVE
DIAMETER

WITH
CABLE
GUARD

 W.E. 

93 %
103 %

150
150

7
8

78.25
86.75

301
334

OrderNumber 
F08LC01SA606100020F 
F08LC02SA606919030F 
F08LC02SA606100040F 
F08LC03SA606939050F 
F08LC03SA606100060F 
F08LC04SA806988075F 
F08LC05SA806100100F 
F08LC06SA806100125F 
F08LC07SA806100150F 
F08LC08SA806988150F
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Model: F8MC
O.D.: 7.875"
RPM: 3450

F8MC 1200 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

416SS
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

113 %
102 %
105 %
94 %

100 %
101 %
96 %
98 %

25
40
60

100
125
150
175
200

Stages
1
2
2
3
4
5
6
7

   Length (in)
25.63
34.13
34.13
44.25
52.75
61.25
69.75
78.25

   Weight (lbs)
87

120
120
168
201
234
267
301

OrderNumber 
F08MC01SA606963025F 
F08MC02SA606865040F 
F08MC02SA606100060F 
F08MC03SA806100100F 
F08MC04SA806100125F 
F08MC05SA806988150F 
F08MC06SA806963175F 
F08MC07SA806963200F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended

4" OR 6" NPT DISCHARGE CONNECTION

7 7/8"
EFFECTIVE
DIAMETER

WITH
CABLE
GUARD

   L 
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Recommended operating range
Alternate pump selection is recommended
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Model: R9LC
O.D.: 9.813"
RPM: 3450

R9LC 800 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

1045
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

104 %
104 %
100 %
100 %
100 %
100 %
100 %
98 %

40
60
75

100
125
150
175
200

Stages
1
2
2
3
3
4
5
5

   Length (in)
28.56
37.06
39.56
48.06
48.06
56.56
65.06
65.06

   Weight (lbs)
181
237
254
310
310
366
422
422

OrderNumber 
R09LC01SA606100040F 
R09LC02SA606908060F 
R09LC02SA806964075F 
R09LC03SA806927100F 
R09LC03SA806100125F 
R09LC04SA806964150F 
R09LC05SA806945175F 
R09LC05SA806981200F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

9 13/16"
EFFECTIVE
DIAMETER

WITH
CABLE
GUARD

  L 

6" NPT DISCHARGE CONNECTION
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Model: R9HC
O.D.: 9.813"
RPM: 3450

R9HC-1 60 HP

R9HC 1100 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

1045
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

104 %
105 %
99 %

100 %
100 %
100 %

60
100
125
150
175
200

Stages
1
2
2
3
3
4

    Length (in)
28.56
39.56
39.56
48.06
48.06
56.56

    Weight (lbs)
181
254
254
310
310
366

OrderNumber 
R09HC01SA606981060F 
R09HC02SA806927100F 
R09HC02SA806981125F 
R09HC03SA806908150F 
R09HC03SA806964175F 
R09HC04SA806908200F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended
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Recommended operating range
Alternate pump selection is recommended
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Model: W10LC
O.D.: 10.063"
RPM: 3450

W10LC 650 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

1045
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

105 %
86 %

105 %
103 %
100 %
103 %
100 %
98 %

25
40
50
60
75

100
125
150

Stages
1
1
2
2
3
3
4
5

    Length (in)
27.63
27.63
35.19
35.19
45.50
45.50
53.06
60.63

     Weight (lbs)
187
187
244
244
319
319
377
434

OrderNumber 
W10LC01SA606916025F 
W10LC01SA606100040F 
W10LC02SA606916050F 
W10LC02SA606967060F 
W10LC03SA806900075F 
W10LC03SA806100100F 
W10LC04SA806967125F 
W10LC05SA806950150F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory
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W10HC-2 60 HP

W10HC-1 40 HP

Model: W10HC
O.D.: 10.063"
RPM: 3450

W10HC 800 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

1045
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

108 %
99 %

100 %
97 %

100 %
97 %

40
60
75

100
125
150

Stages
1
2
2
2
3
3

    Length (in)
27.63
35.19
37.94
37.94
45.50
45.50

    Weight (lbs)
187
244
261 
261 
319
319

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended

93 %175 3 45.50 319
97 %200 4 53.06 377

OrderNumber 
W10HC01SA606923040F 
W10HC02SA606804060F 
W10HC02SA806873075F 
W10HC02SA806958100F 
W10HC03SA806907125F 
W10HC03SA806958150F 
W10HC03SA806100175F 
W10HC04SA806958200F
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Recommended operating range
Alternate pump selection is recommended
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Model: F10LC
O.D.: 10.063"
RPM: 3450

F10LC 1800 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836
1045

CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582
B584
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

106 %
100 %
106 %
90 %

100 %
97 %

100 %

50
75

100
150
150
175
200

Stages
1
2
2
2
3
3
4

    Length (in)
31.50
44.00
44.00
44.00
54.25
54.25
64.50

    Weight (lbs)
202
290
290
290
362
362
434

OrderNumber 
F10LC01SA606922050F 
F10LC02SA806824075F 
F10LC02SA806922100F 
F10LC02SA806100150F 
F10LC03SA806902150F 
F10LC03SA806941175F 
F10LC04SA806902200F

*Please specify all option changes when ordering.*For intermediate horsepower pumps consult factory
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Model: F10MC
O.D.: 10.063"
RPM: 3450

F10MC 2300 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836
1045

CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582
B584
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

104 %
102 %
91 %

101 %
102 %
104 %

50
75

100
125
150
175

Stages
1
1
1
2
2
2

    Length (in)
31.50
33.75
33.75

44
44
44

     Weight (lbs)
202
219
219
290
290
290

OrderNumber 
F10MC01SA606828050F 
F10MC01SA806941075F 
F10MC01SA806100100F 
F10MC02SA806882125F 
F10MC02SA806941150F 
F10MC02SA806100175F

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended
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Recommended operating range
Alternate pump selection is recommended
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Model: R10LC
O.D.: 10.750"
RPM: 3450

R10LC 1200 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

1045
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

105 %
90 %

105 %
91 %

100 %
100 %
98 %

50
75

100
150
175
200
250

Stages
1
1
2
2
3
4
4

    Length (in)
26.69
32.19
41.56
41.56
50.94
60.31
60.31

     Weight (lbs)
218
226
303
290
379
456
456

OrderNumber 
R10LC01SA606917050F 
R10LC01SA806100075F 
R10LC02SA806917100F 
R10LC02SA806100150F 
R10LC03SA806950175F 
R10LC04SA806900200F 
R10LC04SA806967250F

*Please specify all option changes when ordering *For intermediate horsepower pumps consult factory



19 

0

10

20

30

40

50

60

70

80

90

0

100

200

300

400

500

600

700

800

900

0 200 400 600 800 1000 1200 1400 1600 1800 2000

Efficiency (%
)To

ta
l H

ea
d 

(F
t.

)
Model: R11LC
O.D.: 11.500"
RPM: 3450

R11LC 1500 GPM

Materials of Construction
Name Material ASTM
Shaft
Motor coupling
Suction case
Suction bearing
Sand cap
Impeller
Impeller collet
Bowl

Upthrust ring

Column adapter bearing

Fasteners
Cable guard
Suction screen

Plug

Column adapter

Bowl bearing (Dual configuration)
Bowl bearing (Dual configuration)

416SS
416SS

CI Class 40
CDA C844

416SS
C836 (316SS opt)

1045
CI Class 40

416SS

CDA 844

304SS
304SS
304SS

Cast iron

CI Class 40

Rubber
CDA 844

A582
A582
A48

B505
A582

B584 (A744 CF8M)
A582
A48

A582

B505

A240
A240
A240

N/A

A48

N/A
B505

Hex hapscrew 304SS F593

Dimensions and Weights
Max Motor LoadMotor HP

102 %
96 %

101 %
104 %
106 %
105 %

60
75

100
125
150
175

Stages
1
1
1
2
2
2

    Length (in)
30.56
33.06
33.06
43.06
43.06
43.06

    Weight (lbs)
254
269
269
386
386
386

*Please specify all option changes when ordering*For intermediate horsepower pumps consult factory

Recommended operating range
Alternate pump selection is recommended

101 %
101 %

200
250

2
3

43.06
56.06

386
502

OrderNumber 
R11LC01SA606846060F 
R11LC01SA806892075F 
R11LC01SA806100100F 
R11LC02SA806861125F 
R11LC02SA806923150F 
R11LC02SA806969175F 
R11LC02SA806100200F 
R11LC03SA806938250F
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6" OR 8" NPT DISCHARGE CONNECTION




