Appendix

Appendix C - Standard Construction Details for Sidewalks
and Curb Ramps

Detectable waorning surface
shall be full width of ramp
and 3 feet deep. the edge
nearest the curb line shall be
6" minimum and 8" maximum
from the gutter flow line.

L.G.

Flared sides

1" (TYP)

B.S.W.

NOTES:

max

2% max

10% max slope at curb

B Base diameter of 0.9—1.4 in.

® Top diometer of 50-65
percent of base diameter.

B Height of 0.2 in.

m Center to center spacing of
1.6-2.4 in.

® Color shall be brick red

approx. 3/4"

i 1

1/4°

174

1. Design shall conform to these requirements except as otherwise approved

by the City Engineer.

2. For subdivisions where sidewalks are not required for street improvements, curb
depressions for handicap ramps shall be omitted.

3. The surface of each curb ramp and its flared sides shall be slip resistant.

4. Detectable warnings shall consist of a surface of truncated domes aligned

in a square grid pattern.

See detectable warning surface detail.

5. The transition from ramps to gutters or streets shall be flush and free

of abrupt changes.
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8.33% max

B.33% max
-

1" typ.

NOTES:

1. Ramp types B and C to be only used in
situations where 4' minimum landing behind ramp
cannot be obtained.

2. Groove detail shall be per STD 206 A.

3. Sidewalk and ramp thickness shall be 4" of
P.C.C. with 2 No. 4 Rebar continuous over 4" CL2
Agg. Base compacted to 95% R.C..

4. The transition from ramps to gutters or streets
shaoll be flush and free of abrupt changes.

5. Detectable warnings shall consist of
truncoted domes aligned in a square
grid paottern (see STD 206 A).

6. Design shall conform to these
requirements except as otherwise
approved by the City Engineer.

7. If Curb exists, k" dowels are required at 4'-0"
on center between Ex. Curb and new construction.

B. Detectable warning surface shall be full width
by 3' feet deep. The edge nearest the curb line
shall be 6" minimum and 8" maximum from the
gutter flow line.

See Note 2

See Note 2
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