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NOTE: STREET LIGHTING WILL BE PROVIDED AT INTERSECTIONS AND
WILL BE DESIGNED TO MEET MINIMUM AVG. MAINTAINED HORIZONTAL
LIGHT LEVELS AND MAXIMUM UNIFORMITY RATIOS. THESE LIGHT
LEVELS WILL BE SUFFICIENT TO ACCOMMODATE ALL ROADWAY USERS.
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NOTE: STREET LIGHTING WILL BE PROVIDED AT INTERSECTIONS AND
WILL BE DESIGNED TO MEET MINIMUM AVG. MAINTAINED HORIZONTAL

LIGHT LEVELS AND MAXIMUM UNIFORMITY RATIOS. THESE LIGHT
LEVELS WILL BE SUFFICIENT TO ACCOMMODATE ALL ROADWAY USERS.
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NOTE: STREET LIGHTING WILL BE PROVIDED AT INTERSECTIONS AND
WILL BE DESIGNED TO MEET MINIMUM AVG. MAINTAINED HORIZONTAL
LIGHT LEVELS AND MAXIMUM UNIFORMITY RATIOS. THESE LIGHT
LEVELS WILL BE SUFFICIENT TO ACCOMMODATE ALL ROADWAY USERS.
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