REPAIR. EXISTING
CORNICE

REPAIR AND REPLACE
SIDING AS NEEDED

WITH LIKE MATERIALS

REPAIR EXISTING

CORNICE ——\

NEW ALUMINUM
STOREFRONT WITH

SPANCREL GLAZING

NEW FULL UGHT
ENTRY DOOR

hV

_ HIGH EAVE
230 P

_ LOW EAVE
120- ¢ %

_ 2nd Floor RCP $
Hr-o

NEW ALUMINUM

STOREFRONT -

WITH GLAZING

REPAINT BRICK

PVC Ix 4 TRIM

L

RN

ACRE 3/4* SHEET |+++

====G000D OR SIMILAR;

NEW ALUMINUM
STOREFRONT

‘_r:E—P:A\CEDOOR

T

NEW FACIA BOARDS

WITH 1/4 LUTE STEEL
DOOR

REPAINT BRICK

b= FXISTING FLOOR LEVE

100 - ¢

_ HIGH EAVE
250 9

NEW GUTTER AND
DOWNSPOUTS

]

NEW EXTERIOR

DOOR.

EXTERIOR GUARD RAIL
WITH ADA HAND RAIL
ATTACHED. SPINDLES

TO BE CENTERED IN
BOTTOM AND TOP
RAILS.

110 BAND BOARD 1; -

NEW EXTERIOR FULL

UTE GLASS DOOR.

NEW FENCE

1X10 BAND BOARD ——

7

_ LOW EAVE %
120 - ¢

> NEW GUTTER AND
DOWNSPOUTS

2nd Flgor RCP Q
Hr-o




