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SECTION A 

GENERAL INFORMATION 



3.A. l. 

Issue.2. 

BENTLEY S.3. SILVER CLOUD III 

The following are the major changes of piece numbers which have 
occurred with the introduction of the S. 3/rII series cars. The S. 3 parts 
cannot be used for replacements on S. 2 unless we specifically state this. 
Stocks should of course be used up in any case. 

S.2PieceNo. 

ENGINE 

UE. 5685 
UE. 7426 
UE.802 
UE. 9698 
UE. 9695 
UE.8605/6 
UE. 8607 
UE. 5805 
UE.6165 
UE. 6054 
UE.2777 

or 
UE. 903 
UE.8270 
UE.8265 
UE. 8270 
UE. 8265 
UE. 5703 
KB. 14019/L 

UE. 9329 
UE.9330 

Valve, top washer 
Valve, bottom washer J/C 
Valve, spring 1/c 
Inlet rocker, II C 
Exhaust rocker, 1/c 
Inlet valve 
Exhaust valve If C 
Camwheel, 1/c 
Crankshaft IIC 
Connecting Rod assy 

Small end bush 
Piston assy. (9: 1 CR) 
Piston (9: 1 CR) 
Piston as sy. (8: 1 CR) 
Piston (8: I CR) 
Gudgeon pin 
Circlip, gudgeon pin 
(The 8: 1 C.R. - pistons are used only 
when the car is domiciled in countries 
where 100 octane fuel is not readily 
available) 

Plug oil drilling 
Cylinder head, 1/c 
Cylinder head (Continental 'B' bank 
only) 1/c 

S.3PieceNo. 

. UE. 9812. 
UE. 9603 
UE. 9672 
UE. 9628 
UE.9627 
UE. 9620/9630 
UE. 9690 
UE. 6988 
UE. 9806 
UE. 9820 
UE. 9818 

or 
UE. 9819 
UE. 9957 
UE. 9958 
UE. 30260 
UE. 30255 
UE. 9959 
KB.14024/L 

UE. 30017 
UE. 9625 

UE. 9654 

~ 0 I. L S • R C Y C f. L I M I T i: t:, . I' Y M . !. L A t--: r. . C J. t W ;: . E •..; ,:. I'-. h f· 

RS/KH 11.1.63. 
s E c r r (\I-. 



~, ,f.~ Ct0:d)ll1 B:.•..:~Lf ! S3 
P~~ ,l~ .... ; 0"-1 5 

- 2 -

S. 2.. Piece No. 

RH.2043 
RH.2050 

RH. 2050 

(The only di!ferC:"nce between UE. 9625 
and UE. 9654 cylinder heads is the 
ommission of one core plug in the 
latter). 
Cam wheel and pinion assy I/ C 
Cylinder liner and piston assy. 
standard 
Cylinder liner and piston assy. 
8:1 C.R. 

FUEL SYSTEM 

UE.8429 
UE.8430 
RH. 2067 . 

RH. 2065 

RH. 2066 

UE. 7066 

UE.9163 
or 

UE.9616 

UE. 9495 
UE.8958 
UE. 6538 

Carburetter 'A Bank 
Carburetter 'B' Bank 
Air Silencer Assembly complete 
(All cars except Ph. 5 and Continental) 
Air Silencer Assembly complete 
(Continental only) 
Air Silencer Assembly complete 
(Phantom 5 only) 
Hose, air silencer 
The new air silencers differ in the 
attitude of the outlet pipe. A shorter 
hose is required in coneequence. If 
the hose also is changed S. 3 silencers 
can be used on S.2. 

Butterfly housing assembly 

The enclosed breather system (Inf. 
sheet 2. E. 39.) is to be fitted on all 
cars. UE.9616. the original housing,, 
breathes on the engine side of the 
butterfly. UE. 9962 breathes on the fresh 
air side and is the one which will be 
fitted when stocks of UE.9616 are used 
up. 
Breather pipe assembly 
Jet needle. US. 
Air Intake assy. 'A' Bank 

3.A.l. 

S.3. Piece No. 

RH. 2166 

RH. Zl 77 

RH.2267 

UE. 9815 
UE. 5748 

RH.2178 

RH. 2179 

RH.2180 
UE. 30067 

UE. 9962 

UE. 9890 
UE. 9938 
UE.6262 

---------------------~---------------- - ·- - -- ·- -
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S. 2 Piece No. 

FUEL SYSTEM (Cont'd) 

UE. 6339 

RE.10620 

COOLING 

UE. 3477 
UE. 7936 
UE. 1189 
UE.1!71 

UE.li71 
UE. 1187 
UE. 1242/50 
UE. 1233/ 41 

UE. 1341 
UE 1340 
UR. 1339 
UR. 5444 
UR. 1332/3 
UR.1334/5 
UR. 1739 
UR. 1738 
UR. 3479 
UE. 172.3 
UE. 1028 
UE. 1029 
UB.1398 
UB.1399 

Air intake assy. 'B' Bank 
Flanged sleeve (Not previously used) 
Joint. air intake 
Vacuum pipe. distributor 

Radiator top and bottom tank assy 
Radiator shell as sy. (Bentley) 
Vanes assy. (Bentley) 
Strip, !lange (Bentley} 
( UE. 11 71 can be produced from 
UR. 5717) 
Strip, flange (Rolls-Royce} 
Centre vane 
Outer vane RH {Bentley) 
Outer vane LH (Bentley) 
Baffle plate assy (Bentley) 
Shell and shutter assy (Rolls-Royce) 
Shell assy. (Rolls-Royce) 
Vanes assy (Rolls-Royce) 
Baffle plate assy. (Rolls-Royce) 
Vane (Rolls-Royce) 
Vane (Rolls-Royce) 
Centre stiffener (Rolls-Royce) 
Centre stiffener (Rolls-Royce) 
Fan cowl assy. 
Support bracket assy 
Stay, diagonal, lower, radiator 
Stay. diagonal, upper. radiator 
Stay, wmg. LH 
Stay, wing, RH 

REFRIGERATION 

UE. 9547 
UE. 8268 

Compressor assy. I/C 
Compressor I/C 

~. A. l. 

S. 3 Piece No. 

UE.6263 
UE.6226 
UE. 6230 
UD.10713 

UR. 5654 
UR 5729 

· UR. 5766 
UR.5717 

UR. 5763 
UR. 5728 
UR. 57Us/26 
UR. 5730/28 
UR. 5899 
UR. 5740 
UR. 5741 
UR. 5757 
UR. 5773 
UR. 5759 
UR. 5760 
UR.5761 
UR. 5762 
UR. 5885 
UR. 5875 
UR. 5845 
UR. 5846 
UR. 5849 
UR. 5850 

UE. 30187 
UE.30186 

-- --- ·- --·-··------ -----·----- - - --------·-··- ···· ····- ---·---. . 
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S. 2 Piece No. 

RE:. RIGERATION (Cont'd) 

The new compressor can be used for 
all replacements. Diff.:r~nct· is an 
increase in capacity. 

UE. 7503/7 702. Condensor 
Assy. pipe, condensor to flex hose 
Pipe 

UD. 5080 Pipe condensor to con:.rol valve 

STEERING 

UR. 1920 
UR. 3252 
UR.1920 
UR. 32.52 
UR.1937 

UR. 4261 
UR.4112 
UR. 4508 
UR. 4259 

Power cylinder assy. LH 
Power cylinder assy LH complete 
Power cylinder assy. RH 
Power cylinder as sy. RH complete 
Bracket mounting. power cylinder 
None of the new parts can be used 
for replacements unless the bracket 
UR.8014 is supplied. 
Top cover assy. transfer gear casing 
Top cover. transfer gear casing 
Transfer gear casing LH 
Transfer gear casing RH 
Rubber mounting washer 
Distance piece 
Rubber bush 
Washer 
Nut 
On S. 3 cars clearance is given where 
the cover formerly spigotted into the 
casing. The securing studs are bushvd 
iri rubber and provision for the bushes 

3. A l. 

S. 3 Piece No. 

UE. 5580 
UR. 5881 
UR. 5880 
UD. 8621 

.UR. 8009 
UR • .8017 
UR. 8010 
UR. 8016 
UR. 8014 

UR. 8041 
UR. 8002 
UR. 8043 
UR. 8042 
UR. 8031 
UR. 8032 
UR. 3109 
UR 1692. 
K. 4006/Z 

has been made by reducing the stud diameter 
from 5/161t to 2. BA and increasing the dia 
of the holes in the top cover to accept the 
rubber bushes. Old casings have been used 
up on early cars by tht: use of a 5/16"/2..BA 
stud. This modification is not fith .. d to 
earlier cars. 

·- ··--- --- ·- ------------·--- --
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S. 2. Piece No. 5. 3. Piece No. 

STEERING (Cont'd) 

UR.4510 
UR. 4258 

( UR. 3361 
( UR. 5481 
( UR. 5522 

UR. 5892 

UR. 1681 
UR. 1673 
UR. 5662 
UE. 5647 
UE. 5671 
RH. 2041 
RH. 2042 
RH. 2131 
RH. 2.132. 

ELECTRICAL 

UE , 7322 
UE. 488 
UD.1728 
UD. 1728 

UD. 1728 

UD.1728 

UD . 4845 

UD. 4845 

Steering cam tube, LH 
Steering cam tube, RH 

Bearing, steering cam tube 

Valve housing, steering box 
Spring disc, steering box 
Bearing housing 
Valve, steering box 
Swivel bracket, steering pump 
Steering pump pulley 
Steering pump 
Steering box assy. with hoses RH cars 
Steering box assy. with hoses LH cars 
Steering box assy. less hoses RH cars 
Steering box a.ssy. less hoses LH cars 

Bracket assy. dynamo I/C 
Screw, dynamo 1/ C 

)All countries 

UR. 8011 
UR. 8012 

UR. 8013 

UR. 5890 
UR 5706/7/8 
UR. 8029 
UR. 5647 
UE. 9850 
UE. 9842. 
UE. 9846 
RH. 2183 
RH.2184 
RH. 2265 
RH. 2266 

UE. 9845 
UE. 9848 
UD. 8341 Lamp, front/flasher LH 

Lamp, front/Hashe r RH )except U.S . A , UD. 8342 
)Switzerland 
)Canada, Italy. 

Lamp , front/flasher LH (U. 5. A. Switzerland 
Canada, Italy only) UD. 8401 
Lamp, front/flashe r RH (U.S. A. Switzerland 
Italy , Canada only) UD. 8400 
S c_rew , side lar:r:i,p and flasher to wing UD.11034 
Used on above lamps. 4 off on each 
Lamp . front/side/flasher (All countries 
except Italy, Canada, Switzerland) 
Lamp, front side/flasher (Italy, Canada 
and Switzerland only) 
The above two lamps UD. 6333/4 are for 
Park Ward Continentals only. 
Seal, headlamp to £airing 

UD. 6333 

UD. 6334 

UD. 8626 

, _____ - -----·-·-------- ---- - - ------ --
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S 2. Piece No. 

HEADLAMPS 

- 6 -

Headlamp - 2.E 
Light unit assy 
Bulb 45/40 watts 

Headlamp - 1 E 
Light unit assy 
Bulb 45/ 40 watts 

S. 3 1 Piece No. 

UD. 8559 
UD. 8585 
UD. 3970 
UD. 8558 
UD. 8584 
UD. 3970 

Please note : Only one filament of bulb is used in UD. 8558 headlamp . 

N & S America 
Middle East 

Home Cars 

Sweden 

Austria 

Headlamp - IA 
Sealed beam unit 37. 1/2 watts 

Headlamp - 2.A 
Sealed beam unit 37. 1/2. / 50 watts 

Headlamp - lA 
Sealed beam unit 37. 1/2 watts 

Headlamp - 2.A 
Sealed beam unit 37. l/2 / 50 watts 

Headlamp - IA 
Sealed beam unit 37. 1/2. watts 

Headlamp - 2E 
Light unit assy. 
Bulb 45/ 40 watts 

Headlamp - lA 
Sealed beam unit 37. 1/2 watts 

Headlamp - 2E 
Light unit assy. 
Bulb 45/ 40 watts 

UD. 8532 
UD. 8549 
UD. 8533 
UD. 8550 

UD. 8524 
UD. 8545 
UD. 8525 
UD.8540 

UD. 85Z4 ' 
UD.8545 
UD.8531 
UD. 8546 
UD. 3970 

UD. 8562 
UD. 8527 
UD.8564 
UD.8528 
UD. 3970 

ROLLS•"OTCE LIHITE.0, PYP-!'S LANE, CREWE., ENGLANC:.' 

RS/KH I • 
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S. 2. Piece No. 

HEADLAMPS (Cont'd) 

Europe except 
France, Italy 
Sweden. Austria 

France 

UD. 2307 
UD.2102 

UR. 26l3 
UR. 5203 

Headlamp - lA 
Sealed beam unit 37. 1/2 watts 

Headlamp- 2.E 
Light unit assy 
Bulb 45/ 40 watts 

Headlamp - lA 
Sealed beam unit 37. 1/2 watts 

Headlamp - 2. E 
Light unit as sy. 
Bulb 45/ 40 watts 

Backshell 
This back shell is common to all above 
headlamps. 

Horn, windtone 
Horn, windtone 
(Horns are identical except for 
position of mounting bracket. 
They can be turned round) 
Di stance piece, mounting bracket horns 
Distance piece, mounting bracket bumper 
Bracket, snow shield to bumper 
Bracket, mounting, horn to bumper 
Bracket, snow shield to steering ram 
upper 
Bracket, snow shield to steering ram 
lower 
Snow shield as sy 
Bracket, horn support (LH) (HF horns 
only) 
Bracket, horn support (RH) (HF horns 
only) 
Backing plate assy, anti-roll bar 
Cross channel assy. 

,- ( ;. L S • fl O "\' C E L I t-'. ; 1 [ i:.. • f ~- !"' ~ l A •-: , 
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3. A. l. 

S. 3. Piece No. 

UD. 8524 
UD. 8545 
UD. 8526 
UD. 8539 
UD. 3970 

UD. 8529 
UD. 8547 
UD.8530 
UD. 8539 
UD. 4866 

UD. 8536 

UD. 5582. 
UD. 5583 

UD. 5588 
UD. 5589 
UD. 5591 
UD. 5592 

UD. 5594 

UD. 5596 
UD. S598 

UR. 5240 

UR. 5241 
UR. 5247 
UR. 5256 

t !-.· <' • I ~- , 
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5. 2. Plece No. 

TRANSMISSION 

UG. &32 

UG. 2760 

UG. 3539 
UG. 3906 
UG. 3907 
UG. 3909 
UG. 494 
UG.1328 
UG. 1351 
UG.1348 

RH.2047 

RH. 2049 

SUSPENSION 

UR. 3844 
UR. 3779 
UR. 3843 
UR. 3778 
UR. 5138 

FRAME 

UR. 4650 
UR. 4743 
UR. 4706 

UB. 2580 
UB. 3537 

Coupling flange rear axle pinion (Bentley 
and Silver Cloud) 
Coupling flange rear axle pinion 
(Phantom 5) 
Coupling flange, prop shaft 
Propeller shaft {123" cars) 
Propeller shaft (127u cars) 
Propeller shaft (Phantom 5) 
Carrier assy. front planet 
Carrier and shaft assy. front planet 
Front and rear drum assy 
Front drum assy 
All the above transmission parts 
are interchangeable. 

Asay. rear axle centre casing complete 
13/40 ratio, (CT. BT. RT 23 and 27 S3 
SIII) I/C 
As sy. rear axle centre casing complete 
9/35 (RT 45 Phantom 5) I/C 

Steering yoke assy. LH 
Steering yoke LH 
Steering yoke assy RH 
Steering yoke RH 
Threaded bush lower fulcrum pin rear 
end I/C 

Frame assy. (12311 wheelbase) 
Frame assy. ( soft top) 
Frame assy. (127u wheelbase) 

Capping rail assy. (123" wheelbase) 
Capping rail 
Bracket. support ashtray, capping rail RH 

S. 3. Piece No. 

UG. 4215 

UG. 4216 
Uu 4214 
UG. 4217 
UG. 4219 
UG. 4220 
UG. 4191 
UG. 4190 
UG. 4299 
UG. 4298 

RH. 22.61 

RH. 2262 

UR. 5959 
UR. 5673 
UR. 5960 
UR. 5674 

UR. 5306 

UR. S5b8 
UR, 5581 
UR. 5~23 

UB. 3859 
UB. 3860 
UB. 3840 

ltOLLS•IIC.OYCE LIMITEC. PYt--:·~ LA~f.. CRE'<'•E. El'•G J.."'0 
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S. l.. Piece No. 

BODY (Cont'd) 

uw. 2122. 
UE. 7758 
RH. l.070 
RH. 2071 

373/407 
473/152. 
473/153 

UE. 1194 

173/353 
173/352. 
173/383 
173/382 
UE. 7824 
UE. 7823 

373/369 
UE. 7982/3 
373/368 
UE. 7980/1 

IGNITION 

UD. 4687 

Bracket, support ashtray, capping rail LH 
Screw, capping rail ashtray 
Seal. rubber, dashboard 1/C 
Bonnet assy 
Panel assy. bonnet, RH 
Panel assy. bonnet, LH 

) 
) R.R. 
) 

Bonnet assy ) 
Panel assy. bonnet RH ) Bentley 
Panel assy. bonnet LH ) 
Adjustable mounting angle as sy. 
RH radiator to valance 
Adjustable mounting angle assy. 
LH radiator to valance 
Bracket, bonnet fastener 
Angle, wing stay 
Bracket bonnet trough, front LH 
Bracket bonnet trough, front RH 
Bracket bonnet trough, rear LH 
Bracket bonnet trough, rear RH 
Moulding centre bonnet 
Moul ding centre bonnet 
The old mouldings can be produced 
from the new. The only difference is 
in the overall length. 
Valance plate assy. LH 
Valance plate LH 
Valance plate assy RH 
Valance plate RH 

Distributor 

EXHAUST SYSTEM 

UE. 3499 
UE. 3416 

Downtake pipe assy. RH 
Downtake pipE> assy. LH 
Clamp, exhaust pipe 
Sealing ring, exhaust pipe 
Special nut, clamp 

S. 3. Piece No. 

UB. 3841 
UA. 8123/Z 
uw. 2648 
UR. 5861 
RH. 2169 
RH. 2170 

373/470 
RH. 2171 
RH. 2172 

UR. 5886 

UR. 5887 
UR. 585t> 
UR. 5866 
UR. 5713 
UR. 5714 
UR.5715 
UR. 5716 
UR. 5778 
UR. 5779 

UR. S787 
UR. 5949 
UR. 5788 
UR. 59SO 

UD. 8583 

UR. 5903 
UR. 5638 
UR. 5639 
UR. 10978 
UR. 5665 

IIIOLLS•ROYC:.t LIMITED. F''rt-! S LANt.. CRE•'<'(, E"'C.LANO 

11.1.63. 
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S. 2. Piece No. 

EXHAUST SYSTEM {Cont'd) 

UR 5439 

UR. 5453 

UR. 538';1 

UR 5389 

UE. 7591 

UE. 7735 

Special bolt, clamp 
Front silencer assy, (Std. & Long 
Wheelbase) 
Front silencer assy. (Continental) 
Robinsons type exhaust mounting 
Clamp, exhaust pipe intermediate 
Sealing ring, exhaust pipe intermediate 
Rear silencer as sy and front inter. p1pc.: 
(All 123" Wheel Base Cars) 
Rear silencer as sy and front inter. pipe 
(All 127" Wheel Base Cars) 
Damping box assy, and rear pipes 
(All 123" and 12.711 cars except Cont.inental) 
Damping box assy. and rear pipes 
(Continental) 
Locating piece, tail pipe mounting 
Bonding strip 

S. 3. Piece No. 

UR. 5666 

UR. 5948 
UR. 5948 
UR. 5634 
UR. 5364 
UR. 5367 

UR. 5648 

UR. 5651 

UR. 5678 

UR. 5873 
UR. 5838 
UD. 8614 

It should be noted that some of the above modifications do not apply 
to 'A' and 'B' series cars. These are built to the final S.Z. specification in 
the following respects: 

Frame and exhaust system 
Gearbox 
Steering yokes 

'A• Series steering is in accordance with S. 2. Information Sheet 2. N. 7 
for right and ldt hand cars. 

(1) Re-issued to amend mcor;ect part numbers on pages l. 3 4,8 and 9. 

ltOLL.S•~OYCE LIMITED. ,YM'S LANE, CREWl. ENG;..ANC 
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S;cVEP. CLOUD lli BU-n-:.£Y S3 . 
PHANTOM S 

R:t..AR SHOCK DAMPER TOOL 

BENTLEY 53 . SILVER CLOUD III. PHANTOM 5 

3 .A. 2. 

A tool is available for the extraction and insertion of the rear shock 
damper link Silentbloc bushes in the rear axle tubes. 

Price of the tool is £2-4-0d the piece number RH. 7007. 

The tool can be used on all cars from S l series and onwards. 

This Spares Information Sheet has been re-located from Section H 
to Section A. 

JlOLLS•ROYCE LIMITlO. PYM·S lANl. Cf;[WE, tr 

Q/KH I '· ·· 
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Silver Cloud H. J, Mulliner. Park Ward 2 and 4 Door Saloon 
Silver Cloud H J, Mulliner. Park Wet rd Drop Head Coupe 

(with Power Operated Hood) 
Silver Cloud J,1mes Young 4 Door Saloon 

3, A. 3. 

As some considerable time may elapse before the special parts fitted 
to these cars can be incorporated into the S. 3. Spares Schedule. they are being 
given below. 

Where no mention is mdde of d. particul<tr part it m,1.y be assumed that 
either it is the same <tS is fitted to ii Sti:mdard Silver Cloud or it is a coachbuilders 
item. 

Parts dre c1s follows:-

Bumpers 

Redr bumper is the Sdme as the Bentley Continental bumper except that 
it bears a Rolls-Royce b.-1.dge, in the centre. in place of the Winged B'. 

Piece numbers c1 re: -

UR.8636 

UR. 8638 

UR. 8637 

UR.8639 

Red r Bumper Assy 

Redr Bumper Assy 

Rear Bumper Assy 

Rear Bumper Assy 

B<idge Housing Assy. 

Nd.me Plate Assy 

Nut. Housing to Bumper 

Washer Housing to Bumper 

Pnrk Ward Cars in all countri 
except France. 

Park Ward C;1 rs - Fr.1 nee onl 

Mulliner Cd rs in ii II countrit!S 
exc-ept Fr.,nce. 

Mulliner Cdrs - F-rnnce only, 

UR. 1958 

RF. 8139 

UA. 302/ Z 

K.4410/Z 

K.4404/Z 

K.4307/Z 

Wii sher. Ndme Pl.-1 te to Housing 

Nut. Nr1.me Pldte to Housing 

·----·· ·- --·--- ·----·· _ -· . __ ·-··- __ _ Continued ••.••• 
' ! ,; I ' 

---··-··--..--..... · .. -- -- - - ·----·--·--- - ---- -- - .. -- ·-·· . - - --··· .. 
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The following front bumpers a re fitted: -

UR. 8690 

UR. 8691 

For ca rs in all countries except Frttnce. 

For ca rs in France only. 

3.A.3. 

The mounting bolts, nuts and washers are the same as those used on 
Bentley Continentals. 

and rear. 

Bonnet 

James Young cars are fitted with Standard Silver Cloud Bumpers, front 

Fittings a re the same as for Silver Cloud except: -

UE. 1194 
UE.5837 
173/382 
173/383 
373/441 

Bracket assembly. Bonnet Fastener replaces UR. 5856 
Packing Piece is not fitted 
Bonnet Mounting Bracket Rear RH replaces UR. 5716 
Bonnet Mounting Bracket Rear LH replaces UR.5715 
Bentley Continental S.3. bonnet stay assembly is fitted. 

Bonnet panels are <1. coachbuilders supply. 

Valance Plates 

Special Valance plates a re: -

Right Hand 
Left Hand 

UR. 8668 
UR.8669 
UE.8307 Rear Extension assembly Right Hand Valance plate is fitted. 

Instrument Boc1 rd 

Special Speedometers are:-

Q/KH. 

UD. 8964 
UD. 8965 
UD. 8966 
UD. 8967 

Miles 
Kilos 
Kilos (Germany and Italy only} 
Miles/ Kilos 

8.6.64. 

Continued ..... . 
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The speedometer flexible drive is the same as fitted to Bentley 
Continental. 

The 4 in 1 instrument and clock as fitted to Silver Cloud. 

All instrument boa rd switches are as fitted to Bentley Continental 
Picture plates are:-

UD. 5386 
UD. 5055 

Picture Plate, Heater and Demister Switch 
Picture Plate, Panel Light and Wiper Switch. 

Heater and Demister Control Valves are as fitted to Bentley Continental. 

· Water Connections 

These are as fitted to Bentley Continental other than the steam escape 
pipe hose; this is the standard Silver Cloud UR. 548 7. 

Radiator 

All parts including cowl, stays, supports, shell and vanes and mascot 
are as fitted on Silver Cloud. 

Brakes 

Front and rear brakes are to the latest standard Silver Cloud spec~ficatior. 
shown on Spares Information Sheet 3.G.4. 

Gearbox 

Governor and rear pump as for Bentley Continental i.e. as shown on page: 
H.5. and H. 7. of the Gearbox Spares Schedule. Volume III. 

Heating and Demisting_ 

Heater and Demister ducting, as for Bentley Continental. 

Lamps 

All lamps as for Bentley Continental. 

Continued .•..•. 
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Windscreen Wiper 

Motor, arms and blades as for Bentley Continental. 

Wires and Cables 

As for Bentley Continental. 

&.6.64 . 
.Q/KH. 
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3.A.4. 

SPARES & TOOLS 

BENTLEY S3. SILVER CLOUD III. PHANTOM 5 

The tyre pressure gauge which has been supplied in the tool kit 
on all post war cat's up to thP. present time is no longer available ana. an 
altE'rnative is now bE'ing provided. 

Part numbl'."r s are as follows : -

Displaced New 

RF. 5279 Gauge Pressure Dunlop No. 6. UR. 8760 

. --··· ..... --------

·-----··---· -·· .... 

Q/KH 
27.:. 0. l 964 

r :: 



t 
3.A. 5 . 

PHANTOM 5 

Please note that from chassis 5.L. VB.43 onwards the above 
cars are fitted with S. 3. distributor and carburetters. 

7.10.64 

Q/KH. 
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RtJ/11-Ro,c, fl Bentley Motor C,rs 

Appticable to: ALL POST WAR CARS 

Spares Information ShHt 

Information Sheet No. 
Section 
Date 
Page No. 

A.5 ISSUE 2 
A 
7 11 73 
l of 2 

Gl::NERAL 

REPLACEMENT BEARING SETS 

Main and Big End bearings will in future only be supplied in sets. 

Main Bearings are as follows:-

MODEL SIZE PART NUMBER 

) Standard RH.2082 
Bentley Vl A to L Series ) 0.010" U/S RH.2087 
Silver Wraith A to E Series ) 0.020" U/S RH.2091 
Silver Dawn A and B Series ) 0.030 11 U/S RH.2095 

Bentley M Series onwards 
Bentley R type ) Standard RH.2083 
Silver Wraith F Series onwards ) 0.010" U/S RH.2088 
Short and long wheelbase ) 0.020" U/S RH.2092 
Silver Dawn C Series onwards ) 0.030" U/S RH.2096 

) Standard RH.2084 
Bentley S.l ) 0.010 11 U/S RH. 2089 
Silver Cloud l ) 0.020" U/S RH.2093 

) 0.030 11 U/5 RH. 2097 

) Standard RH.2086 
Bentley S.2 ) 0.010" U/S RH.2103 
Silver Cloud 11 ) 0.020" U/S RH.2104 

) 0.030" U/S RH.2105 

Bentley S.3 ) 

Silver Cloud 111 ) Standard RH.2499 
Phantom V ) 0.010 11 U/S RH.2500 
Bentley 'T' Series ) 0.020" U/S RH.2501 
Silver Shadow ) 0.030" U/S RH. 2502 
Phantom Vl 

Continued •••.••• 
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Rolls-Royce fl Bentley Motor Cats Spares Information Sh••t 
Applicable to: ALL POST WAR CARS 

MODEL 

All post war 6 cyl. 
Engines 

Bentley s.2 
Silver Cloud 11 

Bentley S.3 
Silver Cloud 111 
Phantom V 
Bentley 'T' Series 
Silver Shadow 
Phantom Vl 

Re-issued to bring main 

Cwt/KH/GL 

Information Sheet No. A. 5 ISSUE 2 
Section A 
Da~ 7 11 73 
Page No. 2 of 2 

BIG END BEARING SETS 

SIZE PART NUMBER 

) Standard RH.2099 
} 0.010" U/S RH.2100 
} 0.020" U/S RH.2101 
} 0.030" U/S RH.2102 

) Standard ) RH.2140 
) ) RH.2141 
} 
) 0.010 11 U/S ). RH. 2142 
) } RH.2143 
) 
) 0.020° 0/S ) RH.2144 
) ) RH.2145 
} 
) 0.030 11 U/S ) RH.2146 
) ) RH.2147 

} Standard RH.2504 
) 0.010" U/S RH.2505 
) 0.020" U/S RH.2506 
) 0.030" U/S RH.2507 

bearing sets up to date. 

C Rolfs-Royce Motors Limited 1973 
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Rolls-Royce & Bcn,ley General Spares lnfonnation Sheet 

BENTL.EY VI - R TYPE A1\U CONTTNE~,TAL, SILVER HA.W:'~ , 
SILVER H:\\Vi"\ E SERJ ES. SfLVER \\'Ri\1111 A,'\!D SILVER 
WR.Al 111 LO.'\G WIIEELBASE. 

Section A 
Information Sheet No. /... 7 
Page No. 1 of G ( I s~u,: 2 
Date 18.4. 72 

The folJ owing is a list, of all t,clt layouts used on Post War Bentley ar,d 
Rolls-Royce cars. Amended sheets will be issued as and when necessary. 

BEf.T LAYOUT lS Sl~CLE V BELT 

CHASSIS TYPE 

BENTLEY VI 

Series A, B, C, D, r:·, F, Also Chassis B-GT. 1-133, 141-205, 
209, 211 
Chassis No's B-Gt.135-1~9, 207, 213 

B £NTL EY R TYPE 

All Chassis B-RT to B-Z'Y 
• II II ti " II 

BE!\TLEY CO;',Tl:\'E:'-'TAL sra~ TS 

All Chassis BC-A to BC-E 
• ti ti " If It 

SILVER [):\1'.N 

LSBA. All Chassis. LSCA. Chassis No's 1-7 
LSCA. Chassis No. 9 onwards 

SIL VER DA\\~ E SERIES 

All Chassis SKE to SVJ . " " II fl If 

SIL VER \\'RA ITI I 

A, B, c, Also Chassis No's WHD 1-76 
Chass.is No's WHO 77 onwards 
• ti ti II ti II 

SILVER WRAITH LO.\G WHEF.LflASE 

Chassis AJ.\V - DLW 

* u ti II 

NOTE: *Chass.ii:; Exported to Switzerland Only 

RE. :?09-11 
RE. 20950 

RE.20!)50 
RE. :?0941 

RE.20950 
RE. 20!:P 1 

RE. ~n911 
RF.. ::?t >9:-0 

RE. ?.005() - ----

RE.20011 
RE. 20!J50 ---RF. 21 >9- l 1 

Continued •.• 
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DENTI.EY S. t A"!D SIi.VER CJ.Ol'H I 

s,~ct1on /\ 
Information Sheet Nu. ,\ 7 
Pane No. :l or G 

Date 30. n. 7 t 

SlLVER \\R.\lTII_ LO.\c; \\11EELH.\SE SERl ES EU\' TO JIU\' 

LAYOL,'T NO. l 

LAYOUT NO. 1 

LA YOt'T i\O. 2 

Crankshaft - Dynamo - Coolant Pump 

LI\ YOl, "T :'\O. 2 

Crankshaft - Dynamo - Coolant J'>u.'11f> 

Coolant Pump - Power Steering Pump 

!:._AYOUT ~O. S 

Crankshaft - Dynamo - Coolant Pump 

Sjnglc Belt 

1'·1in Bel ts 

Single Belt 

T~rce Belts 

Coolant Pump - Jockey Pulley - Frid61:' Compressor 1\vin Belts 

Coolant Pwnp - Power Steering Pump Single Belt 

LA.YOt:r \0. 3 

m:. nos 

UE. 3i£(> 

UE.4529 

UE.495'.) 

UF.. 50£13 

• UE. 4192 

Co:1tinued ••• 
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Ho!ls Royce & Ul!1nlcv General Spares lnfotnla'(ion Shcc'i: 

Section A 

Information Slv~et No. A -i 
Page No. J or G 
Date .'.YJ.!J. ·11 

SILVER CLOUT> II & UI llE:~Tl.EY S. 2 A:\'O s. 3 PH:\NT0~,1 V 

I.AYOllT KO. 1 

LAYOUr ~o. 1 

Crankshaft - Coolant Pump - PO\..-er Steering Pump 

Crankshaft - Coolant. Pump - Dynamo 

LAYOUT' ~O. 2 

LAYOl.'T ~O. 1 

' . 
Twin Belts 

'l'\'in Selts 

UE.85!?() 

UF..tl59t 

Cr-c1nkshaft - Fridge Compressor - D)namo Tl\'ln Belts UE.5G~9 

UE.~5?0 Crankshaft - Coolant Pump - Po;v-cr Stcerfog Pump 'J\';in Belts ··----

Continued ••• 
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Rolls llo\'C~ & Bcmlcy General Spares lrriormation S.hcct 

Section A 
Information ShC'et No. :\ 7 

Page No. 1 or G 
Date 3-'). 9. 71 

EA.~LY SILVER SHADOW AND TH:;NTI.EY 'T' SERJES \\'1111 SAGJNAW PQ.\TR 
ASSISTED STEI-Jll~G PU.ii' 

B'EL TS RfQUlRF.D 

Cranks?",aft - Steering Pu:-r.p - fl)namo 

Crankshaft - Jockey Pulley - Coolant Pump 
'fl•d.n Belts 

Twin Belts 

UE.S4563 

l'E. 34569 

Continued ••• 



I 

Hotls flo\'f.C . f.. flt!nrlr.y General Spares lniorrnotion Shct't 

ScC:liun /\ 

lnfo1m<1tion Sheet No . .-\ 7 
Pug c No. 5 or <i 

Datu 3U. 9. 7 1 

EARLY SJI.VFlt Sll,\001\' Ai\n fH::'\;TLEY 'T' SERIES WI'nl IIOBOI.HNE E..\TO~ PO:\'l::R. 
ASS 1 STED STEEi~ l :'\G 

LA.YOUT ~O. 

B El TS R EQtlJR EO 
LAYOt.."f ;\O, I 

Crankshaf t - Coolant Pu.11p - Dynamo 

Cranksha f t - Cool .int Pump - Po~ver· Steering 

REI.TS RF.QlJJREO 
LAYOUI' NO. 2 

Pump 

Cranks ha f t - Al tern a tor - Fr j dgc Compress OJ ' 

Crankshaf t - Cool ant Pump - Po,..•cr Stccri ng 
Pump 

LAYOLT '.\O. 2 

'J\\·jn Bel ts 

1win Belts 

Twin Belts 

1'Hin nclts 

Ut . 3 11 :?G 

L1F..32G5S 

UE. ~13.SG 

lJF:. 3?.G58 ----

Co:) U nucd ••• 
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GENERAL 
Rolls-Royce fJ Bentley Motor Cars Spares Information Sheet 

Applicable to: LATER SILVER SHADOW AND 
BENTLEY 'T 1 SERIES Information Sheet No. 

Section 
A.7 Issue 2 
A 

Date 16 1 74 
Page No. 6 of 6 

l TO 1 COOLANT PUMP DRIVE 
BELTS REQUIRED FOR 1 TO 1 DRIVE 

Crankshaft - Jockey Pulley - Coolant Pump 

Crankshaft - Steering Pump - Fridge 
Compressor 

Coolant Pump - Alternator 

Coolant Pump - Air Pump 

(If fitted with Exhaust Emission Control 
System) 

BELTS REQUIRED FOR 1.2 TO 1 DRIVE 

Crankshaft - Jockey Pulley - Coolant Pump 

Crankshaft - Steering Pump - Fridge 
Compressor 

Coolant Pump - Alternator 

Coolant Pump - Air Pump 

{If fitted with Exhaust Emission Control 
System) 

Cwt/KH/HB 

1.2 TO 1 COOLANT PUMP 
DRIVE 

Twin Belts UE 34569 

Twin Belts UE 37811 

Single Belt RH 8501 

Single Belt OE 33677 

Twin Belts UE 37810 

Twin Belts UE 37811 

Single Belt SPC 1280 

Single Belt UE 36363 

1 l (C) Rolls-Royce Motors Limited 1973 
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GENERAL 
RtJl!s-Royce I! Bentley Moro, Ca,s Spar,s Information Shatt 

Applicable to: ALL POST WAR CARS 
Information Sheet No. A16 

WINDSCREEN WIPERS 

Section 
Date 
Page No. 

A 
May 1974 

l of 2 

We have been informed by the manufacturer, that it is no 
longer economical to repair Windscreen Wipers and they 
will therefore cease to be a service exchange iteai. In 
future, new parts only will be supplied and when they are, 
it will be in accordance with the policy described in Spares 
Information Sheets M23, 2M58, 3M52, 4L89, 4Lll0 and 4Ll23, 
that is in separate units of Motor only, Shaft and Gear 
Assembly. 

Piece numbers of the parts which will be available and their 
application, although described in the above Spares 
Information Sheets, are given again for easy reference:-

WIPER MOTOR ONLY 

For all Post War Cars 
prior to Bentley 'T' Series and Silver Shadow 

For Bentley 'T' Series and Silver Shadow 
cars, prior to the serial numbers given in main 
box on Pages Kl/4 and Kl/5 of the Spares Schedule 

For Bentley 'T' Series and Silver Shadow cars, 
with serial numbers as given in main box on. 
Pages Kl/4 and Kl/5 of the Spares Schedule 

For Bentley 'T' Series and Silver Shadow cars, 
with serial numbers as given in additional box 
on Pages Kl/4 and Kl/5 of the Spares Schedule 

SHAFT AND GEAR ASSEMBLIES 

For Post War Cars up to the following:

Bentley S3 Standard Saloon B494CN 
Bentley S3 Long Wheelbase BAL6 
Silver Cloud III Standard Saloon SDW3 
Silver Cloud Long Wheelbase CCLl 
and all Sl/2/3 Park Ward Continental cars 

For Bentley S3 Standard Saloons from B496CN 
Bentley S3 Long Wheelbase from BAL8 
Silver Cloud III Standard Saloons from SOWS 
Silver Cloud Long Wheelbase from CCL3 

(C') Rolls-Royce Mo1ors L1m,ted l974 

CD5720 

CD5726 

CD5612 

C05708 

CD5717 

CD5718 



GENERAL 
Rolls-Royce fl Bentler Motor Cars Spar,s Information Slt11t 

Applicable to: ALL POST WAR CARS 

Information Sheet No: Al 6 
Section A 

Date May 1974 
PageNo. 2 of 2 

For Bentley Sl/2/3 Mulliner Continental Cars 

For Bentley 'T' Series and Silver Shadow LH 
Drive cars, prior to the serial numl::-ers given 
in main box on Page Kl/4·of the Spares Schedule 

For Bentley 'T' Series and Silver Shadow RH 
Drive cars, prior to the serial numbers given 
in main box on Page Kl/5 of the Spares Schedule 

For Bentley 'T' Series and Silver Shadow LH 
Drive cars with serial numbers as given in 
main box on Page Kl/4 of the Spares Schedule 

For Bentley 'T' Series and Silver Shadow RH 
Drive cars with serial numbers as given in main 

CD5719 

CD5728 

C05727 

CD5610 

~ box on Page Kl/5 of the Spares Schedule CD5609 
ftJ 

-s. 
~ For Bentley 'T' Series and Silver Shadow·LH 
.s Drive cars with serial numbers as given in 
'O E additional box on Page Kl/4 of the Spares Schedule CD5709 
f 

For Bentley 'T' Series and Silver Shadow RH 
Drive cars with serial numbers as given in 
additional box on Page Kl/5 of the Spares Schedule CD5710 

Rnr/KH/NM 

C) Rolls-Royce Motors L1m,ted 1974 



Rolls-Royce fl Bentler Motor Cars GENERAL Spar,s Information ShtJtJt 

Applicable to: ALL POST WAR CARS 
Information Sheet No A 18 
Section A 
Date 
Page No. l of 2 

To facilitate computerisation, RH numbers have now been 
allocated to the various mod kits and overseas tourinq kits 
that are in use at the present time. 

The parts affected are as follows:-

DESCRIPTION PIECE NO 

Continental Touring Kit No 1 RH 2595 

Continental Touring Kit No 3 RF 2596 

Continental Touring Kit No 4 PJ-i 2597 

'O Continental Touring Kit No 5 RH 2s9e 
t:: • Continental Touring Kit No 8 RE 2599 a 
C: 

I.I.I 

.!: Continental Touring Kit No 11 RE 2600 
'O • -.!: Continental Touring Kit No 15 RH 2601 
~ Continental Touring Kit No 16 RH 2602 

Continental Touring Kit No 17 RH 2603 

Continental Touring Kit No 18 RP. 2604 

Continental Touring Kit No 19 RH 2605 

Mod Kit No 2 RH 2606 

Mod Kit No 3 RH 2607 

Mod Kit No 4 RH 2608 

Mod Kit No 5 RH 2609 

Mod Kit No 6A RH 2610 

Mod Kit No 6B RH 2611 

Mod Kit No 6C RH 2612 

Mod Kit No 6D RH 2613 

Mod Kit No 7 RH 2614 

Mod Kit No 8A RH 2615 

Mod Kit No SB RH 2616 

Mod l<it No SC RH 2617 

Mod Kit No 8D RH 2618 

Mod Kit No 9 RH 2619 

Mod Kit No 10 RH 2620 

Mod Kit No 11 Pl! 2621 

I 
() Rolls-Royce Motors L,m,ted 1974 Continued ••• 
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Ro/11-Royte /J Bentler Moro, Cors GENERAL Spar,s lnlormation Sha,t 

Applicable to: ALL POST WAR CARS 
lnformation Sheet No A 18 
Section A 
Date 
Page No. 2 of 2 

DESCRIPTION PIECE NO 

Mod Kit No 15 P.H 2622 

Mod Kit No 16 RH 2623 

Mod Kit No 17 RP. 2624 

Mod Kit No 18 RH 2625 

Key Guard RR P.H 2626 

Key Guard Bentley RH 2627 

\
11 Key Ring RH 2628 

"' C • a 
C: 

""' .: 

l ·:::: 
a. 

Rnr/KH/NM 

I C) Rolls•Royce Motors Limited 1974 
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Rolls-Royce_ r, 8enrle1 Moro, c,,s GENERAL Spar•s Information Sh11t 

Applicable to: ALL POST WAR CARS 

PAINT 

Information Sheet No. 
Section 
Date 
Page No. 

A 19 
A 
21 8 74 
1 of 1 

In future Regal Red paint will be sopplied on chassis orders 
only and quantities will be restricted to the amount required 
to respray individual panels. 

a Rnr/KH/NM 
£ 
.5 

j 
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Rolls-Royce fl Bentley Moro, Cits GENERAL Spar,s Information Sh••t 
Applicable to: POST WAR CARS 

Information Sheet No. 
Section 
Date 
Page No. 

IGNITION DISTRIBUTORS 

A 20 
A 

1 of 1 

It would appear that very little notice has been taken of our 
letter, reference JWn/DPn dated 23 February 1972, concerning 
the return to Crewe of defective distributors. 

Because of this, our stocks of 6 cylinder ignition distributors 
are virtually non existant, therefore we must insist on the 
old unit being returned before a replacement is supplied. 

Rnr/KH/NM 

0 Rolls- Ro1,ce Motors L,m,ted 1974 
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Rolls·Ro,tt fl Bentley Motot Cars Spares Information Sh,,t 

Applicable to: S. 2: S. 3: SY ENGINES 
Information Sheet No. A2 7 
Section A 

Date 
PageNo. 1 of 1 

TSD 293 

CAMSHAFT AND VALVES 

Supplies of UE 6986 seal which were part of UE 6987 valve 
retaining collet are no longer available and when existing 
stocks have been used up will be replaced by EB 1748 collet, 
also required is a selastic sealing compound the part 
number of which is G2/131. 

For fitting procedures see service bulletin SY-E-27. 

DISPLACED 

UE 6987 

Rnr/NM/HB 

Valve Retaining collet 

Selastic Sealing (Tube) 

32 off 

C) Rolls-Royce Motors L1m1ted 1974 

NEW 

EB 1748 

G2/131 
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Applicable to: 

RtJl/t-R(JfCe fl Bentley Motor C4tS General Spar,s lnform,tion Sheet 

WINDSCREEN WASHER 

Information Sheet No. A 2 9 
Section A 

Date 
Page No. l of 1 

We have been informed by the manufacturers that the 2SJ 
Washer Bottle carrier OD 5566 is no longer available. 

In future if a new carrier is required the 5SJ washer and 
carrier complete peice number UD 13144 can be fitted for 
replace~ents. (See Spares Information Sheet 3M 45). 

Rnr/NM/DB 

C) RoHs-Aovce Motors L1m1te<S 1974 
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GENERAL 

Rolls-Royce !J Bent/tr Matot Cars Spar•s Information Sh111t 

Applicable to: ALL CARS PRIOR TO SILVER SHADOW 

BUMPERS 

Information Sheet No. 
Section 
Date 
Page No. 

A. 30 
A 
30 4 75 
1 of 1 

We regret to say that supplies of these bumpers are no longer 
available and our reserve stocks vary from only a few months 
to none at all. 

Fortunately a company, long established in the field of 
reclamation, have offered their services and they will be able 
to supply re-worked bumpers of most types, on an exchange 
basis. 

Unfortunately, in order to conserve stocks, they have found 
it necessary to insist on the return of an acceptable damaged 
bumper before a re-worked one can be supplied. 

The address of the company is as follows:-

Oatway Bros Limited 
7 Woodfield Road 
London W9 

Telephone No 01 289 2522/3 

This service is outside the normal exchange scheme and distributors 
are requested to contact Oatway Bros direct. 

Rnr/NM 

Q Rolls· Royce Motors L1n,1ted 1974 



Rolls-Ro,ct 6 8e11tl1y Motor Cars 

Applicableto: BENTLEY S3, S/C:WUD III 
MULLINER CONTINENTAL 

WINDSCREEN WIPER ARM 

GENERAL 
Spar,s Information Sh,,t 

Information Sheet No. A32 
Section A 

Date 
Page No. 1 of l 

The wiper arm UD 8568 shown in the Bentley S3, Silver Cloud 
III parts list, Page P28 Item 46, is no longer available and 
has now been replaced by a Lucas adjustable type 10~" -. 13\11

, 

Part No rut 89 34. 

Rnr/NM/DB 
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SECTION C 

AIR CONDITIONING 

I 



S!Lv'Ek. CLO,..;DID BE·~7L£ • S3 
f-''"'A."J:01-' 5 

AIR CONDITIONING CONTROLS 

BENTLEY s·. 3. SILVER CLOUD III 

3.C.l. 

When cars are fitted with the C6 l Refrigeration Unit it is possible for 
the compressor driving belts, to foul the rubber cover of the RH water tap 
actuator. 

In order to ensure that this does not occur a new actuator mounting plate 
has been introduced, on which the actuator is located 1. 500 inches forward of 
its original position. 

With the introduction of this modification it has been necessary to !it 
a water tap control rod and link assembly of increased lengths. 

Later cars are fitted with an additional water tap actuator mounted on 
the LH valance plate; these are unchanged. 

Parts are not interchangeable and numbers are as follows 

Displaced 

UD.4018 

UD.4025 

Assy - Mounting Plate - Water Tap and Actuator, 
RH side 

Assy - Link and Connecting Rod - Water Tap 
controls (Changes on RH side only) 

New 

UD.6343 

UD.6341 

9' 0 L L S • II O Y C E L I M I T E D , P Y M ' ~ L A. t,; t . C. P. r ,•.: ~ . i: '°' G l A r, D 

RS/KH./KB 12. 11. 62.. 
1: St er I ot..: 
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3. c. Z. 

REFRIGERATION 

BENTLEYS. 3. SILVER CLOUD III PHANTOM 5 

The suction pipe from the compressor to the evaporator, and also the 
upper evapo?'ator on underwing units are slightly different on S. 3. cars in order 
to avoid fouls between the pipe and the wing and the low pressure hose and the 
top o! the carburetter. 

s. 2. 

UD. 5683 

UD. 5742. 

UD. 5Z53 

UD. 5201 

UD. 6052 

UE.8078 

Piece numbers are as follows:-

Asay - Pipe - Suction - Tee Piece )R. R. Boot Unit 
)Refrigeration 
)Cars excepi 
)Long Wheel
)base Division 
)Cars. 

Assy - Pipe - 3 Way Junction 
to Valve 

Assy - Suction Pipe 

Assy - Pipe - 3Way Junction 
to Valve 

Evaporator - Upper 

Bracket - Support • Flexible 
Hose - Refrigeration 
Compressor 

)R.R. Boot Unit 
)Refrigerated 
)Cars. 

)Under Wing 
}Refrigerated 
}Cars. 
) 

)Under Wing Refrigerated 
)Cars 

)R.R. Boot Unit 
)Refrigerated 
)Cars 

ROLLS·ROYC!: Li~i·rre. P~I- L ;:._ •. '. 

RS/KH/KB 28.1.63. 
I' ( · ... ·: 

S. 3. 

UD.6354 

UD. 6355 

UD. 6349 

UD.8635 

UD.6353 

UR .8044 
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3. C. 3. 

Refrigerator Compressor Mounting Bracket 

Bentley S2/ 3 Silver Cloud IIIIII Phantom V/5 

Complaints of engine roughness on refrigerated S. 3. cars with the UE. 3018l 
compressor can sometimes be attributed to vibration of the mounting bracket. 

In order to eliminate this the bracket rus been stiffened by welding in an 
additional gusset which is bolted to 4 of the water pu~p casing setscrews. 

The new bracket can be used for all replacements of UE.8266 prodding new 
screws a re also supplied. 

On later brackets the stiffener is detachable and is secured to it by two of 
the compressor mounting setscrews. 

Part numbers are as follows: -

Displaced 

UE. 8266 
Not fitted 
RE. 22669 
UA.105/Z 

UA. 173/ Z 

UA. J 72/ Z 

Mounting Brac·ket Assy 
Stiffener 
Screw. comp re ssc-r to bracket 
Screw, bearing housing to casing 

(only two change) 
Screw, casing and bearing housing 

to crankcase 
Screw, casing to crankcase 

(only 1 changes} 

Intermediate 

UE. 30401 
Welded on piece 
UE. 30395 
UA. 107 / Z 

UA.174/Z 
UA.174/Z 

Final 

UE. 30779 
UE 30777 
No change 
Ne change 

No change 
No change 

Ue. 30779 can be used for all replacements if the following parts are also 
supplied:-

OIKH 

UE. 30777 Stiffener 
UE. 30395 Screw 
UA 107/Z Screw 
UA.174/Z Screw 

l off 
4 off 
l off 
2 off 

·---------·-- -~- --- --- - . ~· ·-.. --·-
JtOLLS·ROYCE L.1,-...l"l'f.C. f-'l't-' 5- LJ.t,;~ 

19.8.63. 
i ' 
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3. C. 4 . 

INTERIOR COOLING 

BENTLEY 53 SILVER CLOUD Ill PHANTOM 5 

An additional sight glass has been provided on C61 Refrigeration 
Units (Introduced on Spares Information Sheet 2. C. 13.) 

It has been po sition~d on the high pressure liquid line immediately 
before it enters the evaporator casing. 

The access door in the right hand side panel has been repositioned. 

The low pressure hose has been re -routed on RH cars to eliminate 
fouls with the steering box and accelerat-.:,r and brake pedals. The hose 
connects to an adaptor on the valance plate, and an additional hose is 
required from the adaptor to the compressor. 

Part nwnbers are as follows:-

Displaced New 

Sight Glass Modifications 

UW. &60S Assy - Side Panel - Boot Trim - RH )Standard UW. 2912 
)& Long 
)Wheelbase 
)Cars 

Sight Glass - Da.nfoss Type SG 3/8 

Re -Routed Hoses - RH Cars 

Adaptor - Pipe - Compressor - Suction Hose 
Bracket - Mounting - Pipe Adaptor to 
Valance Plate 
Setscrew - Bracket - Va.lance Plate 
Nut - Pipe Adaptor - Bracket 
Flexible Hose - Comp.re ssor - Adaptor 

------------ ------------------ ---------···- ·-··- ··- ·-·- ·· ... 
C. " ( v. : --·-----·-- .. - · ·---

13. ll.1963 0/KH 
I · r < 

UD. 5784 

UD. 8889 

UR. 8044 
UA.101/Z 
UE. 8079 
UD. 8061 
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3 .c. 4 . 

The following are chassis numbers of cars fitted w~ th the new 
eight glass : -

Chassis 

~hassls 

Chassis 

Bentley 53 Standard Steel Cars 
·c· Series 

B.Z60.CN onwards on cars fitted with the 
C. 61 refriseration system. 

Silver Cloud. Ill Standard Steel Car a 
1c·series 

sex 113, 13s. 

1D 1 Series 

LSDW 131, 495 onwards on cars fitted with the C.61 
refrigeration system. 

The following are the chassis numbers of tars fitted with the re
routed hoses : -

Chassis 

Cha1si a 

Q/KH 

Bentley 53 Standard Steel Cars 
1C · Series 

B.260.CN onwards on RH <...ars fitted with the C.61 
refrigeration system 

Silver Cloud III Standard Steel Cars 
'C' Series 

SCX 713, 735 onwards on RH <...ars fitted with the C61 
refrigeration system. 

- ---- --·-----·-- ·-----·---· .. 
C f. f Y·. -··- -· --- - - - . - ··- _ .. - .. ..... ·--.. - ··-

l 3. 12. 1963 r • 
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3.C.5. 

Underwing Refrige ration 

Bentley S3 Silver Cloud III Standard and LWB Park Ward 

without Division 

An improvement to the outlet duct on underwing refrigerated cars has 
been effected by replacing the present 'drawer type outlet• by an adjustable vane 
type outlet similar to the ones already used on the capping rail. 

The refrigeration outlet on the main cross duct has been cut back to 
enable the new outlet duct adaptor to be fitted; also other slight modifications have 
been made locally in order to secure the adaptor to the picnic tray runners. 

Displaced 

UB.2972 
UD. 5051 
UD.8195 

UB.2956 
UB.4034 
UB.4035 

Q/KH 

Parts are not interchangeable and numbers are as follows: -

As sy Support Bracket and Mtg Bracket 
Ventilating Drawer 
Cross Duct 
Assy. Outlet Duct 
Assy, adaptor 
Screw. adaptor to Support 
Washer, Outlet Duct to adaptor 
Nut 4BA, Outlet Duct to adaptor 
Assy Runners and Channel Picnic Tray 
Assy Channel, Runner RH (part of UB. 5266) 
Assy Channel. Runner LH (part of UB. 5266) 

I , 

13.12.1963. 

New 

UB.5185 

UD.8653 
UD. 5766 
UD. 8792 
CS. 30563/Z 
UD.4097 
K. 4404/ Z 
UB. 5266 
UB. 5242 
UB.5241 
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HEATING 

PHANTOM 5 

3.C.6. 

Further to Spares Information Sheet 2.C.12. the heater return 
pipes have been re-routed to avoid the possibility of the foul between 
the pipes and the voltage regulator referred to in the above information 
Sheet. 

Originally the pipes passed under the dashboard to a clipping 
position on the pedal gap plate. and from here to a point adjacent to the 
regulator. 

They are now routed along the bottom flange of the dashboard then 
vertically upwards to approximately l" inch (2.5. 3999 mm) inwards from the 
RH valance plate. Two new heater hoses from the vacuum taps are connected 
to the pipes in the region of the valance plate extension panel. 

An existing hank rivet bush on the bottom flange of the dashboard 
and an additional bush which is located 2. 750 inches (69.850mm) upwards 
from the flange a re used for clipping the new pipes. A new double clip 
and two existing clips are used for retaining the pipes. 

The modified dashboard retains its original part number. UR. 5632.. 
and the pedal gap plate anq blanking plate revert to the original part 
numbers prior to lnforma tion Sheet 2. C, 12. 

Parts are not interchangeable, and numbers are as follows:-

Displaced 

UR. 5556 
UR. 5555 
UR.8396 
UR. 8471 

UR. 5588 
UR. 5592 
UR. 5591 

Pipe - Water Tap to Rear Underseat Heater 
Pipe - Rear Underseat Heater - Front Heater 
Hose - Elbow - Water Connections 
Hose - Heater Tap to Pipe - Rear Heater 
Clip - Pipes - Rear Heater 
Clip - Pipes to Floor 
Assy - Pedal Gap Plate (RH Cars) 
Assy - Pedal Gap Blanking Plcite (LH Cars) 

The following existing part will also be required: -

Clip - Pipes - Rear Heater ________ .. __ --·-· 
fl C • 

Q/KH 19 .1. 64. 
s i ,. '. ; ~-

New 

UR. 8705 
UR. 8704 
UR.8707 
UR. 8708 
UR. 8706 

UR. 5067 
UR.4355 

RE. 23846 

,, . . ~· . 
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3. c . 6. 

The 9 11 length of l l m/m bore PVC tubing quoted on Spares 
Information Sheet Z. C. 12 is no longer required for this application. 

UR. 8707 / 8 Hoses can be produced by cutting UR. 5491 Hose into 
two equal halves. 

·------- .... 
Jc(.,.!,-F('l'(I: ·· ,... 1 r 

29 . 1 . 64 
Q/KH. 



3. C. 7 

REFRIGERATION 

B E NTLEY S3. SILVER CLOUD III PHANTOM 5 

The 3 way junction pipe to valve assy has been changed in part number 
only . 

Bentley S3 Silver Cloud III Spares Schedule Section Ml 6. Item 1 a nd 
Sec tion Ml O Item 53. 

Part numbers are as follows:-

Displaced 

UD 6355 

UD 8635 

Assy pipe 3 way junction to valve 
(Boot Unit Refrigeration) 

Assy Pipe 3 way junction to valve 
(Underwing Refrigeration) 

9'0LLS·ROYCf. LIHllE D. PYH S LA,..E , CRfWc. 

New 

UD 9045 

UD 9046 

·---- ·- ----
--------··----------------· --·-· 

Q/KH 
2.3.3.64 

1'1 . I • 
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3 C. 8 . 
Issue 2. 

CONTROLS - REFRIGERATION 

BENTLEYS. 3. SILVER CLOUD Ill. PHANTOM 5 

Supplies of the 23B Danfoss Drier, which has been fitted on all 
refrigeration cars up to the present time, are no longer available; it has 
been replaced by the DS. 200 type which is shorter and of larger dia. 

As a result. for use on underwing installations. it has been necessary 
to increase the length of the pipes and increase the diameter of the support 
Clip. 

The new drier in boot unit installations is mounted at the front of 
the car in a .similar positior, to that of underwing refrigeration cars. The 
drier hctvmg been removed from the boot a new pipe is required to connect 
the servicing valve to the hose. The drier is inserted between the receiver 
and the sill hose pipe; a new pipe is required to make this connection. 

Existing literature instructs that the silica/ gel in the drier should 
be changt:d c::,~ry 10,000 miles and a new unit installed every 20. 000. 
Service experience has shown that the latter is unnecessary and the drier 
cc:in be retained indefinitely provided the contents are changed at the 
prescribed intervals. 

The new drier cannot be dismantled and the contents cannot 
therefore be changed. When an installation includes the new drier it 
must be changed every 10,000 miles. 

Displaced 

UD. 4989 
UD.8194 

UD.8192 

UD.5227 

UD.8189 

Q/KH. 

Drier - Dan!oss DS 200 
Pipe Sight Glass to Drier (Boot Unit & 
Underwing Refrigeration) 
Assy Pipe - Drier to Solenoid Valve 
(Underwing Refrigeration only) 
Clip - Lower (Boot Unit & Underwing 
Refrigeration) 
Assy - Clip Upper Half (Boot Unit 
& Under Wing Refrigeration) 

27.10.64 

New 

UD. 9089 

UD. 9088 

UD. 9087 

UD. 9085 

UD. 9084 

J , 

sf ·:: ; : () 



S!lVtR CLOUDfil. BENTL EY S3. 
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Displaced 

UD. 5396 

- 2 -

Pipe - Servicing Valve to Hose 
(Boot Unit Refrigeration only) 
Bolt~ Clip Drier ) Boot Unit 
Nut, Clip Drier ) Refrigeration 
Washer, Clip Drier ) 

(i) Re-issued in accordance with 6374/REL. 

ltOLLS•ROYCE LIMITED. PYM'S 1..Ai-.;E, 

2 7 • 10 • I 91> 4~ 
O/KH ,..... - ( ,. ' ~. 

3.C.8. 

New 

UD. 9102 
UA.101/Z 
UA. 301/Z 
UA.12.51/Z 

£ .. ..... -: •. 

I 
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CONTROLS REFRICERATION 

BENTLEY 53 SIL VER CLOUD III PHANTOM 5 

3. C.8 
Addendum · 

Since the introduction of the DS 200 drier a minor modification has been 
made to the clip, UD. 9084, and ae a result, the origin.al pipe UD. 8192. can still 
be fitted making the introduction of the new pipe unnecessary; UD. 9087 has, 
in fact. never been used. 

0/KH 8.1.1965 
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CONnlOLS - REFRIGERATION 

BENI'LEY S3. SILVER CLOUD III, PHANTCM 5 

3.C. 8. 
2nd Addendum 

The replacenent drier UD.9089 is itself no longer available; a new one, 
the Danfoss DS.163, UD.9329, has been introduced and ~en stocks are used up 
it will be used for all replacements. 

'Dle diameter of the new drier is identical to that of the DS.200 but it 
is slightly longer and because of this the pipe from the sight glass to the 
drier UD.8194 has been re-introduced to replace UD.9088. 

As a result of this, when it is required to replace the original 23 B 
drier the following additiunal parts must be supplied in addition to the DS.163 
drier:-

UD.5227 
UD.8189 
UD.9102 

Clip 
Clip 
Pipe 

1 off 
1 off 
1 off 

~'hen the DS.2(X) drier was fitted as original equipment the DS.163 drier 
will be supplied together with the following adoitional material. 

UD. 8194 Pipe 1 off 

lltOLLS•IIIOYCE LIMITED, f'YH'S LANE, Cf(EWE, [NGi.t.f'.!::. 

,·~··~;~.! .·~ {,I\',: Bt:: : SECTION 
Q/KH 18.8.67. 



S1,VEP. CLOU O ID B~~Hd'! S3 
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ADDITIONAL COLD AIR INTAKE CONTROLS 

BENTLEY S2, 3 SILVER CLOUD Il, Ill 

3.C.9. 

The present position of the fresh air duct operating knob on R.H. cars 
makes it .difficult to hold and due to the length of Bowden cable, stiff to 
operate. The knob has been repositioned, still under the facia, but towards 
the centre of the car. 

The resulting shorter cable ensures smoother operation. In addition, 
in order to position the knob more conveniently, the mounting plates have 
been lengthened. The new plates can be used for all replacements in pairs 
only. 

Part Numbers are as follows: -

Displaced 

UD. 5950 
UD. 5952 
UD. 5908 
UD. 5909 

Assy - Cable - Outer 
Assy - Cable - Inner 
Mounting Plate - Control 
Mounting Plate - Control 

New 

UD. 8984 
UD. 8991 
UD. 8989 
UD. 8990 

The following are chassis numbers of cars which incorporate the above 
modifi ca ti on. 

'E' Series 
Bentley S3 Standard Steel Cars 

Chassis B 506 EC onwards 

1 B 1 Series 
Bentley S3 Long Wheelbase Cars 

Chassis BBL. 4 onwards 

'F' Series 
Silver Cloud Sill Standard Steel Cars 

Chassis SFU 705 onwards 

'D1 Series 
Silver Cloud $III Long Wh eelbase Cars 

Chassis CDL 59 onwards 

IIIOLLS•ROYCE LIMITED, PYI"' S LA""f C a:. f ·, 

8.6.64. 
Q/KH . s . : 

E'. • 
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HEATER HOSES 

PHANTOM 5 

Owing to supply difficulties it has become necessary to supply 
the underseat heater hoses in two pieces, these being joined together 
by a copper pipe. 

It is necessary to use the longest hoses for the forward run to 
ensure that the joints occur between the centre cros smember and the 
rear cruciform. a few inches forward of a clipping point. 

The new hoses can be used for all replacements and piece 
numbers are as follows:-

Displaced 

UR. 5553 

UR. 5554 

48" Hose - Front - Rear U /Seat Heater 
33" Hose - Rear - Rear U/Seat Heater 

to Front Heater. 

New 

UR.8756 ·, 

UR.8757) 

48" Hose - Front - Rear U/Seat Heater UR. 8756) 
31" Hose - Rear Water Tap to Rear Heater UR.8758) 

Pipe - Connecting 
Clip - Pipe Joint 

UR.8759 
RE.4608 

ltOlLS•ROYCf 'LIH11f:r:·, PYt-• SLANE. CRf\',,f., f.f'.:(;L;..~~,.-
·-- - --···-- ·- --- ·--------·-···-------

7.10.64 
Q/KH. 

r· . SECTIOI', 
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3.C.11. 

AIR CONDIT ION ING 

BENTLEYS. 3. SILVER CLOUD III PHANTOM 5 (Coachbuilt Cars) 

The flow of air.for demisting purposes on these cars.has been increased 
by the introduction of the Standard S. 3 type blower unit; at the same time the 
opportunity has been taken to improve the efficiency of both the heating and 
demisting systems by replacing the v;:tcuum operated valves and taps by 
electrically operated ones. The demister blower unit is mounted on the outside 
of the valance plate in approximately the same position as the S. l unit which it 
replaces; the actuators and water taps are mounted on brackets attached to the 
valance plates and dash panel. The new water tap mountings, which have 
necessitated some re-routing of the water hoses. have been accomodated by some 
minor modifications to the valance phttes and dash panel. 

Parts are not interchangeable and numbers are as follows : -

Displaced 

UD.1971 

UD.1164 
UD.1128 
UD. 1185 
UD.1113 

UR. 5491 
UR.8396 
UR. 5494 

Bracket - Mounting - Blower Unit 
Assy. Valve Body and Heater Ducting 
Assy. Rear Duct 
Assy. Cross Duct - Heater and Demister 
Assy. - Cable - Actuator 
Retaining Disc - Cable 
Fan - Blower Motor 
Nut - Collet - Blower Motor F .. n 

Blower Motor 
Assy. - Blower Housing 
Assy. - Bracket - Actuator and Water Tap 

Mounting 

Clip - Heater Pipe to Valance Plate 
Assy. Mounting Bracket - Water Tap and 

Actuator - Demister 

Grommet - Actuator and Water Tap -
Mounting Bracket 

Hose - Water Tap to Heater Matrix 
Hose - Cylinder Head to Water Tap 
Hose - Water Tap to Demister Matrix 
Hose - Heater Tap to Rear Heater 

(Phantom 5 Only) 
Hose - Cylinder Head to Water Tap -

Demister 

New 

UD.9111 
UD.9131 
UD.9132 
UD.11768 
UD.9133 
UD.9136 
UD.6127 
UD.2.301 
UD.4184 
UD. 5895 

UR.8801 
UR. 8802 

UR.8804 

UR.8813 
UR.8791 
UR.8792 
UR.8793 
UR. 8796 

UR.8797 

·----- - --------·---··--·-· - --
"' C", t L S • >l Cl Y C f l I t". : '! £ C . r 't P-' S l P. 1-i t c R { ',- · l 

19.3.65 
Q/KH. 



Displaced 

UD. 5386 

UD. 5400 

UD.1867 

UD.1868 

UD.1989 

UD.1991 

UD.1809 
UR. 5632 

UR. 8336 
UR. 5949 

UE. 7749 

UR.8669 

- 2 -

Assy - Picture Plate - Heater & Demister 
Switch 

(Not Required on Long Wheel Base 
(Division Cars or Bentley Continental 
(Coachbuilt Cars. 

Assy, - Picture Plate - Heater & Demister 
Switch 

{Required on Long Wheelbase Division 
(Cars 

Assy. - Picture Plate - Wiper & Demister 

3.C.ll. 

New 

UD. 9143 
) 
) 
) 

UD.9145 
) 
) 

Switches UD.9147 
(Required on Bentley Continental and ) 
(James Young Bentley Continental only ) 

Assy. - Picture Plate - Heater Instrument 
Light Switch UD. 9149 

(Required on Bentley Continental and ) 
(James Young Bentley Continental only ) 

Assy. - Picture Plate - Light & Heater 
Switches UD.9151 

(Required on Bentley Continental and 
(Park Ward and Mulliner Bentley· 
( Continental 

Assy. - Picture Plate - Wiper &: Demister · 
Switches 

(Required on Bentley Continental and 
{Park Ward and Mulliner Bentley 
(Continental 

Assy. - Ventilation Switch 
Assy. - Dashboard 

(Phantom 5 only) 
Assy. - Dashboard 
Assy. - Valance Plate - L.H. 

(Not required on Continental or ) 
(Phantom 5 cars } 

_Assy. - Valance Plate - L.H. 
(Bentley Continental only ) 

Assy. - Valance Plate - L.H. 
(Rolls-Royce Continental only ) 

) 
) 
) 

UD.9153 
) 
) 
) 

UD.912.9 
UR.8815 

UR.8814 
UR.8807 

UR.8808 

UR. 8809 

- - ---------- -------~-~~---------- - -·- -------~ 
lllOLLS•t\OYCE ll""l•(C.,, PY~ S LAt-.E C fl £ ..... [ . ~ I'. :: ~ I• ~~ t 

Q/KH. 
19.3.65 
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Displaced 

UE 7982. 

UR 5950 

UR 8556 

UR 8668 

UE 7980 

UD 4981 

UD 1576 
UD 9045 
UD 5080 

UD 5481 

UD862.l 

-3-

Assy. - Valance Plate - L.H . 
(Phantom 5 only) 

Assy. - Valance Plate - R.H 
(Not required on Continental or) 
(Phantom 5 ca rs ) 

Assy. - Valance Plate - R H 
(Bentley Continental only) 

Assy. - Valance Plate - R H. 
(Rolls-Royce Continental only) 

Assy. - Valance Plate - R.H . 
(Phantom 5 only) 

Assy. - Water Tap 
Setscrew - Actuator 
Setscrew - Crank - Actuator 
Knob - Heater &: Demister Switches 
Assy. - Pipe - 3 Way junction to valve 
Pipe - Condenser to Control Valve 

(Continental Fridge Cars only) 

Support Bracket - Pipe - Capacity Control 

Pipe - Condenser to Control Valve 
{Fridge Cars other than Continentals) 

New. 

3.C.11 
Issue 3. 

UR 8810 

UR 14096 

UR 14097 

UR 14098 

UR 14099 

UD 8506 
UA 1951/z 
KC 148/ Z 
UD 8651 
UD 9192 
UD 92.00 

UD 9194 

UD 92.l 7 

The following parts, already existing on these cars, 
will also be required: -

Spring 
Assy. Lever - Valve Spindle 
Bolt - Lever - Spindle 
Special Nut - Lever - Spindle 

UD 1352 
UD 1196 
UD 1392 
UD 1393 

Continued •••••• 

·------- - -· - -···. . ' F' y r, s l /!. N l • C ~ f; \'> f . .. " G t r. r ' 
----·-··--· ·---· - -- . 
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Actuators and associated parts are the same as those 
fitted on standard cars. 

The following are chassis numbers that incorporate the 
above modifications: -

'E' Series 

Bentley S. 3. Continental 

Chassis BC. 34XE and onwards. 

•
1 B' Series 

Silver Cloud Sill Continental 

Chassis CSC. 31. B and onward 

1 E 1 Series . 

Silver Cloud SIII {Long Wheelbase) 

Chassis GEL. l 01 and onwards. 

'D' Series 

Phantom 5 

Chassis 5 .VD.93 and onwards. 

3.C.11 
Issue 3. 

Sheets 3 and 4 re.issued to enable further p~ec~_Eumbers _ _!:~_.?~~dde~.:..... __ -· ---· . . ' S L A N f: • C l'-, ( W E . f I'.: C ~ J. I', ( . 
·---------·----·---·--·· --·· 
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PHANTCl\1 V 

DUCTING AIR CONDITI~ING 

3.C.12. 

The material of the Air Conditioning Duct (Phantom V Spares Schedule Page L.2 
Item 89) has been changed and at the same time the overall length has been 
reduced. To compensate for the reduction, the length of the flexible tube 
(Schedule Page L-.2 Item 76) has been increased~ 

lVhen stockf; are used Ull, the new air conditioning duct w.ill be supplied 
for all replncements; of course it will also be necessary to fit a new 
flexible duct. Both lengths of flexible duct will continue to be supplied 
for spares. 

Piece nwnbers are as follows: -

DISPLACED 

UD • .5278 

UD.6070 
F Jex.ib le Du~t 
Duct Rear Air Conditioning 

NEW 

UD.9292 
UD.9297 

9t O L L $ • R O Y C E L I M I T E i:, , P Y M ' S L A N f , C P. E W t- , E N C L b. ,·, , 

Q/KH 17.2.67. 
SE CT I 0~ 
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Rolls-Royce It Bentley Motor Cats 

Applicable to: BENTLEY s 2/3 : SILVER CLOUD 
II/III 

AIR CONDITIONING 

Spares Information Shset 

Information Sheet No. 3 C 13 
Section C 
Date 5 9 73 
Page No. 1 of 3 

TSD 2934 

Supplies of UD8506 Water Tap are no longer available and when 
existing stocks have been used up, the current production Tap, 
together with the additional parts required, will be supplied 
in kit form for replacements. 

Piece numbers are as follows:-

DISPLACED 

UD8506 Water Tap. 
F.eplacement l<i t - RH Valance 
Replacement Kit - LH Valance 

The necessary fitting instructions are:-

RH VALANCE 

NEW 

RH2583 
P.H2584 

l} Remove and modify existing Mounting Plate to illustration 
No. 1. 

N981 

ILLUSTRATION NO. 1 

C) Rolls-Royce Motors L1m1ted 1973 



Ro/ls-Royce /J Benrley Motor Cars Spares Information Sheet 
Applicable to: BENTLEY S 2/3 : SILVER CLOUD 

II/III Information Sheet No. 3 C 13 
Section C 
Date 5 9 73 
Page No. 2 of 3 

TSD 2934 

2) Fabricate a Bracket, from a suitable piece of mild steel 
sheet, to the dimensions given in illustration No. 2 and 
secure to the Mounting Plate with pop rivets as shown in 
illustration No. 3. 

2.125 

l.062 

-j .2so 

I 

.822 IO 

~ --· 
.075R~D ~ .. 

0 i 0 : N 
N 

.2288 
2 HOLES .2t8801A 

,750 

1.600 
N981 

ILLUSTRATION NO. 2 
(J 

ILLUSTRATION NO. 3 



Applicable to: 

Ro/ls-Royce fl Bentley Motor Cars 

BENTLEYS 2/3: SILVER CLOUD 
!I/III 

Spares Information Sheet 

Information Sheet No. 3 C 13 
Section C 
Date 5 9 73 
Page No. 3 of 3 

TSD 2934 

3) Fit Pipe Adaptor and •o• Ring to Water Tap and bolt this 
assembly to the inside of the Mounting Bracket, using 
the 2 BA bolts provided. 

4) Connect existing Hose from the Rear of the Cylinder Head 
to the Pipe Adaptor. 

5) Connect the new Feed Pipe to the large diameter exit on 
the Water Tap, using the corrugated Hose provided and 
connect up to the existing Heater Feed Hose, shortening 
the Hose as necessary. 

LH VALANCE 

1) Remove and modify existing Mounting Plate to illustration 
No. l. 

2} Fabricate a Bracket, from a suitable piece of mild steel 
sheet, to the dimensions given in illustration No. 2 and 
secure to the Mounting Plate with pop rivets as shown in 
illustration No. 3. 

3) Fit Pipe Adaptor and 'O' Ring to Water Tap and bolt this 
assembly to the inside of the Mounting Bracket, using the 
2 BA bolts provided. 

4) Shorten existing Heater Feed Pipe at Tap end by 1.750" and 
braze or silver solder on, the new Sleeve provided. 

5) Connect up to the large diameter exit on the Water Tap, 
using the corrugated Hose provided. 

6) Connect existing Hose from the Cylinder Head to the Pipe 
Adaptor. 

Cwt/KH/NM 

(Q Rolls-Royce Motors Llm11ed 1973 
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Rolls-Royce fl 8e11tley Motor Cars Sparss Information Sh••t 

Applicable to: PHANTOM 5 
Information Sheet No. 3 C 14 
Section C 

Date 
Page No. 1 of 6 

AIR CONDITIONING PHANTOM 5 

Supplies of UD8506 Water Tap are no longer available and when 
existing stocks have been used up, the current production 
Tap, together with the additional parts required, will be 
supplied in kit form for replacements. 

Piece numbers are as follows: 

DISPLACED 

008506 Water Tap 

Replacement Kit - Dashboard 

Replacement Kit - Valance 

The necessary fitting- instructions are: 

DASHBOARD: 

NEW 

RF.2589 

RH2590 

1) Remove and modify existing Mounting Plate to illustration 
No. l. 

_C) Rolls-Royce Motor~ L1m,ted 1974 
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Rolf,.Ra,r, ft B,ntt,r Morar C,m 

Applicable to: p HANTOM 5 

ILLUSTRATION NO. 1 

Spar11 Information Sh11t 

Information Sheet No. 
Section 
Date 
Page No. 

All dim..,tiOOlt if\ ind•• 

PJ,S 

3 C 14 
C 

2 of 6 

0 Rolls-Royce Mo1ors L1m11ed 1974 
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Rolls-Royce fl Bentley Moro, c~,s Spares Information SltB1t 

Applicable to: PHANTOM 5 
Information Sheet No. 3 c 14 
Section c 
Date 
Page No. 3 of 6 

2) Fabricate a Bracket, from a suitable piece of mild steel 
sheet, to the dimensions given in illustration No. 2 and 
secure to the Mounting Plate with pop rivets as shown in 
illustration No. 3. 

8 
"' "' 

.07&RAD 

1288 
2 HOLES .21BBD4A 

~ 
I 

2,n 

I 
.822 -- : 
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--- ' .. , 
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I I 

L....:!50 i I _ .. .....,. 
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~ ILLUSTFATION NO. 2 

ILLUSTPATION NO. 3 

! 
a C Rolls•Royce .Motors L,m,ted 1974 
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Rolls-Royce I, Benrlty Motor C,m Spart11 lnlorm1tion Sh,,t 

Applicable to: PHANTOM s 
Information Sheet No. 3 C 14 
Section C 
Date 
Page No. 4 of 6 

3} Fit Pipe Adaptor and 'O' Ring to Water Tap and bolt this 
assel'l'.bly to the inside of the Mounting Plate, using the 
2BA bolts provided. 

4) Connect existing Hose from the rear of the Cylinder P.ead 
to the Pipe Adaptor. 

5) Connect the corrugated Hose provided to the large diameter 
exit on the Water Tap and connect up to the Demister 
Matrix using the reducing Adaptor and Elbow connection 
provided. 

VALANCE: 

1) Remove and modify existing ~~unting Plate to illustration 
No. 4. 

O Rolls-Rovce Mo1ors LirMed 1974 
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Rolls-Royce II Bentley Motor Ci!s 

Applicable to: PH~.NTOM 5 
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ILLUSTRATION NO. 4 

Spar11s Information Sh111t 

information Sheet No. 3 C 1 4 
Section C 

Date 
Page No. 5 of 6 
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RtJl/1-Royc11 ft Bentley Motor Ct11s $paras Information Sh••t 
Applicable to: PHANTOM s 

Information Sheet No. 3 C 14 
Section C 
Date 
Page No. 6 of 6 

2) Fit Pipe Adaptor and 1 0' Ring to Water Tap and bolt this 
assembly to the outside of the Mounting Plate, using the 
2BA bolts provided. 

3) Connect existing Hose from the rear of the Cylinder Head 
to the Pipe Adaptor. 

4) Connect the large diameter corrugated Hose to the large 
diameter outlet on the Water Tap and connect up to the 
Heater Matrix, using the reducing Adaptor and small diameter 
corrugated Hose provided. 

5) Discard the existing Actuator to Tap Connecting Rod and 
fit the new Rod provided. 

Cwt/KH/NM 

O Rolls-Rcyce Motors L1m,ted 1974 



SECTION D 

LUBRICATION AND MAINTENANCE 



3. D. 1. 

REMINDER PLATE 

BENTLEY S3 SILVER CLOUD III PHANTOM V 

In order to comply with the latei;;t service schedule. the mileage on the 
reminder plate on the oil filler cap has been changed from 5000 to 6000. 

Piece numbers are as follows:-

Displaced New 

RE.16005 Reminder Plate UE. 30047 

---·----- · ... ---.. 

23.3.64. 
Q/KH 
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SECTION E 

ENGINE 



If 
l -~ .. , 

3.E.l . 

Issue 2. 

DECARBONISING SET 

BENTLEY S3, SILVER CLOUD III. PHANTOM 5 

The following parts can be supplied as a set for decarbonising the 
above cars:-

Description 

Washer ·- Joint - Drain Plug (Sump) 
Joint - Tappet Cover 
Gasket - Cylinder Head 
Joint - Induction Manifold 
Joint - Rocker Cover 
Joint - Exhaust Manifold to Cylinder Head 
Joint - Exhaust Oowntake 
Rubber Bush - Rocker Cover 
Joint - Tee Piece to Manifold 
Joint - Thermostat Outlet 
Joint - Coolant Bye-Pass Elbow to Manifold 
Joint - Support Bracket - Power Steering Pump 
10' Ring - Elbow to Plug - Flame Trap Housing 
'0' Ring - Housing - Flame Trap 
Washer - Aluminium - Carburetter Air Vent 
Washer - Fibre - Carburetter Air Vent 
Hose - Coolant Bye-Pass 
Assy Collet - Inlet and Exhaust Valves 
Grommet - Inlet and Exhaust Valves 

Suitable for all chassis. 

Piece number of set is RH. 2264. 

(i) Re-issued to amend set. 

I , ' ' ._ 

RS/KH/AC 15.5.63. 

Part No. Qty. 

KB. 1093/R l 
UE. 5256 1 
UE. 5693 2 
UE. 4394 4 
UE.4324 2 
UE.4603 8 
UE.1683 z 
UE. 6967 6 
UE.6175 1 
UE. 4354 1 
UE.4349 l 
UE. 4393 1 
UE.9453 l 
CK. 610 l 
RE. 7289 2 
RE. 7297 2 
KB. 6357 /R l 
UE. 6987 32 
UE. 7428 16 



·----·--- ---. : "' .. r. ,: TI; :'' . • - : . '. ~ [ · . -
... :... • · 2 · · ! ;,,.• 

·------ - - - - :.... __ . -··- - ---·-- ·- .... ·-

FLYWHEEL 

BENTLEYS. 3. SILVER CLOUD Ill 

3.E.2 . 

AB. 4 timing mar~ was included on the S2./II flywheel so that distributors 
on these cars could be synchronised without the use of a special instrument. 

There is no necessity to synchronise an S3/III distributor and the 
B. 4 timing mark has accordingly been deleted. the piece number remaining 
unchanged. 

It is possible that one of these flywheels may find it's way onto an 
S2/ll car, as a spare. and in such a case use will have to be made of the 
tool RH. 72.16 when synchronisation of the distributor is required. 

~ C; l l ~ · Tt. 0 'I ( , t i.. ; t• i T f {' I.. .t, 
. ...-----·-- ---- -- - -- -- - --- - . 

RS/t<H 24.1.1963 
!l: 
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CRANKCASE 

3.E.3. 
Issue 2. 

BENTLEY S3. SILVER CLOUD III. PHANTOM V 

Engines are now being fitted in which the camshaft runs directly in the 
crankcase without detachable bushes. The camshaft bearing diameter is unchanged 
and when bores become worn it will be possible to rebore and fit the present 
standard bushes. 

Recourse to oversize camshafts will thus be avoided. 

Part numbers are as follows: 

Displaced 

UE.8324 
UE.8282 
UE. S985 
UE. S9861 
UE.6378 
UE.6379 

Assy - Crankcase 
Crankcase 
Camshaft Bearing - Front 
Camshaft '.Bearing - Intermediate &: Rear 
Camshaft Bearing - Front 
Camshaft Bearing - Intermediate &: Rear 

{l) The reason £or the re-issue, is to delete: 
'Only the crankcase assemblies are interchangeable. · 

____ ,;;__ _______ ·--- - - - . . 
.22.2.1963 

Q/KH. 

New 

UE. 30207 
UE.30198 

) 
) 
) Alternatives 
) 

( 1. 5. 64.) 
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INLET AND EXHAUST VALVE 

BENTLEY S3. SILVER CLOUD III. PHANTOM 5 

The valve wedges. on engine 8 fitted to these cars. have a 
rubber seal bonded on to one edge to prevent loss of oil down the 
valve stem • 

3.E.6 . 

. The wedges are expensive and. because renewal is nearly always 
found to be necessary whenever work is done on the valve, this is 
reflected in a high cost for any work done on the valves. 

In view of this it has been decided to make a credit of 8d 
for each half wedge returned to Crewe. 

-------··· --·---··. 
Ill O I.. L S • Ill O Y C E L I M I T E C , P Y h S L A t: : f. ,.; . . : 

RS/KH ,. 8. 4. 63. 
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3.E.7. 

ENGINE 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

To assht in the identification of an S3/Ill Series 8:1 compression 
ratio engine, the numeral 8 is now stamped in front of the engine number. 
The number is the one on the front of the engine under the thermostat 
housing, not the one at the rear of the crank.case. 

IIOLLS•ROYCE LIMITl:C, PYM'S LANE, CREWE, ENGt.A"iO 

RS/KH/KB SECT I Of·~ 



3.E.8. 

THERMOSTAT UNIT 

BENTLEY S3, SILVER CLOUD III, PHANTOM 5 

Cars are now being fitted with wax filled thermostats, which are 
not affected by pressurised cooling systems, and therefore provide a more 
accurate temperature control:-

Displaced 

UE. 6847 

UE. 6848 

Thermostat (all applications except Canada and' 
N. America in Winter). 

Thermostat (For use ody in Canada and N .America 
in Winter). 

New 

UE. 30088 

UE.30193 

The new thermostats are rated approximately 10 ° C. higher than the 
replaced units, UE. 30088 being 82..2.° C. and UE. 30193 87. 7° C. 

The new thermostats can be used for the same applications on S.2. 
cars. 

---- - ---------------------------- .. -· --- --·-··- · -·- · 
lllOL~S·B.OYCE LIMIT EC. F':'M ·s LJ. ,.,, l ' 

RS/KH 14. 5. 63. 
I • r ,. - - .. 

.... . : ·~ 
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3.E.9. 

TOOLS 

BENTLEY S2/3 SILVER CLOUD II/III PHANTOM 5 

RH. 7101 Main Bearing Cap Extractor, in it's present form, can only 
be used on engines with the early block ~ype of cap .. 

When the later webbed caps are fitted a special adaptor RH. 7507 is 
required, retail price f 5 - 2.s - Od. Future supplies of RH. 7101 will·include 
the new adaptor. 

----··--- -- ·----- ---
RC LI. S ROYCE - --------- - --- - -- -

Q/KH. 8.8.63. 
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PRESSED STEEL SUMP 

SILVER CLOUD III, BENTLEY S3, PHANTOM 5 

An improved type of sump is no·w being fitted and it can be used for 
replacements on all S. Z/11 type cars. 

Part numbers a re as follows: -

Displaced New 

UE. 5780 Pressed Steel Sump UE. 30169 

ll O L L S • R O Y C E L I M I T f t· . P Y I-'. !". L A t, i: C f.. t \' , { ! . 
--- ·---·- ·-····--·--··-·. 

I' •• . SE-::_: 1 1 (> 

RS/KH/AC 14.3.1963 

3. E. 
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SPARK PLUG SPANNER 

f>ENTLEY 53. SILVER CLOUD III. PHANTOM 5 

There has been a change of part number for the spark 
plug spanner. 

The spanners are interchangeable and numbe.r s are as 
follows: -

Displaced New 

3. E. 5. 

UE. 5081 Spark Plug Spanner UR.8152 

~ 0 L l S • ~ C' Y C E l J ~ ; T t O , f' Y M ' 'S l I>. "-< t , C F- f. \•. ! f ~.: ( ~ A t, ; ------ ------·----·· .. _ --
RS/KH/KB 8. 4 63. ,· 
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3.E.10 

THERMOSTAT UNIT 

BENTLEY S3. SILVER CLOUD III. PHANTOM 5 

Further to Information Sheets 3.E.8 and E.29 it has now been 
decided that UE.30193 thermostat can be used for all operating 
conditions and consequently UE. 30088 will no longer be supplied. 

-------------------------------- ----- ----------
lll O LL S • I\. O Y CE LIMITED, PYM'S LANf'.. CkFWf --------------------·----------------------- ----·- -- --·-

Q/KH I' 
4 2.64 

'•' ,, ,,. ·! . SECT!Ot~ 



Sil VER CLOUDID . BE NTLEY S3 . 
_ _____ ____ _!P1H:!_!A~N~TfO~M!_25 _ __________ _11~~1!:'.~~~~~~ t:.:a:t:: 

3.E.11. 

ENGINE MOUNTING 

BENTLEY S3 SILVER CLOUD Ill PHANTOM 5 

In order to provide adequate cle,nance between the cooling fan and its cowl 
a spacing plate is sometimes fitted between the engine. and the front engine mounting 
block. 

When fitting the spacing plate it is necessary to fit two bolts of increased 
length to accommodate the additional thickness. 

Part numbers are as follows:-

Displaced 

Spdcer - Engine Mounting BloC'k 
UA.152/Z Bolt - • 312.5 - Engine Mounting Block 

New 

UR.4637 
UA.153/Z 

R O L L S • R O Y C E "L f M J T E D , P Y M ' S L A N E , C R F. W {: . E N ~ ~ J: I', .• 

- -----·-· -
2.3.64. 

Q/KH 
Prlntt·\! 1n (;~l·:i.: U· ~ ~:r SECTIOt-. 
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ENGINE STEADY BRACKET· 

NON-REFRIGERATED 

SILVER CLOUD III. BENTLEYS. 3. PHANTOM 5 

3.E.12. 

An improved steady bracket is now being fitted and can be used for 
replacements on S. 2. /II type cars. It should be noted that whereas the displaced 
bracket fitted directly onto the cylinder head. the new one has heavy washers 
fitted on both sides of the slotted mounting holes. New setscrews are also used 
to cater for the extra thickness. 

Part numbers are as follows: -

Displaced 

UE. 7376 
UA.152/Z 
UA.1252/Z 

Q/KH. 

Steady Bracket - Engine 
Setscrew - Steady Bracket 
Washer - Steady Bracket 

23.3.64. 

New 

UE. 30339 
UA. l 54/ Z 
UA.6103/Z 



3. E. l l . 

INDUCTION MANIFOLD ----- - - - -----

BENTLEYS. 3. SILVER CLOUD UI PH.o\.\NTOM 5 

A modified dynamo brack~t. which entails the changing of two of 
the three mounting studs in the inlet mdnifold is now being fitted. 

A special service manifold h;is been provided which includes both 
sets of studs supplied loose; ont:: set to be disc;;.rdcd according to the type 
of bra,·ket fitted. 

The new dynamo bra(·ket c-dn be used for all replacements, when 
stoc-ks of the old ones h,1ve bet:n used up, but the: studs will have to be changed 
if it is used as ,1 &ubstitute for th~ old one. Acc-ordingly the new br.tcket wi.l l 
always be supplied with a set oi studs to be used 
only if required. 

Piece numbers are as follows:-

Displaced 

UE.6186 

UE. 7424 

UA. 851 / Z 

Manifold Assy 

Speci;tl Servfre M,rnifold Assy 
Dynamo Mounting Br;1ckd 
Specit,l St::rvit·e Dynamo Mounting Bracket 
Stud 

The new parts can .t lso be fitted to S2/ II ca rs. 

New 

UE. 31328 
RH.2325 
UE.31327 
RH.2.326 
UA.855/Z 

• 0 L L S • ,- 0 Y C E L I M l T E O , JI' Y M ' S L A N f . C R E W £ . E t.. (;, A t~ r· 

Q/KH. 11.5.64. 
SECTIO~ 
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Addendum 3. E. 13. 

INDUCTION MANIFOLD 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

The following are chassis numbers at which the above 
modification commenced. 

'F' Series 
Bentley 53 Standard Steel Cars 

BS FG and onwards 

'B' Series 
Bentley S3 Long Wheelbase Cars 

BBL 2 and onwards 

'F' Series 
Silver Cloud III Standard Steel Gars 

SFU 769 and onwards 

'D' Series 
Silver Cloud III Long Wheelbase Cars 

CDL. 49, 61 and onwards 

'C' Series 
Bentley S3 Continental 

BC 148 XC and onwards 

'C' Series 
Phantom 5 

5 VC 4 7 and onwards 

"Oll~ \•C · , t:r-!'":t.r.:, PYM'S LANE, CREW[, tNG!./,~D 
---- -- ----------------

7.10.64 
Q/KH. I\; SE CT IC1 : 
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3. E. 14. 

HYDRAULIC TAPFETS 

BENTLEYS. 3. SILVER CLOUD III PHANTOM 5 

The existing method of indicating a tappet grading. by vibro etching 
'Y · or · Z · on the bottom face has been discontinued. 

In future shallow vee grooves will 
open end face. one groove for a grade 'Y 
grade ·z •. 

be cut aero ss one side of the 
tappet and two grooves for a 

F. C , !. S • R O Y C E: L I ~ I T f tl • P Y t-1 ' S L t.. >.; £ . C I' ( V' 

O/KH 
16.9.1964 



Spares Information Sheet 3. E. 1 S 

Tappet Blocks 

Bent I ey S2/ 3 Si 1 ver Cloud II /III Phantom V / 5 

Minor alterations have been mitc:le to the tappet block a.nd tappet block 
assemblies, and new piece numbers have been issued. 

There is no effect on interchangeability and stocks can be used up in 
conjunction with the new parts. 

Part numbers are as follows:-

- ;; . 
.. ~-. 

Displaced 

UE. 5372 Assy - Tappet Block - Front 'B' Bank - Rear 'A' Bank 

Assy - Tappet Block - Front 'A' Bank - Rear 'B 1 Bank 

Tappet Block - Intermediate 

UE. 31423 

UE. 5373 

UE. 5167 

UE. 31424 

UE. 31357 

The following are chassis numbers of cars which incorporate the modified 
tapp~t blocks. 

'G' Series 
Bentley Standard Steel Cars 

B. 136. GJ onwards 

'B' Series 
Bentley Long Wheelbase Cars 

BBL. 10 onwards 

BC. 6. XD and onwards 

tCt Series 
Bentley Continental 

'J' Series 
Silver Cloud III Standard Steel Cars 

SJR 25, 589 onwards 

'E 1 Series 
Silver Cloud III Long Wheelbase Cars 

CEL 71 onwards 

SVD onwards 

'D' Series 
Phantom 5 

~ 0 L L $ • R O Y C E L I M I T E O , P Y H ' S t A N E . C P. t '>"' ( • l I'.. <.; A N '.'" 

0/KH p,. l ... t 
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CAMSHAFT 

BENTLEY sz/3 SILVER CLOUD 11/III PHANTOM v/s 

3.E.16 
Issue 2 

The level of noise from the valve gear has been reduced by the introductior 
of a modified camshaft. It can be used for all replacements, other than on the ear 
S2 series engines which were fitted with hollow camshafts. For details of these 
early engines reference should be made to Spares Information Sheet 2..E. l Issue 2 
Addendum. 

Part numbers are as follows.-

Displaced New 

UE.7318 Camshaft UE. 30468 

The following are chassis numbers of cars which incorporate the above:-

'H' Series 
Bentley S3 Standard Steel Cars 

Chassis B.34.HN onwards 

'H' Series 
Bentley S3 Long Wheelbase Cars 

Chassis BCL. 2 onwards. 

'E' Series 
Bentley S3 Continental Cars 

Chassis BC.6.XE less 8 onwards. 

'J' Series 
Silver Cloud SIII Standard Steel Cars 

Chassis SJR.193 onwards 

'E' Series 
Silver Cloud SIII Long Wheelbase Cars 

Chassis CEL.65 onwards. 

Continued., .... 

9'0LLS·~OYCE LIMITED, f'Y~'S LA ,-.. E • C Rf W::: , 

Q/KH. 
1'•1" 9 •• ~. _9?, . Sf(TIO', 

.. , e• ..-. . 



Chassis 5. VD. 71 

- 2 -

1D 1 Series 
Phantom S 

3.E.16 
Issue 2 

Re-issued to clarify the position regarding the camshafts fitted to early S2 series 
engines. 

It O L L S • It O Y C E L I M I T E O , P Y M ' S L A N £ , C R E v,..· f , E N G L A ~. D 

Q/KH. 
SE CT IO~-: 
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Information Sheet 3. E. 17 

Heater Connection Pipe 

Bentley S2. S3. Silver Cloud IL III 

A reduced diameter pipe has been introrluced to ease the assembly of 
the heater hose to the elbow and pipe assembly. 

The new pa.rt can be used for all replacements. 

Displaced New 

UE.6119 Assy - Elbow and Pipe - Heater Connection UE . 31554 

A. 0 t. l. $ • " 0 Y C E l I M ! T E C) • P 'l' !""' • S L .r. ~. 

16. 2. 65 
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3.E.18. 

PISTONS 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

There has been a change of specification of pistons fitted to these 
cars. 

The new pistons are completely interchangeable, either singly or 
in sets. 

Part numbers are as follows:-

Displaced 

UE. 30260 
UE. 9957 

Assy - Piston - 8: 1 Compression Ratio 
Assy - Piston - 9: 1 Compression Ratio 

New 

UE. 32937 
UE. 32936 

9' O L l. S • ~ 0 Y C £ L I M ! 1" E O • P Y H ' ~ L A ~. r C ~ [ V, t . [ I" .: L t. • 

1.3.65 
0/KH. I' 
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3.E.19. 

CYLINDER HEAD GASKETS 

BENTLEY S3 SIL VER CLOUD III PHANTOM 5 

Cylinder h.ead gaskets are now being manufactured from an improved 
material. 

The new gaskets can be used for all replacements and piece numbers are 
as follows:-

Displaced New 

UE. 5693 Gasket - Cylinder Head UE. 31004 

~ C \. L S • tl O Y C t L I M I l' E C: , P r M S L A N C • C 1\ f W l , f "- C A !">< !, 

9.4.65 
Q/KH. SECTIO~~ 
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3. E. 20 

CRANKCASE AND CY LINDERS 

BENT LEY S2/ 3: SILVER CLOUD ll/ III: PHANTOM V / 5 

In order to reduce complaints of heavy oil consumption and piston 
knock, interference fit cylinder liners are now being fitted. 

The new parts can be used for all replacements and piece numbers 
are as follows. 

Displaced 

UE 30207 

UE 4086 

Assembly Crankcase 

Cylinder Liner 

New 

UE 32970 

UE 9977 

The following are chassis numbers to which the above have been 
fitted 

'J' Series 
Bentley S3 Stanu..ird Steel Cars 

B 2 JP and onwards 

'C' Series 
Bentley S3 Long Wheel Base 

BCL 14 and onwards 

'E' Series 
Bentley Continental S3 

BC; 64 XE and onwards 

'E' Series 
Phantom 5 

5. VE. l l and onwards . 

1K' Series 
Silver Cloud SIII Standard Steel Cars 

SKP. 32 9 and onwards . 
Continued . . . . . 

------------------- -- --------··----. 
15 7 65 . 
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Sll'v'l~ CLOUD.ill BUHLEY S3 
pf-lt,.",:(:Y'- S 

-2-

'F' Series 

3. E.20 

Silver Cloud SIII Long Wheel Base 

CFL.35 and onward . 

'B' Series 
Silver Cloud SIII Continental 

CSC. 115. Band onwards 

ROlLS•ROYCE LIMITED, PYM'S LANE, CREW[, ENG ... AkC:, 

Q/KH 15.7.65. 
SECTION 
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SECTION F 

PROPELLER SHAFT 
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SECTION G 

BRAKING SYSTEM 



SERVO 

BENTLEYS. 3. SILVER CLOUD Ill PHANTOM 5 

In order to eliminate complaints of· squeal a servo liner in a new 
material is now being fitted. 

The complaints of squeal are confined to SZ. &. S3 cars and the new 
liner must be used only on these cars. The old liner must be used on all 
others. 

D. M. 8 Liner 

UG.4172 
UG. 3749 

Liner and plate assy 
Lining 

A.D.Z. Liner 

UG. 4374 
UG. 4372 

3 . G l 

---------------··-
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}"RONT BRAKES 

BENTLEYS. 3. CONTINENTAL 

...... - _...--. f ... •"' .~: . ~":: ... • 
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3.G.2 . 

Bentley S. 3. Continentals are now being fitted with Standard S. 2.. 
two shoe brakes. Four shoe brake material will continue to be supplied for 
spares on cars which are already fitted with this type of brake. 

Parts are not interchangeable and numbers are as follows· -

Displaced 

UG.4142. 
UG. 4143 
UG. 4140 
UG.4141 
UG.3138 
UG.3139 
UG.3144 
UG.3143 
UG. 3120 

UG.4133 
UG.4134 

UG.4135 
UG.3140 
UG. 3141 
UG. 3142. 

UG.4161 
UG.3108 
UG. 3108 
UG.3109 
UG.3109 

UG.2314 
UG.3116 
UG. 3117 

Assy - Front Brake - RH {Ferodo) 
Assy - Front Brake - RH (Mintex) 
Assy - Front Brake - LH {Ferodo) 
Assy - Front Brake - LH {Mintex) 
Assy - Carrier Plate - RH 
Assy - Carrier Plate - LH 
Assy - Water Excluder - RH 
Assy - Water Excluder - LH 
Link - Brake Shoe 
Pin - Split - Link 
Washer - • 312 dia - Pin 
Bolt - • 500 dia - Cylinder - Carrier Plate 
Nut - . 500 dia - Cylinder - Carrier Plate 
Washer - • 500 dia - Cylinder - Carrier Plate 
Bolt- .312 dia -Cylinder - Carrier Plate 
Catcher - Grease - RH 
Catcher - Grease - LH 
Joint - Grease Catcher 
Screw - 2BA - Water Excluder 
Washer - 2 BA - Water Excluder 
Nut - 2BA - Water Excluder 
Pin - Link - Brake Shoe 
S/Assy - Lining Shoe & Shakeback - RH (Ferodo) 
S/Assy - Lining Shoe & Shakeback - RH (Mintex) 
SI A ssy - Lining Shoe & Shake back - LH (Ferodo) 
s/Assy - Lining Shoe & Shakeback - LH {Mintex) 

S/Assy - Web & Rim 
Washer - Friction - Shakeback Stop 
Lining - Brake Shoe - {Ferodo) 
Lining - Brake Shoe - (Mintex) 

·-
! .. t 

-"'-------------- . -·-·-- -- -- -
RS/KH/ KB 15.5.63. 
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New 

UG.4164 
UG.4165 
UG.4166 
UG.4167 
UG. 3706 
UG. 3707 
UG. 3702 
UG.3703 
UG.3709 
K. 4607 -
UG. 144b 
UG.6',fs 
UA.355/Z 
K. 901Z/Z 
UG.1379 
UG. 3762 
UG. 3763 
UG. 3761 
K.1910/Z 
K. 9006/Z 
K.4307 
UG. 4160 
UG. 2804 
UG. 2803 
UG. 2801 
UG. 2802 

UG. 2682 
UG. 322.2 
UG.2071 
UG.1523 

' .. . . ; ~ 
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Displaced 

UG. 3840 
UG. 3635 
UG. 3110 
UG.3118 
UG. 3119 
UG.312.9 
UG.3130 
UG.3115 
UG. 3640 
UG. 2586 
UG.2587 

- 2 -

Setscrew - Grease Catcher 
Bush - Shoe Carrier Plate 
Bush - Shoe Carrier Plate 
Pin - Pivot - Brake Shoe 
Spring - Returning - Brake Shoe Pivot 
Assy - Brake Shoe & Lining (Ferodo} 
Assy - Brake Shoe & Lining (Mintex) 
Shoe - Brake 
Circlip - Pin - Link 
Assy - . Servo Operating Lever - Inner 
Assy - Servo Operating Lever - Outer 

• .1:. : 

The quantity of the following part has been amended:-

I' 

3. G. 2. 

New 

UG. 3548 
UG. 3549 

UG.3114 Rivet - Lining - Brake Shoe 48 off replaces 72 off 

The following are the chassis numbers of Bentley S. 3. Continental 
cars that incorporate the standard 2-shoe brake system:-

'A' Series 

Chassis 

BC.166.L.XA onwards 

,.CllS·fi.cvc;: ! ~. r .. ;, 

RSIKHIKB 15.5.63. 
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s 1, .,. i.. R c Lo_:~) r::: r. t , ~ - • f. -r s 3 
PH.t..t,:o•·s 

HANDBRAKE 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 RH CARS 

A handbrake cable system, similar to the type already used on left 
hand cars, is now being fitted to right hand cars. 

3;G. ~ 

Basically the new system consists of a new cable assembly, and an 
improved run by including two pulleys, one being located on the valance and 
the other on the right hand frame sidemember. The RH valance plate has 
been provided with an additional weldnut to which the cable conduit is clipped. 

A cable guide bracket, which is included in the cable assembly, is 
attached to the LH car bellcrank lever support bracket on the right hand 
sidemernber. 

The new cable assembly is of increased length and a new type of 
conduit at the handbrake end necessitate a larger hole and grommet in the 
dashboard. The new dashboard can be used for all replacements provided 
the appropriate grommet is also supplied. 

It is necessary to re-route the intermediate water pipe on Standard 
and Long Wheelbase Saloon cars, to avoid fouling the pulley on the valance 
plate. This necessitates the introduction of a new clip for retaining the 
pipe to the valance. The new pipe should be used for all replacements. 

The steering, feed and return hoses, have also been re-routed to 
eliminate a foul between the hoses and the cable. The double clip which 
retained the hoses to the steering box end cover, has been replaced with 
two single clips, one being located on the· end cover, and the other on the 
steering box top cover. 

Finally a new strengthened equalising lever has been introduced and 
this should be used for replacements on all cars from S l series and onwards. 

The new frame which incorporates the modified bellcrank lever bracket 
and the hew pulley mounting bracket should be used for all replacements. 

With the exception of those which have been specifically mentioned 
none of the parts are interchangeable. 

lit O L L S • A. 0 Y C E l I M I T E. L- , P \' H · S L A. N f. • C R £ v. ~ , f. 1-1 t, i. /', ~; 
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Piece numbers are as follows:-

Displaced 

UG 2351 

UG 3778 
UG 1431 

UR 5568 

UR 5581 

UR 5623 

UR 8093 

UR 6088 
OE 7980 
UR 5788 

UE 7748 

UR 5950 

UR 4909 

UR 1495 

UG 897 

RF 5032 
UE 7976 

Jaw - Handbrake Rod 
Clamp - Conduit - Handbrake {Changes on this 
application only) 
Assy - Cable-RH Handbrake Mechanism 
Clip-Conduit-Handbrake -Cable 
Bracket-Upper Pulley-Handbrake 
Bracket-Lower-Pulley-Handbrake 
As sy-Pulley-Handbrake 
Cable Shield-Handbrake 

Frame Makers Assembly (123" Wheelbase 
Cars) 

Frame Makers Assembly {123" Wheelbase 
Soft Top Ca rs) 

Frame Makers Assembly (127" Wheelbase 
Saloon Ca rs) 

Frame Makers Assembly (127" Wheelbas~ 
Heavy Frame Soft Top Cars) 

Frame Makers Assembly (Phantom 5} 
Assy-Valance Plate-RH (Phantom 5) 
Assy-Valance Plate and Extension Panel
RH (123" and 127" Wheelbase Cars not 
Coachbuilt) 
As sy- Vala nee Plate-RH {Bentley S3 
Continental) 
Assy-Valance Plate and Extension Panel-
RH (12.3" and 127" Wheelbase Coachbuilt cars) 
Assy-Dashboard (All Coachbuilt Cars Except 
Phantom 5) 
Grommet - Blanking Cable Hole - Dashboard 
LH Cars 
Equaliser Lever 
Link - Pull Off Spring 
Grommet - Handbrake Cable 
Pipe - Intermediate - Water Tap (12.3" and 12.7" 

· Wheelbase Ca rs - Not Coachbuilt) 
Clip - Water Pipes (123" and 127'' Wheelbase 
Ca rs not coachbuilt) 

New 

UG 4273 

UG 4274 
UG 4282 
tJG 4281 
UG 42.83 
UR 8676 
UG l 0640 
UG 10642 

UR 5980 

UR 5981 

UR 5982 

UR 8332 
UR 8252. 
UR 8552 

UR 5985 

UR 8556 

UR 8572 

UR 8336 

UR 8048 
UG 4397 
UG 4396 
RD j2.09 

UR 8053 

UR 8634 

~ 0 L L S • Ill O Y C E l I M I T ( 0 . P Y M ' S l A ,-. £ . C R E Yi C: • £ ~: ( ·- i, N :~ 
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Displace-d 

UR. 3430 

- 3 

Clip - I- . A, S. Hoses 
Clip - . 250 dia Stud - P.A. S. Hose) 

) RH Cars 
Clip - . 312 dia Stud - P. A.S. Hose; 

New 

UR. 8664 

UR. 866 5 

The quantity of UR, 5543 water pipe clip has been reduced from 
2 off to l off. 

Further details for Phantom 5 cars will be issued at a later date. 

3. G. 3 

IIIOLLS•IIIOYCE LIMITLD, fY~·S LANf, CRE"'-f f. "- G :. ~ ,-. L 
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HANDBRAKE 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 RH CARS 

3. G. 3. 
Addendum 

The following are the chassis numbers which incorporate this 
modification 

'C' Series 
Be:1tley S3 ~ da~ d Steel Cars 

B 738 CN and onwards 

'A' Series 
Bentley S3 Long Wheel Base 

BAL 18 and onwards 

'C' Series 
Bentley Co1:ti~ ental S3 

BC 100 XC and onwards 

'D' Series 
Silver Cloud SIII Standard Steel Cars 

SDW 485 and onwards· 

'C' Series 
Silver Cloud SIII Long Wheel Base 

CCL 43 and onwards 

'C' Series 
Phantom 5 

5 VC 25 and onwards 

ttOLLS•ROYCl LIMITED, PY~'S LANE, Cf£Wt 

Q/KH 7 5 64 
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3.G.4 . 

BRAKES 

BENTLEY S3. SILVER CLOUD III.PHANTOM 5 

A tendency for the brakes on these cars to squeal on application has been 
considerably reduced by fitting shortened liners. 

Shoes and Shoe and lining assemblies are interchangeable but individual 
linings are not. 

Piece numbers are as follows: -

Displaced 

UG. 3482 

UG. 3483 

UG. 3481 

UG. 3480 

UG.3478 
UG. 3479 

* 

UG. 3089 
UG.4164 
UG. 4165 
UG. 4166 
UG.4167 

Q/KH 

As sy - Lining - Shoe and Shakehack Stop - LH ) 
Trailing - Rear Brake (All cars except Phantoms ) 

Assy - Lining - Shoe and Shakeback Stop - LH 
Trailing Rear Brake (All cars except Phantom 5 

) 
) 
) 

Assy - Lining - Shoe and Shakeback Stop - RH ) 
Trailing Rear Brake (All cars except Phantom 5 ) 

) 
Assy - Lining - Shoe and Sh<ikeback Stop - RH ) 
Trailing Rear Brake (All cars except Phantom 5 ) 

Sub Assy - Lining & Shoe - Rear Brakes 
Sub Assy - Lining & Shoe - Rear Brakes 

Sub Assy - Lining & Shoe - Rear Brakes - Trailing 
(as UG.4419/4427 but without shakeback stop). 

Sub Assy - Lining & Shoe - Rear Brakes -
Leading. 

Sub Assy - Web and Rim - Rear Brakes 
Assy • Front Brakes - RH ) 
Assy - Front Brakes - RH ) 
Assy - Front Brakes • LH ) 
Assy - Front Brakes - LH ) 

• :. I 

2.3.64 

New 

UG. 4419 

UG.4427 

UG.442.5 

UG.4423 

UG.4412 

UG.4417 

UG.4421 

Continued •..••• 
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Displaced 

UG.2804 Sub Assy - Lining - Shoe &: Shakeback Stop - RH 
Front Brake 

UG. 2803 Sub Assy - Lining - Shoe &: Shakeback Stop - RH 
UG. 2801 Sub Assy - Lining - Shoe &: Shakeback Stop - LH 

Front Brake 
UG.2802 Sub Assy - Lining - Shoe &: Shakeback Stop - LH 

Front Brake 

RH. 2035 Sub Assy - Lining &: Shoe - Front Brakes 
(without Shakeback Stop) 

RH.2036 Sub Assy - Lining &: Shoe - Front Brakes 
(without Shakeback Stop) 

UG.2682 Sub Assy - Web &: Rim • Front Brakes 

UG. 2071 Lining - Brake Shoe - Front &: Rear Brakes 
UG. 1523 Lining - Brake Shoe - Front &: Rear Brakes 

Note: * Shakeback stops are not fitted to the rear trailing 
shoes on Phantom 5 <.ars. UG.4419/4427Shoe 
Assembly are not therefore fitted but the assembly 
without stop. UG. 4425 is fitted. 

- ---- ··--·-. ·-
f (, ~ L !; • ~ ~· Y C:. f l t >,,: ' 1' t: , L ; 

----- .... --· -··-------···-···- ... 

2.3.64 . 
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3.G.4. 

New 

) 
) 
) UG. 4416 
) 
) UG.4413 
) 
) 

) 
) 
) RH. 2300 

UG.4411 

) 
) UG.4407 
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BENTLEY S3 SILVER CLOUD III PHANTOM 5 

Addendum 3. G. 4 . 

The following are chassis numbers which are fitted with the shortened 
linings. 

'E' Series 
Bentley S3 Standard Steel Cars 

Chassis B60, EC 62, 78, 92 onwards 

1 A' Series 
Bentley S3 Long Wheel Base Cars 

Chassis BAL 18 onwards 

1C 1 Series 
Bentley SIII Continental 

Chassis BC 72 XC 84, 90 onwards 

1 E 1 Series 
Silver Cloud III Standard Steel Cars 

Chassis SEY 427,429,453,455,457,471 onwards 

'C' Series 

Silver Cloud III Long Wheel Base Cars 

Chassis CCL 79 onwards 

5 VB 41 onwards 

1B 1 Series 
Phantom 5 

F <. ~ . · ~. ( ) C l ;.. : ~ : f l. 
--- ·--··---·--·--·--· - ·- -··· .... --

8.6.64 
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BRAKE FLUID HOSES 

BENTLEY S3 SILVER CLOUD III 

.. :. .. -. . JS· 

3.G.5. 

There is a tendency for the brake fluid supply hoses to foul the edges of 
the actuator mounting plate. To obviate this, one hose is now being clipped to the 
Valance plate, and the other is being clipped to the mounting plate which has been 
drilled to take the clip. 

The modified mounting plate which retains the same piece numher UD. 6024 
can be used for all replacements on S2 and S3 cars. 

The following existing parts used on other applications will be required:-

Clip, Flexible 'Hose to Valance Plate 
Heavy Washer, ZBA, Clip, Valance Plate 
Clip, Flexible Hose to Actuator Mounting 

Bracket 
Bolt, 2BA. Clip, Mounting Bracket 
Nut, 2BA, Clip, Mounting Bracket 

) 
) Standard 
) Steel and 
)Long 
) Wheelbase 
) Cars 

LC.1732 
UA.6101/Z 
RF.3332 

UA.1501/Z 
K.4006/z 

The original clip UR. 3430. is still fitted to Bentley S 3 Continental cars. 

l!' (' C l $ - ~ (: ~ (_ l ' I I ' 

Q/KH 
23.3.64. 
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Rol/s-Ro,te r, Btlltley Motor Cars GENERAL Spa,,s Information Sh••t 
Applicable to: ROLLS-ROYCE & BENTLEY MOTOR CARS 

Information Sheet No. G3 
Section G 
Date 
Page No. l of 1 

BRA:KE CYLINDER BLEED SCREW 

The brake cylinder bleed screw UG. 1175 fitted to post war 
cars prior to the SY Series is no longer available, CD. 4085 
will be supplied for all replacements when existing stocks 
have been used up. 

The cancels G. 2 which was issued in error. 

Rnr/NM/HB 

C) Rolls-Royce Motors l1m,ted 1974 



I 

'O 
C 
«I 
a 
C 

w 
.5 .,, 
i 
t 

! 

GENERAL 

Ro/ls-Royce i Bentley Motor Cars Spars$ Information Sh,,t 

Applicable to: BENTLEY S 1, 2 , 3 : 

SILVER CLOUD I, II, III 
Information Sheet No. G4 

SERVO 

Section 
Date 
Page No. 

G 

1 8 75 
l of l 

Supplies of the bearing, GB 3501 are no longer availahle. 

Therefore when existing stocks have been used up, an 
alternative bearing, piece number RH 8937, will be supplied 
for replacements. 

As the alternative is a double tracked thrust bearing and 
only a single track is required, the surplus track should 
be discarded. 

Rnr/NM 
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SECTION H 

SUSPENSION 
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3.H.I. 

REAR SHOCK DAMPER TOOL 

BENTLEY S3. SILVER CLOUD III. PHANTOMS. 

A tool is available for the extraction and insertion of the rear 
shock damper link Silentbloc bushes in the rear axle tubes. 

Price of the tool is f.2.-4-0d the piece .number RH. 7007. 

The tool can be used on all cars from S l series and onwards • 

------ ---· .. ;- .. -- --·-·----- ---.--· -·--- ~- -·-· ·- . - -· ... ·--· -··-· --··- - - ------·-- -·--·--·- ---·-··. 
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3. H. 2. 

Rear Stabiliser 

Bentley SZ/ 3 Silver Cloud II/III Bentley sz/ 3 Continental 

The rear stabiliser which is illustrated in the S2 Spar.es Schedule 
Group EZ/ 1 Item S8, and the appropriate page in the 53 Spares Schedule, 
is supplied complete with silentbloc bushes under assembly number UR. 4192. 

-- ------·- - - . - -· .. - ··-·--········-···. ------····---. ·- ---- ·-·- ... - ·--
kCLlS·fl.OYCf. Li,...t"ll::.. P'lt-, ~' LJ',.., ------ - - --------- ------ -·· -··· ··- - - ----
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REAR AXLE 
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FUEL SYSTEM AND CARBURETTERS 
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OCTANE RATING PLATE 

BENTLEY S3 SIL VER CLOUD III 

3.K.l . 

Octane rating plates are now being fitted to Bentley 53 and Silver 
Cloud III cars requiring 100 octane fuel. 

The plate is located adjacent to the petrol filler cap and is retained by 
two sheet metal screws. 

Pa.rt numbers are as follows: -

Plate - ·octane Rating - Fuel ) Not fitted on cars 
) destined for France 

Plate - Octane Rating - Fuel ) Cars destined for 
) France only 

Screw - Octane Rating Plate 

ltOLLS•ROYCE llMITEO, PY~·s LAP-ii 

UB. 5124 

UB. 5125 

UA.835i/Z 

-- ~----------------------------~ ·---- ···---- .. . - - . --
R&IKHIKB 26.11.62. 
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FUEL PUMP 

BENTLEY 5.3. SILVER. CLOUD lll. PHANTOM 5 

Fuel pumps are now being sealed with adhesive plastic tape, 
in place of the UD.4901 rubber covers. Parts appear in S.3. Spares 
Schedule, Page. B • .z. Item 35. 

The rubber cover e will still be supplied for spares. 

3. K. 
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AIR SILENCER 

BENTLEY 53. SILVER CLOUD III. PHANTOM S 

The screws which secure the depression valve diaphragm 
cover to the butterfly housing, Spares Schedule 62./11 S3/l l l 
Page B. 3 ltem 18. have been shortened. 

The new screw can be used for all replacements. 

Displaced New 

K.1725/Z 5BA Cheese Head Screw, Cover K.1719/Z 

. . 

3.K.3. 
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3.K.4. 

PETROL PUMP 

BENTLEY S3, SILVER CLOUD III, PHANTOM 5. 

Condensers are now fitted across the petrol pump contacts to 
eliminate cases of sparking and excessive contact pomt wear. These condensers 
are additional to the radio suppressors already fitted. 

The condensers are retained in position by sprmg clips which are 
located on one of the contact base mounting screws. 

The instruction of the condensers has necessitated the introduction 
of new petrol pump end covers, having a recess to accomodate the condenser. 

The petrol pumps on S2 series cars and onwards are to be modified 
when the cars are available, during maintenance schedule, on a category 
3 basis. 

Part numbers are as. follows:-

Displaced 

UD.8137 

CD.262 

Petrol Pump - Twin 
Clip - Condenser 
Condenser - Petrol Pump 
End Cover - Petrol Pump 
Identity Tag 

New 

UD.8737 
CD. 3421 
CD. 3422. 

CD. 3423 
CD. 3424 

Piece nwnber of the new pump assembly complete with unions is 
RH.2297. 

ROllS·AO. YCE LIM!TED p ~· ~· > l /;. .... t 
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Page l of 2. 
3. K. 5. 
Issue 2. 

CARBURETTERS 

BENTLEY S.3 .. SILVER CLOUD III. PHANTOM 5 

In order to eliminate a tendency to flood, carburetters with a modified 
float chamber lid and needle valve are being fitted. The carburetters can be 
identified by the mark '8X' stamped adjacent to the piece number on the outlet 
flange. 

Float chamber lids may only be changed as complete assemblies with 
forked lever and needle valve. 

The new needle valve can be used for all replacements. 

New Lid and valve assemblies should only be used. as replacements 
for the old parts, in pairs. 

Piece Numbers are as follows: -

Displaced 

CD. 3248 
CD. 3249 
RE. 7290 
CD. 521 

NOTE: 

Lid, 'A' Bank 
Lid, 1B 1 Bank 
Hinged Lever 
Needle and Seat 
Assy Lid and Hinged Lever 'A' Bank 
Assy Lid and Hinged Lever 1B 1 Bank 

New 

CD.3512 
CD. 3511 
CD.3513 
CD. 3514 
CD. 3549 
CD. 3548 

~lease note the following alterations on Page B4/ l of the S3/III Parts Lis1 

Item number II, to read CD.3512 
Item number 29, to read CD. 3511 

Continued •••••• 

--·-- - ··- - ··- ---
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3. K. 5. 
Issue 2 

The following are the chassis numbers of cars that incorporate the 
modified carburetters:-

Chassis 

Bentley S3 (Standard Steel Cars) 
'C' Series 

B. 508 CN onwards 

Chassis 

Silver Cloud Ill (Standard Steel Cars) 
'D' Series 

LSDW 65 onwards 

Chassis 

Bentley S3 (Long Wheelbase) 
'A' Series 

BAL.10 onwards 

Chassis 

Silver Cloud III (Long Wheelbase) 
'C' Series 

CCL 3 onwards less L. CCL. 9. 

Chassis 

Bentley S3 Continental 
'B' Series 

BC. 12.. LXB onwards 

Chassis 
5. VA. 91 onwards 

Phantom 5 
'A' Series 

(1) Re-issued to amend new part numbers for 'A' &, 'B' bank float chamber lids 
and to add NOTE. 

10.4.64. 
Q/KH. \O~ 
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CARBURETTERS 

Addendum 3. K. 5. 

BENTLEY S.3. SILVER CLOUD PHANTOM 5 

The hinged lids assemblies, CD.3548/9. referred to in the original 
issue of this Information Sheet, ~re complete wi1:h needle valve and hinged 
lever. 

"OLLS•ROYCE LIMITED. py,-..;·s LAN(. CREWE. f.f',;(".LJ.NC·· 

0/KH 8.8.63. 
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FUEL PUMP 

BENTLEY S3, SILVER CLOUD III. PHANTOM 5. 

In order to achieve a greater degree of silence, flexible pipes have 
been introduced on the inlet and outlet sides of the fuel pump. 

The existing copper pipes have been shortened to make room for the 
flexible pipes and the screwed unions on the pump have been replaced with 
a modified type which incorporates a nozzle to which the flexible pipes can 
be secured with a Jubilee clip. 

An additional clip is required to secure the pipe from the petrol tank 
to the No. 3. body mounting bracket. 

The basic petrol pump is unchanged. 

Part numbers are as follows:-

Displaced 

UR. 3257 
UR.4798 
UR.4799 

UR. 3254 

UR. 4947 

UR.4694 

Union, Petrol Pump 
Pipe, Filter to petrol pump (Phantom 5} 
Pipe, Petrol Pump to carburetter pipe 

{Ph.3.ntom 5) 
Pipe, Filter to Petrol Pump. Bentley S. 3. 
Silver Cloud III and Continental S. 3. 
Pipe, Filter to Petrol Pump Bentley 12.711 S. 3. 
Silver Cloud III 
Pipe, Petrol Pump to Carburetter pipe. 
Bentley S. 3. Silver Cloud III Std. Cars and 
L. W,B. Cars. Continental S.3. 
Flexible Petrol Pipe 
Clip, Support, fuel tank pipe 
Setscrew, Clip No. 3. body mtg. bkt. 
Nut, 2. BA Clip No. 3. body mtg. bkt. 
Washer, Plain, Clip No. 3. body mtg. bkt. 
Clip, Jubilee 
Bush, Rubber Petrol Pipe Clip 
Clip, Petrol Pipe to Support Clip 

Cont1d .••• 

New 

UR.8106 
UR. 8103 

UR. 8108 

UR.8101 

UR. 8102. 

UR.8107 
UR.8105 
UR. 8104 
KC.178/Z 
K.4006/z 
K.4452/Z 
RE.4750 
UR. 853 
UE.3213 

3. K. 6. 

I ~..: l :. i " 
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Displac ed 

Tubing Sleeve 
Tubing Nut 

- z. -

New -
KB. 3004 
UR. 3262 

Piece number of the new pump assembly complete with unions 
is RH. 2284. 

i. : ) 

RSIKH 16.5.63. 
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~ 

3. K. 6. 
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SILVER CLOUD ID. BENTLEYS 3 
PHANTOM 5 

PETROL DRAIN PIPES 

BENTLEYS. 3. SILVER CLOUD III, PHANTOM V 

In order to improve the clipping of the carburetter petrol drain 
pipes, the clip which retained the pipes to the bell housing bottom coYer 
has been replaced with a plate and clip arrangement. 

The plate and clip are interchangeable with the original clip, 
and should bC' used for all replacements when existing stocks have been 
used up. 

Part numbers are as follows : -

Displaced 

UR. 2921 Clip - Petrol Drain Pipes 
Clip - Petrol Drain Pipes 
:F- 1 ?. :(:" - Clip Petrol Drain Pipes 

UE. 30441 
UE. 30442 

•OLLS•ltOYCE LIMITEP, PYM'S LANE. C"EWt, (NCiLA1'cC' 

RS/KH/KB SECTIOr..: 
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CARBURETTER VENT PIPES 

BENTLEY S3 SIL VER CLOUD III PHANTOM 5 

;•. 

3. K. 9. 

In spite of the introduction of the modified float chamber lid 
there have still been one or two cases of. engine failure due to carburetter 
flooding. 

In order to prevent these occasional failures the bore of the 
carburetter vent pipes (S. 3. Schedule Page B6 Items 62 and 63) has been 
increased from i" to f" on the lower pipe and from!" to 5/ 16" on the 
upper. ..,. 

A new adaptor is required on the lower pipe and a new nut and 
nipple on the upper. 

The introduction of the larger bore lower vent pipe necessitates 
the fitting of a new retaining plate and clip, and a new clip mounting bracket. 

In cases of complaint on existing cars it is only considered 
necessary to fit the larger bore lower pipe; a special adaptor has been 
produced for service use which fits on to the larger bore pipe but accomodates 
the original nut and nipples on the upper pipe. 

A kit of parts is available for fitting the modification in service. 

Piece numbers are as follows: -

Displaced 

UE. 6949 
UE.8242 
UE. 30441 
UE. 30442. 
UE. 682.9 

Assy - Pipe • Carburetter Vent - Lower 
Sub Assy • Carburetter Vent Pipes - Upper 
Clip - Pipe - Carburetter Vent - Lower 
Plate - clip - Carburetter Vent Pipe - Lower 
Bracket - Clip - Carburetter Vent Pipe 

Assy - Pipe - Carburetter Vent - Lower 
Carburetter Lower Vent Pipe Kit 

RH. 7575 Pipe Assembly is part of RH.2321 Kit. 

New 

UE. 31286 
UE.31299 
UE. 31287 
UE. 31288 
UE.31312 
RH. 7575 
RH.Z.321 

RH.2321 Kit will be used for all replacements of UE.6949 Pipe 
Assembly on existing cars. 

-----------------------·------·- ----·-- ----- -- ~ ---· - -· ... -
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Addendum 3. K. 9. 

CARBURETTER VENT PIPES 

BENTLEY S. 3 S1L VER CLOUD III PHANTOM 5 

The following are chassis numbers that incorporate the above modification 

'E' Series 
Bentley S3 Standard Steel Cars 

B 298 EC 334. 336, 340 onwards 
less 368. 412, 491 

BAL 28 onwards 

'A' Series 
Bentley S3 Long Wheelbase 

'C' Series 
Bentley S3 Continental 

BC.82.XC 120. 124 onwards 

·F· Series 
Silver Cloud III Standard Steel Cars 

SFU 327. 359, 405, 419-459. 463-469, 473-495 
499-511, 515. 519 onwards less 525 

'D' Series 
Silver Cloud Long Wheelbase 

CDL 19 onwards 

5. V C. 19 onwards 

'C Series 
Phantom 5 

' ( . .. . 

8.4.64. 
Q/KH. 
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3.K.10. 

Page l of 2 

PETROL PIPES 

BENTLEY S3 SILVER CLOUD III LONG WHEELBASE & PHANTOM 5 

In order to improve the run of the petrol fil•er pipes on Long Wheelbase 
and Phantom 5 cars, the filter has been repositioned from the R.H. side of the 
crossmember, to the LH side. This will have the effect of providing a common 
position for the filter for all S3/III series cars. 

The incorporation of this modification necessitates the introduction of 
new petrol filter inlet and outlet pipes. 

Parts are not interchangeable, and piece numbers are as follows:-

Displaced 

UR. 8102 
UR. 8103 
UR.4950 
UR.4950 

Pipe - Filter to Petrol Pump (Long Wheelbase Cars) 
Pipe - Filter to Petrol Pump (Phantom 5) 
Pipe - Petrol Tank to Filter (Phantom 5) 
Pipe - Petrol T·ank to Filter (Long Wheelbase Cars) 

New 

UR. 8157 
UR. 8156 
UR. Bl 59 
UR. 32.53 

UR. 8102 and UR. 8103 were introduced on Spares Information Sheet 3 K. 6. 

The petrol tank filter pipe UR. 3253 which was previously used on 
Standard Wheelbase and Continental cars only, is now used on all cars except 
for Phantom 5. 

The following are the chassis numbers of cars which incorporate the 
repositioned petrol f_ilter: -

Chassis 

Chassis 

Bentley S3 Long Wheelbase 

'A· Series 

BAL. 2.8 onwards 

Silver Cloud III Long Wheelbase 

'D' Series 

CDL. 17 onwards 

Continued • . .... 
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Ill O L LS • ~ 0 Y C f 0 L I M IT E . F'"'~ ~ LJ..• 

------------- -----------------
0/KH 11.2.1964 ,. \ ~ .- .. 



- 2 -

Phantom 5 

C · Series 

Chassis 5. VC. 17 onwards 

;.,_ _____________________ ______ -·- ---
l 1 2.64 
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CARBURETTER AIR SILENCER 

BENTLEY s.2/3, SILVER CLOUD n/111 PHANTOMS 

3. K. 11. 
Issue 2. 

The Hose Clip part number RD. 6757 S, 3. Spa.res Schedule, Item 29, 
Page B.S. and 5.2. Spares Schedule Item 27 Page B,5 has now been replaced 
by UD. 4074. 

RD. 6757 is still used in other applications, 

(i) Re-issued to amend Item No. and Page No. for the S.3. Spares Schedule. 

JtCLLS·F 

Q/KH. 
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3.K.13. 

FUEL TANK 

BENTLEY S3. SIL VER CLOUD III. 123" and 127'' WHEELBASE 

The modificatjons to the main and extra petrol tanks, introduced on 
Addendum Spares Information Sheet 2. K. 16, resulted in the kinking ot the 
RH extra tank to main filler tube, and in consequence a. new shorte~ed tube is 
now being fitted. 

This is a production modification for S3/III Series cars but the new 
filler tube can be used for replacements of the original on 52/II Series cars and 
onwards. 

Part numbers are as follows:-

Displaced New 

UR. 5378 Filler Tube - RH - Extra Tank to Main UR. 8750 

23.3.64. 
Q/KH. 
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PETROL TANK 

· · PHANTOM 5 

3.K.14. 

In order to prevent the formation of rust whilst tanks are held 
in stock they are now being fitted with a cardboard cap to which moisture 
inhibiting paper is attached. 

As the paper soon looses its inhibiting property if exposed to the 
atmosphere, the cap should not be removed until the tank is about to be fitted. 

Piece numbers are as follows:-

Displaced 

UR. 5382 

Q/KH. 

Cap 
Inhibitor 
Tan Assembly 

7.5.64. 

New 

UR. 8318 
UR. 8319 
UR.832.0 

-- - ·----"'-·--·- --·--· .. -- ..... __ 
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3.K.15. 

CONTROLS - R AND L HAND CARS 

BENTLEY Sl/2/3 SILVER CLOUD Sl/11/111 PHANTOM V/5 

The specification for the cadmium plate of the ball joint body 
RE. 16133 has been changed. 

The new part can be used for all replacements and its piece number 
is UE. 32225. 

Displaced New 

RE.16133 Body - Ball Joint UE.32.225 

~---------------- ---- ---- - - - - - ----------- - -. - - ·· .. 
ROLLS·flOYCE LIMITED. PYP-('~ LAN£. Cllt:WE E !', C L /. ,. 
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AIR SILENCER 
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3. K. 16 

BENTLEY S. 3 SILVER CLOUD 111 PHANTOM 5 

Cases have occured of the choke stove pipe, in the butterfly housing, 
becoming blocked by oil mist from the engine breather system. 

The trouble has been eliminated by fitting an extension to the stove pipe 
inside the butter£ ly hou_sing. 

In order to fit the pipe extension, it has been necessary to modify the 
stove pipe union slightly. 

Piece numbers are as follows: -

Displaced 

UA. 5826/z· Union - Hot Air Pipe 
Pipe Assy - Choke Air Inlet 

New 

UE. 32833 
UE. 32834 

In cases where the new pipe assembly is not fitted UA. 5826/ Z must still b 
used. 

·---- -----·- ---···- ---·---
ROLLS•ROYCI: L!MITEC'. fY,.. S Lb~ f ,. 

8.2..65 
Q/KH. 



I 

·- ---- ·------··-· :_- . .=_ .. ) lt:Z7tZll:1iimiii.:_:~~-:2_;?-. 
.3.K.18 

FUEL PUMP 

BENTLEYS. 3 SILVER CLOUD III PHANTOMS 

A new type of fuel pump, the S U. type AUF 400 is now being 
fitted on the latest production cars It is not directly interchangeable 
with its predecessor, a special mounting c:rrangement being required. 

The pump is secured in a rubber insulated clip and the whole 
assembly is then mounted on a bracket secured to the frame. 

Piece numbers are as follows. 

D: sp.1 a ('ed New 

Assy Mounting Bracket, Petrol Pump UD 9205 
Mounting Clip, Petrol Pump UD 9208 
Mounting Rubber, Petrol Pump UD 9209 
Screw, Mounting Clip Petrol Pump UD 921 0 
Nut, Mounting Clip Petrol Pump UD 9211 
Hose.Breather Petrol Pump UD 92.13 

UD 9181 Fuel Pump AUF 400 UD 10940 
Washer, Mounting Bracket UA 1252/Z 
Nut, Mounting Bracket 312 UNF UA 302/ Z 
Clip, Hose Breather Petrol Pump UA 6006/R 

The following are the chassis numbers of cars that incorporate the 
S. U. type AUF .400 fuel pump. 

'J' Series 
Bentley S3 Standard Steel Cars . 

Chassis B. 36. JP. onwards . 

'C' Series 

Bentley S3 Long Wheel Base . 

Chassis BCL. 18 onwards . 

Continued ... 
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'K' Series 
Silver Cloud III Standard Steel Cars. 

Chassis SKP 377 onwards. 

'G' Series 
Silver Cloud III Long Wheel Base 

Chassis CGL 1 onwards. 

'E' Series 
Bentley S 3 Continental 

Chassis BC. 68 XE onwards. 

'B' Series 
Silver Cloud III (Coachbuilt) 

Chassis CSC 127 B onwards. 

'E' Series 
Phantom 5 

Chassis SVE 11 onwards. 

3. K. 18 

ltOLLS•,-.OYCE LIMITED, PYM'S LANE, CREW(, ENGLA,.•D 

Q/KH 15.7.65 . 
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PHANT O M S 

PHANT01 5 

FUEL Pl.MP 

ADDENDUM TO 3.K.18. 

When the AUF 400 pump is fitted to Phantom 5 cars it has been found that 
there is a tendency for the inlet and outlet pipes to foul the body sills. 

In order to overcome this, modifications have been made to the method of 
mounting the pump on this car only. 

The existing support bracket, on the frame side member, has been removed 
and replaced by two new brackets. The insulated pump body clips are mounted 
directly to the frame brackets: the br~cket assembly UD.9205 is not required. 

It has also been found necessary to reduce the length of the pump unions 
and shorten the flexible hoses. 

Minor modifications have been made to the petrol pump stone guard to 
ensure clearance for the new frame brackets and shortened hoses. 

Piece Numbers are as follows:-

Displaced 

UR.8176 
UR.8253 
UR.1230 

UR.8105 
UD.1329 
UD.1535 

Adaptor, Petrol Pump, Phantom 5 
Frame Makers Assy, Phantom 5 
Assy Side Member R.H. 

(Bracket L.H. Mtg. Petrol Pump 
(Bracket R.H. Mtg. Petrol Pump 
Flexible Petrol Pipe 
Assy Cable Condensorst Petrol Pump 
Assy Earth Cable, Petrol Pump 

Re-issued to agree with latest information. 

New 

UD.9275 
UR.8857 
UR.8858 
UR.8855 
UR.8856 
UR.14432 
UD.13059 
UD.13058 

"0LLS•.-OYCE LIMITED, ,vM·s LANE. c,-EWE, ENC LANO 

Q/KH 16.3.66. 
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S .U. FUEL PUMP 

Supplies of the UD.9181 fuel pump are no longer available and when 
existing stocks are exhausted it will be necessary to use the new AUF.400 
pimp for al 1 replacements. 

3.K.19. 

Special parts wi 11 be required when fit ting the pump and they will be 
supplied in kit form. Obviously the kit of parts will only be required on 
the first pUIJ'P change and because of this it will not invariably be supplied; 
rather we suggest that each retailer should keep a few in stock for use as 
necessary; retailers not wishing to keep the kits should order them with the 
pwnps. 

For cars other than Phantom V the following fitting instructions should 
be followed:-

( 1) Remove the inlet and outlet unions from the discarded· pump and screw 
them and the rubber •01 rings provided into the top and bottom union 
orifices. It is important that the 1 0' rings ace correctly positioned 
in the groove; washers need not be fitted. 

( 2) Loosely fit a roounting rubber and clip to each pump body and 1rount the 
assembly on the bracket. The pump can now be turned in its clips 
until the unions face away from the bracket, the outlet being uppermost. 
The clips can nO\\: be tightened. 

(3) Fit the assembly onto the frame. Fit a piece of the rubber hose, 
provided, onto each vent union on the valve housing and secure the ends 
between the frame and the mounting bracket. 

(4) The earth cable need only be connected to one of the pump bodies. · 

Piece numbers are as follows:-

Fuel Pump Type AUF 402 

Mounting Kit 

RH. 7865 

RH.2380 

"OLLS•,OYCE LIMITED, ~YM'S LANE, C"EWE, ENCL.A NC 
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3.K.1 9. 

For Phantom V the following fitting instructions should be followed:-

(1) Remove the central plug, marked 'IN RH• on the valve body, and screw 
it, together with the rubber 'O' ring, into the lower valve orifice 
marked 'LH IN'. Care must be taken that the 'O' ring seats precisely 
in the groove. 

(2) Remove the inlet and outlet unions from the discarded pump and screw 
them, and the rubber 'O' rings provided into the union orifice marked 
'OUT TOP' and 'IN RH' the latter being the one from which the plug 

was removed. Again it is irrportant to ensure that the 'O' rings are 
correctly positioned in the grooves; washers need not be fitted. 

(3) Bolt the pump mounting bracket on to the fra~ mounting bracket. 

(4) Assemble a mounting clip and rubber on to each pump barrel. It should 
be noted that when assembled on the frame the inlet and outlet unions 
must point upwards and outwards at an angle of 45°; the inclination is 
important otherwise fouls are possible between the pipes and body sill. 

(5) Proceed as for paragraphs (3) and (4) Sheet 1. 

This Information Sheet cancels previous i?sues. 3.K.8 and 3.K.17 and 
previous issue of 3.K.19 which wns· circulated internally only. 

~OLLS•ROYCE LIMITED, PYM'S LANE. Cf\EWE. t:NG:..ANC· 

Q/KH 7.2.66 . 
I'•··: I • • ; ,_ • 
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GENERAL 

K. 3 . 

FUEL PUMP 

ALL POST WAR CARS 

Recent introductions of petrol pumps c:1nd modifications to them have 
rather confused the situc:1tion as to which piece number can be fitted to any 
particular car. This information sheet is intended to clarify the situ..ition. 

OIKH. 

RH. 2335 

RH. 2299 

RH. 2165 

RH. 2297 

RH. 2284 

This pump is used on B.6, B. 7 Silver Dawn & S W cars 
it is complete with inlet and outlet union RD. 7510 and 
RD. 751 l. A condenser is fitted across the points. 

This pump is used on Sl and e4rly S2 cars. It is similar 
to RH. 2335 except thdt two off UR. 3257 unions replace 
RD. 7510 and RD. 7511. A condensor is fitted across the 
points and the mounting studs have a .unified thread. 
This pump could be used dS a replc1.cement for RH. 2335 
if the unions are chc1.nged over. 

This pump is the Li.test S U pump complete with condensors 
and RD 7510 c1.nd 7511 unions so th,it it can be used on 
B.6, b7. Sihe:r Dawn and Silver Wraith cars. 

This pump is the same as RH.2165 except that two off 
UR.3257 ·unions repldce RD.7510 and RD.7511. 

Same <1.s RH.2297 but with flexible pipe unions. 

Summaries:-

ForB.6, B.7. SW S Dn UseRH.2335or 
RH.2.165 or 

ForS.J. 

For- S. 2. 

ForS.3. 

RH. 2299. 
Unions would have to be changed over. 

Use RH.22.97 or RH.22.99. 

Use RH.2297. 

Use RH. 2297 or RH. 22.84 when flexible petrol 
pipes are used. 

ROLLS•ROYCE LIMITED, PYM'S LANE. CREWE, ENGLAND 

6.2.64 . 
SECTlON 
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GENERAL 

K.6 . 

S, U. Fuel Pump 

Supplies of the UD. 9181 fuel pump are no longer available and when 
existing stocks are exhausted it will be necessary to u1e the new AUF.400 
pump for all replitcements on post-war cars. 

Spec Hi.l parts will be required when fitting the pump and they will l)~ 

•upplied 1n kit form. Obviously the.kit of parts will on.ly be required on the 
fir•t pump change and because of this it will not invariably be supplied; 
rather we suggest that each retailer should keep a !ew in stock for u•e as 
necessary, retailers not wishing to keep the kits should order them with 
the pumps. 

The following instructions should be followed when fitting. 

(l) R.emove the central plug, marked 'IN RH 11 on the _v;dve body, and 
.crew it. together with the rubber'O' ring. into the lower ~lve 
orifice marked 'LH IN'. Care must be taken that the 'O' rins 
•~ats :precisely in the groove. 

(1) R.emove th~ inlet and outlet unions from the discarded pump and 
•crew them, and the rubber 'O' rings provided, into the union 
orifice• marked "Out Top' and "IN liH'; the latter being the on~ 
from which th1: plug was re.moved • .A.gain it is important to 
aa•ure that the 'O' rings are corrlilctly positioned in the grooves, 
washers need not be fitted. 

(J) Loo•ely lit a mounting rubber and clip to each pump body and mount 
tae assembly on the bracket; the puanp can now be turned in its 
clips until the unions face away from the bracket. the outlet being 
uppera,.ost. The clips can now be tightened. 

(4} Fit the assembly onto the frame. T!t a pie ca of the rubber hoae, 
provided, onto each of the vent unio1u on the valve housin8 and 
•ec:ure the ends between the frame a.ad tlle mounting bradu••· 

Continued .•••• 

llOLLS•ROYCE LIMITED, PYM'S LANE, CREWE, ENGLAND 

6.12..6S. ,_., 
PIIINTEO IN ENGU.NO SECTION 



GENERAL 

- z -

(S) Remove the . 2.50 dia. eye from the existing earthing strip and 
solder on the new one provided. Only one side of the pump 
need be earthed. 

Piece Numbers are as follows : 

Fuel Pu~p Type A UF. 402. - RH. 7865 
Mounting Kit - RH. 2.380 

K. 6 . 

This Information Sheet cane els previous issues 3. K. 1 7 and 3. K. 8. 

Q/KH 

llOLLS•llOYCE LIMITED, PYM'S LANE, CREWE, ENG LANO 
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SECTION L 

ENGINE COOLING SYSTEM 
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3.L.I. 

WATER TAP AaC. U. 

BENTLEYS. 3. SILVER CLOUD Ill (STANDARD STEEL CARS) 

In order to provide greater rigidity, steady po_sts are now being fitted between 
the water taps and their mounting plates. 

The new taps and mounting plates can be used for all replacements. 

Part numbers are as follows:-

Displaced 

UD.4020 Water Tap - Actuator Operated ACU 
Steady Post - Water Tap 
Washer, Plain - Steady Post 
Nut - Steady Post 
Setscrew - Steady Post 

New 

UD.8506 
UD.8438 
K.4404/z 
K.4006/Z 
KC.167/ Z 

The new water tap and steady posts were introduced on the following chassis:-

•c 1 Series 
Bentley S3 {Standard Steel Cars) 

Chassis 

B.10.CN Onwards 

'C' Series 
Silver Cloud 1II(Standard Steel Cars) 

Chassis 

SCX. 21 Onwards. 

A· Series 
Bentley S3 (Long Wheelbase) 

Chassis 

BAL.2. Onwards 

RC:L!.·F:::-YCl LIMITED, PYM~ lA~f C ~ l 'f', L . ~ N G i.. A N C, 

RS/KH/KB 
·- ----- - --- ·- - --·--·- -···-·- ·--. ---- - ----

12.11.62. 
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3. L. I 

- 2. -

'A' Series 
Silver Cloud lll(Long Wheelbas e) 

Chassis 

L. CAL. 11 Onwards 

This is a production modification for S3 series cars. but the new taps and 
mounting plates can be used for replacements on SZ series cars. 

lltOLlS·ROYCE lll"'t,f.[• ---------------- ( J:; ; ·,· 
1 ' 
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HOSES 

All Bentley S2/3 Silver Cloud 11/111 Phantom 5 

New top and bott.om hoses are now being fitted on all 
cars and they will be used for all replacements_. 

Piece numbers are as follows:-

Displaced 

UR. 5485 
RH, 7358 
UR. 5486 
UR. 5502 

Bottom Hose 
Bottom Hose 
Top Hose 
Top Hose 

UR. 812.4 will be used on a.11 cars on the addendum to 
Information Sheet 2.. L. 1 and onwards. 

RH. 7489 will be used on all cars prior to those quoted 
on Information Sheet 2, L. 1. 

UR. 8127 will be used on the following: -

(a) All S. 2. except Bentley Continental 
(b) S. 3. type Fhantom 5 

UR. 8125 will be used on the following: -

(a) Bentley S. 2. Continental 
(b) All S. 3. incl~ding coachbuilt cars except 

Fhantom 5. 

The following are the chassis numbers of cars that 
incorporate the new top and bottom water hoses:-

RS/KH 8. 4. 63. 

3. L. 2 . 

New 

UR. 8124 
RH. 7489 
UR. 8127 
UR. 812.S 

Continued .... . . 
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3. L . 2. 

-2-

Bentley S3 . Standard Steel Cars 

Chassis 

B. 388.CN onwards 

Silver Clo·ud Ill. Standard Steel Cars 

Chassis 

LSCX. 729 onwards 

Bentley S3. Long Wheelbase 

Chassis 

BAL: 8 onwards 

Silver Cloud III. Long Wheelbase 

Chassis 

LCB L. 45 onwards 

Bentley S3. Continental 

Chassu 

BC. 144.L XA onwards 

Phantom 5 

Chassis 

5. VA. 79 onwards 

_) I• f • • ,, ,, 

RS/KH 8. 4. 63 

I 



RAD IA TOR PRESSURE RELIEF VALVE 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

A more reliable pres sure relief valve has been introduced for the 
above cars. 

Although a production modification £or $'3/111 series cars, the new 
valve can be used for all replacements on S2/II series cars. 

Valves are interchangeable and numbers are as follows: 

Displaced New 

UE. 3087 Valve Radiator Pressure Relief UE. 9941 

The following are the chassis numbers of cars that incorporate 
the new Pres sure Relief Valve: -

Bentley S. 3. Standard Steel Cars 

'C' Series 

Chassis 

B. 176. LCN onward·s 

Silver Cloud III Standard Steel Cars 

'C' Series 

Chas sis 

LSCX. 391 onwards 

Silver Cloud III Long Wheelbase 

'A' Series 

Chassis 

LCAL 73 onwards 

RS/KH/KB 7. 1. 63 

3. L 



Chassis 

Chassis 

RS/KH/KB 

I 

- 2 -

Bentley 53 Continental 

1A 1 Series 

BC. 72. LXA onwards 

Fhantom 5 

1A 1 Series 

5. LVA. 35 onwards 

7. 1. 63 

3.L. 3 . 
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3.L.4. 

WATER CONNECTIONS 

BENTLEY S3 SILVER CLOUD Ill PHANTOM 5 COACHBUILT CARS 

It has been decided to revert to the ply wrapped canvas l"oses for all 
applications which fit on to the V:tcuum taps on coachbuil_t car heating systems. 

Displaced 

UR 5506 

UR 5505 

UR 5497 

UR 5631 

Part numbers are as follows : -

Hose - Elbow ; Vacuum Tap to Heater Matrix 
(Changes on the application only) 

Hose - Elbow - Pipe to Vacuum Tap 

Hose - Water Tap to Demister Matrix 

Hose - Heater Tap to Pipe Rear Heater 
· (Phantom 5) 

UR 8395 

UR 8396 

UR 8470 

UR 8471 

The elbow hose UR 5506 is still required on S2/S3 standard cars for 
the heater to return pipe application. (Spares Information Sheet 2.. L. 7). 

-- -- .. ·-· ·---- --·---
f •, , ; I-

13.12.1963. 
Q/KH 



I 

r 
3.L.5 . 

ASSY RADIATOR VANES 

BENTLEY S3 

Minor alterations have been made to the shell and vane assembly and 
new piece numbers have been issued. 

There is no t!ffect on interchangeability and stocks can be used up. 

Part Numbers are as follows:-

Displaced 

UR.5767 
UR. 5766 
UR.5730/8 
UR . 5 7 I 8./ 2 6 
UR. 572.8 

Assy. Shell & Vanes 
Assy. Vanes 
Vanes. Outer. LH 
Vanes. Outer. RH 
Vanes. Centre 

New 

UR. 8643 
UR.8644 
UR.8645/53 
UR.8654/62 
UR. 8663 

In conjunction with the aboYe. a foam rubber sealing strip is now being 
fitted to the radiator shell backplate. This is to close the gap between the backplate 
and wingtie and prevent wind whistle at speed. 

The sealing strip_is fixed in position with 'Bostik· half an inch from the 
lower edge of the backplate. 

Part Number of the seal:- UR.8747. 

1: ~: • l ~. · f C ' l ~ r t ' t ~ -~ L ; 

11.2.64. 
Q/KH. 



3.L.6 . 

RADIATOR BADGE 

BENTLEY S3 BENf LEY S3 CONTINENTAL 

The following piece numbers in S2. Spares Schedule, Page C3, Items 
21, 22 and 23 and the equivalent in S3 Spares Schedule have been changed. 

Parts are interchangeable and numbers are as follows: -

Displaced 

CD.1505 
CD. 1506 
CD.1507 

Q/KH 

Nut - 2 BA - Ladge - Radiator 
Washer - Shakeproof - Badge 
Washer - Waved - Badge 

23.3.64. 

New 

K.4307/Z 
CS.32056/z 
UR.8141 
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RAD IA TOR AND. FITTINGS 

BENTLEYS. 3. SILVER CLOUD Ill 

3. L. 7. 

The filler cap seal, RH. 7357, which is shown in this spares 
schedule, is incorrect. 

The correct one is UR. 5538. 

RH. 7357 and its predecessor RH. 7284 11see Information sheet 2. L. 9" 
are used only on a few early S.2. cars. The circumstances under which they 
are used are given in Workshop Bulletin S.2/L7. 

New pages for the Spares Schedule will be issued in due course but 
in the meanwhile the following amendments should be made: -

Page C.2 Item 16 
PageC.2/1 Item 16 
Page C. 3. Item 16 
Page C.3/1 Item 16 
Page C.4 Item 68 
Page C.4/ l Ttem 68 

Change Piece No. RH. 7357 to UR. 5538. 

2.0.8.64 
Q/KH. 
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RADIATOR AND FITTINGS 

BENTLEY S3 SILVER CLOUD Ill PHANTOM 5 

3. L 8 . 

Supplies of radiator dram taps are now being obtained from an 
alternative source. The taps are interchangeable, but it is not possible to 
fit a rubber drain pipe to the al terna ti ve tap. 

The new tap can be used as a replacement on all S. Series cars. 

Part numbers are as follows:-

UR.8794 
UE. 3288 

DRAlN TAP - RADiATOR - Alternative to UE. 3287 
DRAIN TUBE - NOT REQUIRED WITH UR.8794. 

Ill. 0 i. L S • P. C, l C E L 1 t" I i E. ;: . f , I : : . •. 

16. 11 . 64. 
Q/KH. 
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WATER CONNECTIONS 

BENTLEY S. 3. SIL VER CLOUD III 

3. L. 9 

The following items, listed in the S. 3. Spares Schedule Section CS/ l 
Items 27 and 32.. have been changed in part number only. 

The new parts should be used for all replacements. 

Piece numbers are as follows:-

Displaced 

UD.4810 

UD. 48 J l 

Pipe - Bleed Hose to Water Tap 

Pipe - Bleed Hose to Vacuum Tap 

UD. 9159 

UD. 9158 

The new part numbers are also applicable to S. 2 and Phantom V 
cars. 

~OLLS-~OYCE Lll"':111:C,, F-·~t· ~ LAt 

0/KH 
8.2. 196S 
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SECTION M 

ELECTRICAL, IGNITION AND RADIO 
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FLASHER AND HEADLA MP FLICK SWITCH 

BENTLEYS. 3. SILVER CLOUD III PHANTOM 5 

3.M.l. 

The issue of information sheet 2. M. 37 incorporated a headlamp 
flick switch with the existing indicator switch. The headlamp flick switch 
was not required in N. America and the unit in the switch was isolated by 
means of a distance piece. Piece number of the new switch was UR. 5273 
without distance piece and UR 5479 with it. 

The headlamp flick part of the UR. 54 79 switch has been eliminated 
and the distance piece deleted~ the switch is therefore very similar to the 
original standard indicator switch, the only dif!erences being the restyled 
lever and a shroud, fitted between the base of the lever and the quadrant; 
these differences preclude any possibility of using the new switch for 
replacement purposes in the original quadrant. 

The new switch retains the piece number UR.5479, and can be 
used for replacements on S2 series cars. 

--- -----·-·--·. 

RSIKH 12.11.62.. 
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HANDBRAKE WARNING LIGHT 

BENTLEY S. 3. SIL VER CLOUD III PHANTOM 5. 

3. M.2. 

A new and improved type of handbrake warning lamp is now being 
fitted. 

Lettering has been eliminated but the amber colour has been 
retained. 

The original position on the instrument facia has been retained 
but as the hole is smaller in diameter the parts are not interchangeable. 

Displaced_ 

UD. 5857 

UD. 5854 
UD. 5855 

UD.1412 

UW.2234 
UW. ZZ.35 

Piece numbers are as follows -

Lampholder Assy - Handbrake Warning 
Light 

Lens - Handbrake Warning Light 
Retainer - Lens 
Bezel - Handbrake Warning Light 
Bracket Handbrake Warning Light 
Assy - Cable - Handbrake Warning 

Light 
Assy - Cable - Handbrake Warning Light 
Facia Board (RH Cars) 
Facia Board (LH Cars) 

New 

UD.8410 

UD.8380 
UD.8381 

UD.8404 
UD.8405 
uw .266~ 
uw. 2665 

The following bulb, which is used with the original handbrake 
warning lamp is also required. 

Bulb RD.4243 

- - ------ - -
r :: 

RSIKH/KB . 12.11.62. 
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HANDBRAKE WARNING LIGHT 

BENTLEY S3, SILVER CLOUD III. PHANTOM 5. 

3. M. 3. 

It has now been decided that in future the switch bracket will be 
bolted on to the master cylinder outer support plate instead of being welded on. 

The new piece number for the support plate UG.4045 has therefore beE 
cancelled and the original plate with two extra holes has been introduced. 

Part numbers are as follows : -

Displaced 

UG. 4045 - Support plate, Outer, Master Cylinder 

Bracket - Handbrake Warning Light Switch 

New 

UG.2487 

UG.4046 

This is a production modification for 53 Series cars. but UG. 2487 
Support Flate and UG.4046 Bracket can be used for all replacements of UG.4045 
Support Plate on 52 series cars. 

------------ -- -- ---···-
RS/KHIDB 12. 11. 62. 
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WINDSCREEN WIPER 

MULLINER .oENTLEY CONTINENTAL S3 

Improved types of windscreen wiper arms are now being fitted to 
Mulliner 2 and 4 door Bentley Continental S3 cars. 

Part numbers are as follows: -

Displaced New 

3. M.4 

Issue 

UD 4690 

UD. 1490 

Windscreen Wiper Arm (Mulliner 2 Do~r Continental) 

Windscreen Wiper Arm (Mulliner 4 Door Continental) 

UD. 8569 

UD. 8568 

The standard wiper blade, UD.4692, is used with UD.8569 arm. 

A new blade, UD.8769 should be used with UD.8568 arm. 

This is a production modification for Muliiner 2 and 4 door Bentley 
Continental S3 cars, but applies equally to Mulliner 2 and 4 door Bentley Continenta] 
S2 cars. 

(1) Re-issued to provide the part numbers of the appropriate wiper blades to be 
used with the new arms. 

- --.. -·- -·-------··-· 
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DUAL SPEEDOMETER 

PHANTOM 5 (CUSTOMERS REQUEST) 

3.M.5. 

Customers occasionally request that their cars be fitted with an 
additional speedometer in the rear of the car. 

An adaptor bolted to the gearbox takes the drive back to the dual drive 
gearbox mounted on the frame. The flexible drive between these two gearboxes 
is supplied by Rolls-Royce; the remaining two drive cables are supplied by the 
coachbuilder. 

Special brackets are welded to the frame to mount the gearbox and 
support the drive -cables. 

Piece numbers are as follows 

Frame assy 
Distance piece speedo drive 
Flexible drive adaptor to gearbox 
Adaptor 
Dual drive gearbox 
Speedo, 9. 35 axle ratio - miles 
Speedo, 9.35 axle ratio. kilos 

(Except Germany & Italy) 
Speedo, 9. 35 axle ratio - kilos 

(Germany and Italy) 

UR. 5955 
UD.8513 
Q'D. 8514 
UD.8515 
UD.8516 
UD. 5802 

UD. 5803 

UD. 5804 

This is a production modification for Phantom 5, Series III cars, 
but the additional speedometer can be fitted to Phantom V Series II cars. 

---------- --- --· -- --- -

RSIKHIKB 12..11.62.. 
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SWITCH KNOBS 

BENTLEY S3, SILVER CLOUD III, PHANTOM 5 

The material o~ these knobs has been changed and new piece 
numbers have been issued. 

The new Switch Knobs are completely interchangeable and 
can be used for all replacements on SZ/II also. 

Displaced New 

UD.4700 Switch Knob UD.8651 

- ---------- -·- ... ---- -- -
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SPEEDOMETER DRIVE CABLE 

BENTLEY s-. S LVER CLOUD III. PHANTOM 5 

3. M. 7. 

Issue 3 

A new and improved .ype of speedometer drive cable, whlch is less 
liable to cause needle fluctu, tion. is now being fitted. 

The new cable assemt:y will be fitted as a categc ry 3 modification 
on both S2/ll and S3/III cars. A workshop bulletin to th.is effect will be 
issued. 

The new cable will be used for all spares replacements. 

On early cars (See Inf. Sheet 2. M. 29) it will be necessary to fit the 
complete assy as the original part was 4 11 longer. UD. 2563/4/5 will no 
longer be supplied. 

Displaced 

UD.8140 
UD.8142 
UD.8141 

Assy - Flexible Drive - Speedometer 
Cable - Inner - Speedometer 
Cable - Outer - Speedometer 

New 

UD. 8675 
UD.8674 
UD. 8791 

No guarantee claims can be accepted, for SZIII and S3/III cars, 
under the category 3 modification, until cables have been returned to Crewe. 

(1) Re.Issued to clarify the category 3 modification. 
(Z) Re-Issued to add piece number for outer cable. 

, ____ ·------·- ------ --·-···· .. 
Q/KH 12.8.1963. 
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SPEEDOMETER 

BENTLEY S. 3. SILVER CLOUD III 

.. ,:; ;: ·-:- .. ... 
· 'J• 

-' 
3,M. 8 

A 13/38 ratio c.rown wheel and pinion can be fitted as a customer's 
request item. in place of the standard 13/40. 

Piece numbers of the affected parts will be as follows :-

Crown Wheel and Pinion Assy 
Speedometer, MPH {Silver Cloud) 
Speedometer, MPH (Bentley) 

RH. 2073 
UD. 8628 
UD . 8629 

- --- ---···------- ------- --
1' CL l S · Ft O Y CE Ll~lif.t,, PYM·s LANE, CI\EWf., ENC-i.:-.1'-C 

RS/KH 
14.3.1963 
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STARTER CABLES 

BENTLEYS. 3. SILVER CLOUD III. PHANTOM 5 

Instances have occurred of the starter solenoid to starter relay 
cable fracturing at the starter end of the cable. 

As a means of preventing this the length of the cable has been 
increased from 7. 000 11 

( 17. 7 cm) to 10. 500" (l6. 6 cm) and the cable eyes 
strengthened. 

Any stocks of cables to the old specification should be returned to 
Crewe for exchange. 

The opportunity should be taken to fit the new cable when any work 
is to be carried out on the starter motor of one of the affected cars. 

Cars having the 7. 000" {17 7 cm) cable only, should be replaced 
with the new type. 

This is a production modification for S3/III Series cars, but the 
new cable should also be fitted to Sl/lI Series cars. 

The cable part number UD . 4484, is unchanged. 

The new cable was introduced on the following chassis : -

'A' Series 
Bentley S. j (Standard Steel Cars) 

B. 16. AV Onwards . 

'A' Series 
Silver Cloud III {Standard Steel Cars) 

SAZ. 37 Onwards 

'A' Series 
Bentley S3 (Long Wheelbase) 

BAL. 2.. Onwards . 

3. M 9 

IROLLS·RO'rCE lll"!ITED. PY~'S LANE, CREWE, f.NC.LAh'f. 

RS/KH 14 ~- l9p~ . SC CTI Or-.; 
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'A' Series 
Silver Cloud III {Long Wheelbase) 

CAL. 7. Onwards 

'A' Series 
Bentley S 3. Continental 

BC. l.4. LXA Onwards 

5. LVA. l.3 Onwards. 

'A' Series 
Phantom 5 

3 . M . 

------------- --·-
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3.M.10. 

IGNITION CABLE 

BENTLEY S3, SILVER CLOUD III, PHANTOM 5 

The only difference between the S.2 and S. 3 cables is the length. 

Since the length makes no difference to the price. in future only 
the longest cable UE.9764 will be supplied for S.2 and S. 3 cars. 

The assembly includes the bonded on plug terminal. 

It will be necessary to trim the cable as required. 

I! any of the distributor cap fittings are required they should be 
purchased separately. 

Piece numbers are as follows:~ 

Rubber Cover 
Terminal Screw 
Spring Washer 
Identity Sleeve lA 

2A 
3A 
4A 
lB 
2.B 
3B 
4B 

f. 0 l. L S • ft v 'l ::. !: 1. '. t-'. , ! a 
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UE. 2560 
UE.4147 
UE. 8263 
UE. 9756 
UE. 9757 
UE. 9758 
UE. 9759 
UE. 9760 
UE. 9761 
UE. 9762 
UE. 9763 
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HEADLAMPS 

BENTLEY S. 3. SIL VER CLOUD III 

3.M.l!. 

Detail modifications have been made to the headlamp pockets, welded 
into the front wings, in order to facilitate the fitting of the headlamps. 

The only change of any significance from the spares point of view is 
that the securing screws have been increased in diameter from 4BA to 3BA. 

Piece number of the wings are unchanged and as early cars will have 
4BA screws care should be taken in future if new ones are required. 

Piece number is as follows : 

UA.6742/E Screw - Fairing to Pocket Headlamp UA.6821/E 

9'0LLS·ROYCE llMl"TED. PYM'S LANE, CREWl, f~ "'•' 

RS/KH 29.4.1963. 
I ,. 
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3. M.12. 

RADIO 

BENTLEY sz/3 SILVER CLOUD IIIIIl PHANTOM V/5 

An improved type radio receiver of Pye manufacture, is now being 
fitted to cars destined for Australia and New Zealand. 

Complete Radio assemblies are interchangeable but a new balance 
control knob should.also be supplied. for the appearance point of view. 

Displaced 

UD.8291 
UD.6312 
UD. 6313 
UD.6314 
UD. 8609 

Part numbers are as follows. 

Assy. Pye. Radio 
Finisher Radio 
Mounting Bracket L. H. 
Mounting Bracket R.H. 
.Knob. Balance Control 

New 

UD.8718 
UD.8715 
UD.8716 
UD.8717 
UD. 8638 

UD.8716 can be produced from UD.6313 
UD.8717 can be produced from UD.6314 

Internal Circulation only 
New Zealand and Australia only. 

l<CLtS·FC.YCI. ll~'~t 

RS!KH/DB 14.~.63. 
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INSTRUMENT WIRING 

BENTLEY S3, SILVER CLOUD HI 

-... . . ,:-

3. M. 13 

In order to eliminate creaks and other noises the instrument board 
wiring has been regrouped. An improved type of cable clip is also being fitted 
which consists of a Neoprene buckle and Nylon securing piece. 

Pa rt numbers a re as follows. 

Displaced 

UA. 6008 

Buckle. Cables, Instrument Board, large 
Buckle, Cables, Instrument Board, small 

{ Clip, Cables, Instrument Board, large 
( Clip, Cables, Instrument Board, small 
( Clip, Cables, Instrument Board, medium 

New 

UD.8745 
UD.8746 
UD. 8747 
UD. 8748 
UD.8749 

UD.8748 and UD.8749 are used with UD.8745 Clip and UD.8746 with 
UD.8747 clip. 

t- • • 

RS/KHIDB 

. .. - -----·- ·-- - --- - ---- - . ···-----------------·· - - . -- ..... . . . . . 
16.5.63. 

,, . 
'. 

l;. ~... : ' " • 



: 1 • ., £ ~ c ~ 0 · _: c 1 m i:: ~ • • • , • , ~ 
µ,. t,· .,. ,-·.• _· -'-~--- --·------

3. M.14 

Issue 2 

STARTER SOLENOID CABLES 

BENT L EY S3. SILVER CLOUD III 

In order to avoid the possibility of a foul occurring between the 
petrol feed pipe, and the starter solenoid cables which run to the distribution 
board and to the overrider switch, the cables have been re -routed. They are 
now clipped to the main battery feed cable and to the dashboard reinforcement 
bracket, from which, they enter and form part of the rear loom assembly. 

Originally the cables wer e routed to pass under the petrol feed 
pipe. to the dashboa rd and into the distribution board loom. This loom is now 
modified by deleting the sta rter solenoid to distribution board cable, and by 
shortening the sta rte r solenoid to overrider switch cable, and then fitting 
a nipple snap connecto r, in place of a Lu car connector at the overrider switch 
end of the cable. 

The introduction of this revised run of the solenoid .cables, necessitate: 
the modification of the dashboard reinforcement bracket, by· fitting two hank 
rivet bushes for the clipping of the cables. 

Parts are not interchangeable and numbers are as follows: -

·Displaced 

UD 5795 
UD 6332 

UD 6331 

UD 8501 

Assy - Rear Loom (Standard Cars) 
Assy - Loom - Distribution Board
Front End LH Valance Plate 
(RH Cars only) 
Assy - Loom - Distribution Board -
Front End LH Valance Plate 
(LH Cars only) 
Assy - Rear Loom (Long Wheelbase 
Cars only) 

New 

UD 8757 

UD 8756 

UD 8755 

UD 8758 

. The following existing parts will also be required: -

Clip - Rear Loom 
Clip - Rear Loom 

UR 2771 
RD 3043 

----------------------·--· 
R O l L S - 11!. 0 "\' C E L I H I T E i:> , I' 'i M . S l A N F. , C R £ 'ti¥ E . E "' G t f.. '°' t , 

Q/KH 12..8.1963 
Sf C T:C . 
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Clip - Rear Loom 
Binder - Rear Loom· 
Starter Relay 
Clip - Rear Loom -
Starter Rehy 
Screw - Clip - Rear Loom 
Washer - Spring - Clip -
Rear Loom 
Washer - Plain - Clip -
Rear Loom 
Snap Connector 

RD. 3042 

UD.8746 

UD.8749 
KC.178/ Z 

K. 9006/z 

K.4404/Z 
RD. 7050 

(i) Re-issued to amend part number UD.8748 to UD.8749. 

O I KH 12 • 8 • l 9 6 3 • 

\ f.t' 

3.M.14. 

Issue 2. 
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ASSEMBLY HOLDER & SPARE FUSE WIRE 

POST WAR CARS 

', 
' • _'>:. ••• 

3. M.15. 

It is essential that, when replacing fuse wire. the correct gauge is 
used with a particular £use holder. 

Three assemblies are now available, and the following information 
can be used to determine the wire gauge required. 

B6/7 

Use 30 S. W .G. wire. This is supplied on a carrier as an assembly RH.22.94. 
The fuse folder used on these cars is RD. 3686 (small type). 

Early S .1. 

Use 31 S. W .G. wire on the general fuse box. This is supplied on a carrier 
as an assembly RH. 2295. 
Use 30 S. W .G. wire on the el.ectric window winder fuse box - assembly RH.229 
The fuse holder used in both fuse boxes is RD.3686 (small type). 

Last S. l. and all sz/3 chassis 

These cars use a different type of fuse holder UD. 4589 (large type). 
They use 28 S. W. G. wire, supplied as an assembly RH. 2.2.96. 

UD. 4589 can be readily recognised from RD. 3686 as it is a much 
larger holder and has a slot in the top of the handle into which a stiffening rib 
in the fuse box cover locates. The copp,er contact strips are also narrower 
being • 156" wide as opposed to • 2. 50" wide on RD. 3686. 

---- - ··-·-. -·· --·- ·· -··- ·· -··· 
~ . 

2.0.6.63. 
RSIKHIAC. 



WINDSCREEN WJPER MOTORS 

MULLINER BENTLEY S3 CONTINENTAL R &: L HAND 

3.M.16. 

To obviate the condition known as the 'over sweep' the 130° gear in the 
DR3 wiper motor has been reduced to J Z0° • 

Wiper Motors are interchangeable on Mulliner Continental. 

Part numbers are as follows: -

Displaced New 

UD. 5754 Assy Wiper Motor UD.8523 

{S3 Mulliner Continental Only) 

RSIKHIBT 2.2..7.63. 
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3. M 

WINDSCREEN WASHER 

BENTLEY S3 SILVER CLOUD III , BENTLEY S3 CONTINENTAL 

Manual operation of the windscreen washer on present production cars 
has been achieved by wiring up only the I B' and 'C · terminal posts. 

In order th;:i.t automa.tic operation can be easily provided, if the custome 
desires it, the :A' cable has been retained but it is doubled back and retained in 
a Hellaprene sleeve. 

Piece number of the sleeve is UD.8795. 

---·----------.-··-·-···---------
~OLLS-RG~C[ C ~ , \·. I 

------·- ---- - - - --·--- -- --- ------ .. --- ---- - --
Q/KH 12.8.1963 . .. ' 
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3.M.18. 

RADIO 

BENTLEY S3 SILVER CLOUD Ill PHANTOM 5 

A new type of transistorised radio having improved reception is now 
being fitted. The external appearance of the control panel is unaltered and the 
external socket for the parcel shelf. loudspeaker has been dispensed with. 
The overall depth of the receiver has been reduced by one inch. 

Displaced 

UD.6317 

UD.8291 
UD.6311 

UD.8290 

UD. 5144 
UD.4974 
UD.6315 

UD.5751 

UD.8352 

Q/KHIKB 

Interchangeability of complete receivers is not affected. 

Piece numbers are:-

As sy - Radio 92.0T / VT Medium & 
Long Wave 

Assy - Radio 922T/VT Medium Wave 
Radio Control Unit - 920T/VT Medium 

and Long Wave 
(pa rt of UD. 882 7) 

Radio Control Unit - 922T / VT Medium 
Wave (part of 
UD.8828) 

Screw - Mounting Bracket to Radio 
Washer Mounting Bracket to Radio 
Cable - Loudspeaker (RH Non Division 

Cars) 
Cable - Loudspeaker (LH Non Division 

Cars) 
Cable - Loudspeaker (Division Cars) 

,. /.. ' 

3 O. 8. 196 3. 

New 

UD. 8827 
UD. 8828 

UD. 8835 

UD. 8854 
UD. 8855 
UD. 8856 



- --·-·-----
~- I ' • - . . 

~ . .• 

DIPSWITCH CABLE COVER SCREW 

.BENTLEY S3 SILVER CLOUD Ill PHANTOM 5 

The Phillips recessed. head screw which retains the dipswitch cable 
cover to the floor. has been replaced with a counter sunk head screw. 

Screws are interchangeable and part numbers are as follows:-

Displaced New 

UD. 4658 Screw - Cable Cover - Dipswitch CS. 31020/Z 

' . J { 

O/KH 4.10.1963 

3. M. 1~ 



IGNITION DISTRIBUTOR 

BENTLEY S3. SILVER CLOUD III PHANTOM 5 

Will you please make the following amendments to Page A .12 
· ·f the S. · Spares Schedule: -

Against Item 8 Delete 

CD. 3050 Tab Insulating Condensor 

Add 

RH 7497 Lead assy complete with nylon blocks. 

Under Item 88 add 

CD. 3050 Tab Insulating Condensor. 

Delete Item 11 CD. 3053. Bush - Insulating Terminal 

3. M. 20 

RCLLS·J.CYCf lll-·.11"fC " •: ,_., 5 L J.. ~~ f .. ~.. :. ..' .. ---·---------·--------··--·---·----··--·-- ---- ---- - . 
Q/KH 17.10.63 
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). M.21. 

WINDSCREEN WIPER 

SI SERIES CARS & ONWARDS 

To facilitate the selection of the correct windscreen wiper arm, and. 
or blade on S series cars, the lengths and type of all those which have been 
fitted from time to time are given below. 

Blades 

UD 4692 
UD. 5300 
UD. 2134 
UD. 8769 

Arms 

UD.4690 
UD.8569 
UD. 5299 
UD. 5404 
CD.2096 
UD.2.455 
UD.8568 
UD.8622 

1 O. 125" long Used with snap on type arm 
11. 800" long Used with snap on type arm 
10. 00" long Used with hook type arm 
11. 125" long Used with hook type arm 

The above measurements are with the squeegee straightened 

8. 600' long snap on type, straight 
11 , 500'' long snap on type, cranked I 0° RH Park 
11. 85011 long snap on type, cranked 10° RH Park 
11.850" long snap on type. cranked 10° LH Park 
10.00" long hooked typ_e, straight 
l 0. 500'' long hooked type, straight 
11. 500" }..:;ng hooked type, straight 
8.600"long snap on type cranked 10° RH Park 

---------- ----- - --·-·-----
. Ill O L l S • R O Y C E L I M I 1' £ D • P Y ,... · S L A N £ . C R l \', E. , E ~ ,:. r. ' ' 

OIKH 19.10.63. 



I 

~,; ~ , ~ r C L CJ: , : I: ff a .. "! ._ f .. __ ; .-===~~:_-_-------~~~~---__ -----~~-_;_:_ ___ ....;_:_ ____ -_ -_-_ -__ -·-_-_---· --. _--.. (,,·:·. r~~t.·": ~ · · ~. 
- • • I ... 

3. M-2.2 

DYNAMO MOUNTING BRACKET 

BENTLEY S2./3 SILVER CLOUD II, III PHANTOM V 

A new dynamo Mounting Bracket ha:s been introduced which is almost 
identical to the bracket used previously. The only difference between the two, 
ia the addition of a weldnut on the new bracket to facilitate fitting to the 
dynamo 

Brae kets are interchangeable part numbers are as follows 

Displaced New 

UE. 732.2 Front Bracket Pump Dynamo UE. 9845 

Use up pre sent stocks. 

- --------- . - .. - ·- ··-· - ·-· 
J; '", ~ :_ !·. · f ( ' ' 1 l, • t 
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3.M.23 

DYNAMO MOUNTING BRACKET 

BENTLEY S2. 3 SILVER CLOUD II, III, PHANTOM V 

Changes have been made. in the past, to the method of mounting the 
dynamo front end and it has been the subject of Information Sheet 2. M.18 and 
2..M.24. 

The original method consisted of a mounting bracket, secured to three 
of the water pump bearing housing to volute casing bolts, and a swivel a rm. 
The later method. consisted of two mounting struts secured to two of the bearing 
housing to volute casing bolts and a new swivel arm secured to the upper one 
of these two bolts. These two bolts were increased in diameter from .250" 
(6.3500 MIM} to .3125" (7.9375 MIM). 

In order to keep stock holdings as low as practicable all pumps 
returned for service in future will be converted to the latest standard by 
opening out the two holes. Pumps will be supplied without struts or mounting 
brackets or swivel arm and these items should be removed from pumps being 
returned for rework. 

When it is required to fit the old mounting bracket to the modified pump 
pump it will be necessary to open out the two outer holes in the mounting bracket 
to .3125" (7.9375 MIM) i_n order to fit it to the pump. 

Piece number of the pump assembly will be RH.2149 this having been 
altered to suit the new requirements. 

No other pump will be supplied a.nd pages Cl, Cl/1, Cl/2 & S3 
Spares Schedule page C. l. can be disregarded from this point of view . 

.::.... .... -- · -·- -, - --· - ...... 

Q/KH. 25.10.1963. 
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STARTER MOTOR 

BENTLEY S2 / 3 SILVER CLOUD Jr /111 PILA..NTOM V 

3. M. -'-4 

In order to eliminate ,·ases of starter motor failure, a new type 
incorporating modified brush gear is nnw being fitted. It will he used 
for all replacements on S2/ l l Series cars and onwards. 

The new starter motor was introduced on Service Bulletin S3/ MS. 

Fart numbers are ;1s follows 

Displaced 

UD 5692 S ta r te r tvt> to r UD 8973 

Ill O L L S • Ill O Y C IE L I M I T E D , f' Y M S. L A N [ , C R E W E , £ N C t j. r •. 

Q/KH 
13.12.. 1963 

JI • ' I • Sf CT I~; 



I 

Addendum 3. M, ; 

STARTER MOTOR 

BENTLEY S2/ 3 SILVER CLOUD II/III PHANTOM 5. 

The following are chassis numbers of cars that incorporate the modified 
starter motor . 

'D1 Series 
Bentley S3 Standard Steel Cars 

B. 132. DF, 136. 144. 162 and onwards 

1A 1 Series 
Bentley S3 Long Wheel Base 

BAL. 16 and onwards 

1E 1 Series 
Silver Cloud III Standard Steel Cars 

SEV 295 and onwards, less SEV 305, 311, 323. 325 

1 C 1 Series 
Silver Cloud III Long Wheel Base 

CCL 63 and onwards less 69 

1 C' Series 
Bentley S3 Continental 

BC 48 XC and onwards 

5 VB 29 and onwards . 

F :. • 

Q/KH , "0 

'B' Series 
Phantom 5 

8.6.64 . 
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VOLTAGE REGULATOR 

BENTLEYS. 3. SILVER CLOUD III, PHANTOM 5 

3. M. ZS 

A new voltage regulator with improved control over the charging system 
is now being fitted. It eliminates overcharging at high speeds and maintains the 
correct voltage during night driving or. whenever heavy electrical loads are 
experienced. 

Use is made of Lucar connectors in place of the original clamp and 
screw type connectors. Dimensional changes necessitate the introduction of a 
new mounting bracket. 

Parts are not interchangeable as individual items, and numbers are as 
follows :-

Displaced 

UD. 5308 
UD. 6114 

UD.2216 

UD.1801 

UD. 8267 
UD. 8025 

UD. 6376 

UD. 6375 

UD. 6374 

UD. 6373 

UD. 6364 

Voltage Regu~ator 
Assy - Mounting Bracket - Regulator 
(Standard and Lo~g Wheelbase cars) 
Assy - Mounting Bracket - Regulator 
(Coachbuilt Cars) 
Assy - Cable - Regulator 'E' to Earth 
(Standard and Long Wheelbase cars) 
Cable - Condensor to Regulator 'B' 
(Standard and Long Wheelbase cars) 
Engine Loom (Bentley S3 Continental) 
Engine Loom (All Coachbuilt cars except 
Continental) 
A'iisy - Loom - Instrument ~aard (L. H. 
Mulliner S3 Continentals) 
A-:,sy - Loom - Instrument Board (R.H. 
Mulliner S3 Continentals) 
Assy - Loom - Instrument Board (R.H. 
Park Ward S3 Continentals) 
Assy - Loom - Instrument Board (L. H. 
Park Ward S3 Continentals) 
Assy - Loom - Instrument Board (R.H. 
Phantom 5) 

New 

UD. 8658 

UD. 8646 

UD. 8657 

UD. 8647 

UD. 8648 
UD. 8665 

UD. 8673 

UD. 8669 

UD. 8670 

UD. 8671 

UD. 8672 

UD. 86 76 

IIIOLLS·IICYCE LIMITED. pyr,.;·s LANE, Cf.:EWf. ~t-. . ;. . . 
13.12.1963 

0/Bn !' ! S!:CT !(',• .' 
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Displaced 

tio. 6365 

UD. 6366 

UD.6367 

UD. 6368 

UD. 6369 

UD. 5673 

UD. 8132. 

UD. 6124 

- 'Z. -

Assy - Loom - Instrwnent Board (R.H. 
Coachbuilt Long Wheelbase Division Cars) 
Assy - Loom - Instrument Board ( R.H. 
Coachbuilt Long Wheelbase Non Division 
Cars) 
Assy - Loom - Instrument Board (L. H. 
Phantom 5) 
Assy - Loom - Instrument Board (L. H. 
Coachbuilt Long Wheelbase Division 
Cars) 
Assy - Loom - Instrument Board (L. H. 
Coachbuilt Long Wheelbase Non Division 
Cars) 
Loom - Instrument Board - Facia Panel 
(R.H. Standard & Long Wheelbase cars) 
Loom - Instrument Board - Facia Panel 
(L.H. Standard & Long Wheelbase cars) 
Engine Loom (Standard & Long Wheelbase 
Cars) 

3.M.25 

New 

UD, 8677 

UD. 8678 

OD. 8681 

UD. 8682 

UD. 8683 

UD. 8659 

UD. 8668 

UD. 8660 

I£ it is ever nee es sary to fit an RB. 340 Regulator in plac: e 0£ an 
RB. 310 Regulator. speciai kits are available, but it is emphasised that 
RB. 310 Regulators are still available and should continue to be used for 
replacements when they were fitted as original equipment. 

Part numbers of the kits are as follows:-

RH. 2309 

RH. 2310 

• 

Lucas RB. 340 Voltage Regulator Kit 
(Standard and Long Wheelbase Park Ward Cars) 

Lucas RB. 340 Voltage Regulator Kit 
(Coachbuilt Cars) 

II. C • L S • !< C ',: ,· l I ~· r : r ' ~, 
"---------- ·-- . 

13. 12. 196 3 
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Addendum 3, M. 25 . 

'vOLTAGE REGULATOR 

BENTLEY S3 SILVER CLOUD III PHANTOM S. 

The following are chassis numbers at which the above modification 
commenced. 

Q/KH. 

1E 1 Series 
Bentley S3 Standard Steel Cars 

B. 38. EC and onwards 

'A' Series 
Bentley S3 Long Wheel Base Cars 

BAL .16 and onwards 

1 C 1 Series 
Bentley S3 Continental 

BC 68 XC and onwards 

1E 1 Series 
Silver Cloud III Standard Steel Cars 

SEV 385 and onwards 

'C' Series 
Silver Cloud III Long Wheel Base Cars 

CCL 71 and onwards 

5 VB. 37 and onwards 

1 B 1 Series 
Phantom 5 

8.6.64 
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REVERSE LIGHT MICRO SWITCH 

BENTLEY S3 SILVER CLOUD III 

3. M.26. 

Cases have occurred of the reverse light remaining on after the 
reverse gear has been disengaged. This has been caused by a tendency for 
the micro sw~tch points to weld under certain conditions. · 

In order to eliminate this tendency a choke has been incorporatt::d 
into the light circuit in order to delay current build up. It is located in the 
car boot, and 1s retained to one of the stop-flasher relay mounting screws 
by a spring clip. 

Wiring m the boot loom on Long Wheelbase cars, and on the rear 
loom on Standard cars. is slightly modified by fitting nipple type snap 
connectors in place of the spade connectors on the reverse light cable· the 
cable ends connect to the choke instead of to the terminal strip. An extra 
cable runs from the choke to the terminal strip the other side of which is 
unchanged. 

Displaced 

UD.8757 
UD.8148 

Part numbers are as follows: -

Assy - Choke - Reverse Light 
Ass-y - Loom - Rear (Standard Cars only) 
Assy - Loom - Boot (Long Wheelbase Cars only) 
Assy - Cable - Choke to Terminal 

New 

UD. 8734 
UD. 8822 
UD.8744 
UD.8735 

--- -- ----------- ---------------- - -------· - ·- ·--
Ill O I. L S • ll O Y C E l I H I T E D , , Y I"' • S L J,, ,-.; E . C I\. [ v, t. . t.: t, . . . ,; •. 
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Addendum 3. M. 26 

REVERSE LIGHT MICRO SWITCH 

BENTLEY S3 SILVER CLOUD III 

The following are chassis numbers of cars which incorporate 
the reverse light choke assembly. 

Q/KH. 

'E' Series 
Bentley S3 Standard Steel Cars 

B.222.EC and onwards 

'A' Series 
Bentley S3 Long Wheel Base Ca rs 

BAL. 20 and onwards 

'C' Series 
Bentley S3 Con tine nta I 

BC.122.XC <ind onwards 

'F' Series 
Silver Cloud III Standard Steel Cars 

SFU. 169 and onwards. 

'C' Series 
Silver Cloud III Long Wheel Base Cars 

CCL.95 and onwards. 

, I 

7.10.64 
( . 
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3.M.27. 

WINDSCREEN WIPERS 

BENTLEYS. 3. PARK WARD CONTINENTAL (2. DOOR) 

AND SIL VER CLOUD EQUIVALENTS 

Cases sometimes occur of wiper blades lifting from the screen at 
high speeds. 

In order to raise the speed at which this occurs an arm with an 
increased windscreen loading and a modified blade are being supplied for 
service use. 

Piece numbers are as follows:-

Displaced 

UD.5404 
UD. 5300 

Wiper Arm LH 
Blade 

Cancel all previous 

(Issue 2) To add (2 DOOR} to the title • 

. ' 

14.5 .• 65. 
Q/KH 

New 

CD. 3898 
UD. 9040 

. ' . • . 
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WINDSCREEN WIPER 

[ - .r..- -- __ __.. -

Addendum to 3. M. 2 7 

BENTLEY S.3. PARK WARD CONTINENTAL {2 DOOR) 

AND SILVER CLOUD EQUIVALENTS 

In order to raise the speed, at which the blades begin to lift, still 
further, arms with an even higher screen loading are now being fitted, but 
in order to operate the blades when these arms are fitted an increased 
capacity motor is required. The new motor cannot be fitted to ca rs already 
in service and in such cases the intermediate blade and arm must still be used. 

Piece numbers are as follows: -

Displaced 

UD. 5755 
UD. 8074 
UD. 5295 
UD. 5299 
UD. 5404 
UD. 5300 
UD.5311 
UD. 5312 
UD. 1241 
173/360 
RD.6716 

Wiper Motor RH ) 
Wiper Motor LH ) 
Wiper Wheelbox 
Wiper Arm RH) 
Wiper Arm LH ) 
Wiper Blade 
Tube Wiper Motor to W / Box 
Tube - Intermediate 
Bush - Inner W /Box 
Assy. Mtg. Brkt. 
Nut, Wheelbox Spindle 

New 

UD.8824 

UD.8777 
UD. 9015 

UD. 9040 
UD.8778 
UD. 8770 
UD. 8774 
UD.8773 
UD.9103 

The following are chassis numbers of cars that introduce the above modificatic 

Park Ward Continental 

Cha s sis BC • 3 4 . XE 

Silver Cloud Equivalents 

Chassis CSC 31 B (and onwards less 33 B) 

(Issue 2.) To add (2. DOOR) to the title and further chassis number information. 

-:: f r \·. ·, . E ~~ c t ,, r, '. 
- --- -----------··----- ·-·-· -----·----

14.5.65. 
,. .. ,- ... / . 
.: : ...... ~ ) ·, ~ 

Q/KH. 



3.M.28. 

SIDE LAMP WARNING LIGHT 

BENTLEY S3. SILVER CLOUD III PHANTOM 5 

In order to comply with regulations. ca rs supplied to Italy are now 
being fitted with a sidelamp warning light. 

The warning light is !itted into the RH trim pad which is modified by 
the addition of a . 500" hole. 

Slight modifications have also been made to the map and instrument 
light switch and to the panel light switch cable by substituting one Lucar 
connector with a nipple type snap connector. 

Part num.bers are as follows: -

Displaced 

UB.3354 

UD. 5468 

UD.8206 
UD. 8132 

UD. 6368 

Q/KH. 

New 

Assy - Trim Pad - Capping Rail - RH )Bentley S3 &: UB. 5182 
) Silver Cloud III 
) P .S. C. Bodied 
} Cars 

Assy - Lampholder - Sidelamp Warning Light 
Warning Light - Sidelamps 
Bulb - 12v 2w - Warning Light 
Switch - Map Light &: Instrument Light) Bentley S3 

UD. 10767 
UD.10765 
UG.10462 

} Silver Cloud UD. 8643 
) III &: Phantom 5 

Switch - Instrument Light ) Bentley 53 Continental 
Assy - Loom -Instrument Board) Bentley S3 Silver 

) Cloud Ill P. S. C. 
) Bodied Cars. 

UD.8644 
UD.8700 

Assy - Loom - Instrument Board ) Coachbuilt Cars UD. 8701 
) Long Wheelbase Cars 
) & Division Cars. 

Continued •••••. 

23.3.64. 
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: . : . 

3. M. 2.8. 

Displaced New 

UD. 6369 Assy - Loom - Instrument Board ) Coachbuilt Cars UD. 8 702 
) Long Wheelbase 
) Cars &: Non 
) Division Cars. 

UD.6375 Assy .. Loom - Instrument Board ) Mulliner UD. 8703 
) Continental 

UD. 6373 Assy - Loom - Instrument Board ) Park Ward 
) Continental UD.8704 

UD. 6367 Assy - Loom - Instrument Board ) Phantom 5 UD. 8705 

- ···- ---· --·- . ·--

?3.3.64. 
Q/KH. 

I 
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3. M.29 

RADIO 

BENTLEY S2/3. SILVER CLOUD II/III PHANTOM 5 

A Radiomobi le 530TB/ VT Medium/Short wave radio is now being 
.fitted to production cars. 

This replaces the existing 230R Unit the production of which has 
ceased. 

The new radio assembly complete is interchangeable. Individual 
parts are not. 

Displaced 

UD. 8182 
UD. 5087 
UD. 5092 
UD. 5090 
UD. 5091 
UD. 5144 
K. 4404/Z 

Q/KH. 

Piece numbers are as follows: -

Radio 530TB/ VT Med/Snort assy complete with 
brackets ttnd finisher 
Radio 530TB/ VT Med/Short 
Control Unit 
Amplifier Unit 
Finisher 
Mounting Bracket RH 
Mounting Bracket LH 
Screw 10 UNF x . 375 
Washer, plain 
Washer, shakeproof 

New 

UD.8992 
UD.8986 * 

UD.8995 * 
UD.8998 * 
UD.8999* 
UD.8855* 
UD.4974 * 
UD.8856 * 

Items marked thus* are contained in UD.8992. Assy .• Radio 
530TB/VT. UD.8986/8992 is a combined amplifier/control' 
unit. 

23.3.64. 
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SUB-ASSY - DISTRIBUTOR PEDESTAL 

SIL VER CLOUD III BENTLEYS. 3. 

3.M.30. 

Due to the fact that there is no octane adjuster plate on the S. 3/ III 
distributor, the studs, which secure it and the distributor to the pedestal. 
are shorter by the thickness of the plate. and there is, therefore. a new piece 
number for the pedestal assembly. The only difference is the studs and the 
assemblies can be converted simply by changing them over. 

Part numbers are as follows: -

Displaced 

UE. 6346 
UA. 702/Z 

;:,. .. :. - L ~, 

0/KH 

Sub-Assy - Distributor Pedestal 
Stud - . 2.50 dia. - Distributor Pedestal 

23.3.64. 

New 

UE. 30343 
UA. 701 /Z 
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3.M.31 

JET HOLDER WASHER 

BENTLEYS. 3. SILVER CLOUD III PHANTOM 5 

There has been a change of part number for the jet holder washer. S. 3. 
Spares Schedule. Page P. 29, Item 30. 

The washers are interchangeable and part numbers are as follows: -

Displaced New 

K. 4417/R Washer - Jet Holder UD.8567 

----·- .. - - -·------
lit O L 1... $ • IR O Y C E L I ~ ! T Ii C • P ·r r ,. :. ;: t, , f .,. . (', .. ,.. ~-

6.4.64. 

Q/K:H. 
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NUMBER PLATE 

3.M.32 
Issue 2 

BENTLEY S.3. SILVER CLOUD III PHANTOM V 

A modified reverse and rear number plate lamp is now being fitted. 
It has a slightly larger bulb in the number plate section and modified wiring. 
In order that the new lamp can be used for all replacements the necessary 
connections and nipples will be supplied with each replacement lamp under 
and RH number. 

Piece numbers are as follows: -

Displaced 

UD. 3222 

UD.4329 

RD.4997 

New 

Lamp, number plate illumination (All countrie·s 
except France) UD. 9009 

Lamp, number plate illumination (France only UD. 9010 
Lamp, number plate, complete with connectors 

etc. (France only) RH. 2327 
Lamp, number plate, complete with connectors RH.2328 
Bulb - Number Plate RF .4518 

1) Re-Issued to correct information contained in brackets, and to include 
Bulb part numbers. 

J. I • 
--- --- --··-· ··- -· 

2.0.8.64 
Q/KH. 
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Addendum 3. M. 32 

NUMBER PLATE 

BENTLEY S3 SIL VER CLOUD III 

The following are the chassis numbers of cars which incorporate 
the modified reverse and rear number plate lamp. 

'E' Series 
Bentley S3 Standard Steel Cars 

B.412.EC and onwards. 

1B 1 Series 
Bentley S3 Long Wheel Base Cars 

BBL. 2 and onwards . 

1 F' Series 
Silver Cloud III Standard Steel Cars 

SFU 485 and onwards. 

'D' Series 
Silver Cloud III Long Wheel Base Cars 

CDL. 33 and onwards. 

-------------- - -----·--- -
" 0 LL S · 9'" 0 Y Ct- LIMITer -- ---------- -------- --

7. l 0. 64 
Q/KH. 
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3 M. 33 

MOUNT iNG FOR HIRSCHMAN AERIAL (CUSTOMERS REQUEST) 

BENTLEYS. 3. SILVER CLOUD III. STANDARD AND LWB P .S. C CARS 

A simplified installation of the Hirschman Aerial is now being fitted. 

It necessitates the use of a modifed mounting bracket. 

Spares Schedu\e S.3./III Page K.8 Items 3.5. and 7 giYe the parts 
involved. 

None of the parts are interchangeable. 

The part numbers are as follows: -

Displaced 

UD. 5244 
UB. 5.158 
RB. 3746 

Support Bracket, Aerial 
Mod. Assy Front Wing (LH) 
Washer. plain bracket 

New 

UD. 9034 
UB.5352 
UA. 12.51 / Z 

a O L L S • It O Y C £ L I H ! T E f.) • P Y P-t · S L A N 1 , C ,. r V: ,:: , f. "· :: l.. ,.. t... r. 

17.4.64 
Q/KH. S!:Ct ,::.,:. 
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SPEEDOMETER FLEXIBLE DRIVE CABLE 

BENTLEY S2/3. SILVER CLOUD n/rn. PHANTOM v/s 

3. M. 34 

An improved speedometer cable with a reduced tendency to cause needle 
flutter is now being fitted. 

Cable assemblies which are removed from customers cars, on complaint 
of flutter, will be exchanged on a one for one basis on return to Crewe. 

It is emphasised that it is in the interest of all concerned to return 
removed cables as quickly as possible. Failure to do so can only result in extreme 
difficulties of supplies. 

All parts are interchangeable and piece numbers are as follows:-

Displaced 

UD.8675 
UD.8791 
UD. 8674 

Assy Flexible Drive 
Outer Cable 
Inner Cable 

New 

UD. 9053 
UD. 9051 
UD.9049 

------- ----------------------------- --·-··· -
Ill O LL S • ft O Y CE llMITEC,, PYM'S LANE, C:J<f'r :., 

Q/KH 
19~6.64. 

i' , I 



SILVER CLOUOfil . BENTLEY 53 . 
PHA NTOM S 

3. M. 35 

STARTER MOTOR 

BENTLEYS. 3., SILVER CLOUD III. PHANTOM i 

~ modification to prevent a tendency for the starter relay to starter 
solenoid cable to be twisted, when the connection nuts are being tightened, 
has been introduced. 

A link strip is fitted in place of the existing starter solenoid 
link cable. 

One edge of the strip is flanged and the eye at the solenoid end 
of the relay/ solenoid cable is made to lie along it thus securely Jocking 
it. 

The eye shank has been bent at 30° in order to improve the lie. 

The link strip can be used for all replacements of the link cable. 

The piece number of the relay to solenoid cable is unchanged. 

Piece numbers are as follows:-

Displaced New 

UD. 5189 Link Cable 
Link Strip UD. 9041 

"0LL$·"0YCIE t..fHITIED. PYM'S LAN£, CREWE, ENGLANC, 

Q/KH l 7. l O, l 96 4. 
Prin:,·J in l ;,,·:11 H, i:.,,.: SECTION 



I 

-----·--- ...... .;:.·, - ~--!'~ (. - --· 

----------·· 1-_'-' .. 
.. . 

Addendum 3 M. 35 

The following are the chassis numbers on which this modification 
was fitted:-

'G' Series 
Bentley S3 Standard Steel Cars 

R-152-FG onwards 

'B · Series 
Bentley S. 3 Long Whee)bc:ise 

BBL-8 onwards 

'C' Series 
Bentley S3 Continental 

B-158-XC onwards 

'G' Series 
Silver Cloud III Standard Steel Cars 

SGT 267 onwards 

'D' Series 
Silver Clo·ud Long Wheelbase 

CDL. 91 onwards 

5.LVD.15 onwards 

Jlt C l L S • Fl O Y C f l 1 ,,! • ·, , 
----------·- --· ·---.. .. -

Q/KH. 

'D' Series 
Phantom 5 

30.9.64 

( : ' 
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3. M. 36 

STOP FLASHER RELAY 

BENTLEY S3. SILVER CLOUD III, PHANTOM 5 

Regulations now require that the stop lamp should not be extinguished 
when the adjacent flasher lamp is in operation. In order to satisfy this 
requirement the stop/flasher relays are no longer being fitted on pre sent 
production cars 

They are still required for the fog/flasher circuit on S. 2 and other 
earlier cars, 

If it is desired to cut out the relay on existing cars it is only necessary 
to connect the yellow stop light switch cable into the vacant space on the 
terminal strip and run the yellow stop light cables in to the same place. 
The pink and purple relay cables should be taped back. 

Part numbers are as follows:-

Part Number 

UD. 1654 
RD. 7070 

Description 

Relay. Stop Flasher 
Relay. Stop Flasher (Mulliner Cars Only). 

ltOLLS•ROYCE LIMITED, PYM'S LANE, CREW[, fNClA'°"(') 

Q/KH 
27. lo. 1964 

j• \ , · h SECT IO!', 



I 

----- ·------ P;.~fi~.:,::"··S 
·----·-- -------- - -· 

Addendum 3. M. 36 

The following are the chassis numbers on which this modification 
was incorporated: -

'G' Series 
Bentley S. 3 Standard Steel Cars 

B-152-FG onwards 

'B' Series 
Bentley S. 3 Long Wheel Base 

BBL. 8 onwards 

'G' Series 
Silver Cloud Ill Standard Steel Cars 

SGT. 267 onwards 

'E' Series 
Silver Cloud Long Wheelbase 

CEL. l onwards 

-----------·-----·- --- --- . -
30.9.64 

Q/KH. 

!.. J,. t,; ( ! : ' ·. t: ' ' 
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3.M.37. 

NEMAG' SPEEDOMETERS 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

A new type of speedometer and Flexible Drive is now being 
htteJ on production cars. 

The introduction of the new flexible drive has necessitated 
modifications to the drive sh:.ift and gear; also the shaft housing. 

None of the parts a re interchangeable and piece numbers a re 
as follows: -

Displaced 

UD.8197 
UD. 8198 
UD. 8 i 99) 
UD. 8200) 

UD.8964 
UD. 8965 
UD. 8966 

UD.8967 

UD.5805 
UD. 5806 
uo. 5807 

UD. 5808 
UD. 5809 
UD. 581 O 

UD . 5802 
UD. 5803 
UD. 5804 

Speedometer, 
Speedometer, 

MPH/KPH) 
MPH ) Bentley 

) Contlnenta 1 
) 

Speedometer, KPH 

Speedometer, MPH ) 
Speedometer. )KPH ) S1J ver Cloud 

Speedometer.) ) Coachbuilt 
Speedometer. )MPH/KPH) 

Speedo~eter, MPH·) St'd & LWB 
Speedometer }KPH ) 
Speedometer,) ) Bentley 

Speedometer, }MPH) St d & LWB 
Speedometer. )KPH ) Silver 
Speedometer,) ) Cloud 

Speedometer, )MPH) 

Speedometer, )KPH ) Ph 5 - antom 
Speedometer,) ) 

---------- -- - - - -

7.10.64. 
Q/KH. 

New 

UD. 9080 
uo. 9078 

uo. 9079 

UD.8968 

UD.8970 

UD. 897 1 

UD.8760 

UD.8764 

UD.8759 

UD.8763 

UD. 908 l 

UD.9082 

Continued .. . . . . 

~ ~- C, ·• J. 
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- 2 - 3.M.37. 

Displaced 

UD. 9053 

UD. 9051 
UD. 9049 
RD.4808 

UR.2771) 
UD.1619) 
UG.1359 
UG. 766 
RG.8014 

UD. 5500 

( Flexible Drive. Speedometer (Standard & 
( Long Wheelbase Cars) 
( Flexible Drive. Speedometer (Coachbuilt 
( Cars) 

Outer casing, flexible drive 
Inner, cable, flexible drive 
Earthing strip, speedometer drive to 

dashboard 
Clip, Speedometer Drive 
Clip. Speedometer Earth to Dashboard 
Housing Shaft Speedometer Drive 
Shaft, Speedometer Drive 
Gear, Speedometer Drive 
Lamp holder M E. S. Speedometer 
Bulb 12v 2..Zw M.E.S. Speedometer 

New 

UD.8790 

UD.9011 

RE.16256 

UG. 4015 
UG.4016 
UG. 4017 
UD. 9048 
RD.4243 

The following are ·chassis of cars which incorporate the above. 

Q/KH. 

'F' Series 
Bentley S3 Standard Steel Cars 

Chassis B.138.FG. 206 onwards 

1 B' Series 
Bentley S 3 Long Wheelbase Cars 

Chassis BBL .8 onwards 

'G' Series 
Silver Cloud III Standard Steel Cars 

Chassis SGT 2.29. 233 onwards less 275, 463 

'E' Series 
Silver Cloud III Long Wheelbase Cars 

Chassis CEL.3 onwards. 

r --:- ~ i 1. >- t , . ' ' ~ /. 



SILVER CLOU DID BENTLEY S3 . 
PHANTOM 5 

SPEEDCl'vlETER DRIVE GEAR 

BENTLEY Sl. SILVER CLOUD. PHANTa\1 5 

3.M.37 
Addendum 

Rolls-Royce Automatic Gearbox Schedule; Technical Publication No. CPL.10.1 
Volume 111, Page No. 4. 

Please add the following piece nurnber:

UG.4017 Ge~r Speedometer Drive (6 toothed gear) 

This gear w2s introduced for use with the Nemag Speedometerst chassis 
numbers are given in Infonnation Sheet 3.M.37. 

Issue (2) to add page number 4. 

"OLLS•~OYCE LIHITl:0, f'YH'$ LANE, CREWE. ENCLA""O 

CWt/DB 20.8.68. 
rrin1rJ in < ,r~·ar hri 1.11r. SECTIO·'·, 
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SILVER C LOUDID. BU.JTLEY S3 . 
PHANT O ~ 5 

3 M. 38. 

BATTERY CABLE 

BENTLEY S3 SILVER CLOUD Ill PHANTOM 5 

A battery cable, the conducting component of which consists 
entirely of copper wire, is being fitted in place of the existing assembly 
of aluminium rod with flexible w:re end. At the srtme time the position 
of the starter relay has been chiinged slightly in order to avoid the 
possibility of a foul between the steering box mounting brc1cket and one 
of the bolts securing one of the battery cable clips the chc1nge in position 
has been achieved by deleting the two clip br,1ckets adjacent to the steering 
box mounting arm and replacing them with a single double bracket in much 
the same position. 

The new cable can be used for replrtcements of the old one but, 
because of its incred.sed flexibility, Ciire must be tiiken in the clipping 
arrangements. Additional clips should be provided where the cable passes 
through the right hand rear arm of the cruciform. this being drilled as 
necessary, _ and another one on the front plate of the number 4 body 
mounting bracket. A kit containing the cc1ble assembly and necessary clips 
and brackets can be supplied. 

The modified frames ret.; in their origina 1 part numl-e r ·s, UR. 5980 / l / 2 
and UR.8332, but they can be used for all repl;1ceme:1ts. 

Part numbers are as follows:-

Displaced 

UD. 4482 

UD.4621 
UD. 4826 
UD.1811 

UD.1140 
RD. 3105 

Assy - Battery Cable (123" Wheelbase Cars) 

Assy - Biittery Cable (127" Wheelbase Cars) 
Assy - Battery C.:1ble (Ph,intom 5 c..trs) 
Termimd - Battery Cable (Pa rt of UD. 8974 

UD.8976 & UD.9000 Assys) 

Cable Eye - Battery Cable 
Boot - Ciible Eye (Ch,rnges in this instance 

only) 

Bracket - Support - Clip - Battery Cable - No.4 
Bcdy Mounting 

Bracket 

Clip - Battery Cable - Cruciform 
Battery Cable Kit (123"Wheelbase Cars) 
Battery Cable Kit (127"Wheelbase ·cars) 
Battery Cable Kit (Phantom 5 Cars) 

New 

UD. 8974 

UD.8976 
UD. 9000 

UD. 8975 
UD. l 0459 

UD. 8977 

UR.8711 
UD. 8978 
RH. 2329 
RH. 2330 
RH. 233 l 

ROLLS•f'OYCE LIMITED, PYM'S LANE, CREWE. ENGL AN!: 

Q/KH. 16.9.64 
SECTrO?..: 
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SILVEi:t CLOU DID 8U~1'~E~ S3 
PHA.NTO'-'. 5 

The following existing parts will be required. 

Displaced 

Clip - Cable - Support Bracket 
Clip - Battery Cable 
Bush - Clip - Battery Cable 
Setscrew - Clip - Cruciform 
Washer - Clip - Cruciform 
Nut - Clip - Cruciform 
Washer - Battery Clip 

The new parts are fitted on the following chassis. 

'G' Series 
Bentley S. 3 Standard Steel Cars 

Chassis B-290-FG onward 

'B' Series 
Bentley S. 3 Long Wheel Base Cars 

Chassis BBL 8 onward 

'G' Series 
Silver Cloud SUI Standard Steel Cars 

Chassis SGT 531 onwards 

'C' Series 
Bentley S. 3 Continental 

BC-172-XC onwards. 

3. M. 38 

New 

UR. 3289 
RE. 12204 
UD.2139 
KC.153/Z 
K.4404/Z 
K.4006/z 
K.4452./z 

llOLLS·1'0YCE LIMITED. PYM'S LANE . Cf.£V,r. ;;r ... r -~ 
·--------- - --· - --- -· 

Q/KH . 
16. 9. 64 . 
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IGNITION CABI ES 

3.M.39. 
Issue II 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

In order to comply with current regulations, H. T. ignition cables, 
with a resistive core, are now being fitted. 

Additionally, in the case of cars exported to France, a resistor is 
fitted at each end of each cable. 

Complete ignition harnesses a re interchangeable; it is not recommended 
that individual cables in an old type harness should be changed to the new 
material. 

Because of special techniques involved in assembly. the new cables 
have to be supplied with terminal ends fitted, and, as a result, it is necessary 
to cut the sleeves when fitting them into existing harnesses. In addition, it 
is no longer possible to supply the longest cable only, and trim to suit, in 
accordance with Information Sheet 3, M l O and S. 3. Spares Schedule Page A. 12. 

Displaced 

UE. 9772 
UE.9773 
UE. 9774 
UE. 9775 

UE. 9776 
UE. 9777 
UE. 9778 
UE.9779 
UE. 9764 

Harness assy distributor to plug 'A' Bank 
Not used on cars exported to France 
Lead assy No. I 
Lead assy No. 2 
LeadassyNo.3 
Lead assy No.4 
Harness assy distributor to plug, 'B' Bank 
Not used on cars exported to France 

Lead assy No.1 
Lead assy No. 2 
Lead assy No. 3 
Lead assy No.4 
Lead and terminal assy only 
Harness assy distributor to plug, 'A' Bank 
Used only on cars exported to France 
Lead Assy No. l 
Lead Assy No. 2 
Lead Assy No.3 
Lead Assy No.4 

New 

UE.31693 
UE. 31662 
UE.31663 
UE. 31664 
UE.31665 -

UE. 31694 

UE. 31666 
UE. 31667 
UE. 31668 
UE. 31669 

UE.31688 
UE.31680 
UE. 31681 
UE.31682 
UE. 31683 

"OLLS•ROYCE LIMITEC, PYM'S LANE, CREWE, ENGLAND 

Q/KH. 
I' 
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Displaced 

UM. 10708 

UM. 10708 

- 2 -

Harness assy distributor to plug, 'B' Bank 
Used only on cars exported to France 
Lead Assy No. l 
Lead Assy No. 2 

Lead Assy No. 3 
Lead Assy No.4 
As sy High Tension Cable. Distributor to 

Coil 
(Not used on cars for France) 

Assy High Tension Lead - Distributor to 
Coil 

(Used on cars for France) 

3.M.39. 
Issue II 

New 

UE.31689 
UE. 31684 
UE. 31685 
UE. 31686 
UE. 31687 

UE. 31696 

UE. 31671 

The following are chassis numbers that incorporate the above 
modification. 

'G' Series 
Bentley S3 Standard Steel Cars 

B l O GJ and onwards 

'B' Series 
Bentley S3 Long Wheel Base Ca.rs 

BBL. l O and onwards 

'H' Series 
Silver Cloud III Standard Steel Cars 

SHS 11 7 and onwards 

'E'Series 
Silver Cloud Ill Long Wheel Base Cars 

GEL. 37 and onwards 

'C' Series 
Bentley S3 Continental 

BC 184 XC and onwards 

·---- - -------·-···-· ·--·- - ----·-.. ··------- . -·- -------------
I< C •. ;., !, · 11. C "r C E' L I 1'-'· ! T f L . P ':' ~ . S. L t. "' E , C R E ¥- f: . E f- t, • • , . 
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5 VD 41 and onwards 

Issue II to amend type script. 

- 3 

'D' Series 
Phantom 5 

3. M.39. 
Issue II 

"OlLS•ROYCE LIMITEO. PYM'S LANE, CREWE, ENGLA"<D 

Q/KH . 
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Spares Information Sheet 3. M. 40 

Radio 

Bentley S2/ 3 Silver Cloud II/Ht Phantom V /5 

An all tranaisterised Pye radio replacing the present hybrid type is now 
being fitted to cars destined for Australia and New Zealand. 

Only Complete Radio assemblies are interchangeable and part numbers 
are as follows: -

Displaced New 

UD. 8718 Assy Pye Radio - Medium Wave UD. 9029 

UD. 8716 Mounting Bracket LH UD. 9035 

UD.8717 Mounting Bracket RH UD. 9036 

UD. 9032 Finisher. Control Unit uo. 9032 

------ - ··-·---- ·--· --
R C L l S • P. 0 Y C: f l I M i 1 E C . f Y ••. ' ~ i A •. ;. i ·, 

16. 2. 65 
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LAMPS 

BENTLEY & SILVER CLOUD 2 & 4 DOOR ~TINENTAL 

CARS AND PHANTO\I V 

3.M.44. 

In order to comply with West German regulationst the flashers and rear 
lamps on all cars exported to that countryt are now being fitted with 18 
watt bulbs in place of the standard 21 watts. 

Special piece nwnbers have been allocated to lamps fitted with this 
18 watt bulb. The piece numbers are as follows:-

Front flasher and side lamp RH. UD.9294 
All 4 door Continental & Ph.V cars. 

Front flasher and side l~mp LH. UD.9293 
All 4 door Continental & Ph.V cars. 

Front flasher and side lamp. UD.9296 
2 door Continental cars only. 

Rear flasher lamp, UD.9295 
2 door Continental cars only. 

Rear lamp. UD.9298 
All 4 door Continental & Ph.V cars. 

Bulb 12v. 18w. UD.13454 

. ·" 

JltOLLS·ftOYCE LIMITED, PYM'S LANE, CP.1-Y,t E l's• C ~ A i,.. t • 

l '• ':. (.·. , • . 

Q/KH 
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BENTLEY 52/3, SILVER CLOUD II/III , PHANTCM 5 

WINDSCREEN WASHER COOTAINER AND CARRIER 

3.M'.45. 
Issue 2 

The Lucas Type 2SJ windscreen washer for these cars has been replaced by 
the Lucas 5 SJ type. 

The new container and carrier complete can be used for all replacements 
but individual parts are not interchangeable. 

Part numbers are as follows:-

DISPLACED 

UD.6152 
UD.5565 
UD.5566 

UD.6131 

UD.4710) 
UD.4729) 

Assy. Washer Bottle and Cage Motor & Pump 
Washer Bottle 
Carrier 
Motor & Pump 
Filler Cap 
Assy Hcatshield (Phantom 5 only) 

Mounting bracket washer bottle (Phantom 5 only) 

Setscrew 2BA 
Plain washer 
Nut 2BA 

II 

II 

II 

II 

11 

II 

II 

II 

It 

NEW 

UD.13144 
UD.13145 
UD, 13146 
CD.4885 
CD.4886 
UE.34772 

UE.34775 

UA. 1501/Z 
X.4404/Z 
X.4006/Z 

If it is required to fit the 5SJ type to Phantom 5 cars, the valance 
plate must be modified in accordance with Figure 1 on Page 2; the key to 
Figure 1 is shown below. 

Key: A 1 .500 in. B 0.575 in. C l .100 in. 

1 · Drill two holes 0.203 in. dia. in valance and use plain 
nuts 
(This is only necessary when the 5SJ type bottle is not 
fitted) 

2 Existing weldnuts on Valance Plate 
3 Lower fixing for Mounting Bracket uses existing 2 B.A. 

weldnut on Valance Plate 

1. Re-issued to adc further information 

.-OllS·AOYCf llMITEO, PYM'S t.ANE, CRE'W( 

SECTIO~~ 
Q/KH 4. 7. 67. 
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Fig.1 Mounting points for Lucas 5SJ Washer 
Bottle in Phantom 5 cars 

JltOLLS•P.OYCE LIMITED, PYM'S LAN£, Cl!EY,t. [t,.:::~tts, 

I'· \ , • II· .• 
. 4. 7.67. 
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El,EC'1RIC\LL Y OPERATED AERIAL 

POST WAR CARS 

3.M.46. 

The Bentley 'T' and Silver Shcldow Electrically operated aerial is now 
being used for replacements of all those previously fitted on post war cars. 

Part numbers of the kits are as follows:-

Part Number 

RH.2395 
RH.2396 

Description 

Electrically operated aerial (Offside kit) 
Electrically operated aerial (NEARside kit) 

Orders to be placed as required. 

"0LL$•k0YCE LIMITED. PYH'S LANE, CREWe, ENGLANr· 

2.12.66. 
Printc,! in ( ,r,·.,!. fl,.; , ·· SECTIO~" 
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3.M.47. 

WINDSCREEN WASHER 

PHANTI:M 5 (Canadian Cars) 

The Delco type windscreen washer is now being fitted to Phantom 5 cars destined 
for Canada. 

The part numbers are as follows:-

DISPLACED 

UD.6152 
UD.5565 
UD.5566 
UD.4710 

UD.6131 

UD.4825 

Windscreen Washer 
Bottle 
Cage 
Bracket Windscreen Washer 
Assy. Mounting Clip, Windscreen Washer 
Assy. Heatshield Windscreen Washer 
Bracket Heatshield 
Adaptor, Tube Windscreen Washer 
Tube, Washer to Adaptor 
Tube, Adaptor to jets 

NEW 

UD.9169 

UD.9170 
UD.9171 
UD.9174 
UD.9177 
UD.9178 
UD.9179 
UD.9180 

The following is the chassis number to which the above modification is 
fitted. 

5 LVF 107 and subsequent Canadian cars. 

~01..LS-~OYCE LIMITEO, PYM'S LAN£, CflEWE. E1';G1..J-."'''• 

Q/KH 
1· : -3~1-67. .. .. . , ... SE CT IO~~ 
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SILVER CLOUDID. Si:NTLE'!' S3 . 
Pf-lM·H O M S 

3.M.48. 

WINDSffiEEN WIPER MaI'ORS 

BE~'TLEY S1, 2, 3: SILVER CLOUD I, II, III 

Some windscreen wiper iootors now being supplied for service replacement, 
will not be fitted with a thermal overload switch and wi 11 therefore have a 
five instead of six lead loom. 

If the car to which the notor is to be fitted was originally wired for the 
overload switch, there will be a surplus blue cable in the wiper motor loom. 
1his cable together with the green cable should be connected to the green 
cable in the iootor loom. 

If it is required to fit a motor fitted with an overload switch to a cor 
not wired for an overload switch, the surplus blue cable should be taped back. 

ROlLS•ROYCE LIMITED, PYM'S LANE, CREWE. ENGLl.l'<it' 

27.1.67. 
1'1 >'11< ,; :: ( ,I c .: : Ii" .. SECTION 
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BATTERY CABLES 

BENTLEY S3 ; SILVER CLOUD III 

3.M.49. 

Supplies of the aluminium rod type battery cables can no longer be obtained 
and, when stocks are used up, the flexible cable used on the late S3 cars 
will be supplied. 

Because of the increased flexibility, additional support on the 
frame will be necessaryr the cable, together with the additional material 
required will be supplied in the fow of a kit. 

The additional drilling and method of attachment is shown in Figure 1, 
2 and 3. 

RE. 12204 
UD.2139 
K.4006/Z 
K.4404/Z 
UD.8978 
K. 153/Z 
CS.31080/Z 
RH.8172 
UD.8974 

As kit 1 except 

UD.8976 

. RH. 2456 Kit 1 123 11 W/Base 

Clip 
Bush 
Nut. 
Washer 
CI i.µ 
SfT(·'\\' 

S1• C~\\' 

P lar.~: 
Cable 

RH.2457 Kit 2 127 11 W/Bast> 

Cable 

ROl.lS•RO'fCf Li!"'•ifr ,,. .. ,, - --'----- --- - -----------
Cwt/kH 9.5.69. 

5 
6 
5 
5 

Continued ••• 
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Figure 1 

Remove the three existing cable and brake pipe clips fran the studs on the frame 
side~ember between the crucifonn. Fit the mounting strip provided, onto the 
three studs; and mount the cable onto the four studs on the strip, with the 
clips and bushes provided. 

~ 
~~ 

~ONARROWY 

Figure 2 

A ~ -2.375 .in. (6,03 cm.) 

Drill a 0.200 in. ( 0,508 nm.) diameter 
hole 1n the rear crucifonn member as 
sholWl. Attach the cable with the clip 
provided. 

Cwt/lOf 9.5.69. 

B 

C 

Figure 3 

B - 4.250 in. ( 10, 79 on.) 

C - 0.562 in. ( 14,28 nm.) 

Drill a 0.161 in. (0,409 mn.) diameter 
hole in the underside of the rear cros&
member. Attach the cable using the 
self tapping screws and clips provided. 

K 708 



Rolls-1/oyce /J Bentley Mo:l!r Cars Spares Information Sheet 

Section M 
Spares Information Sheet issued for 

BENTLEY S3. SILVER CLOUD III 
Information Sheet No. 3. M. 52 
Page No. l of l 
Date 10 8 72 

WINDSCREEN WIPER DR 3 

The policy adopted for the permanent magnet windscreen 
wiper motor (Sees.I. Sheet 4.L.89) has· been extended to 
cover the DR 3 motor. 

Only one motor and three shafts and gears are required 
to cover the whole of the S. Series range. 

Piece numbers are as follows:

Wiper Motor Only 

For alls. Series cars 

Shaft and Gear Assembly 

For Standard Bentley S.l ) 
Silver Cloud I ) 

For Standard Bentley· S2/3 
Up to the following:-

B-494-CN, BAL 6 

Standard Silver Cloud II/III 
Up to the following:-

sow. CCL.l 

For Standard Bentley S.3 
From B-496-CN, BAL.8 

Standard Silver Cloud 
From SDW.4, CCL.3 

Use 

) 
) 
) 
) Use 
) 
) 
) 
) 
} 

) 
) 
) 
) Use 
) 

For Bentley S.l Park Ward Continental cars use 
Bentley S.2/3 Park Ward Continental cars use 
Bentley S.l/2/3 Mulliner Continental cars use 

Cwt/KH 

C) Rolls-Rovce Motors L,,..11ed 1972 

CD 5720 

CD 5717 

CD 5717 

CD 5718 

CD 5717 
CD 5717 
CD 5719 
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STEERING BOX MOUNTING 

BENTLEY S3 SIL VER CLOUD III PHANTOM 5 

An improvement in the stability of the steering has been effected by 
fitting softer bushes in the steering box mounting bracket. The rear upper 
mounting bush on the mounting tube has also been decreased in length • 
• 

Until supplies of the new bushe a are available the existing bushes 
are being modified by punching a series of holes in them. The rear upper 
mounting bush has also been shortened. 

This is a production modification for S3/III series cars. but the 
new bushes can be used for all replacements onS2. /II series cars, singly 
or in sets. 

Part numbers are as follows:-

Displaced 

UR.4208 
UR. 4251 

ZX.8684 
zx. 8686 
ZX.8685 

Intermediate 

Bush-Front Mounting-Mounting Arm 
Bush-Mounting Tube-Upper and Lower 
Bush-Mounting Tu):>e-Lower 
Bush-Mounting Tube-Upper 

Final 

Bush-Front Mounting-Mounting Arm 
Bush-Mounting Tube-Lower 
Bush-Mounting Tube.Upper 

9'.0LLS•f\OYCE LIM!TEO, PYM'S lAl'<l 

RS/KHIKB I•• • • , t ,. 

New 

ZX.8684 

.ZX.8686 
ZX.8685 

UR.8175 
UR. 8148 
UR. 8149 

Sf CT 10,.: 

3.N 
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STEERING BOX 

3.N.2. 
Issue.Z. 

BENTLEY S3. SILVER CLOUD III. PHANTOM 5 

Air which is trapped in the steering box between the spool valve and the 
transfer gear casing has the effect of damping the spool valve action. 

In order to reduce this effect. modifications have been made to make it 
possible to bleed the trapped air. 

Grooves have been cut in the transfer driven gear bush and 2 3/ 16"holes 
drilled in the spool valve housing. Three blind holes have been let into the 
Belleville washer counter bores which have also been increased in depth slightly. 

Finally an air bleed valve has been inserted in the rocking shaft top cover. 

The bush and the spool valve housing are interchangeable and the new parts 
can be used for all replacements. Stocks of the old parts must, of course, be 
used up on all unmodified cars. 

The rocking shaft covers ·differ only in that a hole has been drilled to take 
the bleed valve adaptor. This hole can be plugged and the new cover used for all 
replacements on S2. 

Part numbers are as follows: -

Displaced 
UR. 4179 
UG.1648 
UR. 5890 
UR. 5932 

UR.4215 
UR.4216 

As sy - Bearing Housing - Gear Cover 
Bush - Bearing Housing - (Part of UR.8132 Assy) 
Assy - Valve Housing . 
H->using - Vllve (Part of UR.8ll2 Assy) 
Adaptor - Bleed Screw - Steering Box Top Cover 
Top Cover - Steeri_ng Box (LH Cars) 
Top Cover - Steering Box (RH Cars) 

Continued. 

New 
~8132 
UR.8131 
UR. 8112 
UR.8100 
UR.8099 
UR. 8111 
UR.8110 

Sheet l re-issued to amend description of covers incorporating air bleed 
valve. 

- - ------------ ------ -- . - .. 
"CL!.S•ROYC£ llM!Tff C P. r 'i', ( , ( ~-· ·~ • A •: : 

------ - ---------·--···· ··-- - - - -·---- -- - ----· - . 

RSIKHIKB 25.7.63. 
S r,- ·r 1 ,· •• , ~- - . ' ·~ 
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The plugged top covers will be supplied. under part 
numbers RH. 2280 left hand and RH. 2281 right hand. 

The following existing parts will also be required: -

Dust Cap - Bleed Screw 
Bleed Screw 
Ball .,. .Bleed Screw 

UG. 2427 
UG. 1175 
UG.1181 

The following are the chassis numbers of cars that 
incorporate the improved steering system. 

~entley S3 Standard Steel Cars 

Chassis 

B. 410. CN, 420 onwards 

Silver Cloud Ill Standard Steel Cars 

Chassi§ 

sex, 781 onwards 

Bentley S3 Long Wheelbase 

Chassis 

BAL. 8 onwards 

- Silver Cloud III Long Wheelbase 

Chassis 

CBL. 47 onwards 

Continued •••••• 

3. N. 2. 

111 C L L S • R O Y C [ 'L t t--1 ! T f CY-;} I' ~ ~· <, l t.. p; ( C" f: [ ',•. l . [ ~' •., L A >..; C. 
..... --- - -- ---· ·- - -··---·-- --

RS/KH 8.4.63. 
Sf C! I(':• 



3. N. 2. 

- 3 -

Bentley 53 Continental 

BC. 152. XA onwards 

Phantom 5 

Chassis 

5. VA. 83 onwards 

"OLLS·AOYCE Ll~lTi.D. P'rH'S LANE Cf\£....,,l. fl'.t.;_t,; 
- ----------- ----------------------- - - ------- - ... - ···-· ...... 

RS/KH 8 . 4 .. 63. 
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3. N. 3. 

STEERING HOSE 

BENTLEY $3, SILVER CLOUD Ill, PHANTOM 5 LH CARS 

In order to eliminate the possibility of a foul between the ram feed hose, 
and the rear cylinder head mounting boss on LH cars, the hose has been re
routed. 

The run is from the ram to the steering box mounting arm, where it is 
clipped to the existing valve supply hose. It is al so clipped to the steering box 
before bein~ finally screwed into the banjo connection, which has been swiveled 
through 180 . 

The revised run has necessitated the fitting of a heat shield to the steering 
box mounting a·rm, which has been modified by drilling two additional . 218 diamete: 
mounting holes. 

Part numbers are as follows : -

Displaced 

Assy - Heat - Shield - Steering Hose 
Clip - Ram Feed Hose to Mounting Arm 
Clip - Ram Feed Hose to Steering Box 
Set screw - Heat Shield - Mounting Arm 
Washer - Heat Shield - Mounting Arm 
Nut - Heat Shield - Mounting Arm 
Setscrew - Clip - Mounting Arm 
Washer - Clip - Mounting Arm 
Nut - Clip - Mounting Arm 

New 

UR.8261 
UR. 8257 
UR. 8258 
KC. 153/Z 
K-. 440¥2 
K. 4006/Z 
KC.170/Z 
K.4401/Z 
K. 4406/Z 

The following are the chassis numbers of cars that incorporate the 
re -routed ram feeq hose and the additional heat shield : -

1D 1 Series 
Bentley S3 (Standard Steel Cars LH) 

Chassis 
B.30.LDF onwards on LH Cars. 

- --------·-------- -----. . ~ . -- ---·- - --··----··- . . 
f ' • • ( 

0/KH 30.8.1963 
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'E' Series 
Silver Cloud III (Standard Steel Cars LH) 

Chassis 
LSEV. 71 onwards on LH Cars. 

1A 1 S e ries 
Bentley 53 (Long Wheelbase Cars LH) 

Chassis 
LBAL. 14 onwards on LH Cars. 

'Ct Series 
Silver Cloud III (Long Wheelbase Cars LH) 

Chassis 
L.CCL.Sl onwards on LH Cars 

'B' Series 
Bentle.y 53 Continental LH Ca.rs 

Cliassi s 
BC. 12. LXB onwards on LH Cars 

Chassis 

'B 1 Series 
Phantom 5 LH 

5.LVB.19 onwards on LH Cars. 

- ·-·----·--·-- --- ·- ----·····-----

0/KH 
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3.N. 

STEERING 

BENTLEY S3 SIL VER CLOUD III PHANTOM 5 RH CARS 

The power steering pump adaptor UR. 3186. illustrated in the S3 / III 
Parts List. Group H9/ I, Item 30 is applicable to LH cars only. and not all 
cars as shown. 

·-- ----------------- -·---- -
9t0LLS·~CYCE tlMITf.D. P"t!"'~ Lt,,-.;: i. I ----- ------- - ---

Q/KH 4.10.1963 
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SILVER CLOuom BENTLE Y S3 
PHANTOM 5 

STEERING 

BENTLEY S3 SIL VER CLOUD III PHANTOM 5 RH CARS 

3.N.5. 

There has been a { hange of part number for the clip which retains 
the steering pump valve supply hose to thE: .-ront pan on RH cars. 

The clip is located in the S3 Parts List, Group H9/l. Item 32. 

Use only UD. 3250 for this application. RE. 23846 is still used on 
other applications 

Displaced New 

RE. 23846 Clip - Valve Supply Hose - Front Pan UD. 3250 

lllOLt.S•.-OYCE LIMITED, PYM'S LANE, CREW[, fNGLAP,.t£> 

Q/KH 19.10.63. 
l'ror,tc·,! 1! · ( ,r,·.,! H, .1.: · 1, SECTtON 



SILVER CLOUD ID. BENTL EY S3 . 
PHANT O M 5 

3.N.6. 

STEEkING 

BENTLEY S.3. SILVER CLOUD III PHANTOM 5 

A modification is now being fitted on production to eliminate the cases of 
judder which occasionally occur. 

The modification consists essentially of changing the position of the front 
hose connection in the power cylinder head to the present bleed valve connection. 
The bleed valve itself is no longer required. 

The bolts, securing the two power cylinder hoses to the steering pump. 
have been replaced by the restricted type introduced on Information Sheet 2. N. 7. 
When stocks have been used up the new bolt will be supplied for replacements on 
all cars including S. land S.2. 

The 90° elbow .is dispensed with and the new hose fitted with a banjo connection 
in place of a nut; the banjo bolt screws into the original bleed valve connection. A 
special service scheme has been issued on Service Bulletin S3/N. 1. This makes use 
of the existing hose by using a special banjo connection. and the ,.power cylinder by · 
plugging the front hose connection hole. 

Piece Numbers are as follows: -

Displaced 

UR.8016 
UR.8010 
UR.8017 
UR.8009 
UR. 2.547 
UR. 5011 

UR.48Z4 

UE.2354 

Assy, Power Cylinder, R.H. 
SubAssy. Power Cylinder, R.H. (PartofUR.8016). 
Assy, Power Cylinder, L. H. 
Sub Assy, Power Cylinder. L.H. {Part of UR.8017) 
Elbow, 90° 
Assy, Hose, Front. Valve to Ram·. L. H. (This is the 
valve to ram, rear hose, on R.H. cars and does 
not change). 
Assy, Hose, Front, Valve to Ram. R.H. 
Banjo connection (Part of UR.8713 & UR.8753). 
Bolt. Ban.io to Ram. 
Washer, Bolt, Upper. 
Washer. Bolt, Lower. 
Banjo, (Special Service). 
Plug, (Special Service). 
Bolt. Banjo. 

New 

UR. 8722 
UR .8720 
UR.8721 
UR .8719 

UR. 8713 
UR.8753 
UR .8714 
UR. 8715 
UR. 8716 
UR.8717 
UR .8732 
UR.8718 
UR. 5972 

IIOLLS•IIOYCE LIMITED, PYM'S LANE, CREWE, ENGLAND 

Q/KH. ~ECTION 
6.4.64. 

Print,·,! in C ire,: R,·,;. 
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Addendum 3 N. 6. 

STEERING 

BENTLEYS. 3 SILVER CLOUD III PHANTOM 5 

The following are the chassis numbers on which the above 
modification is incorporated: -

'G' Series 
Bentley S. 3 Standard Steel Cars 

B-222-FG onwards 

'B' Series 
Bentley S3 Long Wheelbase 

BBL 8 onwards 

'C' Series 
Bentley S. 3 Continental 

BC-158-XC onwards 

'G · Series 
Silver Cloud lll Standard Steel Ca rs 

SGT. 399 onwards 

'E' Series 
Silver Cloud Long Wheelbase 

CEL 11 onwards 

5 VD 2.3 onwards 

'D' Series 
Phantom 5 

--- ·----- . . . -
~ 0 L L S • ll C , C f. L I ~ I 1 f r, . P , t"'. · S L A "' ! 

- --------- ---- ·--- .. ·- --·· - - . 
30.9.64 
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3. N. 7 . 

STEERING 

BENTLEY S3. SIL.VER CLOUD III. PHANTOM 5 - . 

The range of adjusting washers in the steering box and valve housing 
has been increased. 

The existin~ adjustin~ w.1she.rs S3 Parts List, Page HS. 
and Page HS/ l are still r~quired. 

This is a production modification for S3/III Series cars but the new 
washers can be used on S 1 and S2/ II Series cars. 

The full range of washers including the new and existing types are as 
follows: -

Adjusting Washer - . 060-1 thick UR. 3515 
11 II . 062-1 II UR. 3516 
II II . 064-1 II UR. 3517 
II II . 0645 II UR. 8059 
II II • 065 II UR. 8060 
II It • 0655 11 UR.8061 
II 11 • 066- i 11 UR. 3518 
II II . 0665 II UR.8062 
II II • 067 II UR.8063 
II It . 0675 II UR. 8064 
11 II • 068-i 11 UR. 3519 
11 II • 0685 11 UR. 8065 
" II .069 II UR. 8066 
II 11 .0695 II UR.8067 
11 II . 070- i II UR. 3520 
II II .0705 II UR.8068 
II II • 071 11 UR .8069 
II II • 0715 11 UR. 8070 
11 11 • 072- i 11 UR.3521 
11 II • 0725 II UR.8071 
11 II .073 II UR.8072 
II 11 • 0735 11 UR.8073 
11 11 • 074- ! II UR. 3522 
II II • 0745 II UR.8074 
II II .075 II UR. 8075 
M 11 .0755 II UR.8076 
II 11 • 076- ! II UR. 3523 
II 11 • 0765 II UR.8177 

- -------- -·-· .. - ...... ~ 

' - --... - ·- ·- ···------ ··- - ·- .. -- --
8.5.64 

Q/KH. 
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3.N. 7. 

Adjusting Washer - •. 077 thick UR. 8178 
II II • 0775 

, . 
UR. 8179 

II II - • 078 11 UR. 3524 
11 II • 0785 II UR.8180 
II II - • 079 11 UR.8181 
II 11 .0795 II UR. 8182 
11 II .080 11 UR. 3525 
II 11 • 0805 II UR. 8183 
II 11 • 081 II UR. 8184 
II 11 • 0815 II UR.8185 
II II • 082. II UR. 3526 
II II • 0825 II UR.8186 
II II - • 083 II UR. 8187 
11 II .0835 11 UR. 8188 
II 11 - • 084 II UR. 352.7 
II II • 0845 11 UR.8189 
II ti • 085 II UR. 8190 
II II • 0855 11 UR. 8191 
II II • 086 II UR. 3528 
11 II • 095 II UR. 3269 

8.5.64 
Q/KH. 



3.N.8. 

STEERING BOX 

BENTLEY 53 SIL VER CLOUD III PHANTOM 5 

An improved type of spool valve housing is now being fitted. 

In this the five shrunk in collars have been replaced by a single sleeve. 

A modified spool valve is necessitated by the housing changes. 

None of the parts concerned are supplied separately and this information 
is issued for record purposes only. 

Piece numbers are as follows:-

Displaced 

UR.8112 
UR. 5929 
UR. 5930 
UR. 5931 

UR. 5647 

Assy valve housing 
Collar) 
Collar) 
Collar) 

Valve 

------------- --- ---- . 

--·-. -·· 24.-6-.64.-

Q/KH. 

New 

UR.875Z 

UR.8751 

UR.8749 
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Addendum 3 N. 8 . 

STEERING BOX 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

The following are chassis numbers of cars that incorporate the 
modified spool valve. 

1F 1 Series 
Bentley S3 Standard Steel Cars 

B 116 FG and onwards 

'B' Series 
Bentley S3 Long Wheelbase Cars 

BBL 8 and onwards 

'G' Series 
Silver Cloud III Standard Steel Ca rs 

SGT 195 and onwards 

'D' Series 
Silver Cloud Ill Long Wheelbase Cars 

CDL 83 and onwards 

'C'· Series 
Bentley Continental S 3 

BC 156 XC and onwards 

'D' Series 
Phantom 5 

5 VD 7 and onwards 

__________________ , .. ___ _ 
P.()LlS·flO'YC( llMiTfD, PYM·S LAN£, CREY..{ 

----------- ------·--- - ------- - - ------------- - -·-
7.10.64 

Q/KH. 
• I SECT!C' 
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3.N.9 . 

STEERING HOSES 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

In order to eliminate tight bends in the steering hoses, and to 
obviate any fouls they have been re-route.cl. 

On RH cars the front ram feed hose is now routed over the rocking 
shaft cover and down the front of the steering box where it is clipped 
to the valve supply hose with a double clip. This is retained in position 
by the top outer steering box cover nut. The revised run necessitates the 
use of a spacer under the banjo and this in turn necessitates the use of 
an additional sealing ring to ensure that the attitude of the hose is 
correct. 

Additional clearance between the hose and the handbrake cable has 
been achieved by repositioning the upper cable pulley on its mounting 
bracket and this necessitates the introduction of a longer handbrake cable. 

The three hoses which pass over the RH front shock damper have been 
raised to eliminate a foul between the hoses and the upper triangle lever 
rear arm. 

The revised run of the ram feed hose, on LH ca rs. nee es sita ted by 
the introduction of the Heat Shield (Inf.Sheet 3.N. 3) caused a foul with the 
valance window and created a sharp bend where it emerged from the end 
fitting. The hose has therefore been re-routed down the front of the steering 
box where it is clippped to the lower outer steering box cover stud, and then 
passes parallel and above the expansible hose to which it is retained by a 
double clip. This is held in position by th.e forward 2 BA bolt which attaches 
the heat shield to the mounting a rm. 

The spacer and the sealing ring as fitted to RH cars are also required 
for the hose banjo. 

The incorporating of the spacer necessitates the introduction of a longer 
banjo bolt on both LH and RH ca rs. 

Continued •..•.• 

R C• i... L S • R O 'r C Ee L I P.: ~ '! < 

16.9.64 
Q/KH. 
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1 ..... ·~ • l:: 
I •' 

3.N.9. 
- 2. -

Parts are not interchangeable unless stated and numbers are 
as follows: -

D~splaced 

UR. 5972 ) 
UE. 2354 ) 

UR. 5961 
UR.5016 

UG.42.82 
UG.42.83 
UR.8257 

Bolt - Banjo - Valve to Ram 

Spacer - Banjo 

Assy - Hose - Valve Supply (RH Ca rs) r/ C 
Clip - Ram Feed and Valve Supply Hose 

(RH Cars) 
Assy - Rear Handbrake Cable (RH Cars) r/c 
Bracket - Handbrake Pulley (RH Cars) 
Clip - Steering Hoses - Mounting Arm 

(LH Cars) r/ C 

The following existing parts will be required: -

UR. 5011 

UR. 8258 

Assy - Hose - Valve to Ram (LH Cars) 
Sealing Ring - B§!-njo - Spacer 
Clip - Hose to Steering Box (LH Cars) 
Clip - Hose - RH Damper {RH Cars) 

It C, L L ~ • P. C v C. (: L ! I"'! • 'l E t: , f 'l' ,~ ~ L A •. i 
- -· -- -- - ----- ---.. ·--- .. ---·---· - - -- ----···-·-----···-----

16.9.64 

New 

UR. 8700 

UR. 8702 

UR. 8699 

UR.8703 
UG.4634 
UG. 4635 

UR.8701 

UR. 4825 
UE.2.514 
UR. 8665 
UR. 3430 

Q/KH. !_ .. ( : ~ .... 
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Addendum 3 N 9. 

STEE~lNG HOSES 

BENTLEY S3 SiLVER CLOUD Ill PHANTOM 5. 

The following are chassis numbers the.1 t incorporate the re -routed 

steering hoses. 

·F· Senes 
Bentley S3 Standii rd Steel Ca rs 

B. 348 FG and onwards 

"B S~r~~s 
Bentley S3 Long Wheel Base Ca. rs 

BBL. l O a.nd onwards 

'H' Ser:1::s 
Sih·er Cloud ~;; St,,r.d;i rd Steel Ci-i rs 

SHS l 03. and cr.w·i :rds 

' E Series 
Silver Cloud 1:1 Long Wh~el Biise Cars 

CEL. l 7 and onwards 

·c Ser:es 
Bentiey S3 Ccnt:.n~nt i1 

BC 182 XC and onwards 

' D Ser:.es 
Phuntcm 5 

5 VD.41 onwards less 45 

kOLLS.-~OYCE LIMITED, P'rl·.·s i.Al-v, 

l O. 11. 64 

Q/KH. 1· 
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SECTION P 

CHASSIS FRAME 



SECTION Q 

EXHAUST SYSTEM 
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3.Q . 

EXHAUST SYSTEM 

BENTLEY 53. SILVER CLOUD III. BENTLEY 53 CONTINENTAL 

In order to prevent the exhaust tail pipe being dislodged from its mounting 
bracket a stronger type of earthing strip is being fitted which al so se-rve s the 
purpose of a stay. 

It is attached at the rear of the mounting bracket instead of the front. 

The new earthing strip can be used for all replacements. 

Part numbers are as follows :-

Displaced 

UD. 8614 
KC.171/Z 
K. 4404/Z 
K.4006/Z 

0/KH 

Earthing Strip - Exhaust 
Setscrew - Earth Strip - Exhaust 
Plain - Washer - Earth Strip 
Nut - Earth Strip 

19.8.1963 

' ~ ,.. 

New 

UR. 8263 
UA. lOZ/Z 
UA. ll5VZ 
UA.301/Z 

( r. r ..... ' , .. , 
,.;.._·-It U · 
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Sil VU, C LOU Dil'.l . P.P..:1 d Y :; J 
P~A•.-:0 1

"" s 

EXHAUST MANIFOLD HEAT-SHIELD 

BENTLEY S3. SILVER CLOUD III. PHANTOM V 

3.Q. 2. 

Issue. 2. 

A heat-shield is now being fitted to the RH exhaust manifold to 
protect the brake fluid hoses and reservoirs and refrigeration suction hose 
from direct manifold heat. 

The heat-shield is mounted at its ends by two elongated exhaust 
manifold nuts. 

Part m,1mbers are as fo;lows: -

Heat- shield, RH manifold 
Nut manifold front 
Nut manifold rear 
Plain washer. Heat-shield 
S etsc r~w, Hea. t- shield 

New 

UE. 30316 
UE.30317 
UE. 31290 
UA.2053/Z 
UA.153/Z 

This is a production modification to S3/III series cars but the above 
parts can be fitted to S2/II Series. 

Re-is sued - to incorporate production change. 

,-OLLS•fltOYCE Llt-'IITED, PYM'S LANE. CREWE. ENCLAP,,O 

Q/KH 
1 3 . l . 6 4. 
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SILV ER C,LOUD ID BENTLEY S3 . 
PHA.NT O M 5 

Addendum 3 . Q 2 

EXHAUST MANIFOLD HEAT-SHIELD 

BENTLEY S3 . SILVER CLOUD 111 PHANTOM V 

The following are chassis numbers at which the above modification 
commenced. 

0/KH. 

'.~)=?er ie~. 
Bentley S3 Standard S !~el C~ r ~ 

B 210 EC and onwards 

'A' Series 
Bentley S3 (Long Wheelbc:tse) 

BAL 18 and onwards 

'C' Series 
Bentley S3 Continental 

BC 112. XC 116andonwards 

'F' Series 
Silver Cloud lll Standdrd Steel Cars 

SFU 157 and onwards 

'C' Series 
Silver Cloud Ill (Long Wheelbase) 

CCL 95. 99. 101 

CDL 5, 15 and onwards 

5 VC 5 and onwards. 

'D' Series 

·c· Series 
Phantom V 

llllOLLS•ROYCE LIMITED, PYM'S LANE, CREWE, ENCLAt-.t; 

23.3.64. 
Pr,n;(.,J E: < ,i,:.:~ H::: SECTIO!< 
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EXHAUST SYSTEM 

PHANTOM 5 

3.Q.3. 

An exhd ust system, simildr to the one already in use on S. 3. ca rs. 
is now being fitted to Phdntom 5. 

Componer I parts other than connecting pipes, are o.ll in stainless 
steel. 

Robinson typ~ suspt:nsion points are used in place of the present 
canvas reinforced rubber strips. 

It hciS been necessary to make several changes to the chassis frame 
to accomodate the new type mounting brackets. 

None of the parts are interchangeable individually. It would. of course, 
be possible to .fit the complete new exhaust system prodded the fairly extensive 
frame modifications were made. 

· A special service only frame has been produced which can be used on 
cars with either type of exhaust system. 

Pi~ce Numbers are as follows: -

Displ ... ced 

UR. 8252 
UE. 8864 
UE. 8863 

UE.762S 
UE. 3499 
UE.3416 

Frame Assembly 
Front silencer assembly 
Rear silencer assembly 
Dist.:1.nce piece 
Damping box and redr pipe assembly 
Downtake pipe assembly RH 
Downtake pipe assembly LH 

New 

RH. 7563 
UR. 8158 
UR.8163 
UR.8557 
UR. 8404 
UR. 5903 
UR. 5638 

Remainder of parts are the same as for S. 3. as shown in Spd res 
Schedule Group N.3. etc. 

The following a.re the chassis numbers of cars which incorporate the 
stainless steel exhaust system:-

C' Series 

Chassis 5.BC. J 7 onwards ---------=======----......:....::-=-..:::....::....::__.:.::.:.:...:...::...::..:::__ ___ _____________ ·--· 
r ~ C L £ l ! 

l l • 2. 64. 
Q/KH. S~CT!(V 
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SECTION R 

WHE·ELS AND TYRES 



I 

WHEEL DISC 

Issue 2. 
3.R.l. 

BENTLEYS. 3. SILVER CLOUD III. PHANTOM 5 

Stainless steel wheel discs are now being fitted. 

Apart from the obvious difference in appearance the discs are 
interchangeable. 

Although a production modification for S3, III series cars, the new 
wheel discs can be used for replacement sets on S2/II or Sl series cars. 

Parts numbers are as follows: -

Displaced 

UG. 1564 
UG.1565 

Assy - Wheel Disc & Claw Ring (Rolls-Royce) 
Assy - Wheel Disc &: Claw Ring (Bentley) 

New 

UG.4363 
UG.4364 

The following are chassis numbers at which the above modification 
commenced 

1C 1 Series 
Bentley S3 

Chassis B304CN, 366, 368, 374. 384, 388, 392, 398. 404, onwards 

'A' Series 
Bentley S3. LWB 

Chassis BAL 8, onwards 

'A' Series 
Bentley S 3 Continental 

Chassis BC 144 XA onwards' 

1C 1 Series 
Silver Cloud III 

Chassis SCX 677, 685. 687, 691, 695, 699, 705 onwards 
less sex 707, 721, 723, 727, 751. 

~OLLS•f'OYCf. LIMITED, P'rt-l'S LAN£ CREWE. l:NG ANC 

l. 3. 65 
Q/KH. i'. t ! . ... : I' • • • i~ Sf CT l 0''< 
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1B 1 Series 
Silver Cloud III L. W. B. 

Chassis CBL 41 and onwards 
less CBL 51 

1A 1 Series 
Phantom 5 

Chassis 5. VA.89 onwards 

( 1) Re-issued to add Chassis No 1 s. 

Issue 2 . 
3.R.l. 

_____________________ .,_ ·--·------·-----~-- --- ... ____ ., ___ .. . 
a O L L S • JI O Y C E l I M I T £ r . I' Y t-\ · !. L A h ; . ( ~ ,. ·~· , i: ~ 

- ----- ---·-· -· 
1. 3 . 65 

Q/KH . et : · 
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SILVE R CLOuom . BENTLEY 53. 
PHANTOM 5 

WHEELS 

BENTLEY·S3.SILVER CLOUD III 

3.R. 2. 

Improved handling at high speeds has been achieved by fitting re.ar wheel 
with wider rims on ca rs in France. Bdgium, Switzerland, Germany, Austria, 
Italy and Holland and the Home Market. 

Displaced New 

UG. 3634 Wh~el 6 L x 15 ) Bentley 53 UC. 4438 
) Silver Cloud III 
} Stand;t rd & L. W. B. 

UG. 3634 is still used on the front wheels of these cars. 

This modffication is now being fitted to the following chassis numbers:-

1E I Series 
Bentley S. 3. (Stand;1 rd Steel Ca rs) 

Chassis Numbers 

B.484 EC & onwards 

'B' Series 
BentleyS.3. (L.W.B.) 

Chassis Numbers 

BBL.4 &: onwards 

'F' Series 
Silver Cloud SIii. (Sta.nda rd Steel Cars) 

Ghassis Numbers 

S.F.U. 675 & onwards 

'D' Series 
Silver Cloud SIil (L. W. B.) 

Chassis Numbers 

CDL. 45 (less 53) & onwards. 

ll'OLLS•"OYC:E LIMITED, PYM'S LI.NE. CREWE, l:NCL~NC 

7.5.64 
Q/KH. f>:-1:.:4.,~ fr: ( ,r...:~1~ Bi ; . 



3.R.3. 

WHEEL DISCS 

BENTLEY S3 SILVER CLOUD III 

Accumulated tolerance, on the earlier cars fitted with wider 
rear wheels, (Information Sheet 3. R. 2). can result in an excessive 
gap between the wheel rim and the picture disc edge. 

Should this trouble occur when replacement discs are being 
fitted a special one is available to overcome the trouble. 

Piece numbers are: -

UG.4643 
UG. 4642. 

Bentley 
Silver Cloud 

In order to avoid any possible confusion, rear wheel discs, 
on cars liable to this complaint, are marked 1REAR 1 • 

---------·· ··-··-------- ··· ··-··· ·····--·- ·--·-·- ·-- - -··· ·-· ------ ---------
" C l ~ S • re C 't ( :: I_ I ,-. ! 1· E .:· , P Y M. ' S L A N E , C R £ ll'l e • E. t-. ;:: ! - . / ---·- ------------·--.. ----- --·---

,. 7.10.64 
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SECTION S 

BODY 



3.S. l. 
Issue 2 

REAR VIEW MIRROR 

BENTLEY S. 3. SIL VER CLOUD III 

In order to meet the requirement of a small number of customers 
a dipping, anti-dazzle rear view capping r~il mirror is now available. 

Piece number of the alternative mirror is UB. 5109 in place of UB. 3639. 

New wing and door vent mirrors of improved appearance and design 
are also being fitted. These are obtainable in either flat or convex glass, 
whereas the original mirrors were only available in convex glass. 

Part numbers are as follows: -

Displaced 

UD. 4597 

UD.4598 

UD.4597 
UD.4598 

Rear View Mirror - Window Vent - LH (Convex Glass) 
Rear View Mirror - Window Vent - LH (Flat Glass) 
Rear View Mirror - Window Vent - RH (Convex Glass) 
Rear View Mirror - Window \"ent - RH (Flat G~ass) 
Rear View Mirror - Front Wing - RH (Convex Glass) 
Rear View Mirror - Front Wing - LH (Convex Glass) 
Rear View Mirror - Front Wings - RH &t LH 

(Flat Glass) 

The following existing part will also be required: -

Reach Nut - Mirror - Window Vent 

New 

UB. 5227 
UB. 5223 
UB. 5226 
UB. 5222. 
UB. 52.2.4 
UB. 52.24 

UB. 5225 

UB. 3034 

The displaced parts were used for both vents and wings only the 
hands were reversed. · 

In the case of the new mirror, special ones are required for the wings 
and vents. The wing mirror is reversible the same one being used on both sides. 

This is a production modification for S3 IIII series cars, but the new 
mirrors can be fitted to S2. /II series cars at customers request. 

{i) The new mirrors instructed on Spares Information Sheet 3 .S. 1. were 
never fitted. The original issue is therefore cancelled. 

---- ------- ---
Cf. E. V<, l. £"· ·- 1 ---------- ~---------- - -- -·- ··-- ·---

P.CL~'.i-JtCTCf LIP-.- :lL. PYt•. $ 1..AN( 

RSIKHIKB 15.5.63. 
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CAPPING BAIL 

BENTLEY S. 3. SIL VER CLOUD III 

3.S.2. 

The styling of the capping rail ashtrays has been improved and new piece 
numbers have been issued. Parts are interchangeable. 

Old Piece Number 

UB. 3844 

Title 

Ashtray 

---- --------- ·-- -- - ---···--·-·· .. 
ft O L L S • ~ C Y C E ·i. I M r , £ r. . P ·r ~- · !. t. J. ,~ ~ 

- --·-------·- ---
RSIKH 12.11.62. 

New Piece No 

UB.5143 
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3. s . . 

BOOT LID INSIGNIA 

BENTLEY 53 SILVER CLOUD III BENTLEY S3 CONTINENTAL 

Boot Lid insignia are now being fitted to all present production cars 
with the exception of Phantom V. 

Piece numbers are as follows: -

Boot Lid Insignia - Bentley 

Boot Lid Insignia - Rolls-Royce 

Washer - Boot Lid Insignia 

Speed Nut - Boot Lid Insignia 

UB.5174 

UB.5175 

UB.5152 

UB. 5162 

The following existing part is also required:-

Grommet UD. 2136 

"------------------------- - - --- ---- - - ---·-- -- -- - · 
lit. 0 L L S • R O Y C E L I M I T E O , P Y M ' S L A ,-. E , C ~ E W E , E t,; C L. J.. ;..: [. 

RSIKH 26.11.62. 
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FRONT WING 

BENTLEY S. 3. SIL VER CLOUD III 

3.S.4. 

An additional rubber compression pad is now being fitted under the 
front wing about twelve inches to the rear on the headlamp centre line. 

The pad is compressed by a screw working in an additional stay 
welded to the headlamp pocket and the existing wing stay. 

Parts are : 

Compression block 

Locknut 

Screw 

UB.1597 

UA.351/Z 

UA. 4405/Z 

9' 0 L L S • A O Y C ( L I M I T E D , P Y M ' S L A N t , C It l' W l , E to. C t .t ~-

RS/KH 26.11.62. 
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SIL VF R C LOU D ID B t NT L E Y 5] 
PHAP\T0~-1 S 

RADIO LOUDSPEAKER 

BENTLEY S3 SIL VER CLOUD III PHANTOM S 

An improved type of radio loudspeaker is now being fitted and it 
can be used as a replacement for all applications including SZ/ 11. 

When used for the front speaker on standard steel cars the new 
mounting board UW. 2779 must also be supplied. 

The new speaker is fitted with the Lucar type connections and it 
will therefore be necessary to solder Lucar type connections on the cable 
ends in place of the existing cable eyes. 

Displaced 

uw. 2143 
UD. 3670 

Mounting Board 
Speaker 
Lucar connection 

New 

uw .27?9 
UD.8345 
UD.5406 

3.S. 5 . 

ltOLLS•ROYCE LIMITEC>, ,.YM'S LANE, CflEWE, ENCLA.NO 

RS/KH 28.1.63. 
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ASHTRAY 

BENTLEYS. 3, SILVER CLOUD III 

The length of the screws, which retain the ashtrays to the capping 
rail, have been increased. 

It is intended that the screws will eventually be of the Fhilip type 
head but until they are available i::ountersunk head screws will be used. 

Intermediate 

Displaced 

UA. 8123/Z - Screw - Ashtray . Capping Rail 

• Final 

CS. 31122/Z - Screw - Ashtray - Capping Rail 

9'0LLS•ROYCl LIMITED, PYM'S LANE. 

RS/KH 22.2.1963 
/': •. , . • . I• . 

New 

CS. 3112.2/Z 

UB. 5ll>4 

CREW£. 

SfCTIC.• . 

.. . 
\,," . 
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HEADLAMP FAIRING 

B EN 'i LE YS . 3 . SIL VER C LOUD III 

Until recently the headlamp fairing seal took the form of a 3/ 16 11 

round section rubber strip ,\·hich was stuc~ into a channel formed in the 
rim of the fairing. 

The channel has been dispensed with and a 'd' section seal is now 
stuck directly to the fairing rim. 

The new seal can be used for all replacements. I! it is required for 
a channel type fairing assembly then it 1s a simple matter to cut off the 
surplus material. 

Piece numbers are as follows:-

Displaced 

UB. 3993 Seal fairing to ·pocket UB. 5178 

There is no change in the piece number of the fairing assembly 
UB.3948. 

Jl O L L S • I\ 0 Y C E L I M I l E D . P Y H · S L A N E , ('. ,{ E \<'. f. ! ' 

RS/KH 22.2.1963 
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FRONT SEATS 

BENTLEY S3 SILVER CLOUD III MULLINER COUPE 

12.3" WHEELBASE 

3.S.8. 

In order to reduce the effort required when folding the front 
seats of Mulliner Coupe 1Z311 Wheelbase cars, new hinges having an angular 
pivot arm are now being fitted. 

The hinges are interchangeable in pairs and part numbers are 
as follows:-

Displaced 

UW .Z663 
uw .2662. 
UB. 3633 
UB. 3946 
UB. 3632 
UB. 3947 

Assy - Seat Back - LH 
Assy - Seat Back - RH 
Hinge - Outer - Seat Back - LH 
Hinge - Inner - Seat Back - LH 
Hinge - Outer - Seat Back - RH 
Hinge - Inner - Seat Back - RH 

New 

UW.2807 
UW.2.806 
UB. 52.15 * 
UB. 52.18 * 
UB. 52.14 * 
UB.52.19* 

Parts prefixed thus * are part of UW. 2.807 or UW. 2.806 as sys. 

~ - ---·---- .. - -. - -·· 
R O L l S • ~ C Y C E . L I t--· ; 1 f. : f' ', ;- t .t r ; :;: -----------·----- -- --------- -- - - . . . ...... - ·--· -
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FRONT SEAT 

BENTLEYS. 3. SILVER CLOUD III 

3 S.9. 

The split pins and washers formerly used on the front seat 
quadrant swivel pins. are no longer fitted and the split pin hole in the 
pins has therefore been deleted. 

The parts concerned are shown in the S2/II and S3/III Spares 
Schedule. Page N3 l / 32 and P3 l, respectively. Items 11. l 7 and 18. 

The new pin can be used for all replacements when stoc-ks have 
been used up. 

Part numbers are as follows:-

Displaced 

UB. 2009 
K.4602/Z 
UA.1251/Z 

New 

Pin - Swiv-el - Front Seat Quadrant UB. 5220 
Pin - Split - Swivel Pin 
Washer - Plain - Swivel Pin 

"OLLS•llOYCE Llt-fiTEC, PYH'S LAN£, CREWE. Et-.:CLANP 

29.4.1963. 
RS/KH/KB. p, I • • B! : SECT1oi. 



FRONT WINGS 

BENTLEY S3, SILVER CLOUD III 

3 .. 5.10. 

The joints between the headlamp pocket and the wing and the 
headlamp pocket backplate are treated against corrosion before assembly. 

A• an additional precaution, when replacement wings are supplied, 
it ia recommended that Bostik Sealing Compound No.12.22 be applied on 
both aides of the wing to the pocket joint and on the front side of the 
backplate joint. The complete wing should then be undersealed in the 
normal way. 

~OLLS-flOYCE LIMITED, f'YM·s LAt-.f. CRfW£. f:Nvtt..'-./ 1 

RS/KH ,. ,14~ ~~ 63,~ Sl:CliC', 



3. s. 11 

lesue 2 

WINDSCREEN WIPER STOPS· 

BENTLEY $3, SILVER CLOUD III, STANDARD & L W .B. 

Stops to provide positive parking for windscreen wiper blades in all 
conditions of wipe are now being fitted. 

In order to provide the correct conditions it has been necessary to 
change the angle of wipe slightly and al so modify the wiper arms. 

Local modifications have been made to provide a sealing for the stops. 

Neither the wiper motors or the blades are interchangeable. 

Part number are as follows : -

Displaced 

UB.fsl25 
UD. 4690 ) 
UD.1490 .} 

Assy, Stop and Cap. Windscreen Wiper 
Rubber Cap, Stop 
Stop 
Insert, Stop 
Rubber Washer, Stop 
Washer, Stop 
Nut, Stop 
Windscreen Wiper Motor 

Wiper Arm 

Parts .narked ~, are part of UB. 5144. 

New 

UB. 5144 
UB 5142 * 
UB. 5132 * 
UB. 5133 * 
UB.5134 
RE. 4790 
UA. 301/Z 
UD. 8624 

UD. 8622 

The following are the chassis numbers of cars that incorporate the 
windscreen wiper stops : -

Chassis 

BENTLEY S3 (Standard Steel Cars) 
'C' Se r i es 

B. 496. L. CN onwards. 

{l) Sheet l re-issued to amend part nu11Jber UA. 1251/Z to RE. 4790 

JtOLLS·ROYC'.£ LIMITEC. PYM'S LAt-.E. CRfV-l, fp,.,; 

16.5.1963 
RS/KH : . SF.CTIC', 



S::\/£R C LOUD ill B[ NT:..EY S3 
PHAt-n o r~ s 

- 2 -

Silver Cloud III (Standard Steel Cars) 

:nr Series 

Chassis 

L.SDW. 43 onwards 

Bentley S3 {Long Wheelbase) 

'A' Series 

Chassis 

BAL. 8 onwards 

Silver Cloud III (Long Wheelbase) 

1 C Series 

Chassis 

CCL. 3. 7 onwards 

llOt.LS•ROYCE llMl'T[C, PYM'S LANE, CREWE, £1'.iGLANC· 

RSIKH 16.5.63. ,. SECTION 



SILVE R C LOUDffi BENTLEY S3 
PHANTOMS 

FRONT DOORS 

BENTLEY S3, SILVER CLOUD III 

In order to facilitate the location of the vent frame to the car body. 
the vent frame front support channels have been modified by bending the 
channels inwards in the region of the lower mounting hole. 

This has the effect of handing the channels and a new part number 
has therefore been raised for the right hand vent frame channel. The 
original channel which was common to right and left hand vent frames is 
now applicable to the left hand vent frame only, and retains it's original 
piece number UB. 1168. This is located in the S3 Spare Parts Schedule. 
Page P.4. Item 9. 

The part number of the right hand support channel is UB. 5246. 

This is a production modification for S3/III Series cars but the new 
and the modified channels can be used for replacements on S 1 Series cars 
and onwards. 

----------------------- ------ -----------~···---··--- · 
R O l L S • !It O Y C E L I M I 1' E O • P 'f M ' S L A I-..: f. • C R £ ...-., i . l "' G t .t. i-. 
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BUMPER FAIRING PANEL 

BENTLEY 53 

3. s. 13. 

In order to facilitate the location of the front bumper fairing 
inner panel, the 4 elongated slots which mount the panel to the radiator. 
have been replaced with 4, . 500 diameter holes. 

The introduction of the modified panel nee es sitate s new mounting 
washers of increased outside diameter, but until supplies of these are 
available a existing heavy washer is being used in conjunction with a 
standard . 2.50 washer. 

The fairing inner panel retains its original piece number of 
373/ 473. 

Part numbers of the washers are as follows:-

Intermediate 

Displaced New 

UA. 12.51/Z Washer - . 2.50 - Panel - Inner - Bumper 
Fairing 
Washer - Heavy - Panel - Inner - Front 
Bumper Fairing 
Washer - . 250 - Panel - Inner - Front 
Bumper Fairing 

Final 

UA. 6102/Z Washer - Heavy - Panel - Inner - Front 
Bumper Fairing 

KB. 3905/E Washer - . 2.50 - Po.nel - Inner - Front 
Bumper Fairing 
Washer - Panel - Inner - Front Bumper 
Fairing 

---------- - ·-------- ---·--·--- . 
It O l L S • fl O Y C E L I 1--< ; 1 E C:· . P "t ~-• · S L /., ,. t , ; ;, 

UA .. 6102/Z 

KB. 3905/Z 

UB. 5238 

----· --· ---- .. - - -

f '· ' . 

RS/KH/KB 7. 6. l 963 
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3.S.14. 

BU.MPER OVERRIDERS 

BENTLEY S3. SIL VER CLOUD III, PHANTOM V 

In order to assist in the ordering of bumper overriders for 53/III 
series cars, other than those destined for North America, the relative 
position of the overriders is as viewed from the drivingposition, and not 
as shown in the S3 Parts List, which will be amended in the near future. 

Part Numbers are as follows: -

Assy - Overrideri RH Front,LH Rear 
Assy - Overrider, LH Front,RH Rear 

UR. 5392 
UR. 5393 

------------------------------------------·-··---·-
9'0LLS•ROYCE LIMIT EC, PYM'S LAN£ , c R E Y· E • E I'-. e, L ,. r. c 

RSIKH/KB 20.6.63. 
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TOOL TRAY MOULDING 

BENTLEY S3 SIL VER CLOUD III, PHANTOM 5. 

" .-4· 

3.S.15. 

With tht· introduction of the Lucas Distributor. on S 3 IIII series cars, the 
contact point adjusting spanner which was used with the Delco Remy Distributor 
or:,. S2III Series cars. is no longer required and has therefore, been deleted from 
the tool kit. 

In consequence the tool tray moulding has been modified by eliminating 
the spanner cavity. 

Due to ma.nufactu1·ing difficulties it is regretted that both types of mouldir. gs 
cannot be perpetuated, and when stocks of the original mouldings have been used up, 
the modified type only will be supplied for all replacements. 

The tool tray moulding retains its original part number. UR. 5482. 

R C l l S • R O Y C £ ·L I I'-\ I T E (; , P "!' ,-, ~ L /. 1o: • . ! 1-: f • f ,_ ------ ---- - --- ------ - _ . ... ,,, ,. ___ - --·- - ·- · - · ·- ··-
RS/KH/KB 14.8.63. , .. 



3.S.16. 

BOOT LID INSIGNIA 

BENTLEY S3 SILVER CLOUD III BENTLEY S3 CONTINENTAL 

Further to the introduction of Spares Information Sheet 3.S. 3. the 
Boot Lid Insignia will be fitted on cars destined for the U .S .A. at customers 
request only. 

Iii: C i l • · f.: C.: '. ': f. l I ~-· · ·r f : !" ~- ,. ~ t ,:. • 

0/.KH/KB 30.8.1863. . . 
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CAPPING RAIL SCREW 

BENTLEYS3filLVERCLOUDill 

. . . -

The Phillips recessed head screw which retains the front edge strips 

3. S.17 

to the capping rail, has been replaced with a counter sunk head screw. The screw 
is located in the S3 Parts List, Page P26, Item 127. 

Screws are interchangeable, and part numbers are as follows:-

Displaced New 

UB. 5128 Screw - Strip - Front Edge Capping Rail CS.31101/Z 

"CLLS·P.C~Ct Lil'-'!!"fCC P'Yfo-' S lAht, CREWf. E"'C:LAP-. 

Q/KH 4.10.1963. 
SECTtO;.: 



SILVU< CLOUDID BHHLE'' S3 
PHM.JT0 1"i 5 

DOOR SEALS 

BENTLEYS. 3. SILVER CLOUD Ill 

3. s. 18 

Issue 2 

Door sealing strips in a modified section are now being fitted. 

Two mouldings. only, in the modified section replace the several 
formerly used in each door aperture. 

One of these strips fits completely round each aperture with the exception 
of the corner between the 'A' post and sill on the front door, and the 'C 1 post and 
sill on the rear door. The other strip fits into these corners. 

New adhesive and primer i-:i, 1/2 pint tins is available. The use of these 
is con side red to be essential. 

Parts numbers are as follows:-

UB. 5085 
UB. 5086 
UB. 5087 
UB. 5088 
UB. 5089 
UB. 5090 
UB. 5091 
UB. 5092 
UB . 5093 
UB. 5094 
UB. 5264 
Gl. 227 
Gl. 228 
UB.3723 

Seal Front Door LH 
Seal Front Door RH 
Seal Rear Door LH ) Std 
Seal Rear Door RH ) Cars 
Seal .'C' Post to Sill LH 
Seal 'C' Po st to Sill RH 

·seal • A 1 Post to Sill LH 
Seal ·A' Post to Sill RH 
Seal Rear Door LH ) LWB 
Seal Rear Door RH } Cars 
Pac king Seals 
Primer Ref No. 758 MG. (Dunlop) 
Adhesive Ref. No. 5691 (Dunlop) 
Filler Fiece 

The following seals will no longer be used - UB. 3710 - 22. 

The modified door seals were introduced on the following chassis 
numbers:-

lltOLLS•ROYCE LIMITEC>, PY~'S LA-"t:. <.1<.~v, 

Q/KH 
l 3. l 2 . 1963 

,,, ;~·1·:.~ 11; ( J,. · H · 
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SDW. 327 
CCL. 25 

- z -

B.648.CN 
BAL. 10 

) and onwards 
) 

3.S.18 

Issue Z 

1. Re-issued to amend Part Number of Primer and Adhesive and amend 
l gallon and l qt tin 8 to l / 2. pint 8 for both adhe ei ve and primer. 

------------- - ---- --- :--=-:~---::-:--- . -·- ···--· 
" 0 L L S • ~ 0 Y C I: 

0

L I M I T E O , 1' Y M ' S L A ,-. E , C Ii' E \I\- I E t, . ~ 1 : 
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SILVER (:_ouD ITI Bf~ . .--:-LEY S.l 
Pf-:A~~TO!~ 5 

REAR BACKLIGHT GLASS 

BENTLEY S3. SILVER CLOUD III 

3.S.19. 

An improved type of heated rear window glass is now being fitted. 

The wiring leads are in a different position. Instead of both of these 
emerging centrally, there is one at each end of the glass. The ends are fitted 
with nipple connectors in place of terminal tags or Lucar connector. 

When stocks of the original backlight glasses have been used up, 
the new type only will be supplied for spares replacements. 

To fit the new glass as a replacement in S l /2. and early $3/III series 
cars it will be necessary to dri.11 two .1875 (4. 7625 M/M) diameter holes in the 
window frame for the repositioned leads. When drilling these holes care should 
be taken with the angle of entry of the drill to avoid fouling the body portion 
immediately at the rear of the window. The. location of these holes can be obtained 
by offering the new glass up to the window frame and then by marking the position 
of the leads on the .frame. 

The original slots for the leads should be blanked o!f with sealing 
tape before fitting the glass. 

Two additional cables and alternative cable ends are also supplied. 

On cars fitted with a parcel shelf switch the black cable which is 
complete with nipple and cable eye should be connected to the window glass 
earth terminal (right hand side of glass when sitting in the rear seat). The other 
end should then be connected to the existing earth point. 

, 

The spade type terminal should be fixed to the bare end of the purple 
and black cable supplied; this terminal should be connected to the switch feed 
terminal. The other should be connected to the feed wire on the glass. 

On later cars with a facia switch the black earth cable is connected 
as previously. 

Continued •.•• 

ROLLS•ROYCl LIMITEO, ,YM'S LANE, CREWE, ENGL.ANO 

Q/KH I'· • /17.t0.63, 
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3.S .19. 

- 2 -

The Lucar terminal supplied, is fixed to the bare end of the purple 
and black cable ; this end is connected to the purple and black cable in the loom, 

All new wires should be taped to the existing loom. Special clips 
have been supplied so that the snap connector can be supported on the reinforce
ment strip flange. 

Part numbers are as follows: -

Displaced 

UB. 3526 Rear Backlight Glass 
UB. 3669 Rear Backlight Glass (Sundym) 
UD. 8744 Assy - Loom - Boot (Long Wheelbase Cars) 
UD. 8245 Assy - Loom - Boot (Standard Cars) 
UW. l 056 Stop - Boot Lid - Torsion Bar 
CS.31344/Z Screw - Stop 

Clip - Cable - Boot Loom 

New 

UB, 5259 
UB. 5260 
UD, 8768 
UD,8767 

UD, 8 766 

Wh~n installing the new rear window glass in earlier cars, the 
following assemblies . which include the glass will be required: -

RH.2316 
RH. 2317 

Rear Window Glass Kit 
Rear Window Glass Kit (Sundym) 

11.0lLS·PtOYCE LIMITED. PYM ' S LANE. CPEV-' f 

Q/KH 17.- 10, 63. SECT!O t; 
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Addendum 3. S. 19. 

REAR BACKLIGHT GLASS 

BENTLEY 53 SIL VER CLOUD III 

The following are the chassis numbers of cars which incorporate 
the improved type of heated rear window glass. 

'D' Series 
Bentley S3 Standard Steel Cars 

B.12.6.DF and onwards. 

1A' Series 
Bentley S3 Long Wheelbase Cars 

BAL 16 and onwards 

'E' Series 
Silver Cloud III Standard Steel Gars 

SEV 229 and onwards. 

'C' Series 
Silver Cloud III Long Wheelbase Cars 

CCL 55 and onwards 

- ---··--. -· -· ·-.' 
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Si~VU•, CLO "JD ID B:~-.;..,.L~,- S3 
PHl>!'-l1 0 t.,,5 

SAFETY BELTS 

BENT LEY 53 SILVER CLOUD III 

3. s. 2.0 

Safety belts with single bolt anchorages for both front and rear seats 
are now being fitted at Customers request. 

Either the lap or lap/diagonal ·type of belt can :he supplied; the front 
lap/diagonal belts include an adjuster buckle. 

The introduction of lap/diagonal belts on the rear seats necessitates a 
modification to the parcel tray to enable two anchorage points to be fitted; new 
type floor reinforcement channels of stronger section are fitted and the rear 
floor heat shield on refrigerated cars has been modified slightly. The ,anchorage 
positioning on the B.C post has also been lowered three inches. In order to 
provide a neat safety belt stowage. clips are fitted to the BC post and above 
the rear outer arm rests. 

Part numbers are as follows ; -

Displaced 

UB. 3853 
UB. 3854 
UB. 3850 
UB. Z694 

UB. 3664 
UB. 2656 

UB. 2712 

Assy Anchor plate. Parcel Shelf 
Assy Reinforcement Channel Rear Seat LH ) 
Assy Reinforcement Channel Rear Seat RH ) 
Assy Reinforcement Channel Rear Seat Inner ) 
Assy Heat Shield, Rear Floor (Refrig. Cars only) 
Clip - Stowage - Safety Belts 
Block Clip Stowage ·' 
Leather. Block Stowage 
Screw, Block to BC Post - Trim Panel 
Screw, Block to D Post 
Front Safety Belt, Lap/Diagonal 
Front Safety Belt, Lap 

(Rear Safety Belt. Lap/Diagonal 

) Alternatives 
) 

) Alternatives 

New 

UB. 3847 

UB. 4125 

UB. 4171 
UB. 52°30 
UB.5231 
uw. 2808 
UA. 8023/Z 
~A. 8022/Z 
UB.5111 
UB.5112 

UB.5113 
(Rear Safety Belt, Lap 
AHy Anchor plate Inner ) 
Assy Anchor Plate Outer ) 

) UB. 5114 

Standard and LWB Cars UB. 384 5 
UB. 3847 

R O L L S • R O Y C E l I M I T E O , P Y M ' 5 L A N £ , C ~ E 't: l " •, ' : ;. " i 
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Displaced 

- z -

New 

One Inner and One Outer 
Req'd per seat {Front 
Seats only) 

3.S. 20 

Assy Anchor Plate Two per seat UB. 3847 
(Division Cdrs) 
(Front Seats only) 

Part Number of the various type of kits are as follows ;-
RH. 2301 Front Seat Safety Belt Kit (For one seat RH or LH on Non 

RH. 2302 

RH. 2303 

RH. 2304 

RH. 2305 

RH. 2306 

RH.2307 

RH. 2308 

Std and LWB cars (Lap Belt) (Refrigerated Cars RH Seat only 
(on Refrigerated Cars 

Rear Seat Safety Belt Kit 
Std and LWB cars (Lap Belt) 

Front Seat Safety Belt Kit 
·Std and LWB Cars (Lap/ 
Diagonal Belt) 

Rear Seat Safety Belt Kit 
Std and LWB Cars (Lctp/ 
Diagonal Belt) 

Front Seat Safety Belt Kit 
Division Cars (Lap Belt) 

Front Seat Safety Belt Kit 
Division Cars (Lap/ 
Diagonal Belt) 

Front Seat Safety Belt Kit 
Std and LWB cg.rs (Lap Belt} 

Front Seat Safety Belt Kit 
Std and ~ WB cars (Lap/ 
Diagonal Belt) 

(For one seat RH or LH on Non 
(Refrigerated and on Refrigerated 
(Cars 

(For one seat RH/LH on Non · 
(Refrigerated Cars 
(RH Seat only on Refrigerated Cars 

(For one seat RH/LH on Non
(Refrigerated and on Refrig~rated 
(Cars 

(For one seat RH or LH on Non -
(Refrigerated Cars 
(RH seat only on Refrigerated Cars 

{For one seat RH/LH on N9n. 
(Refrigerated Cars 
(RH seat only on Refrigerated Cars 

{For LH seat only on Refrigerated 
(Cars: 

(For LH seat only on Refrigerated 
{Cars 

~ O L l S • 111 0 Y C E L I M I T E D , P Y M ' S l A N f . C R £ W f . ( ~- .. • I, "" !:"· 
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RH.2318 

RH.l319 

• 3 -

Front Seat Sc1.fety Belt Kit 
Division Car·s (Lap Belt) 

Front Seat S•Jety Belt Kit 
Division cars ( Lap/Diagonal 
Belt) 

3.S.ZO 

(For LH seat only on Refrigerated 
(Cars 

(For LH seat only on Refrigerated 
(Cars 
( 

--------------------------------- --~----- . . --
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SILVER CLOUDID BEN1LEY S) . 
PH.A.NTOM .5 

3.S.21. 

REAR SEAT 

BENTLEY S3 SIL VER CLOUD III STANDARD WHEELBASE CARS 

Modifications to the rear seat and side arm rests have resulted in 
improved appearance and a slight increase in overall width. 

The modification has necessitated changes to the seat spring case and 
the latex rolls of both seat and side arm rests. 

Individual parts are not interchangeable but completely trimmed seats 
and arm rests are interchangeable in sets. 

Dis pl a ce(i 

UB 5053 
uw 2681 
uw 2703 
uw 2.702 
uw 2698 

Piece ?).umbers are as follows:-

Spring Case - Rear Seat Cushion 
Cushion - Topping- Front Roll 
Lower Portion - Armrest - L. H. 
Lower Portion - Arm1:est - R, H. 
Pad - Armrest 

New 

UB 5234 
uw 2809 
uw 2.813 
uw 2812. 

The following are the chassis numbers of cars that incorporate the 
wider rear seats:-

BENTLEY S3. 

Chassis 
B. 70.EC onwards. 

SIL VER CLOUD III 

Chassis 
SEY .445 onwa.rds. 

9'0LLS•flOYCE LIMITED, ,.YM'S LANE, CREWE, ENGLAIIIO 

13.12.1963 
Q/KH SECTION 
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3.S.2.2. 

REAR SEATS 

BENTLEY 53 SILVER CLOUD III STANDARD STEEL CARS 

In the interest of improved appearance the rear seat blanking board, 
squab panel and rubber trapping strips, S.3/III spares schedule P.33/4 Items 
37, 38, 39, 40, 41, 53havebeenreplacedbyP.V.C. backed felt. 

Displaced 

uw. 2.688 
uw .1439 
uw .1091 
uw .1092 
UW.1093 
uw .1094 
uw .1095 

Parts are interchangeable, and numbers are as follows:-

Blanking Board - Rear Seats 
Panel - Squab - Blanking Board 
Strip - Top - Squab Board 
Strip - Upper - RH & LH Squab Board 
Strip - Side .. RH & LH Squab Board 
Strip - Lower - RH & LH Squab Board 
Strip - Bottom - RH & LH Squab Board 
Felt - Blanking Board )Not used on cars destined 

)for tropical territories 

Felt_- Blanking Board )Used on cars destined 
)for tropical territories 

._ 0 L. L S • P. c, 'T , l L i M ! l f t . F- " !--'. · "- • J.. !, t 

Q/KH 13.12.1963. 

New 

uw .2943 

UW.2945 



,.. . 
----- - --- -----P;..._~ •. ~ ('• _·-· _5_ 

FRONT DOORS 

BENTLEY 53 SILVER CLOUD III 

3.S.23 

The material of the taper pin. K. 4875/N, which locates in the friction 
pivot on the front door ventilator window has been changed. 

The pin is located in the $3 Parts List, Group P4 Item 34. 

The new pin can be used for replacement on all S. Series cars. 

Piece Numbers are as follows : -

Displaced New 

K. 4875/Z · Taper Pin UB. 5307. 

--------- - ---- - ------ ---'------~-~---
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FRONT DOORS 

BENTLEY S3 SILVER CLOUD III 

3. s. 23 

The material of the taper pin, K. 4875/N. which locates in the friction 
pivot on the front door ventilator window has been changed. 

The pin is located in the S3 Parts List, Group P4 Item 34. 

The new pin can be used for replacement on all S. Series cars. 

Piece Numbers are as follows:-

Displaced New 

K. 4875/Z · Taper Pin UB. 5307. 

------------- -------- ----- -- -- -----
RO L l S •AO Y Cf llMITEC. PYP...·f. l/,1'.• 
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l30DY 

BENTLEY S. 3. SIL VER CLOUD III 

{STANDARD AND LONG WHEEL BASE CARS ONLY) 

A modified petrG>l filler door seal is now being fitted. They are 
completely interchangeable. 

3.S.24 

This is a production modification for S3/III Series cars, but the new 
seal can be used for replacements from S. 1 Series cars and onwards. 

Piece numbers are as follows: -

Displaced New 

UB.1288 Petrol filler door seal UB. 5344 

--------·- ---- ------- - -----
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SILVER CLOUDm. BENTLEY S3 . 
PHA N10t1 S 

3.S.25. 

FRONT and REAR DOORS 

BENTLEY S3. SILVER CLOUD III. STANDARD & LWB CARS 

There was a tendency for the cup washers, fitted und<::!r two of the screws 
securing the lock to the door to scratch the paint. 

In order to eliminate this, new washers are being fitted and they should 
be used for all replacements. 

The washers are shown as Item •3 on Page N. 5. and Item 47 on Page N. 7, 
of the S2./II Spares Schedule. 

Displaced New 

CS.34324/E Cup Washer - Door Lock UB. 5165 

•otLS•kOYCE LIMITED, .. YM'S lANf. c•ewE. ENCL ANO 

23.3.64. 
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SILVER CLOucm Bi~H u )' S} 
PHAN TOMS 

Addendum 3.S. 26 

FRONT SEATS 

BENTLEY S3 SILVER CLOUD III 

STANDARD STEEL SALOON AND LONG WHEELBASE 

The following ar:e chassis numbers of cars which incorporate the 
more comfortable cushions. 

Bentley S3 Standard Steel Cars 

B. 1 78. EC and onwards. 

Bentley $3 Long Wheel Base Cars 

BAL.18 and onwards. 

Silver Cloud Ill Standard Steel Cars 

_SFU. 99 and onwards. 

Silver Cloud III Long Wheel Base Cars 

CCL.91 and onwards. 

lllOLLS•lltOYC£ LIMITED, PYM'S LANE, CREWE, ENGLAND 

7.10.64 
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3.S.27. 

HEADLAMP FAIRINGS 

BENTLEY S. 3. SIL VER CLOUD III 

Headlamp fairings on which a Rolls Royce or Bentley motif has beE 
mounted are now being fitted. 

The motifs are detachable but as the fairing pressing has been 
modified to provide a platform for the motif they are interchangeable only in 
pairs. 

When stocks of the original fairings have been used up only those 
with the motif will be available. 

Displaced 

UB. 3948 

Piece Numbers are as follows:-

Fairing Assy. Headlamp 
Motif Bentley 
Motif Rolls Royce 

'- 0 t L S • ~ C· 'I C ' . . 

Q/KH. 
23 : 3.64 

New 

UB.5303 
UB. 5305 
UB. 5306 
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HEADLAMP FAIRINGS 

BENTLEY S3 SILVER CLOUD III 

3.S.27 
Addendum 

The following are the chassis numbers which incorporate the 
revised Headlamp Fairings 

Chassis 

Chass ill! 

Chassis 

Chassis 

'E 1 Series 
Bentley S3 Standard Steel Cars 

B.2.40.EC. 274,290,292,2.98,302,310,312,318 and onwards 

1A 1 Series 
Bentley S3 Long Wheelbase 

BAL 24, 2.8 onwards 

1F 1 Series 
Silver Cloud III Standard Steel Cars 

SFU 2.75, 341, 347, 353, 355, 357, 361, 367 and onwards 

1D 1 Series 
Silver Cloud Long Wheelbase 

CDL 7, 9, 11, 17 onwards 

--------·------·--- -·-. ·- -
' . f ' 
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REAR WINGS 

BENTLEY S3. SILVER CLOUD III 

S3/III. SPARES SCHEDULE. PAGE P23. ITEM 18. 

3.S.28. 
Issue 2. 

The part numbers quoted for these items are incorrect. 

The correct part numbers are as follows:-

473/ 123 Rear Wing LH. 
373/102 Rear Wing RH. 

RH.2176 should be deleted. 

Re-Issued to add note regarding RH.2176 (17.6.65.) 

aOLI..S·llltOYCf LIHITfO, PYM'S LANE, CREW[, IENC.:..ANC, 

24.6.65. 
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3.$ 29 

RADIO LOUDSPEAKER 

BENTLEY S3 SIL VER CLOUD III LONG WHEELBASE CARS 

Further to the introduction of Spares Information Sheet 3 . S. 5., 
the new speaker is also used on the centre division of Long Wheelbase cars. 
A modified grille is also necessary. 

The new loudspeaker will be supplied for all replacements and when 
used on this application a new grille will also be required. 

Displaced New 

UB. 3114 Grille - Loudspeaker - Centre Division UB. 5283 

~OLLS·"OYC£ LIMITED, PYM'S LANE, CREWE, £NCLANO 
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SILVER CLOLJDill. BENTLtY S3. 
PHANTOMS 

3.S.30. 

TOOL TRAY 

BENTLEY S2. 3. SILVER CLOUD II. III 

Tool Tray lids are now being produced in aluminium in place 
of the wood previously used. 

The new lid can be used for all replacements and piece numbers 
are as follows : -

Displaced 

(UB 5293 
(UB 3028 

Assy Lid Tool Tray 
Assy Lid Tool Tray 

New 

UB 5355 

ltOLLS•~OYC£ L•MITED, ,YH'S LAN(. CREWE, ENG:...ANO 
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BUMPERS 

BENTLEYS 3 and SILVER CLOUD III CONTINENTALS 

On page P. l O of the S. 3/lII Spares Schedule, in the 'Remarks' 
column against Item 1, UR. 5405, James Young & Hooper Continentals 
appear as applicable cars .. They should be deleted. 

James Young Continentals should be added in the 'Remarks1 

column against Item 30 UR. 5404. 

3,S.31 
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3.S. 32 

HANDPULL CANTRAIL 

BENTLEY S2 3 SILVER CLOUD III III 

STANDARD AND LWB CARS 

In order to improve the fitting of the handpull to cantrail two of the four 
distances pieces UB. 3775 have been replaced by slightly shorter ones. 

The parts concerned can be found in the S2. Parts List Group N40 and 
N40/ l item 7. S3-Parts List Group P 39 item 24. 

Part numbers are as follows. 

Displaced 

UB. 3775 ,Distance piece Handpull Cantrail 

New 

UB. 5364 
UB. 3775 

flOLLS•ROYCE LIMITED, PYM'S LANE. CREW(, ENGL.A"-'!:' 
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3.S.33. 

BODY MOUNTING WASHERS 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

There has been a change of piece number for the body mounting 
washers (S3 Parts List, Page Pl). 

This is a production modification for S3/III Series cars, but the new 
washers can be used for replacements on Sl Series. 

Stocks to be used up. 

Part numbers are as follows:-

Displaced 

UR.1924 
UR.1929 
UR. 929 

Washer - Body Mounting 
Washer - Body Mounting 
Washer - Rebound 

New 

UR. 8746 
UR. 8745 
UR. 8738 

fl O L 'L ~ • A O ~ C i. L I ~ I 1' E: ; • P Y I'"! ' S L A N t , C R £ W f. • f t,; (. ;. 1. r,, r: 
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3.S.34. 

FRONT DOOR FITTINGS 

BENTLEY S.3. SILVER CLOUD III 

Support channels. UB. 2.248 (Spares Schedule P. 37 Item 34) and 
brackets (Item 59 and 60) are being supplied with S/ 16" bolt holes in 
place of the present ! 11 • 

In cases where new channels and/ or brackets are supplied for 
spares it is permissible to drill out the holes in existing brackets or 
channels to suit. 

"OlLS•ROYCE LIMITED, PYM·s LAt-:~. CP.f'r·l. l~( .~•. • 

1. 3. 65 
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3.S.35. 

ELECTRICALLY OPERATED WINDOWS 

BENTLEY Sl/2/3 SILVER CLOUD 1/II/III 

A modified type of stop glass support bracket (S. 3 Spares Schedule P. 37 
Ref. 59/ 60} has been introduced on production; it differs from the original or:L 
in that the attachment hole diameters have been increased from .2812" to .3~2" 

The corresponding holes in the support channel have been increased in 
diameter by the same amounts. 

The modified 'bracket will be supplied for all replacements and the holes 
in the support channel will have to be cpened out to accept them. 

Piece numbers are as follows : 

Displaced 

UB. 2248 
UB. 2502 
UB.2503 

Support channel 
Support bracket RH 
Support bracket LH 

New 

UB. 5367 
UB. 5368 
UB. 5369 

---------·-··---------·----
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S1 LVE. ll. CLOUD ID BrN TLE 'r 5; 
PH .Af'J:OM 5 

ELECTRICALLY OPERA TED WINDOWS 

BENTLEYS. l/Z/3. SILVER CLOUD I/II/III 

Further to Information Sheet 3 .S. 35, there has been a further 
improvement to the stop bracket. 

. ' -.,, ,,.._..,..,,_.c ;, .. t:l · 

3 .s. 36 

It is now in a heavier gauge of material. The bolt holes have returned 
to the original dia. of .2.812 11 and the hole centres have been increased by 
.500 11

• 

The support channel as originally fitted will accommodate both 
the original and final type of bracket. Obviously where channels with • 3125" 
dia. bolt holes are in use then the brackets with • 3125" dia holes will 
st ill be required. 

Piece numbers are as follows 

Original Intermediate 

UB. 2502 UB. 5368 

UB. 2503 UB. 5369 

As sy - Stop Bracket -
Drop Glass RH 

Assy - Stop Bracket -
Drop· Glass LH 

UB.5374 

UB.5373 

Only the original channel UB. 22.48 will now be supplied. 

11101.LS•ftOYCE LIMITED, PYM'S LANE, CIIEWE, Ef',G, AN[ 
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ELECTRICALLY OPERATED WINDOWS 

BENTLEY Sl/Z/3. SILVER CLOUD I/II/III 

3.S. 36 
Addendum 

The following are chassis numbers that incorporate the modified 
Assy Stop Bracket Drop Glass. 

'G' Series 
Bentley S3. Standard Steel Saloon 

Chassis B. ll6. GJ onwards . 

'J' Series 
Silver Cloud S. III Standard Steel Saloon 

Chassis SJR. 2.7 onwards . 

1 B' Series 
Bentley S. 3. Long Wheelbase Cars 

Chassis BBL. l O. onwards . 

'E' Series 
Silver Cloud S. III Long Wheelbase Cars 

Chassis GEL. 53 onwards. 

ll O L L $ • R O Y C E l I M I T E P , P Y M ' S l A N [ , C k E V• r. , E "- G : t. ;.: · 
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SILVER CLOu o m. BENTL EY S3 . · 
PHANTOM S 

VALANCE PLATES 

BENTLEYS. 3 

3. s. 37 

Modified valance plates have been introduced to improve clearance 
between bonnets and wings. 

The new parts will be supplied for all replacements . 

Piece numbers are as follows: 

Displaced 

UR 5985 
UR 5787 

Assy. - Valance Plate and Extension - RH 
Assy. - Valance Plate and Extension .... LH 

New 

UR 8776 
UR 8777 

ltOLLS•ltOYCE LSMITED, PYM'S LANE, CREWE, ENGLAND 

15.7.65 

Q/KH 
Printed in ( irc·.,t 811t;1i11 SECTION 



SECTION T 

TRANSMISSION 



:-iLVt R C LO:J ;) IB BEN: ._f y S. ? 
Pl-1At\/ 1 O t", 5 

FLYWHEEL & TORUS 

BENTLEY S3, SILVER CLOUD III. PHANTOM 5 

A modified type of automatic gearbox torus cover is now being 
fitted. It can be fitted as a replacement on all S.2. and S.3. cars. 

Part numbers are as follows:-

Displaced New 

UG. ~541 Assy - Cover - Torus UG.4464 

The following are the chassis numbers of cars that incorporate 
the modified torus cover : -

'C' Series 
Bentley S3 Standard Steel Cars 

Chassis_ 
B. 712. CN to 72.2. 726 onwards 

'D' Series 
Silver Cloud Ill Standard Steel Cars 

Chassis 
SDW . 415 to 427, 431 to 437, 441 onwards. 

'A' Series 
Bentley S3 Long Wheelbase 

Chassis 
BAL . LO onwards 

'C · Series 
Silver Cloud Ill Long Wheelb,ue 

Chassis 
LCCL 39 onwards 

3. T. l 

•oLLS•,tOYCIE LIMITEO, PYM ' S LANE. CflEWE, ENGlANO 
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PH A"JT O M 5 

Chassis 

- 2. -

'B' Series 

Bentley S3 Continental 

BC.60.LXB, 64, 66, 70, 74 onwards 

Chassis 

'A' Sedes 
Phantom 5 

5.L.VA.117, 1?3 onwards 

3. T .1 

~OLLS•~OYCl: LIMITEO. PYM'S LANE. CREW£, ENGLAND 
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3, T. 2 . 

FLYWHEEL HOUSING 

BENTLEYS. 3 SILVER CLOUD III PHANTOM 5 . 

In order to improve gearbox cooling, a bell housing underpan, the timing 
access hole of which has been enlarged and fitted with a detachable expanded 
metal grille, is now being fitted on all cars with the exception of those exported 
to cou;itries where tropical or dusty conditions prevail. 

Piece numbers are as follows: -

Displaced 

UE.5713 
UE, 5714 

Under cover assy, bell housing 
Blanking plate, timing access hole 
Air outlet grille 
Air outlet frame 
Under cover assy, bell housing complete 

with air outlet grille & frame 

New 

UE. 31351 

UE 31353 
UE 31352 

RH. 2324 

RH. 2324 can be used for replacements of UE. 5713 with the exception of 
the countries indicated above. 

Bulletin AG 19 deals with the incorporation of a similar modification on 
cars in service. 

R 0 

Q/KH 

The following are chassis numbers at which this modification commenced 

1 F 1 Series 
Bentley 53 Standard Steel Cars 

B 12 FG (Less B 18 FG) and onwards 

'B' Series 
Bentley S3 Long Wheel Base Cars 

BBL 2 and onwards 

'C' Series 
Bentley S 3 Continental 

BC . .152. XC. (Less BC 154 XC} and onwards 

L LS . JII OY C E L I M I T £. C r ."'i. ,... !, L I< ~. . --
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1F 1 Series 

,~,, .. _,. ............. 
.\. ,. 
,.. -~ ,r ~ 

Silver Cloud III Standard Steel Cars 

SFU 77 3 and onwards 

1D 1 Series 
Silver Cloud III Long Wheel Base Cars 

CDL 61 and onwards 

SVC 47 and onwards 

'C' Series 
Phantom 5 

ftOLLS•ftOYCE LIMITED, PYM'S Lt..~!. 
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SILVER Ci..OuD m BENT~El S3 
PHANTOMS 

BELL HOUSING 

BENTLEY S3 SILVER CLOUD III PHANTOM 5 

3.T.3. 

Further to Information Sheet 3. T. 2 ventilation holes are also being 
provided in the bell housing. 

The holes are screened with expanded metal covers. 

Parts are interchangeable and piece numbers are as follows:-

Displaced 

UE.8516 
UE.8065 

Assy - Air Inlet Cover 
Assy - Bell Housing LH 
Assy - Bell Housing RH 

New 

UE. 31398 
UE.31403 
UE.31404 

The following are chassis numbers at which the above modification 
commenced. 

1G 1 Series 
Bentley S3 Standard Steel Cars 

Chassis B.190.GJ and onwards 

'D' Series 
Bentley S3 Continental 

Chassis BC.22.XD and onwards 

1C 1 Series 
Bentley S3 Long Wheel Base Cars 

Chassis BCL.2 and onwards 

'J' Series 
Silver Cloud III Standard Steel Cars 

Chass·is SJR 125 and onwards 

Continued .••••• 
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SILV ER CLOUD ID BENT .. E -r S 3 
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- 2 -

'E ; Series 
Silver Cloud SUI Long Wheel Base Cars 

Chassis CEL 63 and onwards 

Chassis 5. VD 63 

'D' Series 
Phantom 5 

3.T.3. 
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3. T.4 . 

SPEEDOMETER DRIVE SHAFT HOUSING AND GEARBOX REAR EXTENSION 

BENTLEYS. 3. SILVER CLOUD III. PHANTOM 5 

In order to prevent the entry of oil into the speedo drive cable, an 
additional web, at right angles to the two existing webs, has been incorporated 
into the shaft housing. 

Minor dimensional changes have been made to the gearbox extension, to 
accommodate·the new web. 

It may sometimes be necessary when fitting the modified shaft housing 
into an unmodified gearbox extension, to trim the latter in order to eliminate 
a foul. 

9'0LLS•ROYCE LIMCTEO. PYM'S LANE, CREWE.. ENCLA"'-!C 

Q/KH 
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3.T.S. 

GEARBOX 

BENTLEY S3 SILVER CLOUD III PHANTOMS 

Gearbox assemblies for these cars may be fitted with two different 
types of speedo drive housing (See Spares Information Sheet 3. M. 37). 

It is essential, when placing an order for a gearbox ass.embly, to 
state whether or not a Nemag Speedometer is fitted. 

This speedometer can be immediately identified as follows. 

(1) The monogram 'B' or 'RR' is at the base of the dial. 

(2) Regarding the dial as a clock face. zero is at 'thirty five 
minutes past' instead of 'five minutes past the hour'. 
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AU'I'CMA TIC GEARBOX - REVERSE GEAR 

BENTLE\' S3 : SILVER CLOUD III 

3.T.6. 

On a few gearboxes, fitted to S3 cars, the depth of the key slots in the 
a1ter cone, lG.1413 (Schedule J9 ref. No.3) is shallower than standard. 

In order to accorrmodate the reduction in depth a.special key (J9 ref. No . 
4) was fitted. 

Serial numbers of the gearboxes concerned are 4637/3 to 4639/3 inclusive. 

Should it ever be necessary to fit a new key in one of these gearboxes a 
special one RH.7948 should be ordered. 

Should it ever be necessary to fit a new stationary cone then a ne~ key, 
U,.224 should also be fitted. 

ROlLS•ROYCE .LIMITED, PYH'S LAN[, CREWE, tt-..iGLANC., 
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