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MAIN SPECIFICATIONS
TECHNICAL DATA ACCORDING TO VDI 2198

Unit BPR20N-7 BPR25N-7

CHARACTERISTICS

Operator type platform

Load capacity / rated load center Q kg 2 000 2 500

Load center c mm 600

Load distance x mm 8921

Wheelbase y mm 1 330 1 2 1 435 1

TIRES

Tires polyurethane (PU) 

Track, front b10 mm 560

Tread, rear b11 mm 367 / 512

DIMENSIONS

Lift height h3 mm 120

Height tiller, in drive position h14 mm 980 / 1 300

Height, lowered h13 mm 85

Overall length l1 mm 1 790 2 3 1 895

Length to face of forks l2 mm 640 2 3 745 3

Overall width b1/b2 mm 790

Fork dimensions s/e/l mm 55 / 173 / 1 150

Distance between fork arms b5 mm 540 / 685

Ground clearance, center of wheelbase m2 mm 30

Aisle width for pallets 1 000 × 1 200 crossways Ast mm 2 400 2 3 2 505 3

Aisle width for pallets 800 × 1 200 lengthways Ast mm 2 290 2 3 2 395 3

Turning radius Wa mm 1 585 2 3 1 690 3

PERFORMANCE DATA

Travel speed, with / without load km/h 7.5 / 8 6 / 7

Lift speed, with / without load mm/s 250 / 300 350 / 450

Lowering speed, with / without load mm/s 300 / 250 450 / 500

Max. gradeability, with / without load % 15 / 10

ENGINE

Drive motor rating S2, 60 min    kW 1.4

Lift motor rating at S3, 10%     kW 0.8 2.2

Battery voltage, nominal capacity K5   V/Ah 24 / 160-210 24 / 270-350

Battery weight Kg 155 235

Energy consumption acc. to VDI cycle kWh/h 0.55 0.95

ADDITIONAL DATA

Type of drive control AC speed control

Sound level at driver’s ear acc. to EN 12053 dB(A) 69

Specification values in this sheet have been rounded. Performance may vary depending on operating conditions.  
Products and specifications are subject to improvement and change without prior notice. 

1 Load section lowered: +65mm
2 With side battery removal: +30 mm
3 With compact platform: +440 mm 						    
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SPECIFICATIONS

STANDARD EQUIPMENT & OPTIONS

• = option  ✓ = standard  – not available

*This list is based on factory data. Standard and optional features may vary by country.

DIMENSIONS

STANDARD EQUIPMENT & OPTIONS

BPR20/25N-7

PRODUCTIVITY

AC drive motor ✓
Curtis controller ✓
Display to monitor energy and machine status ✓
Foldable platform ✓
Electric power steering ✓
Lead-acid or lithium-ion battery ✓
Single or tandem load wheels ✓
Built-in charger for lead-acid batteries •

SAFETY

Turtle speed button ✓
Speed reduction kit for cornering ✓
Safety reverse button ✓
Platform protection bar ✓
Load backrest 1 070 mm •

Load backrest 1 220 mm •

Pin code with RFID access •

STANDARD EQUIPMENT & OPTIONS

BPM16/20N-7

FORKS

1 150 × 685 mm •
1 150 × 540 mm •
1 220 × 685 mm •
1 220 × 540 mm •
1 500 × 685 mm •
1 500 × 540 mm •
1 800 × 685 mm ✓
1 800 × 540 mm ✓
2 000 × 685 mm •
2 000 × 540 mm •
2 400 × 685 mm •
2 400 × 540 mm •

440

45
0

17
0

77
0h1

4

l2

b5b1
1

y

Q
c

s

m
2

b1

l1

x

l

h3

b1
0

Wa

17
3

h1
3

Ast

l2

440

45
0

17
0

77
0h1

4

l2

b5b1
1

y

Q
c

s

m
2

b1

l1

x

l

h3

b1
0

Wa

17
3

h1
3

Ast

l2

EN_Powered_Pallet_Trucks_2-2.5t_EMEA_Leaflet_L4503370_02_2025.indd   7EN_Powered_Pallet_Trucks_2-2.5t_EMEA_Leaflet_L4503370_02_2025.indd   7 28.02.2025   14:02:1628.02.2025   14:02:16



Doosan Bobcat EMEA, U Kodetky 1810, 263 12 Dobříš, Czech Republic

Bobcat is a Doosan Company. Doosan is a global leader in construction equipment, power & water solutions, engines, and engineering proudly serving customers and communities for more 
than a century. | Bobcat and the Bobcat logo are registered trademarks of Bobcat Company in the United States and various other countries. ©2025 Bobcat Company. All Rights Reserved.

©2025 BOBCAT L4503370-EN (02-25)

BUILT TO LAST
 MADE WITH THE BEST COMPONENTS

Packed with premium European components — ZF gearbox, 
Schabmüller motor, Curtis controller, and REMA tiller head — 
as well as a durable chassis and 8 mm metal skirt, our pallet 
trucks deliver peak reliability and power where it counts, with 
an eye on optimal quality/price.

 BOBCAT GENUINE PARTS  
Quality components delivered to our dealers guarantee that 
all of our equipment is built to last, withstand the toughest 
conditions, and deliver reliable performance.

 EXTENSIVE DEALER NETWORK
You can rely on our network of dealers and service partners 
who are always ready to help you.

 WARRANTY 
Bobcat develops every machine to the highest standards 
of quality and durability. That’s why our standard warranty 
provides 12 months or 1 000 operating hours (whichever 
occurs first) of parts coverage.

SERVICEABILITY & WARRANTY

SEE IF IT’S THE RIGHT FIT 
FOR YOUR FLEET

Europe MEA CIS
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