
■ 外形寸法図（単位: mm）

■ 仕様

®

シュア・ジャパン株式会社

PA421B-A
アンテナコンバイナー

仕様、外観および付属品は、改良のため予告なく変更することがありますので、あらかじめご了承ください。
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周波数帯域 470～865MHz

RF入力
4ポート、BNCメス型×4
構成: アクティブ
インピーダンス: 50Ω

RFゲイン 0dB (±2dB)
RF入力レベル < +20dBm、定格
RF最大入力レベル +24dBm、最大
チャンネル有効化最小RF入力検出閾値 +2.5dBm、各チャンネルLEDインジケーターは緑点灯
LEDインジケーター過負荷閾値 > +24dBm、各チャンネルLEDインジケーターは赤点灯

RFメイン出力 1ポート、BNCメス型×1
インピーダンス50Ω

RF拡張ポート
2ポート入力 BNCメス型×2、1ポート出力 BNCメス型×1
構成: パッシブ
インピーダンス: 50Ω

RF拡張ポート挿入損失 < 4dB
DC電源出力 DC15V×4、各660mA、9.9W、最大
LEDインジケーター最小電流検出閾値 85mA、各LEDインジケーターは緑点灯
LEDインジケーター電流過負荷閾値 > 660mA、各LEDインジケーターは赤点灯
電源 AC100V、50/60Hz
消費電流 1.09A (109VA)、AC100V基準
消費電力 98W、最大
動作温度範囲 -18℃～63℃
寸法 幅483×高43×奥行365mm
質量 4.3kg

付属品 電源ケーブル×1、BNC型同軸ケーブル(約55cm)×4、BNC型ジャンパー同軸ケーブル(約30cm)×1、
DC電源接続ケーブル(約60cm)×4、ラックマウントねじ

470-865 MHz

PA421B

WARNING
DO NOT OPEN

RISK OF ELECTRIC SHOCK
AVIS

NE PAS OUVRIR
RISQUE DE CHOC ELECTRIQUE

WARNING:
DO NOT EXPOSE THIS APPARATUS TO RAIN OR MOISTURE.

TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK,

THIS DEVICE COMPLIES WITH PART 15 OF THE FCC RULES.
OPERATION IS SUBJECT TO THE FOLLOWING TWO CONDITIONS.

(1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE.

(2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECIEVED.
INCLUDING INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION.

THIS CLASS B DIGITAL APPARATUS COMPLIES WITH CANADIAN ICES-003.

CET APPAREIL NUMERIQUE DE LA CLASSE B EST CONFORME A LA NORME
NMB-003 DU CANADA.

PSM Antenna Combiner
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INPUT SIGNAL

MAIN OUT - 50 OHMS

ACTIVE COMBINER
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DC OUTPUT
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EXPANSION PORT

A IN A+B OUT

POWER

PA421B
FCC ID: DD4PA421B
IC: 616A-PA421B

INPUT: 100 W MAX,  1.1 A MAX
100-240  V~ 50/60 Hz 25

ULR CUS

LISTED
COMMERCIAL AUDIO

EQUIPMENT
93WL

4321

RF INPUTS

POWER OUTPUTS 15V        660mA EACH
ALL DC CONNECTORS USE CLASS 2 WIRING

1 2 3 4


