
LocaƟon Requirements: 
 Wall must be flat, smooth, clean and dry. 
 Install temperature must be at least 50°F. 

K81 Hardware Kit Includes: 
LocƟte Heavy Duty Powergrab  (1)  150‐10000 
 (9 oz. cartridge)             
 
Materials/Tools Required: 
Level       Pencil 
Tape Measure     UƟlity Knife 
Straight Edge (4’ or larger) 
 
Recommended Cleaning Materials: 
Lint Free Cloth or Wipes 
FantasƟk® All‐Purpose Heavy Duty Cleaner 
 
Recommended SaniƟzing Products: 
Febreze® SaniƟzing Fabric Refresher 
Tide® AnƟbacterial Fabric Spray 

Step 3: 
Apply LocƟte Powergrab in 1/8” to 3/16” diameter beads 
horizontally.  Beads to be no more than 12” apart and terminate  
1‐3” from edges of panel and/or any cut paƩern element. 

Step 2: 
Before installing, idenƟfy any obstrucƟons that may impact panel 
installaƟon. (ex: light switch, outlet, duct work, piping, etc..)  
 
If panel needs to be trimmed/cut, measure from wall (if first 
panel) or last installed panel to determine locaƟon of obstrucƟon 
on next panel to be installed.  Mark panel with obstrucƟon 
locaƟon. Trim/cutout material using uƟlity knife and straight 
edge. 

Step 5: 
DO NOT scrub when cleaning panel. DO NOT use ammonia or 
abrasive materials. 

Step 4: 
Using level to ensure panel is square, install panel.  Apply even 
pressure across enƟre panel.  Panel is reposiƟonable for 15 
minutes or less aŌer install.  Repeat steps 3 ‐ 4 unƟl all panels 
are installed.   Panels applied in sequence to be buƩ seamed.   
 
See figures below for proper corner spacing. 
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Step 1:   
Wipe down wall using a dusƟng brush, lint free cloth or wet 
sponge to remove dust and debris.  Allow surface to dry before 
installaƟon. 

InstallaƟon Wall 

1"-3"

1"-3"

12"


