










UTG2000A user manual 

Symbols on the productChapter 1 Safety Information
Following symbols may show on the product: 

Safety Terms and Symbols        Alternating Current
Terms in the manual

       Measuring Ground Terminal
Following terms may appear in this manual: 

       Chassis Ground 
Warning: a Warning specifies conditions and 

       On/Off Button
actions that may pose hazards to the user.

       Risk of Electric Shock
Caution: a Caution identifies conditions and 

       Caution, refer to the manual
actions that may cause damage to the product 

       Protective Conductor Terminal
or other properties.

       CE is a registered trademark of European   
Terms on the product

Community.
Following terms may show on the product: 

    CSA is a registered trademark of CSA 
DANGER indicates any injury hazard immediately 

International.
accessible as you read the marking.

C-tick is a registered trademark of Spectrum 
WARNING indicates any injury hazard not 

Management Agency of Australia. It states 
immediately accessible as you read the marking.

the compliance with Australian EMC 
CAUTION indicates any damage may happen to 

Framework regulations under the terms of 
the product or other properties

Audio Communication Act of 1992.
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 12.Arrow
       Buttons  
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9.Master Power 
 Switch

10. AC Power 
   Receptacle

4.USB Connector

1.External Analog 
   Modulation Input

2. External Digital 
Modulation or 
Counter Connector 

 Figure 2-2
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 BNC+red and black alligator clip  connection cable,1pc.
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Figure 3-1
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To set desired parameter, press corresponding
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100Hz. To change the frequency, switch on FM interface 
first, then use the multipurpose knob and arrow buttons
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    View PM modulated waveform with use of an 
Oscilloscope shown as below:



52



53



54



55



56

UTG2000A user manual 



57



58



59



60



61



62



63



64



65



66





UTG2000A user manual 

68



UTG2000A user manual 

69



70

UTG2000A user manual 



71



72



73

UTG2000A user manual 



74

 



75



UTG2000A user manual 

76



77



78



79



80



UTG2000A user manual 

81

●



82



83

UTG2000A user manual 



84



85

UTG2000A user manual 



86

UTG2000A user manual 



87

UTG2000A user manual 



88

UTG2000A user manual 



89

UTG2000A user manual 



90

UTG2000A user manual 



91



92



93



94





96



97



98

UTG2000A user manual 



99



100



101

























Model UTG2000A(dual channel)

Standard configuration

A power line up to local standard

A USB data line

One BNC cables (1 m)，One BNC+red 

and black alligator clip connection(1 m)

A CD for users

A product warranty card

A user manual

Optional components LAN port for UTG2062A
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