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This manual contains essential safety and usage instructions.
If you can't locate the information you need or notice any discrepancies, 
please visit our website or contact us for assistance.

Website
https://vrs.racing

Downloads
https://vrs.racing/downloads

Contact us
https://vrs.racing/contact

Discord server
https://discord.gg/4BQJDPJUDc
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Certifications

FCC Compliance Statement
Product: VRS® DirectForce® Pro 15 Wheel Base
Model: DFP-WB2

Made in Germany

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any 
interference received, including interference that may cause undesired operation.

Responsible Party:
Smarty Co.
120 Vantis Drive, Suite 300
Aliso Viejo, CA 92656
United States
+1 866-746-3888
info@vrs.racing

VRS®, DirectForce®, and         are trademarks of Smarty Co.
Other trademarks and trade names are those of their respective owners.
© 2024 Smarty Co. All rights reserved.



Warnings

Carefully read this manual before using the product and retain it for future reference. This product is 
not intended for children. Parents or guardians of minors should read this manual and make sure the 
minor follows all safety precautions.

⚠ Before using the VRS® DirectForce® Pro 15 Wheel Base read the instruction manual for important 
safety and health information.

⚠ The device is intended only for indoor use at room temperatures 5-30°C (41-86°F), relative 
humidity under 70% and altitude up to 5000m (16,000ft). Use with supplied AC adapter only.

⚠ This device contains strong magnets. Do not place the product near medical devices or persons 
using them. Keep it away from magnetic media such as credit cards, tapes, computer hard drives, etc.

⚠ Do NOT touch the motor. The motor may become hot if you have misconfigured your racing 
simulator (racing game) and/or your controller. Excessive FFB clipping would be the likely cause for 
that. Adjust your FFB settings for optimal operation.

⚠ The direct drive motor in your wheel can produce very high levels of torque up to 15 Nm. The 
motor could cause injury to your fingers, wrists, or hands. If the wheel becomes erratic, do not try to 
hold it and control it. Please exercise caution when using the wheel and set the level of force 
feedback that is within the limits of the person using it. 

⚠ Let go of the wheel immediately and reset the racing simulator (racing game) when you are losing 
control of the car in the racing simulator (racing game) and you know you are about to crash. It's 
safest to let go of the wheel before the impact.

⚠ Mount the motor solidly to a sturdy desk, table or sim racing rig. When driven, the motor can 
"jump" if not properly mounted. If their construction is not sturdy, your desk, table or rig could be 
damaged by the forces exerted by the motor.

⚠ It is highly recommended to connect the wheelbase directly to your computer’s USB port. Using 
external USB hubs may introduce additional latency and result in poor force feedback performance.

⚠ Repeated and/or prolonged use of computers and gaming controllers can cause a variety of 
musculoskeletal issues. If you feel any discomfort/pain/aches, either directly or indirectly as a result 
of using this device, seek help from a health care professional. 

⚠ Opening any of the enclosures or attempting repairs on any of the components voids your 
warranty.

⚠ Choking hazard, not suitable for children.

⚠ This product contains chemicals known to the State of California to cause cancer, birth defects, or 
other reproductive harm
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What’s in the box
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VRS DFP15 Direct Drive Wheel Base

AC cable/power supply (200 W)

USB cable (1.6 m, Type B to Type A)

E-stop dongle

Silicone gap covers for Quick Release

Mounting hardware* : 4x M8x16 screws, 4x washer, 4x M8 profile nut 

*Generic mounting solutions have been included. Depending on your individual application, the 
length of required M8 screws can vary, and may need to be sourced separately.



Software

VRS config tool allows you to easily control the DFP15 wheelbase
For config tool download, please visit the official VRS webpage:
https://vrs.racing/downloads
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https://vrs.racing/downloads


Connections
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Power connector

E-stop connector USB connector to PC

Power button



Mounting and usage info

Front mounting:
Front flange 4x M8 threaded holes with 102.5mm PCD. Compatible with VRS Mounting Bracket.
*4x M8x16 screws included.and an be used for front or bottom mount.
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Bottom mounting: 
Bottom mounting: 
Mounts via 4x M8 profile nuts with center distance in:
● X-direction: 78.4mm
● Z-direction: flexible from 75mm to 20mm

*4x profile nuts included

Steps to start using VRS DFP15 wheelbase:

1. Mount the wheelbase to your rig with your preferred mounting method:

2. Plug the AC adapter into a wall outlet, then plug the output connector to the wheelbase

3. Connect the USB-B cable to your computer. It is highly recommended to connect the wheelbase 
directly to your computer’s USB port. Using external USB hubs may introduce additional latency and 
result in poor force feedback performance.

4. Make sure you have E-stop dongle inserted in it’s connector, or use third party e-stop switch.

5. The wheelbase should now appear in VRS Config tool software.
Each time you turn on the wheelbase, it will automatically turn around to check and calibrate itself

You are ready to race now. 

For steering wheels compatibility follow the guideline on VRS Website 
https://vrs.racing/the-next-generation-of-vrs-connectivity

Use filters provided in the Config Tool software to adjust the force feedback of DFP15 wheelbase
Hover the mouse over particular setting to see it’s explanation

https://vrs.racing/the-next-generation-of-vrs-connectivity


Features & Specifications
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Platform PC

Motor Type 5 pole Direct Drive
Permanent magnet synchronous servo motor

Peak Torque 15Nm

Encoder Resolution 21 bits / 10 kHz

Input voltage 100 ~ 240V AC

External power brick 200 W

Communication Method USB

USB Refresh Rate 1000Hz

Max wheel rotation +/- 1080°

Quick Release Integrated (NRG / D1 style), with USB (full 
speed) connectivity via slip ring

Power to steering wheel 3W (600mA @5V)

Connection Ports DC 48V input, USB B, eStop socket (RJ45)

Power on/off control Soft power button

Mounting Method Front and bottom mountable

Dimension (L x W x H) 160mm x 130mm x 130mm

Weight 8.2 kg (Unit only, no power brick & cables)

Housing Material Aluminum

Color Black



Dimensions
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Website
https://vrs.racing

Downloads
https://vrs.racing/downloads

Contact us
https://vrs.racing/contact

Discord server
https://discord.gg/4BQJDPJUDc

Thank you for 
choosing VRS®

If you can't locate the information you need or notice 
any discrepancies, please visit our website or contact 
us for assistance.
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https://vrs.racing/downloads
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https://discord.gg/4BQJDPJUDc

