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After disabling ‚Default Lighting‘ and activating ‚Individual profile only‘,
the device page should now look like this:

To load the ATSR LED profile, click on the ‚Import profile‘ button.
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Locate the LED profile for your device (.ledsprofile file) and load it.

The profile is now loaded and ready to use! The activation process
will proceed in the ATSR-Hub plugin.
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2.   Profile Activation in ATSR-Hub

Open ATSR-Hub in SimHub – ( If ATSR-Hub is not installed, please
follow the Plugin installation tutorial ) – and open the Device-Hub tab.

Locate your hardware in the Device-Hub and turn it ON (VRS R295 as
an example): 



ATSR Wheel Manual Page 1ATSR Wheel Manual Page 5ATSR Wheel Manual Page 1ATSR Wheel Manual Page 5

After activating your hardware, it will show under the ‚My Devices‘ 
column.

Restart SimHub to complete the activation.

After restarting - head back to the Device-Hub and click on the device
to open the profile settings.
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3.   Button / Encoder Customization

ATSR profiles offer a great variety of customizable functions and 
effects. Settings are modified through device-specific settings pages.

After clicking on the device icon in ATSR-Hub -> Device-Hub, this page
will open: 

Left Side Window: This window will provide an overview of currently 
selected functions and effect colors.

Right Side Window: This window is used to adjust features to your
preferences. 

By default, the ‚General Settings‘ page will be opened. This page will
allow you to adjust global effect properties. (e.g. ABS, TC, Redline...)
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ATSR-Hub allows the user to adjust effects per LED!

Click on an LED / Button / Encoder on the left side window to open
LED-specific settings. 

The example above shows the Button function page.

Users are able to select a Main Function, which will be active at all
times. The selection of functions ranges from input-based animations
to telemetry-based effects. (Telemetry needs to be output by the game
in order for telemetry-based effects to work)

In addition to the Main Functions, a selection of Secondary Functions
are offered. These functions are layered over the Main Function and
will be activated when triggered. (e.g. ABS Active, Car Left...)   
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Effect Colors for Main Functions can be fully individualized by the user!

Click on the ‚Effect Color‘ button on the right side window to open
the color selector. 

Set the Effect Color by clicking on the colored boxes or input the
HEX code in the text field.

This color will apply to your selected Main Function.
 
Secondary Function colors can be adjusted on the ‚General Settings‘ 
page.  
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4.   RPM Customization

ATSR-Hub allows users to use their RPM LEDs for a lot more than just
shift lights!

To open the RPM Settings window - click on one of the RPM LEDs.

RPM LEDs feature Main and Secondary Functions as well.

Users are able to display Fuel / Battery / Pedal Inputs / Brake Bias 
and Time Delta as Main Functions.

Secondary Functions will layer over the Main Functions when the
corresponding telemetry/state is active.
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To customize the appearance of the Shift Lights, click on the ‚RPM
Settings‘ button on the right side window.

Users are able to change Redline colors, RPM Styles and RPM Modes.

Default RPM Styles and Redline colors apply to the ‚Car Specific Lite‘ 
and ‚Default Presets‘ modes.

Ticking the ‚Use Custom RPM Colors‘ will override themed RPM colors
(Car Specific Lite & Default Presets) with custom colors.
To set a custom color scheme, click on the ‚Custom Mode‘ button.

The next will page will provide an overview of all available RPM Modes.
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5.   Custom Color Theme

Background colors can be fully customized by the user.

Click on an LED / Button / Encoder on the right side window and
open the ‚Custom Mode page‘.

Select colors to match your individual preferences.

To display the Custom Mode colors on the hardware – Open the
‚Home‘ tab in ATSR-Hub and select the ‚Custom Theme‘.


