
User Manual



This manual contains essential safety and usage instructions. Read it 
carefully before using the product and keep it for future reference. If you 
cannot find the information you need or notice any discrepancies, please 
visit our website or contact us.

Website
https://vrs.racing

Downloads
https://vrs.racing/downloads

Contact us
https://vrs.racing/contact

Discord server
https://discord.gg/4BQJDPJUDc

Foreword

Warnings

⚠ This product is not intended for children. A parent or guardian must read this manual and 
make sure any minor follows all safety precautions.

⚠ Indoor use only. Operating conditions: 5 – 40 °C (41 – 104 °F), relative humidity below 70 %, 
altitude up to 5,000 m (16,400 ft).

⚠ Disassembling the spring-loaded QR mechanism voids the warranty. Removing the spacer 
from the QR mechanism is allowed and does not affect the warranty.

⚠ Choking hazard. Keep away from children. 

⚠ Repeated or prolonged use of computers and gaming controllers can cause musculoskeletal 
issues.

⚠ If you experience any discomfort, pain, or aches related to using this device, consult a 
healthcare professional.

https://vrs.racing
https://vrs.racing/downloads
https://vrs.racing/contact
https://discord.gg/4BQJDPJUDc
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What’s in the box

1. QR Connect Wheel Adapter assembly

2. Cable with M8 circular plug for VRS Lite and Pro formula wheels

3. Cable with USB A socket 

4. M5 × 35 mm screws (3 pcs) — for front-mount installation

5. M5 × 16 mm screws (3 pcs) — for back-mount installation

6. M5 lock nuts (3 pcs) — required when using all 6 screws for front-mount installation
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More information on compatibility is available in the following resources.
Note that they show an earlier revision of the QR Connect PCB with the Molex connector; 
current versions ship with the USB Type-C connector.

Blog post:
https://vrs.racing/the-next-generation-of-vrs-connectivity

YouTube video:
https://youtu.be/2IctLj3zlB4?si=-dm6wDay39ok6-rV

Electrical connectivity options

Direct connection to VRS Formula Pro and 
Formula Lite wheels using the cable with M8 
plug.

Connection to any USB 2.0 steering wheel 
using the cable with USB-A socket. 

Connection to any USB 2.0 steering wheel using a short, internal USB Type-C cable. 

E1 E2

E3

https://vrs.racing/the-next-generation-of-vrs-connectivity
https://youtu.be/2IctLj3zlB4?si=-dm6wDay39ok6-rV


Mounting procedure

Take the cable for your chosen connectivity option 
from the previous section and plug it into the 
connector on the QR adapter's PCB. Press it firmly 
into place.

If you are using the internal USB Type-C to USB 
Type-C cable (E3), attach the other end to the 
steering wheel's PCB and skip ahead to the 
mechanical mounting section.

If you are using one of the external cables (E1 or E2), 
follow the strain-relief steps below.
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Cable groove Intentional — the cable does not sit flush

Route the cable into the groove on the spacer. The cable will not sit entirely flush with the groove — 
this is intentional and provides strain relief once the adapter is fastened. Place the adapter against 
your steering wheel with the cable inside the groove, then tighten the mounting screws gradually. As 
the screws are tightened, the cable is compressed into the groove, securing it and protecting the PCB 
connector. Make sure the cable stays in the groove throughout this step.

The screw placement and the specific holes you use depend on your wheel and your preferred 
mounting style. Refer to the Front mount and Back mount sections on the following pages.

You are now ready to choose a mechanical mounting option and attach the adapter to your steering 
wheel.

External cable strain relief (applicable for E1 & E2; skip for E3)
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Mechanical mounting options: Front mount

Front mount — 6 screws

Insert the 3 lock nuts Attach the rim

Front mount — 3 screws

Three screws are sufficient to securely attach the rim. You may choose to use all six screws for a 
cleaner appearance from the front.

M1

M2



To make room for the Allen key during back-mount 
installation, start with the quick release in the 
disarmed state, as shown on the right.
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Mechanical mounting options: Back mount

Press the inner ring at two opposite points 
simultaneously to trigger the release.

The quick release is now disarmed. You can 
proceed with back-mount installation.

If your quick release looks like the image to the 
right, follow the steps below to disengage the 
outer ring before mounting.

⚠ The outer ring releases with considerable force and produces a loud noise. Keep your fingers 
clear of its path.

        We recommend watching this video before proceeding: https://youtu.be/v4zytF7_4-E

https://youtu.be/v4zytF7_4-E
https://youtu.be/v4zytF7_4-E


Use only the three non-threaded holes for back-mount installation. Never use the threaded holes of 
the QR adapter for back-mounting.
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Mechanical mounting options: Back mount

3 screws back mount          pattern Back mount — 3 screws (completed)

Remove the six screws holding the adapter, 
rotate it 60° relative to the QR body, and 

reattach.
Back mount — 3 screws (adapter rotated 60° 

relative to QR body)

Some wheels don’t support the         pattern for 
the back-mount. They used        pattern instead
There are two ways to attach the QR Connect 
Wheel Adapter to such a wheel:

1. Rotate the entire QR adapter so the 
non-threaded holes align with the wheel, 
as illustrated on the right. 
The downside is that the steering wheel 
will be offset by 60° when attached to 
the wheelbase.

2. Or, unscrew the adapter from the QR 
body, rotate it, and reattach (see below). 

60° 
turn

60° turn relative 
to QR body

static

M3

M5

M4



Mounting to VRS x ASCHER Ultimate Wheel

The Ascher Ultimate steering wheel uses a back mount for the QR adapter. Its mounting hole pattern 
is shown below.

For electrical connectivity, use the short USB Type-C cable supplied with the steering wheel (option E3).
For mechanical mounting, we recommend the M5 method described on the previous page. 
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Dimensions

Page 11

30

82

57
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All dimensions in mm



Certifications

FCC Compliance Statement
Product: VRS® QR Connect Wheel Adapter
Model: DFP-QA2

Made in China

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any 
interference received, including interference that may cause undesired operation.

Responsible Party:
Smarty Co.
120 Vantis Drive, Suite 300
Aliso Viejo, CA 92656
United States
+1 866-746-3888
info@vrs.racing

VRS®, DirectForce®, and         are trademarks of Smarty Co.
Other trademarks and trade names are those of their respective owners.
© 2026 Smarty Co. All rights reserved.
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Thank you for 
choosing VRS®

If you cannot find the information you need or notice 
any discrepancies, please visit our website or contact 
us.

https://vrs.racing
https://vrs.racing/downloads
https://vrs.racing/contact
https://discord.gg/4BQJDPJUDc

