" DirectForce’
‘11 GT-2 Cockpit

A WARNINGS

Before assembling this sim racing cockpit,
o i please read all installation instructions and
e warnings thoroughly.

FAILURE TO COMPLY WITH ALL ASSEMBLY,
SAFETY, AND OPERATION INSTRUCTIONS
AND WARNINGS WHEN USING THIS
PRODUCT MAY RESULT IN SERIOUS INJURY.

This sim racing cockpit meets all safety
regulations. Improper use may result in
injury to individuals and damage

to the chassis.

Some illustrations may differ slightly from the actual
product. Please use them as a reference for the
assembly process.

INSTRUCTION MANUAL
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Inserting T-Slot-Nuts: BEFORE YOU START

The GT-2 features a roll-in T-nut with an M8 thread, which can be loaded from either the | .
profile’s ends or sides. This design makes it easy to insert the nut into the T-slot, especially when Tools needed but not prowded

the profile ends are inaccessible, such as when installing accessories later. with the assembly instructions:

The nut has a ball and spring mechanism that secures it in place. It is self-aligning, ensuring the
thread stays centered in the T-slot and preventing it from falling out, even when the assembly is
positioned vertically. This feature simplifies the assembly process.

Tape Measure

Roll into T-Slot
Step 1: Put the T-Nut into the T-Slot channel horizontally.

Step 2: Rotate the nut. You can use the No.5 Hex Key to help wiggle the Slot-Nut in place.

Step 3: Set the T-Nut in place. The guide step positions the nut parallel and central within the slot,
which makes it easier to move the nut and prevents it from twisting during tightening. =
The spring-loaded ball prevents unwanted movement of the nut in the slot, which is highly

desirable on a bed with the T-slots in a vertical position.
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No.5 Hex Key |




Hand-tighten







