
SPECIFICATION SHEET

SÉUR A T V MIRRORS

Seamlessly incorporate video into bathrooms, dressing rooms and spas without ever having to see the TV.

Vanity TV Mirrors

Exceptionally Bright TV 
Screen
High brightness television panels 
and specially formulated mirror glass 
allows the brightest picture to shine 
through.

Long-Lasting Mirror
Copper-free mirror glass with UV 
protective coating is not susceptible 
to black edge corrosion caused by 
ammoniated cleaners and humid 
environments.

Flexable Audio Solutions
Two 10W speakers are integrated 
on the reverse side of the mirror. 
Use the TV's audio output ports to 
connect professional distributed audio 
solutions like architectural ceiling 
speakers.

Supports Streaming 
Services
Access a variety of connectivity options 
with the TV’s inputs and outputs that 
supports Roku, Chromecast, and more.
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Vanishing Technology 
Séura’s vanishing technology allows the 
TV to appear in the mirror when on, 
and completely hide behind the glass 
when turned off.
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Wall Mount Included
Choose a surface mount or in-wall 
recessed mount, included with your 
TV Mirror.

True to Life Reflection
Minimal mirror tint closely resembles 
silver mirror glass to provide excellent 
mirror reflectivity and a color-accurate, 
true-to-life reflection.

Custom Options
Unique design options include mirror 
size, mirror shape, frame, technology 
upgrades, and more.
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TELEVISION INPUTS AND OUTPUTS

1230 Ontario Road  Green Bay, Wisconsin 54311
1-800-957-3872  contacts@seura.com
www.seura.com

* The unpowered audio variable line out will cut audio from the speaker output.
† Mini jack connection on TV, product includes adapter cables

**Included on Lighted TV Mirrors, optional on TV Mirrors with no lighting
 ±Optional for Lighted TV Mirrors; unavailable on TV Mirrors

19 INCH TV
Model: 19, Version: 6

27 INCH TV
Model: 27, Version: 6
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S CUSTOM DESIGN OPTIONS Mirror size, mirror shape, holes, TV screen placement, frame, lighting, matching mirrors

CUSTOM TECHNOLOGY OPTIONS Digital clock, night light, defogger, UL electrical plug

CUSTOM FUNCTIONALITY OPTIONS Fingerprint protection**, tamper-free security latch±, safety mirror backing

MAXIMUM MIRROR SIZE Up to 94" w x 70" h or 70" w x 94" h
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VIEWABLE SCREEN SIZE 15.9" w x 9.8" h 23.4" w x 13.1" h

DISPLAY TYPE LED Backlit TN/TFT LCDX

DISPLAY RESOLUTION 1440 x 900 1920 x 1080

ASPECT RATIO 16:10 16:9

CONTRAST RATIO 3000:1 3000:1

REFRESH RATE 60Hz 60Hz

VIEWING ANGLE 178° Horiz/Vert 178° Horiz/Vert

RESPONSE TIME 5ms 5ms

TUNER ATSC/NTSC ATSC/NTSC
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HDMI 2 x HDMI 2.0 HDCP 2.2 2 x HDMI 2.0 HDCP 2.2

COMPONENT YPBPR 1 (dongle included)† 1 (dongle included)†

COMPOSITE (AV) 1 (dongle included)† 1 (dongle included)†

VGA 1 1

S-VIDEO 1 1

RF COAXIAL ANTENNA 1 1

USB 1 Firmware & 5V Only 1 Firmware & 6 Only

RS-232 1 x 2.5mm connector (dongle included)† 1 x 2.5mm connector (dongle included)†

IR 1 Input (Mono), 4 Output (Mono) 1 Input (Mono), 4 Output (Mono)
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PC AUDIO IN 1 1

LINE OUT 2 (1 powered, 1 unpowered*) 2 (1 powered, 1 unpowered*)

PHOENIX TYPE SPEAKER OUTPUT 2 x 5W @8Ω/ channel 2 x 5W @8Ω/ channel

INTERNAL SPEAKERS 2 x 10W 2 x 10W
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N MOUNT OPTIONS Integrated Surface Mount or Integrated Recessed Mount

SURFACE MOUNT OFF-WALL DISTANCE 1 1/2" 1 1/2"

RECESSED MOUNT IN-WALL DEPTH 3/4" 3/4"

RECESSED MOUNT VENT GAP 1/4" 1/4"
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CERTIFICATIONS AND COMPLIANCE FCC and CEC; UL 962 and cUL certification available upon request.

WARRANTY
TV Mirrors with respect to Séura’s labor, glass, structure, and assembly for three (3) years; electrical and LED light 
strips for five (5) years; TV including remote and power supply for two (2) years; mirror technology with respect to 

Séura’s labor and parts including clocks, night lights, defoggers, and dimmers are covered for three (3) years.

REMOTE Séura IR Remote Control

POWER CONSUMPTION, DISPLAY DC 19V 40W / .33A DC 19V 50W / .42A

© 2024 Séura
Publish date: April 15, 2024. Information is subject to change without notice. 
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